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(i) Ventilation or the conveyors fail 
to operate; 

(ii) A ground (or imminent ground) 
occurs anywhere in the high-voltage 
system; or 

(iii) Goods being electrostatically 
deteared come within twice the spark-
ing distance of the electrodes or con-
ductors of the equipment. 

(6) You must use fences, rails, or 
guards, made of conducting material 
and adequately grounded, to separate 
paint-detearing operations from stor-
age areas and from personnel. 

(7) To protect paint-detearing oper-
ations from fire, you must have in 
place: 

(i) Automatic sprinklers; or 
(ii) An automatic fire-extinguishing 

system conforming to the requirements 
of subpart L of this part. 

(8) To collect paint deposits, you 
must: 

(i) Provide drip plates and screens; 
and 

(ii) Clean these plates and screens in 
a safe location. 

Subpart I—Personal Protective 
Equipment 

AUTHORITY: Sections 4, 6, and 8 of the Occu-
pational Safety and Health Act of 1970 (29 
U.S.C. 653, 655, and 657); and Secretary of La-
bor’s Order No. 12–71 (36 FR 8754), 8–76 (41 FR 
25059), 9–83 (48 FR 35736), 1–90 (55 FR 9033), 6– 
96 (62 FR 111), 3–2000 (62 FR 50017), or 5–2002 
(67 FR 65008), as applicable. 

Sections 1910.132, 1910.134, and 1910.138 of 29 
CFR also issued under 29 CFR part 1911. 

Sections 1910.133, 1910.135, and 1910.136 of 29 
CFR also issued under 29 CFR part 1911 and 
5 U.S.C. 553. 

§ 1910.132 General requirements. 
(a) Application. Protective equipment, 

including personal protective equip-
ment for eyes, face, head, and extrem-
ities, protective clothing, respiratory 
devices, and protective shields and bar-
riers, shall be provided, used, and 
maintained in a sanitary and reliable 
condition wherever it is necessary by 
reason of hazards of processes or envi-
ronment, chemical hazards, radio-
logical hazards, or mechanical irri-
tants encountered in a manner capable 
of causing injury or impairment in the 
function of any part of the body 

through absorption, inhalation or 
physical contact. 

(b) Employee-owned equipment. Where 
employees provide their own protective 
equipment, the employer shall be re-
sponsible to assure its adequacy, in-
cluding proper maintenance, and sani-
tation of such equipment. 

(c) Design. All personal protective 
equipment shall be of safe design and 
construction for the work to be per-
formed. 

(d) Hazard assessment and equipment 
selection. (1) The employer shall assess 
the workplace to determine if hazards 
are present, or are likely to be present, 
which necessitate the use of personal 
protective equipment (PPE). If such 
hazards are present, or likely to be 
present, the employer shall: 

(i) Select, and have each affected em-
ployee use, the types of PPE that will 
protect the affected employee from the 
hazards identified in the hazard assess-
ment; 

(ii) Communicate selection decisions 
to each affected employee; and, 

(iii) Select PPE that properly fits 
each affected employee. 

NOTE: Non-mandatory Appendix B contains 
an example of procedures that would comply 
with the requirement for a hazard assess-
ment. 

(2) The employer shall verify that the 
required workplace hazard assessment 
has been performed through a written 
certification that identifies the work-
place evaluated; the person certifying 
that the evaluation has been per-
formed; the date(s) of the hazard as-
sessment; and, which identifies the 
document as a certification of hazard 
assessment. 

(e) Defective and damaged equipment. 
Defective or damaged personal protec-
tive equipment shall not be used. 

(f) Training. (1) The employer shall 
provide training to each employee who 
is required by this section to use PPE. 
Each such employee shall be trained to 
know at least the following: 

(i) When PPE is necessary; 
(ii) What PPE is necessary; 
(iii) How to properly don, doff, ad-

just, and wear PPE; 
(iv) The limitations of the PPE; and, 
(v) The proper care, maintenance, 

useful life and disposal of the PPE. 
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(2) Each affected employee shall dem-
onstrate an understanding of the train-
ing specified in paragraph (f)(1) of this 
section, and the ability to use PPE 
properly, before being allowed to per-
form work requiring the use of PPE. 

(3) When the employer has reason to 
believe that any affected employee who 
has already been trained does not have 
the understanding and skill required by 
paragraph (f)(2) of this section, the em-
ployer shall retrain each such em-
ployee. Circumstances where retrain-
ing is required include, but are not lim-
ited to, situations where: 

(i) Changes in the workplace render 
previous training obsolete; or 

(ii) Changes in the types of PPE to be 
used render previous training obsolete; 
or 

(iii) Inadequacies in an affected em-
ployee’s knowledge or use of assigned 
PPE indicate that the employee has 
not retained the requisite under-
standing or skill. 

(4) The employer shall verify that 
each affected employee has received 
and understood the required training 
through a written certification that 
contains the name of each employee 
trained, the date(s) of training, and 
that identifies the subject of the cer-
tification. 

(g) Paragraphs (d) and (f) of this sec-
tion apply only to §§ 1910.133, 1910.135, 
1919.136, and 1910.138. Parpagraphs (d) 
and (f) of this section do not apply to 
§§ 1910.134 and 1910.137. 

[39 FR 23502, June 27, 1974, as amended at 59 
FR 16334, Apr. 6, 1994; 59 FR 33910, July 1, 
1994] 

§ 1910.133 Eye and face protection. 

(a) General requirements. (1) The em-
ployer shall ensure that each affected 
employee uses appropriate eye or face 
protection when exposed to eye or face 
hazards from flying particles, molten 
metal, liquid chemicals, acids or caus-
tic liquids, chemical gases or vapors, or 
potentially injurious light radiation. 

(2) The employer shall ensure that 
each affected employee uses eye pro-
tection that provides side protection 
when there is a hazard from flying ob-
jects. Detachable side protectors (e.g. 
clip-on or slide-on side shields) meeting 
the pertinent requirements of this sec-
tion are acceptable. 

(3) The employer shall ensure that 
each affected employee who wears pre-
scription lenses while engaged in oper-
ations that involve eye hazards wears 
eye protection that incorporates the 
prescription in its design, or wears eye 
protection that can be worn over the 
prescription lenses without disturbing 
the proper position of the prescription 
lenses or the protective lenses. 

(4) Eye and face PPE shall be dis-
tinctly marked to facilitate identifica-
tion of the manufacturer. 

(5) The employer shall ensure that 
each affected employee uses equipment 
with filter lenses that have a shade 
number appropriate for the work being 
performed for protection from inju-
rious light radiation. The following is a 
listing of appropriate shade numbers 
for various operations. 
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