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Each certification program must pro-
vide a unique number for each certified 
technician. 

(b) In deciding whether to approve an 
application, the Administrator will 
consider the extent to which the appli-
cant has documented that its program 
meets the standards set forth in this 
section. The Administrator reserves 
the right to consider other factors 
deemed relevant to ensure the effec-
tiveness of certification programs. The 
Administrator may approve a program 
which meets all of the standards in 
paragraph (a) of this section except 
test administration if the program, 
when viewed as a whole, is at least as 
effective as a program that does meet 
all the standards. Such approval shall 
be limited to training and certification 
conducted before August 13, 1992. If ap-
proval is denied under this section, the 
Administrator shall give written notice 
to the program setting forth the basis 
for his determination. 

(c) Technical revisions. Directors of 
approved certification programs must 
conduct periodic reviews of test subject 
material and update the material based 
upon the latest technological develop-
ments in motor vehicle air conditioner 
service and repair. A written summary 
of the review and any changes made 
must be submitted to the Adminis-
trator every two years. 

(d) Recertification. The Administrator 
reserves the right to specify the need 
for technician recertification at some 
future date, if necessary. 

(e) If at any time an approved pro-
gram is conducted in a manner not 
consistent with the representations 
made in the application for approval of 
the program under this section, the Ad-
ministrator reserves the right to re-
voke approval. 

(f) Authorized representatives of the 
Administrator may require technicians 
to demonstrate on the business entity’s 
premises their ability to perform prop-
er procedures for recovering and/or re-
cycling refrigerant. Failure to dem-
onstrate or failure to properly use the 
equipment may result in revocation of 
the technician’s certificate by the Ad-
ministrator. Technicians whose certifi-
cation is revoked must be recertified 

before servicing or repairing any motor 
vehicle air conditioners. 

[57 FR 31261, July 14, 1992, as amended at 60 
FR 21688, May 2, 1995; 62 FR 68048, Dec. 30, 
1997] 

§ 82.42 Certification, recordkeeping 
and public notification require-
ments. 

(a) Certification requirements. (1) No 
later than January 1, 1993, any person 
repairing or servicing motor vehicle air 
conditioners for consideration shall 
certify to the Administrator that such 
person has acquired, and is properly 
using, approved equipment and that 
each individual authorized to use the 
equipment is properly trained and cer-
tified. Certification shall take the form 
of a statement signed by the owner of 
the equipment or another responsible 
officer and setting forth: 

(i) The name of the purchaser of the 
equipment; 

(ii) The address of the establishment 
where the equipment will be located; 
and 

(iii) The manufacturer name and 
equipment model number, the date of 
manufacture, and the serial number of 
the equipment. The certification must 
also include a statement that the 
equipment will be properly used in 
servicing motor vehicle air condi-
tioners, that each individual author-
ized by the purchaser to perform serv-
ice is properly trained and certified in 
accordance with § 82.40, and that the in-
formation given is true and correct. 

(A) Owners or lessees of recycling or 
recovery equipment having their places 
of business in Connecticut, Maine, Mas-
sachusetts, New Hampshire, Rhode Is-
land, Vermont must send their certifi-
cations to: CAA section 609 Enforce-
ment Contact; EPA Region I; Mail 
Code SEA; JFK Federal Building; One 
Congress Street, Suite 1100; Boston, 
MA 02114–2023. 

(B) Owners or lessees of recycling or 
recovery equipment having their places 
of business in New York, New Jersey, 
Puerto Rico, Virgin Islands must send 
their certifications to: CAA section 609 
Enforcement Contact; EPA Region II 
(2DECA–AC); 290 Broadway, 21st Floor; 
New York, NY 10007–1866. 

(C) Owners or lessees of recycling or 
recovery equipment having their places 
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of business in Delaware, District of Co-
lumbia, Maryland, Pennsylvania, Vir-
ginia, West Virginia must send their 
certifications to: CAA section 609 En-
forcement Contact; EPA Region III— 
Wheeling Operations Office; Mail Code 
3AP12; 303 Methodist Building; 11th and 
Chapline Streets; Wheeling, WV 26003. 

(D) Owners or lessees of recycling or 
recovery equipment having their places 
of business in Alabama, Florida, Geor-
gia, Kentucky, Mississippi, North Caro-
lina, South Carolina, Tennessee must 
send their certifications to: CAA sec-
tion 609 Enforcement Contact; EPA Re-
gion IV (APT–AE); Atlanta Federal 
Center; 61 Forsyth Street, SW.; At-
lanta, GA 30303. 

(E) Owners or lessees of recycling or 
recovery equipment having their places 
of business in Illinois, Indiana, Michi-
gan, Minnesota, Ohio, Wisconsin must 
send their certifications to: CAA sec-
tion 609 Enforcement Contact, EPA Re-
gion V (AE17J); 77 West Jackson Blvd.; 
Chicago, IL 60604–3507. 

(F) Owners or lessees of recycling or 
recovery equipment having their places 
of business in Arkansas, Louisiana, 
New Mexico, Oklahoma, Texas must 
send their certifications to: CAA sec-
tion 609 Enforcement Contact; EPA Re-
gion VI (6EN–AA); 1445 Ross Avenue, 
Suite 1200; Dallas, Texas 75202. 

(G) Owners or lessees of recycling or 
recovery equipment having their places 
of business in Iowa, Kansas, Missouri, 
Nebraska must send their certifi-
cations to: CAA section 609 Enforce-
ment Contact; EPA Region VII; Mail 
Code APCO/ARTD; 901 North 5th 
Street; Kansas City, KS 66101. 

(H) Owners or lessees of recycling or 
recovery equipment having their places 
of business in Colorado, Montana, 
North Dakota, South Dakota, Utah, 
Wyoming must send their certifi-
cations to: CAA section 609 Enforce-
ment Contact, EPA Region VIII, Mail 
Code 8ENF–T, 999 18th Street, Suite 
500, Denver, CO 80202–2466. 

(I) Owners or lessees of recycling or 
recovery equipment having their places 
of business in American Samoa, Ari-
zona, California, Guam, Hawaii, Ne-
vada must send their certifications to: 
CAA section 609 Enforcement Contact; 
EPA Region IX; Mail Code AIR–5; 75 

Hawthorne Street; San Francisco, CA 
94105. 

(J) Owners or lessees of recycling or 
recovery equipment having their places 
of business in Alaska, Idaho, Oregon, 
Washington must send their certifi-
cations to: CAA section 609 Enforce-
ment Contact; EPA Region X (OAQ– 
107); 1200 Sixth Avenue; Seattle, WA 
98101. 

(b) Recordkeeping requirements. (1) 
Any person who owns approved refrig-
erant recycling equipment certified 
under § 82.36(a)(2) must maintain 
records of the name and address of any 
facility to which refrigerant is sent. 

(2) Any person who owns approved re-
frigerant recycling equipment must re-
tain records demonstrating that all 
persons authorized to operate the 
equipment are currently certified 
under § 82.40. 

(3) Any person who sells or distrib-
utes any class I or class II substance 
that is suitable for use as a refrigerant 
in a motor vehicle air conditioner and 
that is in a container of less than 20 
pounds of such refrigerant must verify 
that the purchaser is properly trained 
and certified under § 82.40. The seller 
must have a reasonable basis for be-
lieving that the information presented 
by the purchaser is accurate. The only 
exception to these requirements is if 
the purchaser is purchasing the small 
containers for resale only. In this case, 
the seller must obtain a written state-
ment from the purchaser that the con-
tainers are for resale only and indicate 
the purchasers name and business ad-
dress. Records required under this 
paragraph must be retained for a pe-
riod of three years. 

(4) All records required to be main-
tained pursuant to this section must be 
kept for a minimum of three years un-
less otherwise indicated. Entities 
which service motor vehicle air condi-
tioners for consideration must keep 
these records on-site. 

(5) All entities which service motor 
vehicle air conditioners for consider-
ation must allow an authorized rep-
resentative of the Administrator entry 
onto their premises (upon presentation 
of his or her credentials) and give the 
authorized representative access to all 
records required to be maintained pur-
suant to this section. 
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(c) Public notification. Any person who 
conducts any retail sales of a class I or 
class II substance that is suitable for 
use as a refrigerant in a motor vehicle 
air conditioner, and that is in a con-
tainer of less than 20 pounds of refrig-
erant, must prominently display a sign 
where sales of such containers occur 
which states: 

‘‘It is a violation of federal law to sell con-
tainers of Class I and Class II refrigerant of 
less than 20 pounds of such refrigerant to 
anyone who is not properly trained and cer-
tified to operate approved refrigerant recy-
cling equipment.’’ 

[57 FR 31261, July 14, 1992, as amended at 60 
FR 21688, May 2, 1995; 72 FR 63494, Nov. 9, 
2007] 

APPENDIX A TO SUBPART B OF PART 82— 
STANDARD FOR RECYCLE/RECOVER 
EQUIPMENT 

STANDARD OF PURITY FOR USE IN MOBILE AIR- 
CONDITIONING SYSTEMS 

Foreword 

Due to the CFC’s damaging effect on the 
ozone layer, recycle of CFC-12 (R–12) used in 
mobile air-conditioning systems is required 
to reduce system venting during normal 
service operations. Establishing recycle 
specifications for R–12 will assure that sys-
tem operation with recycled R–12 will pro-
vide the same level of performance as new 
refrigerant. 

Extensive field testing with the EPA and 
the auto industry indicate that reuse of R–12 
removed from mobile air-conditioning sys-
tems can be considered, if the refrigerant is 
cleaned to a specific standard. The purpose 
of this standard is to establish the specific 
minimum levels of R–12 purity required for 
recycled R–12 removed from mobile auto-
motive air-conditioning systems. 

1. Scope 

This information applies to refrigerant 
used to service automobiles, light trucks, 
and other vehicles with similar CFC-12 sys-
tems. Systems used on mobile vehicles for 
refrigerated cargo that have hermetically 
sealed, rigid pipe are not covered in this doc-
ument. 

2. References 

SAE J1989, Recommended Service Procedure 
for the Containment of R–12 

SAE J1990, Extraction and Recycle Equip-
ment for Mobile Automotive Air-Condi-
tioning Systems 

ARI Standard 700–88 

3. Purity Specification 

The refrigerant in this document shall 
have been directly removed from, and in-
tended to be returned to, a mobile air-condi-
tioning system. The contaminants in this re-
cycled refrigerant 12 shall be limited to 
moisture, refrigerant oil, and nonconden-
sable gases, which shall not exceed the fol-
lowing level: 

3.1 Moisture: 15 ppm by weight. 
3.2 Refrigerant Oil: 4000 ppm by weight. 
3.3 Noncondensable Gases (air): 330 ppm by 

wright. 

4. Refrigeration Recycle Equipment Used in Di-
rect Mobile Air-Conditioning Service Oper-
ations Requirement 

4.1 The equipment shall meet SAE J1990, 
which covers additional moisture, acid, and 
filter requirements. 

4.2 The equipment shall have a label indi-
cating that it is certified to meet this docu-
ment. 

5. Purity Specification of Recycled R–12 Refrig-
erant Supplied in Containers From Other Re-
cycle Sources 

Purity specification of recycled R–12 re-
frigerant supplied in containers from other 
recycle sources, for service of mobile air-con-
ditioning systems, shall meet ARI Standard 
700–88 (Air Conditioning and Refrigeration 
Institute). 

6. Operation of the Recycle Equipment 

This shall be done in accordance with SAE 
J1989. 

Rationale 

Not applicable. 

Relationship of SAE Standard to ISO Standard 

Not applicable. 

Reference Section 

SAE J1989, Recommended Service Procedure 
for the Containment of R–12 

SAE J1990, Extraction and Recycle Equip-
ment for Mobile Automotive Air-Condi-
tioning Systems 

ARI Standard 700–88 

Application 

This information applies to refrigerant 
used to service automobiles, light trucks, 
and other vehicles with similar CFC-12 sys-
tems. Systems used on mobile vehicles for 
refrigerated cargo that have hermetically 
sealed, rigid pipe are not covered in this doc-
ument. 
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