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10 CFR Ch. II (1–1–11 Edition) Pt. 430, Subpt. B, App. V 

of the EPA’s ‘‘ENERGY STAR Testing Facil-
ity Guidance Manual: Building a Testing Fa-
cility and Performing the Solid State Test 
Method for ENERGY STAR Qualified Ceiling 
Fans,’’ Version 1.1, December 9, 2002 (Incor-
porated by reference, see § 430.22). In per-
forming the airflow test, measure ceiling fan 
power using a RMS sensor capable of meas-
uring power with an accuracy of ±1 %. Prior 
to using the sensor and sensor software it 
has selected, the test laboratory shall verify 
performance of the sensor and sensor soft-
ware. Measure power input at a point that 
includes all power consuming components of 
the ceiling fan (but without any attached 
light kit energized). Measure power at the 
rated voltage that represents normal oper-
ation continuously over the time period for 
which the airflow test is conducted, and re-
port the average value of the power measure-
ment in watts (W). Use the average value of 
power input to calculate the airflow effi-
ciency in CFM/W. 

[71 FR 71366, Dec. 8, 2006] 

APPENDIX V TO SUBPART B OF PART 
430—UNIFORM TEST METHOD FOR 
MEASURING THE ENERGY CONSUMP-
TION OF CEILING FAN LIGHT KITS 

1. Scope: This appendix covers the test re-
quirements used to measure the energy per-
formance of ceiling fan light kits. 

2. Definitions: 
a. Input power means the actual total 

power used by all lamp(s) and ballast(s) of 
the light kit during operation, expressed in 
watts (W) and measured using the lamp and 
ballast packaged with the kit. 

b. Lamp ballast platform means a pairing of 
one ballast with one or more lamps that can 
operate simultaneously on that ballast. A 
unique platform is defined by the manufac-
turer and model number of the ballast and 
lamp(s) and the quantity of lamps that oper-
ate on the ballast. 

c. Lamp lumens means a measurement of 
luminous flux expressed in lumens and meas-
ured using the lamp and ballast shipped with 
the fixture. 

d. System efficacy per lamp ballast platform 
means the ratio of measured lamp lumens 
expressed in lumens and measured input 
power expressed in watts (W). 

3. Test Apparatus and General Instructions: 
(a) The test apparatus and instruction for 

testing screw base lamps packaged with ceil-
ing fan light kits that have medium screw 
base sockets shall conform to the require-
ments specified in section 2, ‘‘Definitions,’’ 
section 3, ‘‘Referenced Standards,’’ and sec-
tion 4, ‘‘CFL Requirements for Testing’’ of 
DOE’s ‘‘ENERGY STAR Program Require-
ments for [Compact Fluorescent Lamps] 
CFLs,’’ Version 3.0, (Incorporated by ref-
erence, see § 430.22). Record measurements at 

the resolution of the test instrumentation. 
Round off calculations to the same number 
of significant digits as the previous step. 
Round off the final energy consumption 
value to a whole number as follows: 

(i) A fractional number at or above the 
midpoint between the two consecutive whole 
numbers shall be rounded up to the higher of 
the two whole numbers; or 

(ii) A fractional number below the mid-
point between the two consecutive whole 
numbers shall be rounded down to the lower 
of the two whole numbers. 

(b) The test apparatus and instruction for 
testing pin-based fluorescent lamps pack-
aged with ceiling fan light kits that have 
pin-based sockets shall conform to the re-
quirements specified in section 1, ‘‘Defini-
tions,’’ and section 3, ‘‘Energy Efficiency 
Specifications for Qualifying Products’’ of 
the EPA’s ‘‘ENERGY STAR Program Re-
quirements for Residential Light Fixtures,’’ 
Version 4.0, (Incorporated by reference, see 
§ 430.22). Record measurements at the resolu-
tion of the test instrumentation. Round off 
calculations to the same number of signifi-
cant digits as the previous step. The final en-
ergy consumption value shall be rounded to 
a whole number as follows: 

(i) A fractional number at or above the 
midpoint between the two consecutive whole 
numbers shall be rounded up to the higher of 
the two whole numbers; or 

(ii) A fractional number below the mid-
point between the two consecutive whole 
numbers shall be rounded down to the lower 
of the two whole numbers. 

4. Test Measurement: 
(a) For screw base compact fluorescent 

lamps packaged with ceiling fan light kits 
that have medium screw base sockets, meas-
ure the efficacy, expressed in lumens per 
watt, in accordance with the test require-
ments specified in section 4, ‘‘CFL Require-
ments for Testing,’’ of the ‘‘ENERGY STAR 
Program Requirements for Compact Fluores-
cent Lamps,’’ Version 3.0 (Incorporated by 
reference, see § 430.22). 

(b) For pin-based compact fluorescent 
lamps packaged with ceiling fan light kits 
that have pin-based sockets, measure the ef-
ficacy, expressed in lumens per watt, in ac-
cordance with the test requirements speci-
fied in section 3, ‘‘Energy-Efficiency Speci-
fications for Qualifying Products’’ and Table 
3 in section 4, ‘‘Qualification Process, Testing 
Facilities, Standards, and Documentation,’’ 
of the ‘‘ENERGY STAR Program Require-
ments for Residential Light Fixtures,’’ 
Version 4.0 (Incorporated by reference, see 
§ 430.22). 

[71 FR 71366, Dec. 8, 2006] 
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