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Occupational Safety and Health Admin., Labor § 1910.38 

line-of-sight to an exit sign must clear-
ly be visible at all times. 

(5) Each doorway or passage along an 
exit access that could be mistaken for 
an exit must be marked ‘‘Not an Exit’’ 
or similar designation, or be identified 
by a sign indicating its actual use (e.g., 
closet). 

(6) Each exit sign must be illumi-
nated to a surface value of at least five 
foot-candles (54 lux) by a reliable light 
source and be distinctive in color. Self- 
luminous or electroluminescent signs 
that have a minimum luminance sur-
face value of at least .06 footlamberts 
(0.21 cd/m2) are permitted. 

(7) Each exit sign must have the word 
‘‘Exit’’ in plainly legible letters not 
less than six inches (15.2 cm) high, with 
the principal strokes of the letters in 
the word ‘‘Exit’’ not less than three- 
fourths of an inch (1.9 cm) wide. 

(c) The fire retardant properties of 
paints or solutions must be maintained. 
Fire retardant paints or solutions must 
be renewed as often as necessary to 
maintain their fire retardant prop-
erties. 

(d) Exit routes must be maintained dur-
ing construction, repairs, or alterations. 
(1) During new construction, employees 
must not occupy a workplace until the 
exit routes required by this subpart are 
completed and ready for employee use 
for the portion of the workplace they 
occupy. 

(2) During repairs or alterations, em-
ployees must not occupy a workplace 
unless the exit routes required by this 
subpart are available and existing fire 
protections are maintained, or until al-
ternate fire protection is furnished 
that provides an equivalent level of 
safety. 

(3) Employees must not be exposed to 
hazards of flammable or explosive sub-
stances or equipment used during con-
struction, repairs, or alterations, that 
are beyond the normal permissible con-
ditions in the workplace, or that would 
impede exiting the workplace. 

(e) An employee alarm system must be 
operable. Employers must install and 
maintain an operable employee alarm 
system that has a distinctive signal to 
warn employees of fire or other emer-
gencies, unless employees can prompt-
ly see or smell a fire or other hazard in 
time to provide adequate warning to 

them. The employee alarm system 
must comply with § 1910.165. 

[67 FR 67961, Nov. 7, 2002] 

§ 1910.38 Emergency action plans. 

(a) Application. An employer must 
have an emergency action plan when-
ever an OSHA standard in this part re-
quires one. The requirements in this 
section apply to each such emergency 
action plan. 

(b) Written and oral emergency action 
plans. An emergency action plan must 
be in writing, kept in the workplace, 
and available to employees for review. 
However, an employer with 10 or fewer 
employees may communicate the plan 
orally to employees. 

(c) Minimum elements of an emergency 
action plan. An emergency action plan 
must include at a minimum: 

(1) Procedures for reporting a fire or 
other emergency; 

(2) Procedures for emergency evacu-
ation, including type of evacuation and 
exit route assignments; 

(3) Procedures to be followed by em-
ployees who remain to operate critical 
plant operations before they evacuate; 

(4) Procedures to account for all em-
ployees after evacuation; 

(5) Procedures to be followed by em-
ployees performing rescue or medical 
duties; and 

(6) The name or job title of every em-
ployee who may be contacted by em-
ployees who need more information 
about the plan or an explanation of 
their duties under the plan. 

(d) Employee alarm system. An em-
ployer must have and maintain an em-
ployee alarm system. The employee 
alarm system must use a distinctive 
signal for each purpose and comply 
with the requirements in § 1910.165. 

(e) Training. An employer must des-
ignate and train employees to assist in 
a safe and orderly evacuation of other 
employees. 

(f) Review of emergency action plan. An 
employer must review the emergency 
action plan with each employee cov-
ered by the plan: 

(1) When the plan is developed or the 
employee is assigned initially to a job; 

(2) When the employee’s responsibil-
ities under the plan change; and 
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(3) When the plan is changed. 

[67 FR 67961, Nov. 7, 2002] 

§ 1910.39 Fire prevention plans. 

(a) Application. An employer must 
have a fire prevention plan when an 
OSHA standard in this part requires 
one. The requirements in this section 
apply to each such fire prevention plan. 

(b) Written and oral fire prevention 
plans. A fire prevention plan must be in 
writing, be kept in the workplace, and 
be made available to employees for re-
view. However, an employer with 10 or 
fewer employees may communicate the 
plan orally to employees. 

(c) Minimum elements of a fire preven-
tion plan. A fire prevention plan must 
include: 

(1) A list of all major fire hazards, 
proper handling and storage procedures 
for hazardous materials, potential igni-
tion sources and their control, and the 
type of fire protection equipment nec-
essary to control each major hazard; 

(2) Procedures to control accumula-
tions of flammable and combustible 
waste materials; 

(3) Procedures for regular mainte-
nance of safeguards installed on heat- 
producing equipment to prevent the ac-
cidental ignition of combustible mate-
rials; 

(4) The name or job title of employ-
ees responsible for maintaining equip-
ment to prevent or control sources of 
ignition or fires; and 

(5) The name or job title of employ-
ees responsible for the control of fuel 
source hazards. 

(d) Employee information. An employer 
must inform employees upon initial as-
signment to a job of the fire hazards to 
which they are exposed. An employer 
must also review with each employee 
those parts of the fire prevention plan 
necessary for self-protection. 

[67 FR 67961, Nov. 7, 2002] 

APPENDIX TO SUBPART E OF PART 1910— 
EXIT ROUTES, EMERGENCY ACTION 
PLANS, AND FIRE PREVENTION 
PLANS 

This appendix serves as a nonmandatory 
guideline to assist employers in complying 
with the appropriate requirements of subpart 
E. 

§ 1910.38 Employee emergency plans. 

1. Emergency action plan elements. The 
emergency action plan should address emer-
gencies that the employer may reasonably 
expect in the workplace. Examples are: fire; 
toxic chemical releases; hurricanes; torna-
does; blizzards; floods; and others. The ele-
ments of the emergency action plan pre-
sented in paragraph 1910.38(c) can be supple-
mented by the following to more effectively 
achieve employee safety and health in an 
emergency. The employer should list in de-
tail the procedures to be taken by those em-
ployees who have been selected to remain be-
hind to care for essential plant operations 
until their evacuation becomes absolutely 
necessary. Essential plant operations may 
include the monitoring of plant power sup-
plies, water supplies, and other essential 
services which cannot be shut down for every 
emergency alarm. Essential plant operations 
may also include chemical or manufacturing 
processes which must be shut down in stages 
or steps where certain employees must be 
present to assure that safe shut down proce-
dures are completed. 

The use of floor plans or workplace maps 
which clearly show the emergency escape 
routes should be included in the emergency 
action plan. Color coding will aid employees 
in determining their route assignments. 

The employer should also develop and ex-
plain in detail what rescue and medical first 
aid duties are to be performed and by whom. 
All employees are to be told what actions 
they are to take in these emergency situa-
tions that the employer anticipates may 
occur in the workplace. 

2. Emergency evacuation. At the time of an 
emergency, employees should know what 
type of evacuation is necessary and what 
their role is in carrying out the plan. In 
some cases where the emergency is very 
grave, total and immediate evacuation of all 
employees is necessary. In other emer-
gencies, a partial evacuation of nonessential 
employees with a delayed evacuation of oth-
ers may be necessary for continued plant op-
eration. In some cases, only those employees 
in the immediate area of the fire may be ex-
pected to evacuate or move to a safe area 
such as when a local application fire suppres-
sion system discharge employee alarm is 
sounded. Employees must be sure that they 
know what is expected of them in all such 
emergency possibilities which have been 
planned in order to provide assurance of 
their safety from fire or other emergency. 

The designation of refuge or safe areas for 
evacuation should be determined and identi-
fied in the plan. In a building divided into 
fire zones by fire walls, the refuge area may 
still be within the same building but in a dif-
ferent zone from where the emergency oc-
curs. 
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