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TABLE 7 TO SUBPART DDDDD OF PART 63—ESTABLISHING OPERATING LIMITS 

As stated in § 63.7520, you must comply with the following requirements for establishing op-
erating limits: 

If you have an applica-
ble emission limit for 
. . . 

And your operating lim-
its are based on . . . You must . . . Using . . . According to the fol-

lowing requirements 

1. PM, TSM, or mer-
cury.

a. Wet scrubber oper-
ating parameters.

i. Establish a site-spe-
cific minimum scrub-
ber pressure drop 
and minimum flow 
rate operating limit 
according to 
§ 63.7530(b).

(1) Data from the 
scrubber pressure 
drop and liquid flow 
rate monitors and the 
PM or mercury per-
formance test.

(a) You must collect 
scrubber pressure 
drop and liquid flow 
rate data every 15 
minutes during the 
entire period of the 
performance tests. 

(b) Determine the low-
est hourly average 
scrubber pressure 
drop and liquid flow 
rate by computing 
the hourly averages 
using all of the 15- 
minute readings 
taken during each 
performance test. 

b. Electrostatic precipi-
tator operating pa-
rameters (option only 
for units that operate 
wet scrubbers).

i. Establish a site-spe-
cific minimum total 
secondary electric 
power input accord-
ing to § 63.7530(b).

(1) Data from the volt-
age and secondary 
amperage monitors 
during the PM or 
mercury performance 
test.

(a) You must collect 
secondary voltage 
and secondary am-
perage for each ESP 
cell and calculate 
total secondary elec-
tric power input data 
every 15 minutes 
during the entire pe-
riod of the perform-
ance tests. 

(b) Determine the aver-
age total secondary 
electric power input 
by computing the 
hourly averages 
using all of the 15- 
minute readings 
taken during each 
performance test. 

2. HCl ........................... a. Wet scrubber oper-
ating parameters.

i. Establish site-specific 
minimum pressure 
drop, effluent pH, 
and flow rate oper-
ating limits according 
to § 63.7530(b).

(1) Data from the pres-
sure drop, pH, and 
liquid flow-rate mon-
itors and the HCl per-
formance test.

(a) You must collect pH 
and liquid flow-rate 
data every 15 min-
utes during the entire 
period of the per-
formance tests. 

(b) Determine the hour-
ly average pH and 
liquid flow rate by 
computing the hourly 
averages using all of 
the 15-minute read-
ings taken during 
each performance 
test. 

b. Dry scrubber oper-
ating parameters.

i. Establish a site-spe-
cific minimum sor-
bent injection rate 
operating limit ac-
cording to 
§ 63.7530(b). If dif-
ferent acid gas 
sorbents are used 
during the HCl per-
formance test, the 
average value for 
each sorbent be-
comes the site-spe-
cific operating limit 
for that sorbent.

(1) Data from the sor-
bent injection rate 
monitors and HCl or 
mercury performance 
test.

(a) You must collect 
sorbent injection rate 
data every 15 min-
utes during the entire 
period of the per-
formance tests. 
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If you have an applica-
ble emission limit for 
. . . 

And your operating lim-
its are based on . . . You must . . . Using . . . According to the fol-

lowing requirements 

(b) Determine the hour-
ly average sorbent 
injection rate by com-
puting the hourly 
averages using all of 
the 15-minute read-
ings taken during 
each performance 
test. 

(c) Determine the low-
est hourly average of 
the three test run 
averages established 
during the perform-
ance test as your op-
erating limit. When 
your unit operates at 
lower loads, multiply 
your sorbent injection 
rate by the load frac-
tion (e.g., for 50 per-
cent load, multiply 
the injection rate op-
erating limit by 0.5) 
to determine the re-
quired injection rate. 

c. Alternative Maximum 
SO2 emission rate.

i. Establish a site-spe-
cific maximum SO2 
emission rate oper-
ating limit according 
to § 63.7530(b).

(1) Data from SO2 
CEMS and the HCl 
performance test.

(a) You must collect the 
SO2 emissions data 
according to 
§ 63.7525(m) during 
the most recent HCl 
performance tests. 

(b) The maximum SO2 
emission rate is 
equal to the lowest 
hourly average SO2 
emission rate meas-
ured during the most 
recent HCl perform-
ance tests. 

3. Mercury .................... a. Activated carbon in-
jection.

i. Establish a site-spe-
cific minimum acti-
vated carbon injec-
tion rate operating 
limit according to 
§ 63.7530(b).

(1) Data from the acti-
vated carbon rate 
monitors and mer-
cury performance 
test.

(a) You must collect ac-
tivated carbon injec-
tion rate data every 
15 minutes during 
the entire period of 
the performance 
tests. 

(b) Determine the hour-
ly average activated 
carbon injection rate 
by computing the 
hourly averages 
using all of the 15- 
minute readings 
taken during each 
performance test. 
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If you have an applica-
ble emission limit for 
. . . 

And your operating lim-
its are based on . . . You must . . . Using . . . According to the fol-

lowing requirements 

(c) Determine the low-
est hourly average 
established during 
the performance test 
as your operating 
limit. When your unit 
operates at lower 
loads, multiply your 
activated carbon in-
jection rate by the 
load fraction (e.g., 
actual heat input di-
vided by heat input 
during performance 
test, for 50 percent 
load, multiply the in-
jection rate operating 
limit by 0.5) to deter-
mine the required in-
jection rate. 

4. Carbon monoxide .... a. Oxygen .................... i. Establish a unit-spe-
cific limit for minimum 
oxygen level accord-
ing to § 63.7520.

(1) Data from the oxy-
gen analyzer system 
specified in 
§ 63.7525(a).

(a) You must collect ox-
ygen data every 15 
minutes during the 
entire period of the 
performance tests. 

(b) Determine the hour-
ly average oxygen 
concentration by 
computing the hourly 
averages using all of 
the 15-minute read-
ings taken during 
each performance 
test. 

(c) Determine the low-
est hourly average 
established during 
the performance test 
as your minimum op-
erating limit. 

5. Any pollutant for 
which compliance is 
demonstrated by a 
performance test.

a. Boiler or process 
heater operating load.

i. Establish a unit spe-
cific limit for max-
imum operating load 
according to 
§ 63.7520(c).

(1) Data from the oper-
ating load monitors 
or from steam gen-
eration monitors.

(a) You must collect 
operating load or 
steam generation 
data every 15 min-
utes during the entire 
period of the per-
formance test. 

(b) Determine the aver-
age operating load 
by computing the 
hourly averages 
using all of the 15- 
minute readings 
taken during each 
performance test. 

(c) Determine the aver-
age of the three test 
run averages during 
the performance test, 
and multiply this by 
1.1 (110 percent) as 
your operating limit. 

[76 FR 15664, Mar. 21, 2011, as amended at 78 FR 7203, Jan. 31, 2013] 
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