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separated only by a road or other pub-
lic right-of-way. Common control in-
cludes properties that are owned, 
leased, or operated by the same entity, 
parent entity, subsidiary, or any com-
bination thereof. 

Research and development kiln means 
any kiln whose purpose is to conduct 
research and development for new proc-
esses and products and is not engaged 
in the manufacture of products for 
commercial sale, except in a de mini-
mis manner. 

Responsible official means responsible 
official as defined in 40 CFR 70.2. 

Small tunnel kiln means a tunnel kiln 
(existing, new, or reconstructed) with a 
design capacity less than 9.07 Mg/hr (10 
tph) of fired product. 

Startup means the setting in oper-
ation of an affected source and starting 
the production process. 

Tunnel kiln means any continuous 
kiln that is used to fire BSCP. Some 

tunnel kilns have two process streams, 
including a process stream that ex-
hausts directly to the atmosphere or to 
an APCD, and a process stream in 
which the kiln exhaust is ducted to a 
sawdust dryer where it is used to dry 
sawdust before being emitted to the at-
mosphere. 

Tunnel kiln design capacity means the 
maximum amount of brick, in Mg 
(tons), that a kiln is designed to 
produce in one year divided by the 
number of hours in a year (8,760 hours). 
If a kiln is modified to increase the ca-
pacity, the design capacity is consid-
ered to be the capacity following modi-
fications. 

Wet scrubber (WS) means an APCD 
that uses water, which may include 
caustic additives or other chemicals, as 
the sorbent. Wet scrubbers may use 
any of various design mechanisms to 
increase the contact between exhaust 
gases and the sorbent. 

TABLE 1 TO SUBPART JJJJJ OF PART 63—EMISSION LIMITS 
As stated in § 63.8405, you must meet each emission limit in the following table that applies 

to you. 

For each . . . You must meet the following emission 
limits . . . 

Or you must comply with the fol-
lowing . . . 

1. Existing large tunnel kiln (design ca-
pacity ≥10 tph of fired product), exclud-
ing any process stream that is ducted 
to a sawdust dryer prior to July 22, 
2002; or including any process stream 
that exhausts directly to the atmos-
phere or to an APCD and any process 
stream that is first ducted to a sawdust 
on or after July 22, 2002; each new or 
reconstructed small tunnel kiln (design 
capacity <10 tph of fired product), in-
cluding all process streams; each tun-
nel kiln that would be considered re-
constructed but for § 63.8390(i)(1), in-
cluding all process streams; and each 
large tunnel kiln previously equipped 
with a DLA that would be considered 
reconstructed but for § 63.8390(i)(2), 
including all process streams.

a. HF emissions must not exceed 0.029 
kilograms per megagram (kg/Mg) 
(0.057 pounds per ton (lb/ton)) of fired 
product.

b. HCl emissions must not exceed 0.13 
kg/Mg (0.26 lb/ton) of fired product.

c. PM emissions must not exceed 0.21 
kg/Mg (0.42 lb/ton) of fired product.

Reduce uncontrolled HF emissions by at 
least 90 percent. 

Reduce uncontrolled HCl emissions by at 
least 30 percent. 

Not applicable. 

2. New or reconstructed large tunnel kiln, 
including all process streams.

a. HF emissions must not exceed 0.029 
kg/Mg (0.057 lb/ton) of fired product.

Reduce uncontrolled HF emissions by at 
least 90 percent. 

b. HCl emissions must not exceed 0.028 
kg/Mg (0.056 lb/ton) of fired product.

Reduce uncontrolled HCl emissions by at 
least 85 percent. 

c. PM emissions must not exceed 0.060 
kg/Mg (0.12 lb/ton) of fired product.

Not applicable. 
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