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period when the vehicle’s air pressure 
gauge shows normal operating pres-
sure. 

(g) Air suspension exhaust controls. 
The air suspension exhaust controls 
must not have the capability to ex-
haust air from the suspension system 
of one axle of a two-axle air suspension 
trailer unless the controls are either 
located on the trailer, or the power 
unit and trailer combination are not 
capable of traveling at a speed greater 
than 10 miles per hour while the air is 
exhausted from the suspension system. 
This paragraph shall not be construed 
to prohibit— 

(1) Devices that could exhaust air 
from both axle systems simulta-
neously; or 

(2) Lift axles on multi-axle units. 

[53 FR 49402, Dec. 7, 1988, as amended at 70 
FR 48055, Aug. 15, 2005] 

§ 393.209 Steering wheel systems. 

(a) The steering wheel shall be se-
cured and must not have any spokes 
cracked through or missing. 

(b) Steering wheel lash. (1) The steer-
ing wheel lash shall not exceed the fol-
lowing parameters: 

Steering wheel diameter Manual steering system Power steering system 

406 mm or less (16 inches or less) .......... 51 mm (2 inches) .................................... 108 mm (41⁄4 inches). 
457 mm (18 inches) .................................. 57 mm (21⁄4 inches) ................................ 121 mm (43⁄4 inches). 
483 mm (19 inches) .................................. 60 mm (23⁄8 inches) ................................ 127 mm (5 inches). 
508 mm (20 inches) .................................. 64 mm (21⁄2 inches) ................................ 133 mm (51⁄4 inches). 
533 mm (21 inches) .................................. 67 mm (25⁄8 inches) ................................ 140 mm (51⁄2 inches). 
559 mm (22 inches) .................................. 70 mm (23⁄4 inches) ................................ 146 mm (53⁄4 inches). 

(2) For steering wheel diameters not 
listed in paragraph (b)(1) of this section 
the steering wheel lash shall not ex-
ceed 14 degrees angular rotation for 
manual steering systems, and 30 de-
grees angular rotation for power steer-
ing systems. 

(c) Steering column. The steering col-
umn must be securely fastened. 

(d) Steering system. Universal joints 
and ball-and-socket joints shall not be 
worn, faulty or repaired by welding. 
The steering gear box shall not have 
loose or missing mounting bolts or 
cracks in the gear box or mounting 
brackets. The pitman arm on the steer-
ing gear output shaft shall not be 
loose. Steering wheels shall turn freely 
through the limit of travel in both di-
rections. 

(e) Power steering systems. All compo-
nents of the power system must be in 
operating condition. No parts shall be 
loose or broken. Belts shall not be 
frayed, cracked or slipping. The system 
shall not leak. The power steering sys-
tem shall have sufficient fluid in the 
reservoir. 

[53 FR 49402, Dec. 7, 1988, as amended at 70 
FR 48055, Aug. 15, 2005] 

PART 394 [RESERVED] 

PART 395—HOURS OF SERVICE OF 
DRIVERS 

Sec. 
395.1 Scope of rules in this part. 
395.2 Definitions. 
395.3 Maximum driving time for property- 

carrying vehicles. 
395.5 Maximum driving time for passenger- 

carrying vehicles. 
395.7 [Reserved] 
395.8 Driver’s record of duty status. 
395.10 [Reserved] 
395.11–395.12 [Reserved] 
395.13 Drivers declared out of service. 
395.15 Automatic on-board recording de-

vices. 

AUTHORITY: 49 U.S.C. 504, 31133, 31136, 31137, 
and 31502; sec. 113, Pub. L. 103–311, 108 Stat. 
1673, 1676; sec. 229, Pub. L. 106–159 (as trans-
ferred by sec. 4115 and amended by secs. 4130– 
4132, Pub. L. 109–59, 119 Stat. 1144, 1726, 1743, 
1744); sec. 4133, Pub. L. 109–59, 119 Stat. 1144, 
1744; sec. 108, Pub. L. 110–432, 122 Stat. 4860– 
4866; sec. 32934, Pub. L. 112–141, 126 Stat. 405, 
830; and 49 CFR 1.87. 

SOURCE: 33 FR 19758, Dec. 25, 1968, unless 
otherwise noted. 

EDITORIAL NOTE: Nomenclature changes to 
part 395 appear at 66 FR 49874, Oct. 1, 2001. 

§ 395.1 Scope of rules in this part. 

(a) General. (1) The rules in this part 
apply to all motor carriers and drivers, 
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except as provided in paragraphs (b) 
through (r) of this section. 

(2) The exceptions from Federal re-
quirements contained in paragraphs (l) 
and (m) of this section do not preempt 
State laws and regulations governing 
the safe operation of commercial 
motor vehicles. 

(b) Driving conditions—(1) Adverse 
driving conditions. Except as provided in 
paragraph (h)(2) of this section, a driv-
er who encounters adverse driving con-
ditions, as defined in § 395.2, and can-
not, because of those conditions, safely 
complete the run within the maximum 
driving time permitted by §§ 395.3(a) or 
395.5(a) may drive and be permitted or 
required to drive a commercial motor 
vehicle for not more than 2 additional 
hours beyond the maximum time al-
lowed under §§ 395.3(a) or 395.5(a) to 
complete that run or to reach a place 
offering safety for the occupants of the 
commercial motor vehicle and security 
for the commercial motor vehicle and 
its cargo. 

(2) Emergency conditions. In case of 
any emergency, a driver may complete 
his/her run without being in violation 
of the provisions of the regulations in 
this part, if such run reasonably could 
have been completed absent the emer-
gency. 

(c) Driver-salesperson. The provisions 
of § 395.3(b) shall not apply to any driv-
er-salesperson whose total driving time 
does not exceed 40 hours in any period 
of 7 consecutive days. 

(d) Oilfield operations. (1) In the in-
stance of drivers of commercial motor 
vehicles used exclusively in the trans-
portation of oilfield equipment, includ-
ing the stringing and picking up of pipe 
used in pipelines, and servicing of the 
field operations of the natural gas and 
oil industry, any period of 8 consecu-
tive days may end with the beginning 
of any off-duty period of 24 or more 
successive hours. 

(2) In the case of specially trained 
drivers of commercial motor vehicles 
that are specially constructed to serv-
ice oil wells, on-duty time shall not in-
clude waiting time at a natural gas or 
oil well site. Such waiting time shall 
be recorded as ‘‘off duty’’ for purposes 
of §§ 395.8 and 395.15, with remarks or 
annotations to indicate the specific off- 
duty periods that are waiting time, or 

on a separate ‘‘waiting time’’ line on 
the record of duty status to show that 
off-duty time is also waiting time. 
Waiting time shall not be included in 
calculating the 14-hour period in 
§ 395.3(a)(2). Specially trained drivers of 
such commercial motor vehicles are 
not eligible to use the provisions of 
§ 395.1(e)(1). 

(e) Short-haul operations—(1) 100 air- 
mile radius driver. A driver is exempt 
from the requirements of § 395.8 if: 

(i) The driver operates within a 100 
air-mile radius of the normal work re-
porting location; 

(ii) The driver, except a driver-sales-
person, returns to the work reporting 
location and is released from work 
within 12 consecutive hours; 

(iii)(A) A property-carrying commer-
cial motor vehicle driver has at least 10 
consecutive hours off duty separating 
each 12 hours on duty; 

(B) A passenger-carrying commercial 
motor vehicle driver has at least 8 con-
secutive hours off duty separating each 
12 hours on duty; 

(iv)(A) A property-carrying commer-
cial motor vehicle driver does not ex-
ceed the maximum driving time speci-
fied in § 395.3(a)(3) following 10 consecu-
tive hours off duty; or 

(B) A passenger-carrying commercial 
motor vehicle driver does not exceed 10 
hours maximum driving time following 
8 consecutive hours off duty; and 

(v) The motor carrier that employs 
the driver maintains and retains for a 
period of 6 months accurate and true 
time records showing: 

(A) The time the driver reports for 
duty each day; 

(B) The total number of hours the 
driver is on duty each day; 

(C) The time the driver is released 
from duty each day; and 

(D) The total time for the preceding 
7 days in accordance with § 395.8(j)(2) 
for drivers used for the first time or 
intermittently. 

(2) Operators of property-carrying com-
mercial motor vehicles not requiring a 
commercial driver’s license. Except as 
provided in this paragraph, a driver is 
exempt from the requirements of 
§ 395.3(a)(2) and § 395.8 and ineligible to 
use the provisions of § 395.1(e)(1), (g), 
and (o) if: 
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(i) The driver operates a property- 
carrying commercial motor vehicle for 
which a commercial driver’s license is 
not required under part 383 of this sub-
chapter; 

(ii) The driver operates within a 150 
air-mile radius of the location where 
the driver reports to and is released 
from work, i.e., the normal work re-
porting location; 

(iii) The driver returns to the normal 
work reporting location at the end of 
each duty tour; 

(iv) The driver does not drive: 
(A) After the 14th hour after coming 

on duty on 5 days of any period of 7 
consecutive days; and 

(B) After the 16th hour after coming 
on duty on 2 days of any period of 7 
consecutive days; 

(v) The motor carrier that employs 
the driver maintains and retains for a 
period of 6 months accurate and true 
time records showing: 

(A) The time the driver reports for 
duty each day; 

(B) The total number of hours the 
driver is on duty each day; 

(C) The time the driver is released 
from duty each day; 

(D) The total time for the preceding 
7 days in accordance with § 395.8(j)(2) 
for drivers used for the first time or 
intermittently. 

(f) Retail store deliveries. The provi-
sions of § 395.3 (a) and (b) shall not 
apply with respect to drivers of com-
mercial motor vehicles engaged solely 
in making local deliveries from retail 
stores and/or retail catalog businesses 
to the ultimate consumer, when driv-
ing solely within a 100-air mile radius 
of the driver’s work-reporting location, 
during the period from December 10 to 
December 25, both inclusive, of each 
year. 

(g) Sleeper berths—(1) Property-car-
rying commercial motor vehicle—(i) In 
general. A driver who operates a prop-
erty-carrying commercial motor vehi-
cle equipped with a sleeper berth, as 
defined in §§ 395.2 and 393.76 of this sub-
chapter, 

(A) Must, before driving, accumulate 
(1) At least 10 consecutive hours off 

duty; 
(2) At least 10 consecutive hours of 

sleeper-berth time; 

(3) A combination of consecutive 
sleeper-berth and off-duty time 
amounting to at least 10 hours; or 

(4) The equivalent of at least 10 con-
secutive hours off duty if the driver 
does not comply with paragraph 
(g)(1)(i)(A)(1), (2), or (3) of this section; 

(B) May not drive more than the 
driving limit specified in § 395.3(a)(3)(i), 
or, in the case of drivers in Alaska, the 
driving limit specified in § 395.1(h)(1)(i)– 
(ii), following one of the 10-hour off- 
duty periods specified in paragraph 
(g)(1)(i)(A)(1) through (4) of this sec-
tion. However, driving is permitted 
only if 8 hours or fewer have passed 
since the end of the driver’s last off- 
duty break or sleeper-berth period of at 
least 30 minutes; and 

(C) May not drive for more than the 
period specified in § 395.3(a)(2), or in the 
case of drivers in Alaska, the period 
specified in § 395.1(h)(1)(ii), after com-
ing on duty following one of the 10- 
hour off-duty periods specified in para-
graph (g)(1)(i)(A)(1)–(4) of this section; 
and 

(D) Must exclude from the calcula-
tion of the 14-hour period in § 395.3(a)(2) 
any sleeper-berth period of at least 8 
but less than 10 consecutive hours. 

(ii) Specific requirements. The fol-
lowing rules apply in determining com-
pliance with paragraph (g)(1)(i) of this 
section: 

(A) The term ‘‘equivalent of at least 
10 consecutive hours off duty’’ means a 
period of 

(1) At least 8 but less than 10 con-
secutive hours in a sleeper berth, and 

(2) A separate period of at least 2 but 
less than 10 consecutive hours either in 
the sleeper berth or off duty, or any 
combination thereof. 

(B) Calculation of the driving limit 
includes all driving time; compliance 
must be re-calculated from the end of 
the first of the two periods used to 
comply with paragraph (g)(1)(ii)(A) of 
this section. 

(C) Calculation of the 14-hour period 
in § 395.3(a)(2) includes all time—or, for 
calculation of the 20-hour period in 
§ 395.1(h)(1)(ii) for drivers in Alaska, all 
on-duty time—except any sleeper-berth 
period of at least 8 but less than 10 con-
secutive hours and up to 2 hours riding 
in the passenger seat of a property-car-
rying vehicle moving on the highway 
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immediately before or after a period of 
at least 8 but less than 10 consecutive 
hours in the sleeper berth; compliance 
must be recalculated from the end of 
the first of the two periods used to 
comply with the requirements of para-
graph (g)(1)(ii)(A) of this section. 

(C) Calculation of the 14-hour period 
in § 395.3(a)(2) includes all time except 
any sleeper-berth period of at least 8 
but less than 10 consecutive hours and 
up to 2 hours riding in the passenger 
seat of a property-carrying vehicle 
moving on the highway immediately 
before or after a period of at least 8 but 
less than 10 consecutive hours in the 
sleeper berth; compliance must be re- 
calculated from the end of the first of 
the two periods used to comply with 
the requirements of paragraph 
(g)(1)(ii)(A) of this section. 

(2) Specially trained driver of a spe-
cially constructed oil well servicing com-
mercial motor vehicle at a natural gas or 
oil well location. A specially trained 
driver who operates a commercial 
motor vehicle specially constructed to 
service natural gas or oil wells that is 
equipped with a sleeper berth, as de-
fined in §§ 395.2 and 393.76 of this sub-
chapter, or who is off duty at a natural 
gas or oil well location, may accumu-
late the equivalent of 10 consecutive 
hours off duty time by taking a com-
bination of at least 10 consecutive 
hours of off-duty time, sleeper-berth 
time, or time in other sleeping accom-
modations at a natural gas or oil well 
location; or by taking two periods of 
rest in a sleeper berth, or other sleep-
ing accommodation at a natural gas or 
oil well location, providing: 

(i) Neither rest period is shorter than 
2 hours; 

(ii) The driving time in the period 
immediately before and after each rest 
period, when added together, does not 
exceed the limit specified in 
§ 395.3(a)(3); 

(iii) The driver does not drive after 
the 14th hour after coming on duty fol-
lowing 10 hours off duty, where the 14th 
hour is calculated: 

(A) By excluding any sleeper berth or 
other sleeping accommodation period 
of at least 2 hours which, when added 
to a subsequent sleeper berth or other 
sleeping accommodation period, totals 
at least 10 hours, and 

(B) By including all on-duty time, all 
off-duty time not spent in the sleeper 
berth or other sleeping accommoda-
tions, all such periods of less than 2 
hours, and any period not described in 
paragraph (g)(2)(iii)(A) of this section; 
and 

(iv) The driver may not return to 
driving subject to the normal limits 
under § 395.3 without taking at least 10 
consecutive hours off duty, at least 10 
consecutive hours in the sleeper berth 
or other sleeping accommodations, or a 
combination of at least 10 consecutive 
hours off duty, sleeper berth time, or 
time in other sleeping accommoda-
tions. 

(3) Passenger-carrying commercial 
motor vehicles. A driver who is driving a 
passenger-carrying commercial motor 
vehicle that is equipped with a sleeper 
berth, as defined in §§ 395.2 and 393.76 of 
this subchapter, may accumulate the 
equivalent of 8 consecutive hours of 
off-duty time by taking a combination 
of at least 8 consecutive hours off-duty 
and sleeper berth time; or by taking 
two periods of rest in the sleeper berth, 
providing: 

(i) Neither rest period is shorter than 
two hours; 

(ii) The driving time in the period 
immediately before and after each rest 
period, when added together, does not 
exceed 10 hours; 

(iii) The on-duty time in the period 
immediately before and after each rest 
period, when added together, does not 
include any driving time after the 15th 
hour; and 

(iv) The driver may not return to 
driving subject to the normal limits 
under § 395.5 without taking at least 8 
consecutive hours off duty, at least 8 
consecutive hours in the sleeper berth, 
or a combination of at least 8 consecu-
tive hours off duty and sleeper berth 
time. 

(h) State of Alaska—(1) Property-car-
rying commercial motor vehicle. The pro-
visions of § 395.3(a) and (b) do not apply 
to any driver who is driving a commer-
cial motor vehicle in the State of Alas-
ka. A driver who is driving a property- 
carrying commercial motor vehicle in 
the State of Alaska must not drive or 
be required or permitted to drive— 

(i) More than 15 hours following 10 
consecutive hours off duty; or 

VerDate Sep<11>2014 11:04 Jan 22, 2015 Jkt 232223 PO 00000 Frm 00541 Fmt 8010 Sfmt 8010 Q:\49\49V5.TXT 31



532 

49 CFR Ch. III (10–1–14 Edition) § 395.1 

(ii) After being on duty for 20 hours 
or more following 10 consecutive hours 
off duty. 

(iii) After having been on duty for 70 
hours in any period of 7 consecutive 
days, if the motor carrier for which the 
driver drives does not operate every 
day in the week; or 

(iv) After having been on duty for 80 
hours in any period of 8 consecutive 
days, if the motor carrier for which the 
driver drives operates every day in the 
week. 

(2) Passenger-carrying commercial 
motor vehicle. The provisions of § 395.5 
do not apply to any driver who is driv-
ing a passenger-carrying commercial 
motor vehicle in the State of Alaska. A 
driver who is driving a passenger-car-
rying commercial motor vehicle in the 
State of Alaska must not drive or be 
required or permitted to drive— 

(i) More than 15 hours following 8 
consecutive hours off duty; 

(ii) After being on duty for 20 hours 
or more following 8 consecutive hours 
off duty; 

(iii) After having been on duty for 70 
hours in any period of 7 consecutive 
days, if the motor carrier for which the 
driver drives does not operate every 
day in the week; or 

(iv) After having been on duty for 80 
hours in any period of 8 consecutive 
days, if the motor carrier for which the 
driver drives operates every day in the 
week. 

(3) A driver who is driving a commer-
cial motor vehicle in the State of Alas-
ka and who encounters adverse driving 
conditions (as defined in § 395.2) may 
drive and be permitted or required to 
drive a commercial motor vehicle for 
the period of time needed to complete 
the run. 

(i) After a property-carrying com-
mercial motor vehicle driver completes 
the run, that driver must be off duty 
for at least 10 consecutive hours before 
he/she drives again; and 

(ii) After a passenger-carrying com-
mercial motor vehicle driver completes 
the run, that driver must be off duty 
for at least 8 consecutive hours before 
he/she drives again. 

(i) State of Hawaii. The rules in § 395.8 
do not apply to a driver who drives a 
commercial motor vehicle in the State 
of Hawaii, if the motor carrier who em-

ploys the driver maintains and retains 
for a period of 6 months accurate and 
true records showing— 

(1) The total number of hours the 
driver is on duty each day; and 

(2) The time at which the driver re-
ports for, and is released from, duty 
each day. 

(j) Travel time—(1) When a property- 
carrying commercial motor vehicle 
driver at the direction of the motor 
carrier is traveling, but not driving or 
assuming any other responsibility to 
the carrier, such time must be counted 
as on-duty time unless the driver is af-
forded at least 10 consecutive hours off 
duty when arriving at destination, in 
which case he/she must be considered 
off duty for the entire period. 

(2) When a passenger-carrying com-
mercial motor vehicle driver at the di-
rection of the motor carrier is trav-
eling, but not driving or assuming any 
other responsibility to the carrier, 
such time must be counted as on-duty 
time unless the driver is afforded at 
least 8 consecutive hours off duty when 
arriving at destination, in which case 
he/she must be considered off duty for 
the entire period. 

(k) Agricultural operations. The provi-
sions of this part shall not apply dur-
ing planting and harvesting periods, as 
determined by each State, to drivers 
transporting 

(1) Agricultural commodities from 
the source of the agricultural commod-
ities to a location within a 150 air-mile 
radius from the source; 

(2) Farm supplies for agricultural 
purposes from a wholesale or retail dis-
tribution point of the farm supplies to 
a farm or other location where the 
farm supplies are intended to be used 
within a 150 air-mile radius from the 
distribution point; or 

(3) Farm supplies for agricultural 
purposes from a wholesale distribution 
point of the farm supplies to a retail 
distribution point of the farm supplies 
within a 150 air-mile radius from the 
wholesale distribution point. 

(l) Ground water well drilling oper-
ations. In the instance of a driver of a 
commercial motor vehicle who is used 
primarily in the transportation and op-
erations of a ground water well drilling 
rig, any period of 7 or 8 consecutive 
days may end with the beginning of 
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any off-duty period of 24 or more suc-
cessive hours. 

(m) Construction materials and equip-
ment. In the instance of a driver of a 
commercial motor vehicle who is used 
primarily in the transportation of con-
struction materials and equipment, 
any period of 7 or 8 consecutive days 
may end with the beginning of any off- 
duty period of 24 or more successive 
hours. 

(n) Utility service vehicles. The provi-
sions of this part shall not apply to a 
driver of a utility service vehicle as de-
fined in § 395.2. 

(o) Property-carrying driver. A prop-
erty-carrying driver is exempt from the 
requirements of § 395.3(a)(2) if: 

(1) The driver has returned to the 
driver’s normal work reporting loca-
tion and the carrier released the driver 
from duty at that location for the pre-
vious five duty tours the driver has 
worked; 

(2) The driver has returned to the 
normal work reporting location and 
the carrier releases the driver from 
duty within 16 hours after coming on 
duty following 10 consecutive hours off 
duty; and 

(3) The driver has not taken this ex-
emption within the previous 6 consecu-
tive days, except when the driver has 
begun a new 7- or 8-consecutive day pe-
riod with the beginning of any off-duty 
period of 34 or more consecutive hours 
as allowed by § 395.3(c). 

(p) Commercial motor vehicle transpor-
tation to or from a motion picture produc-
tion site. A driver of a commercial 
motor vehicle providing transportation 
of property or passengers to or from a 
theatrical or television motion picture 
production site is exempt from the re-
quirements of § 395.3(a) if the driver op-
erates within a 100 air-mile radius of 
the location where the driver reports 
to and is released from work, i.e., the 
normal work-reporting location. With 
respect to the maximum daily hours of 
service, such a driver may not drive— 

(1) More than 10 hours following 8 
consecutive hours off duty; 

(2) For any period after having been 
on duty 15 hours following 8 consecu-
tive hours off duty. 

(3) If a driver of a commercial motor 
vehicle providing transportation of 
property or passengers to or from a 

theatrical or television motion picture 
production site operates beyond a 100 
air-mile radius of the normal work-re-
porting location, the driver is subject 
to § 395.3(a), and paragraphs (p)(1) and 
(2) of this section do not apply. 

(q) Attendance on commercial motor ve-
hicles containing Division 1.1, 1.2, or 1.3 
explosives. Operators who are required 
by 49 CFR 397.5 to be in attendance on 
commercial motor vehicles containing 
Division 1.1, 1.2, or 1.3 explosives are on 
duty at all times while performing at-
tendance functions or any other work 
for a motor carrier. Operators of com-
mercial motor vehicles containing Di-
vision 1.1, 1.2, or 1.3 explosives subject 
to the requirements for a 30-minute 
rest break in § 395.3(a)(3)(ii) may use 30 
minutes or more of attendance time to 
meet the requirement for a rest break, 
providing they perform no other work 
during the break. Such drivers must 
record the rest break as on-duty time 
in their record of duty status with re-
marks or annotations to indicate the 
specific on-duty periods that are used 
to meet the requirement for break. 

(r) Railroad signal employees. The pro-
visions of this part shall not apply to a 
signal employee, as defined in § 395.2, 
who operates a commercial motor vehi-
cle, is engaged in installing, repairing, 
or maintaining signal systems, is em-
ployed by a railroad carrier or a con-
tractor or subcontractor to a railroad 
carrier, while regulated by the Federal 
Railroad Administration. 

(s) Covered farm vehicles. The rules in 
this part do not apply to drivers of 
‘‘covered farm vehicles,’’ as defined in 
49 CFR 390.5. 

[57 FR 33647, July 30, 1992, as amended at 58 
FR 33777, June 21, 1993; 60 FR 38748, July 28, 
1995; 61 FR 14679, Apr. 3, 1996; 63 FR 33279, 
June 18, 1998; 68 FR 22515, Apr. 28, 2003; 68 FR 
56211, Sept. 30, 2003; 70 FR 50071, Aug. 25, 2005; 
72 FR 36790, July 5, 2007; 72 FR 55703, Oct. 1, 
2007; 72 FR 71269, Dec. 17, 2007; 76 FR 25590, 
May 5, 2011; 76 FR 81186, Dec. 27, 2011; 77 FR 
7544, Feb. 23, 2012; 78 FR 16195, Mar. 14, 2013; 
78 FR 58484, Sept. 24, 2013] 

§ 395.2 Definitions. 
As used in this part, the following 

words and terms are construed to 
mean: 

Adverse driving conditions means 
snow, sleet, fog, other adverse weather 
conditions, a highway covered with 

VerDate Sep<11>2014 11:04 Jan 22, 2015 Jkt 232223 PO 00000 Frm 00543 Fmt 8010 Sfmt 8010 Q:\49\49V5.TXT 31



534 

49 CFR Ch. III (10–1–14 Edition) § 395.2 

snow or ice, or unusual road and traffic 
conditions, none of which were appar-
ent on the basis of information known 
to the person dispatching the run at 
the time it was begun. 

Agricultural commodity means any ag-
ricultural commodity, nonprocessed 
food, feed, fiber, or livestock (including 
livestock as defined in sec. 602 of the 
Emergency Livestock Feed Assistance 
Act of 1988 [7 U.S.C. 1471] and insects). 

Automatic on-board recording device 
means an electric, electronic, 
electromechanical, or mechanical de-
vice capable of recording driver’s duty 
status information accurately and 
automatically as required by § 395.15. 
The device must be integrally syn-
chronized with specific operations of 
the commercial motor vehicle in which 
it is installed. At a minimum, the de-
vice must record engine use, road 
speed, miles driven, the date, and time 
of day. 

Driver-salesperson means any em-
ployee who is employed solely as such 
by a private carrier of property by 
commercial motor vehicle, who is en-
gaged both in selling goods, services, or 
the use of goods, and in delivering by 
commercial motor vehicle the goods 
sold or provided or upon which the 
services are performed, who does so en-
tirely within a radius of 100 miles of 
the point at which he/she reports for 
duty, who devotes not more than 50 
percent of his/her hours on duty to 
driving time. The term selling goods for 
purposes of this section shall include in 
all cases solicitation or obtaining of re-
orders or new accounts, and may also 
include other selling or merchandising 
activities designed to retain the cus-
tomer or to increase the sale of goods 
or services, in addition to solicitation 
or obtaining of reorders or new ac-
counts. 

Driving time means all time spent at 
the driving controls of a commercial 
motor vehicle in operation. 

Eight consecutive days means the pe-
riod of 8 consecutive days beginning on 
any day at the time designated by the 
motor carrier for a 24-hour period. 

Farm supplies for agricultural purposes 
means products directly related to the 
growing or harvesting of agricultural 
commodities during the planting and 
harvesting seasons within each State, 

as determined by the State, and live-
stock feed at any time of the year. 

Ground water well drilling rig means 
any vehicle, machine, tractor, trailer, 
semi-trailer, or specialized mobile 
equipment propelled or drawn by me-
chanical power and used on highways 
to transport water well field operating 
equipment, including water well drill-
ing and pump service rigs equipped to 
access ground water. 

Multiple stops means all stops made in 
any one village, town, or city may be 
computed as one. 

On-duty time means all time from the 
time a driver begins to work or is re-
quired to be in readiness to work until 
the time the driver is relieved from 
work and all responsibility for per-
forming work. On-duty time shall in-
clude: 

(1) All time at a plant, terminal, fa-
cility, or other property of a motor 
carrier or shipper, or on any public 
property, waiting to be dispatched, un-
less the driver has been relieved from 
duty by the motor carrier; 

(2) All time inspecting, servicing, or 
conditioning any commercial motor 
vehicle at any time; 

(3) All driving time as defined in the 
term driving time; 

(4) All time in or on a commercial 
motor vehicle, other than: 

(i) Time spent resting in or on a 
parked vehicle, except as otherwise 
provided in § 397.5 of this subchapter; 

(ii) Time spent resting in a sleeper 
berth; or 

(iii) Up to 2 hours riding in the pas-
senger seat of a property-carrying vehi-
cle moving on the highway imme-
diately before or after a period of at 
least 8 consecutive hours in the sleeper 
berth; 

(5) All time loading or unloading a 
commercial motor vehicle, supervising, 
or assisting in the loading or unload-
ing, attending a commercial motor ve-
hicle being loaded or unloaded, remain-
ing in readiness to operate the com-
mercial motor vehicle, or in giving or 
receiving receipts for shipments loaded 
or unloaded; 

(6) All time repairing, obtaining as-
sistance, or remaining in attendance 
upon a disabled commercial motor ve-
hicle; 
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(7) All time spent providing a breath 
sample or urine specimen, including 
travel time to and from the collection 
site, to comply with the random, rea-
sonable suspicion, post-crash, or fol-
low-up testing required by part 382 of 
this subchapter when directed by a 
motor carrier; 

(8) Performing any other work in the 
capacity, employ, or service of, a 
motor carrier; and 

(9) Performing any compensated 
work for a person who is not a motor 
carrier. 

Seven consecutive days means the pe-
riod of 7 consecutive days beginning on 
any day at the time designated by the 
motor carrier for a 24-hour period. 

Signal employee, as defined in 49 
U.S.C. 21101(4), means an individual 
who is engaged in installing, repairing, 
or maintaining signal systems. 

Sleeper berth means a berth con-
forming to the requirements of § 393.76 
of this chapter. 

Transportation of construction mate-
rials and equipment means the transpor-
tation of construction and pavement 
materials, construction equipment, and 
construction maintenance vehicles, by 
a driver to or from an active construc-
tion site (a construction site between 
mobilization of equipment and mate-
rials to the site to the final completion 
of the construction project) within a 50 
air mile radius of the normal work re-
porting location of the driver. This 
paragraph does not apply to the trans-
portation of material found by the Sec-
retary to be hazardous under 49 U.S.C. 
5103 in a quantity requiring placarding 
under regulations issued to carry out 
such section. 

Twenty-four-hour period means any 
24-consecutive-hour period beginning 
at the time designated by the motor 
carrier for the terminal from which the 
driver is normally dispatched. 

Utility service vehicle means any com-
mercial motor vehicle: 

(1) Used in the furtherance of repair-
ing, maintaining, or operating any 
structures or any other physical facili-
ties necessary for the delivery of public 
utility services, including the fur-
nishing of electric, gas, water, sanitary 
sewer, telephone, and television cable 
or community antenna service; 

(2) While engaged in any activity 
necessarily related to the ultimate de-
livery of such public utility services to 
consumers, including travel or move-
ment to, from, upon, or between activ-
ity sites (including occasional travel or 
movement outside the service area ne-
cessitated by any utility emergency as 
determined by the utility provider); 
and 

(3) Except for any occasional emer-
gency use, operated primarily within 
the service area of a utility’s sub-
scribers or consumers, without regard 
to whether the vehicle is owned, leased, 
or rented by the utility. 

[57 FR 33648, July 30, 1992, as amended at 59 
FR 7515, Feb. 15, 1994; 59 FR 60324, Nov. 23, 
1994; 60 FR 38748, July 28, 1995; 61 FR 14679, 
Apr. 3, 1996; 63 FR 33279, June 18, 1998; 72 FR 
36790, July 5, 2007; 75 FR 17245, Apr. 5, 2010; 76 
FR 25590, May 5, 2011; 76 FR 81187, Dec. 27, 
2011; 77 FR 28451, May 14, 2012] 

§ 395.3 Maximum driving time for 
property-carrying vehicles. 

(a) Except as otherwise provided in 
§ 395.1, no motor carrier shall permit or 
require any driver used by it to drive a 
property-carrying commercial motor 
vehicle, nor shall any such driver drive 
a property-carrying commercial motor 
vehicle, regardless of the number of 
motor carriers using the driver’s serv-
ices, unless the driver complies with 
the following requirements: 

(1) Start of work shift. A driver may 
not drive without first taking 10 con-
secutive hours off duty; 

(2) 14-hour period. A driver may drive 
only during a period of 14 consecutive 
hours after coming on duty following 
10 consecutive hours off duty. The driv-
er may not drive after the end of the 
14-consecutive-hour period without 
first taking 10 consecutive hours off 
duty. 

(3) Driving time and rest breaks. (i) 
Driving time. A driver may drive a total 
of 11 hours during the 14-hour period 
specified in paragraph (a)(2) of this sec-
tion. 

(ii) Rest breaks. Except for drivers 
who qualify for either of the short-haul 
exceptions in § 395.1(e)(1) or (2), driving 
is not permitted if more than 8 hours 
have passed since the end of the driv-
er’s last off-duty or sleeper-berth pe-
riod of at least 30 minutes. 
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(b) No motor carrier shall permit or 
require a driver of a property-carrying 
commercial motor vehicle to drive, nor 
shall any driver drive a property-car-
rying commercial motor vehicle, re-
gardless of the number of motor car-
riers using the driver’s services, for 
any period after— 

(1) Having been on duty 60 hours in 
any period of 7 consecutive days if the 
employing motor carrier does not oper-
ate commercial motor vehicles every 
day of the week; or 

(2) Having been on duty 70 hours in 
any period of 8 consecutive days if the 
employing motor carrier operates com-
mercial motor vehicles every day of 
the week. 

(c)(1) Any period of 7 consecutive 
days may end with the beginning of an 
off-duty period of 34 or more consecu-
tive hours that includes two periods 
from 1:00 a.m. to 5:00 a.m. 

(2) Any period of 8 consecutive days 
may end with the beginning of an off- 
duty period of 34 or more consecutive 
hours that includes two periods from 
1:00 a.m. to 5:00 a.m. 

(d) A driver may not take an off-duty 
period allowed by paragraph (c) of this 
section to restart the calculation of 60 
hours in 7 consecutive days or 70 hours 
in 8 consecutive days until 168 or more 
consecutive hours have passed since 
the beginning of the last such off-duty 
period. When a driver takes more than 
one off-duty period of 34 or more con-
secutive hours within a period of 168 
consecutive hours, he or she must indi-
cate in the Remarks section of the 
record of duty status which such off- 
duty period is being used to restart the 
calculation of 60 hours in 7 consecutive 
days or 70 hours in 8 consecutive days. 

[76 FR 81188, Dec. 27, 2011, as amended at 78 
FR 58485, Sept. 24, 2013; 78 FR 64181, Oct. 28, 
2013] 

§ 395.5 Maximum driving time for pas-
senger-carrying vehicles. 

Subject to the exceptions and exemp-
tions in § 395.1: 

(a) No motor carrier shall permit or 
require any driver used by it to drive a 
passenger-carrying commercial motor 
vehicle, nor shall any such driver drive 
a passenger-carrying commercial 
motor vehicle: 

(1) More than 10 hours following 8 
consecutive hours off duty; or 

(2) For any period after having been 
on duty 15 hours following 8 consecu-
tive hours off duty. 

(b) No motor carrier shall permit or 
require a driver of a passenger-carrying 
commercial motor vehicle to drive, nor 
shall any driver drive a passenger-car-
rying commercial motor vehicle, re-
gardless of the number of motor car-
riers using the driver’s services, for 
any period after— 

(1) Having been on duty 60 hours in 
any 7 consecutive days if the employ-
ing motor carrier does not operate 
commercial motor vehicles every day 
of the week; or 

(2) Having been on duty 70 hours in 
any period of 8 consecutive days if the 
employing motor carrier operates com-
mercial motor vehicles every day of 
the week. 

[70 FR 50073, Aug. 25, 2005] 

§ 395.7 [Reserved] 

§ 395.8 Driver’s record of duty status. 
(a) Except for a private motor carrier 

of passengers (nonbusiness), every 
motor carrier shall require every driver 
used by the motor carrier to record his/ 
her duty status for each 24 hour period 
using the methods prescribed in either 
paragraph (a)(1) or (2) of this section. 

(1) Every driver who operates a com-
mercial motor vehicle shall record his/ 
her duty status, in duplicate, for each 
24-hour period. The duty status time 
shall be recorded on a specified grid, as 
shown in paragraph (g) of this section. 
The grid and the requirements of para-
graph (d) of this section may be com-
bined with any company forms. 

(2) Every driver who operates a com-
mercial motor vehicle shall record his/ 
her duty status by using an automatic 
on-board recording device that meets 
the requirements of § 395.15 of this part. 
The requirements of this section shall 
not apply, except paragraphs (e) and 
(k)(1) and (2) of this section. 

(b) The duty status shall be recorded 
as follows: 

(1) ‘‘Off duty’’ or ‘‘OFF.’’ 
(2) ‘‘Sleeper berth’’ or ‘‘SB’’ (only if a 

sleeper berth used). 
(3) ‘‘Driving’’ or ‘‘D.’’ 
(4) ‘‘On-duty not driving’’ or ‘‘ON.’’ 
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(c) For each change of duty status 
(e.g., the place of reporting for work, 
starting to drive, on-duty not driving 
and where released from work), the 
name of the city, town, or village, with 
State abbreviation, shall be recorded. 

NOTE: If a change of duty status occurs at 
a location other than a city, town, or village, 
show one of the following: (1) The highway 
number and nearest milepost followed by the 
name of the nearest city, town, or village 
and State abbreviation, (2) the highway 
number and the name of the service plaza 
followed by the name of the nearest city, 
town, or village and State abbreviation, or 
(3) the highway numbers of the nearest two 
intersecting roadways followed by the name 
of the nearest city, town, or village and 
State abbreviation. 

(d) The following information must 
be included on the form in addition to 
the grid: 

(1) Date; 
(2) Total miles driving today; 
(3) Truck or tractor and trailer num-

ber; 
(4) Name of carrier; 
(5) Driver’s signature/certification; 
(6) 24-hour period starting time (e.g. 

midnight, 9:00 a.m., noon, 3:00 p.m.); 
(7) Main office address; 
(8) Remarks; 
(9) Name of co-driver; 
(10) Total hours (far right edge of 

grid); 
(11) Shipping document number(s), or 

name of shipper and commodity; 
(e) Failure to complete the record of 

duty activities of this section or 
§ 395.15, failure to preserve a record of 
such duty activities, or making of false 
reports in connection with such duty 
activities shall make the driver and/or 
the carrier liable for prosecution. 

(f) The driver’s activities shall be re-
corded in accordance with the fol-
lowing provisions: 

(1) Entries to be current. Drivers shall 
keep their records of duty status cur-
rent to the time shown for the last 
change of duty status. 

(2) Entries made by driver only. All en-
tries relating to driver’s duty status 
must be legible and in the driver’s own 
handwriting. 

(3) Date. The month, day and year for 
the beginning of each 24-hour period 
shall be shown on the form containing 
the driver’s duty status record. 

(4) Total miles driving today. Total 
mileage driven during the 24-hour pe-
riod shall be recorded on the form con-
taining the driver’s duty status record. 

(5) Commercial motor vehicle identifica-
tion. The driver shall show the number 
assigned by the motor carrier, or the 
license number and licensing State of 
each commercial motor vehicle oper-
ated during each 24-hour period on his/ 
her record of duty status. The driver of 
an articulated (combination) commer-
cial motor vehicle shall show the num-
ber assigned by the motor carrier, or 
the license number and licensing State 
of each motor vehicle used in each 
commercial motor vehicle combination 
operated during that 24-hour period on 
his/her record of duty status. 

(6) Name of motor carrier. The name(s) 
of the motor carrier(s) for which work 
is performed shall be shown on the 
form containing the driver’s record of 
duty status. When work is performed 
for more than one motor carrier during 
the same 24-hour period, the beginning 
and finishing time, showing a.m. or 
p.m., worked for each motor carrier 
shall be shown after each motor car-
rier’s name. Drivers of leased commer-
cial motor vehicles shall show the 
name of the motor carrier performing 
the transportation. 

(7) Signature/certification. The driver 
shall certify to the correctness of all 
entries by signing the form containing 
the driver’s duty status record with 
his/her legal name or name of record. 
The driver’s signature certifies that all 
entries required by this section made 
by the driver are true and correct. 

(8) Time base to be used. (i) The driv-
er’s duty status record shall be pre-
pared, maintained, and submitted 
using the time standard in effect at the 
driver’s home terminal, for a 24-hour 
period beginning with the time speci-
fied by the motor carrier for that driv-
er’s home terminal. 

(ii) The term ‘‘7 or 8 consecutive 
days’’ means the 7 or 8 consecutive 24- 
hour periods as designated by the car-
rier for the driver’s home terminal. 

(iii) The 24-hour period starting time 
must be identified on the driver’s duty 
status record. One-hour increments 
must appear on the graph, be identi-
fied, and preprinted. The words ‘‘Mid-
night’’ and ‘‘Noon’’ must appear above 
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or beside the appropriate one-hour in-
crement. 

(9) Main office address. The motor car-
rier’s main office address shall be 
shown on the form containing the driv-
er’s duty status record. 

(10) Recording days off duty. Two or 
more consecutive 24-hour periods off 
duty may be recorded on one duty sta-
tus record. 

(11) Total hours. The total hours in 
each duty status: off duty other than in 
a sleeper berth; off duty in a sleeper 

berth; driving, and on duty not driving, 
shall be entered to the right of the 
grid, the total of such entries shall 
equal 24 hours. 

(12) Shipping document number(s) or 
name of shipper and commodity shall be 
shown on the driver’s record of duty 
status. 

(g) Graph grid. The following graph 
grid must be incorporated into a motor 
carrier recordkeeping system which 
must also contain the information re-
quired in paragraph (d) of this section. 
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(h) Graph grid preparation. The graph 
grid may be used horizontally or 
vertically and shall be completed as 
follows: 

(1) Off duty. Except for time spent 
resting in a sleeper berth, a continuous 
line shall be drawn between the appro-
priate time markers to record the pe-
riod(s) of time when the driver is not 
on duty, is not required to be in readi-
ness to work, or is not under any re-
sponsibility for performing work. 

(2) Sleeper berth. A continuous line 
shall be drawn between the appropriate 
time markers to record the period(s) of 
time off duty resting in a sleeper berth, 
as defined in § 395.2. (If a non-sleeper 
berth operation, sleeper berth need not 
be shown on the grid.) 

(3) Driving. A continuous line shall be 
drawn between the appropriate time 
markers to record the period(s) of driv-
ing time, as defined in § 395.2. 

(4) On duty not driving. A continuous 
line shall be drawn between the appro-
priate time markers to record the pe-
riod(s) of time on duty not driving 
specified in § 395.2. 

(5) Location—remarks. The name of 
the city, town, or village, with State 
abbreviation where each change of 
duty status occurs shall be recorded. 

NOTE: If a change of duty status occurs at 
a location other than a city, town, or village, 
show one of the following: (1) The highway 
number and nearest milepost followed by the 
name of the nearest city, town, or village 
and State abbreviation, (2) the highway 
number and the name of the service plaza 
followed by the name of the nearest city, 
town, or village and State abbreviation, or 
(3) the highway numbers of the nearest two 
intersecting roadways followed by the name 
of the nearest city, town, or village and 
State abbreviation. 

(i) Filing driver’s record of duty status. 
The driver shall submit or forward by 
mail the original driver’s record of 

duty status to the regular employing 
motor carrier within 13 days following 
the completion of the form. 

(j) Drivers used by more than one motor 
carrier. (1) When the services of a driver 
are used by more than one motor car-
rier during any 24-hour period in effect 
at the driver’s home terminal, the driv-
er shall submit a copy of the record of 
duty status to each motor carrier. The 
record shall include: 

(i) All duty time for the entire 24- 
hour period; 

(ii) The name of each motor carrier 
served by the driver during that period; 
and 

(iii) The beginning and finishing 
time, including a.m. or p.m., worked 
for each carrier. 

(2) Motor carriers, when using a driv-
er for the first time or intermittently, 
shall obtain from the driver a signed 
statement giving the total time on 
duty during the immediately preceding 
7 days and the time at which the driver 
was last relieved from duty prior to be-
ginning work for the motor carriers. 

(k) Retention of driver’s record of duty 
status. (1) Each motor carrier shall 
maintain records of duty status and all 
supporting documents for each driver 
it employs for a period of six months 
from the date of receipt. 

(2) The driver shall retain a copy of 
each record of duty status for the pre-
vious 7 consecutive days which shall be 
in his/her possession and available for 
inspection while on duty. 

NOTE: Driver’s Record of Duty Status. 

The graph grid, when incorporated as part 
of any form used by a motor carrier, must be 
of sufficient size to be legible. 

The following executed specimen grid illus-
trates how a driver’s duty status should be 
recorded for a trip from Richmond, Virginia, 
to Newark, New Jersey. The grid reflects the 
midnight to midnight 24 hour period. 
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Graph Grid (Midnight to Midnight Operation) 

The driver in this instance reported for 
duty at the motor carrier’s terminal. The 
driver reported for work at 6 a.m., helped 
load, checked with dispatch, made a pretrip 
inspection, and performed other duties until 
7:30 a.m. when the driver began driving. At 9 
a.m. the driver had a minor accident in Fred-
ericksburg, Virginia, and spent one half hour 
handling details with the local police. The 
driver arrived at the company’s Baltimore, 
Maryland, terminal at noon and went to 
lunch while minor repairs were made to the 
tractor. At 1 p.m. the driver resumed the trip 
and made a delivery in Philadelphia, Penn-
sylvania, between 3 p.m. and 3:30 p.m. at 
which time the driver started driving again. 
Upon arrival at Cherry Hill, New Jersey, at 
4 p.m., the driver entered the sleeper berth 
for a rest break until 5:45 p.m. at which time 
the driver resumed driving again. At 7 p.m. 
the driver arrived at the company’s terminal 
in Newark, New Jersey. Between 7 p.m. and 
8 p.m. the driver prepared the required pa-
perwork including completing the driver’s 
record of duty status, driver vehicle inspec-
tion report, insurance report for the Fred-
ericksburg, Virginia accident, checked for 
the next day’s dispatch, etc. At 8 p.m., the 
driver went off duty. 

(Approved by the Office of Management and 
Budget under control number 2125–0016) 

[47 FR 53389, Nov. 26, 1982, as amended at 49 
FR 38290, Sept. 28, 1984; 49 FR 46147, Nov. 23, 
1984; 51 FR 12622, Apr. 14, 1986; 52 FR 41721, 
Oct. 30, 1987; 53 FR 18058, May 19, 1988; 53 FR 
38670, Sept. 30, 1988; 57 FR 33649, July 30, 1992; 
58 FR 33777, June 21, 1993; 59 FR 8753, Feb. 23, 
1994; 60 FR 38748, July 28, 1995; 62 FR 16709, 
Apr. 8, 1997; 63 FR 33279, June 18, 1998; 75 FR 
17245, Apr. 5, 2010; 77 FR 28451, 28454, May 14, 
2012; 77 FR 59828, Oct. 1, 2012; 78 FR 58485, 
Sept. 24, 2013] 

§§ 395.10–395.12 [Reserved] 

§ 395.13 Drivers declared out of serv-
ice. 

(a) Authority to declare drivers out of 
service. Every special agent of the Fed-
eral Motor Carrier Safety Administra-
tion (as defined in appendix B to this 
subchapter) is authorized to declare a 
driver out of service and to notify the 
motor carrier of that declaration, upon 
finding at the time and place of exam-
ination that the driver has violated the 
out of service criteria as set forth in 
paragraph (b) of this section. 

(b) Out of service criteria. (1) No driver 
shall drive after being on duty in ex-
cess of the maximum periods permitted 
by this part. 

(2) No driver required to maintain a 
record of duty status under § 395.8 or 
§ 395.15 of this part shall fail to have a 
record of duty status current on the 
day of examination and for the prior 
seven consecutive days. 

(3) Exception. A driver failing only to 
have possession of a record of duty sta-
tus current on the day of examination 
and the prior day, but has completed 
records of duty status up to that time 
(previous 6 days), will be given the op-
portunity to make the duty status 
record current. 

(c) Responsibilities of motor carriers. (1) 
No motor carrier shall: 

(i) Require or permit a driver who 
has been declared out of service to op-
erate a commercial motor vehicle until 
that driver may lawfully do so under 
the rules in this part. 
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(ii) Require a driver who has been de-
clared out of service for failure to pre-
pare a record of duty status to operate 
a commercial motor vehicle until that 
driver has been off duty for the appro-
priate number of consecutive hours re-
quired by this part and is in compli-
ance with this section. The appropriate 
consecutive hours off-duty may include 
sleeper berth time. 

(2) A motor carrier shall complete 
the ‘‘Motor Carrier Certification of Ac-
tion Taken’’ portion of the form MCS– 
63 (Driver-Vehicle Examination Re-
port) and deliver the copy of the form 
either personally or by mail to the Di-
vision Administrator or State Director 
Federal Motor Carrier Safety Adminis-
tration, at the address specified upon 
the form within 15 days following the 
date of examination. If the motor car-
rier mails the form, delivery is made 
on the date it is postmarked. 

(d) Responsibilities of the driver. (1) No 
driver who has been declared out of 
service shall operate a commercial 
motor vehicle until that driver may 
lawfully do so under the rules of this 
part. 

(2) No driver who has been declared 
out of service, for failing to prepare a 
record of duty status, shall operate a 
commercial motor vehicle until the 
driver has been off duty for the appro-
priate number of consecutive hours re-
quired by this part and is in compli-
ance with this section. 

(3) A driver to whom a form has been 
tendered declaring the driver out of 
service shall within 24 hours thereafter 
deliver or mail the copy to a person or 
place designated by motor carrier to 
receive it. 

(4) Section 395.13 does not alter the 
hazardous materials requirements pre-
scribed in § 397.5 pertaining to attend-
ance and surveillance of commercial 
motor vehicles. 

[44 FR 34963, June 18, 1979, as amended at 47 
FR 53392, Nov. 26, 1982; 51 FR 12622, Apr. 14, 
1986; 53 FR 18058, May 19, 1988; 53 FR 38670, 
Sept. 30, 1988; 53 FR 47544, Nov. 23, 1988; 60 FR 
38748, July 28, 1995; 68 FR 22516, Apr. 28, 2003; 
70 FR 50073, Aug. 25, 2005; 75 FR 17245, Apr. 5, 
2010; 77 FR 28451, May 14, 2012] 

§ 395.15 Automatic on-board recording 
devices. 

(a) Authority to use automatic on-board 
recording device. (1) A motor carrier 
may require a driver to use an auto-
matic on-board recording device to 
record the driver’s hours of service in 
lieu of complying with the require-
ments of § 395.8 of this part. 

(2) Every driver required by a motor 
carrier to use an automatic on-board 
recording device shall use such device 
to record the driver’s hours of service. 

(b) Information requirements. (1) Auto-
matic on-board recording devices shall 
produce, upon demand, a driver’s hours 
of service chart, electronic display, or 
printout showing the time and se-
quence of duty status changes includ-
ing the drivers’ starting time at the be-
ginning of each day. 

(2) The device shall provide a means 
whereby authorized Federal, State, or 
local officials can immediately check 
the status of a driver’s hours of service. 
This information may be used in con-
junction with handwritten or printed 
records of duty status, for the previous 
7 days. 

(3) Support systems used in conjunc-
tion with on-board recorders at a driv-
er’s home terminal or the motor car-
rier’s principal place of business must 
be capable of providing authorized Fed-
eral, State or local officials with sum-
maries of an individual driver’s hours 
of service records, including the infor-
mation specified in § 395.8(d) of this 
part. The support systems must also 
provide information concerning on- 
board system sensor failures and iden-
tification of edited data. Such support 
systems should meet the information 
interchange requirements of the Amer-
ican National Standard Code for Infor-
mation Interchange (ANSCII) (EIARS– 
232/CCITT V.24 port (National Bureau 
of Standards ‘‘Code for Information 
Interchange,’’ FIPS PUB 1–1)). 

(4) The driver shall have in his/her 
possession records of duty status for 
the previous 7 consecutive days avail-
able for inspection while on duty. 
These records shall consist of informa-
tion stored in and retrievable from the 
automatic on-board recording device, 
handwitten records, computer gen-
erated records, or any combination 
thereof. 
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(5) All hard copies of the driver’s 
record of duty status must be signed by 
the driver. The driver’s signature cer-
tifies that the information contained 
thereon is true and correct. 

(c) The duty status and additional in-
formation shall be recorded as follows: 

(1) ‘‘Off duty’’ or ‘‘OFF’’, or by an 
identifiable code or character; 

(2) ‘‘Sleeper berth’’ or ‘‘SB’’ or by an 
identifiable code or character (only if 
the sleeper berth is used); 

(3) ‘‘Driving’’ or ‘‘D’’, or by an identi-
fiable code or character; and 

(4) ‘‘On-duty not driving’’ or ‘‘ON’’, or 
by an identifiable code or character. 

(5) Date; 
(6) Total miles driving today; 
(7) Truck or tractor and trailer num-

ber; 
(8) Name of carrier; 
(9) Main office address; 
(10) 24-hour period starting time (e.g., 

midnight, 9:00 a.m., noon, 3:00 p.m.) 
(11) Name of co-driver; 
(12) Total hours; and 
(13) Shipping document number(s), or 

name of shipper and commodity. 
(d) Location of duty status change. (1) 

For each change of duty status (e.g., 
the place and time of reporting for 
work, starting to drive, on-duty not 
driving and where released from work), 
the name of the city, town, or village, 
with State abbreviation, shall be re-
corded. 

(2) Motor carriers are permitted to 
use location codes in lieu of the re-
quirements of paragraph (d)(1) of this 
section. A list of such codes showing 
all possible location identifiers shall be 
carried in the cab of the commercial 
motor vehicle and available at the 
motor carrier’s principal place of busi-
ness. Such lists shall be made available 
to an enforcement official on request. 

(e) Entries made by driver only. If a 
driver is required to make written en-
tries relating to the driver’s duty sta-
tus, such entries must be legible and in 
the driver’s own handwriting. 

(f) Reconstruction of records of duty 
status. Drivers are required to note any 
failure of automatic on-board record-
ing devices, and to reconstruct the 
driver’s record of duty status for the 
current day, and the past 7 days, less 
any days for which the drivers have 
records, and to continue to prepare a 

handwritten record of all subsequent 
duty status until the device is again 
operational. 

(g) On-board information. Each com-
mercial motor vehicle must have on- 
board the commercial motor vehicle an 
information packet containing the fol-
lowing items: 

(1) An instruction sheet describing in 
detail how data may be stored and re-
trieved from an automatic on-board re-
cording system; and 

(2) A supply of blank driver’s records 
of duty status graph-grids sufficient to 
record the driver’s duty status and 
other related information for the dura-
tion of the current trip. 

(h) Submission of driver’s record of duty 
status. (1) The driver shall submit, elec-
tronically or by mail, to the employing 
motor carrier, each record of the driv-
er’s duty status within 13 days fol-
lowing the completion of each record; 

(2) The driver shall review and verify 
that all entries are accurate prior to 
submission to the employing motor 
carrier; and 

(3) The submission of the record of 
duty status certifies that all entries 
made by the driver are true and cor-
rect. 

(i) Performance of recorders. Motor 
carriers that use automatic on-board 
recording devices for recording their 
drivers’ records of duty status in lieu 
of the handwritten record shall ensure 
that: 

(1) A certificate is obtained from the 
manufacturer certifying that the de-
sign of the automatic on-board re-
corder has been sufficiently tested to 
meet the requirements of this section 
and under the conditions it will be 
used; 

(2) The automatic on-board recording 
device permits duty status to be up-
dated only when the commercial motor 
vehicle is at rest, except when reg-
istering the time a commercial motor 
vehicle crosses a State boundary; 

(3) The automatic on-board recording 
device and associated support systems 
are, to the maximum extent prac-
ticable, tamperproof and do not permit 
altering of the information collected 
concerning the driver’s hours of serv-
ice; 

(4) The automatic on-board recording 
device warns the driver visually and/or 
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audibly that the device has ceased to 
function. Devices installed and oper-
ational as of October 31, 1988, and au-
thorized to be used in lieu of the hand-
written record of duty status by the 
FMCSA are exempted from this re-
quirement. 

(5) Automatic on-board recording de-
vices with electronic displays shall 
have the capability of displaying the 
following: 

(i) Driver’s total hours of driving 
today; 

(ii) The total hours on duty today; 
(iii) Total miles driving today; 
(iv) Total hours on duty for the 7 

consecutive day period, including 
today; 

(v) Total hours on duty for the prior 
8 consecutive day period, including the 
present day; and 

(vi) The sequential changes in duty 
status and the times the changes oc-
curred for each driver using the device. 

(6) The on-board recorder is capable 
of recording separately each driver’s 
duty status when there is a multiple- 
driver operation; 

(7) The on-board recording device/sys-
tem identifies sensor failures and edit-
ed data when reproduced in printed 
form. Devices installed and operational 
as of October 31, 1988, and authorized to 
be used in lieu of the handwritten 
record of duty status by the FMCSA 
are exempted from this requirement. 

(8) The on-board recording device is 
maintained and recalibrated in accord-
ance with the manufacturer’s specifica-
tions; 

(9) The motor carrier’s drivers are 
adequately trained regarding the prop-
er operation of the device; and 

(10) The motor carrier must maintain 
a second copy (back-up copy) of the 
electronic hours-of-service files, by 
month, in a different physical location 
than where the original data is stored. 

(j) Rescission of authority. (1) The 
FMCSA may, after notice and oppor-
tunity to reply, order any motor car-
rier or driver to comply with the re-
quirements of § 395.8 of this part. 

(2) The FMCSA may issue such an 
order if the FMCSA has determined 
that— 

(i) The motor carrier has been issued 
a conditional or unsatisfactory safety 
rating by the FMCSA; 

(ii) The motor carrier has required or 
permitted a driver to establish, or the 
driver has established, a pattern of ex-
ceeding the hours of service limita-
tions of this part; 

(iii) The motor carrier has required 
or permitted a driver to fail, or the 
driver has failed, to accurately and 
completely record the driver’s hours of 
service as required in this section; or 

(iv) The motor carrier or driver has 
tampered with or otherwise abused the 
automatic on-board recording device 
on any commercial motor vehicle. 

[53 FR 38670, Sept. 30, 1988, as amended at 60 
FR 38748, July 28, 1995; 68 FR 22516, Apr. 28, 
2003; 70 FR 50073, Aug. 25, 2005; 75 FR 17245, 
Apr. 5, 2010; 77 FR 28451, May 14, 2012] 

PART 396—INSPECTION, REPAIR, 
AND MAINTENANCE 

Sec. 
396.1 Scope. 
396.3 Inspection, repair, and maintenance. 
396.5 Lubrication. 
396.7 Unsafe operations forbidden. 
396.9 Inspection of motor vehicles and inter-

modal equipment in operation. 
396.11 Inspection of motor vehicles in oper-

ation. 
396.12 Procedures for intermodal equipment 

providers to accept reports required by 
§ 390.42(b) of this chapter. 

396.13 Driver inspection. 
396.15 Driveaway-towaway operations and 

inspections. 
396.17 Periodic inspection. 
396.19 Inspector qualifications. 
396.21 Periodic inspection recordkeeping re-

quirements. 
396.23 Equivalent to periodic inspection. 
396.25 Qualifications of brake inspectors. 

AUTHORITY: 49 U.S.C. 504, 31133, 31136, 31151, 
and 31502; sec. 32934, Pub. L. 112–141, 126 Stat. 
405, 830; and 49 CFR 1.87. 

SOURCE: 44 FR 38526, July 2, 1979, unless 
otherwise noted. 

EDITORIAL NOTE: Nomenclature changes to 
part 396 appear at 66 FR 49874, Oct. 1, 2001. 

§ 396.1 Scope. 

(a) Every motor carrier, its officers, 
drivers, agents, representatives, and 
employees directly concerned with the 
inspection or maintenance of commer-
cial motor vehicles must be knowledge-
able of and comply with the rules of 
this part. 
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