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(b) If manual interrupt is used as au-
thorized in § 11.51(j)(2), decoders must 
be located so that operators at their 
normal duty stations at broadcast sta-
tions and cable systems and wireless 
cable systems can be alerted imme-
diately when EAS messages are re-
ceived. 

(c) Broadcast stations and cable sys-
tems and wireless cable systems that 
are co-owned and co-located with a 
combined studio or control facility 
(such as an AM and FM licensed to the 
same entity and at the same location 
or a cable headend serving more than 
one system) may comply with the EAS 
monitoring requirements contained in 
this section for the combined station 
or system with one EAS Decoder. The 
requirements of § 11.33 must be met by 
the combined facility. 

(d) Broadcast stations and cable sys-
tems and wireless cable systems must 
monitor two EAS sources. The moni-
toring assignments of each broadcast 
station and cable system and wireless 
cable system are specified in the State 
EAS Plan and FCC Mapbook. They are 
developed in accordance with FCC 
monitoring priorities. 

(1) If the required EAS sources can-
not be received, alternate arrange-
ments or a waiver may be obtained by 
written request to the FCC’s EAS of-
fice. In an emergency, a waiver may be 
issued over the telephone with a follow 
up letter to confirm temporary or per-
manent reassignment. 

(2) Broadcast station and cable sys-
tem and wireless cable system manage-
ment shall determine which header 
codes will automatically interrupt 
their programming for State and Local 
Area emergency situations affecting 
their audiences. 

(e) Broadcast stations and cable sys-
tems and wireless cable systems are re-
quired to interrupt normal program-
ming either automatically or manually 
when they receive an EAS message in 
which the header code contains the 
Event codes for Emergency Action No-
tification (EAN), Emergency Action 
Termination (EAT), and Required 
Monthly Test (RMT) for their State or 
State/county location. 

(1) Automatic interrupt of program-
ming is required when facilities are un-
attended. Automatic operation must 

provide a permanent record of the EAS 
message that contains at a minimum 
the following information: Originator, 
Event, Location and valid time period 
of the message. 

(2) Manual interrupt of programming 
and transmission of EAS messages may 
be used. EAS messages with the EAN 
Event code must be transmitted imme-
diately and Monthly EAS test mes-
sages within 60 minutes. All actions 
must be logged and recorded. Decoders 
must be programmed for the EAN and 
EAT Event header codes for National 
level emergencies and the RMT and 
RWT Event header codes for required 
monthly and weekly tests, with the ap-
propriate accompanying State and 
State/county location codes. 

[59 FR 67092, Dec. 28, 1994, as amended at 60 
FR 56000, Nov. 6, 1995; 63 FR 29665, June 1, 
1998; 67 FR 18510, Apr. 16, 2002] 

§ 11.53 Dissemination of Emergency 
Action Notification. 

Initiation of the EAN by any one of 
the following sources is sufficient to 
begin the emergency actions in § 11.54. 

(a) National Level. The EAN is issued 
by the White House. The EAN message 
is sent from a government origination 
point to broadcast stations and other 
entities participating in the PEP sys-
tem. It is then disseminated via: 

(1) Radio and television broadcast 
stations. 

(2) Cable systems and wireless cable 
systems. 

(3) Other entities voluntarily partici-
pating in EAS. 

(b) State level and Local Area levels. 
EAN dissemination arrangements at 
these levels originate from State and 
local governments in accordance with 
State and Local Area plans. 

(c) Broadcast stations must, prior to 
commencing routine operation or orig-
inating any emissions under program 
test, equipment test, experimental, or 
other authorizations, determine wheth-
er the EAS has been activated by moni-
toring the assigned EAS sources. 

[59 FR 67092, Dec. 28, 1994, as amended at 63 
FR 29666, June 1, 1998; 65 FR 7640, Feb. 15, 
2000; 65 FR 30001, May 10, 2000; 67 FR 18510, 
Apr. 16, 2002] 
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§ 11.54 EAS operation during a Na-
tional Level emergency. 

(a) The EAS Operating Handbook 
summarizes the procedures to be fol-
lowed upon receipt of a National level 
EAN or EAT Message. 

(b) Immediately upon receipt of an 
EAN message, broadcast stations and 
cable systems and wireless cable sys-
tems must: 

(1) Monitor the two EAS sources as-
signed in the State or Local Area plan 
or FCC Mapbook for any further in-
structions. 

(2) Discontinue normal programming 
and follow the transmission procedures 
in the appropriate section of the EAS 
Operating Handbook. Announcements 
may be made in the same language as 
the primary language of the station. 

(i) Key EAS sources (National Pri-
mary (NP), Local Primary (LP), State 
Primary (SP), State Relay (SR) and 
Participating National (PN) sources) 
follow the transmission procedures and 
make the announcements in the Na-
tional Level Instructions of the EAS 
Operating Handbook. 

(ii) Non-participating National (NN) 
sources follow the transmission proce-
dures and make the sign-off announce-
ment in the EAS Operating Handbook’s 
National Level Instructions section for 
NN sources. After the sign-off an-
nouncement, NN sources are required 
to remove their carriers from the air 
and monitor for the Emergency Action 
Termination message. NN sources 
using automatic interrupt under 
§ 11.51(k)(1), must transmit the header 
codes, Attention Signal, sign-off an-
nouncement and EOM code after re-
ceiving the appropriate EAS header 
codes for a national emergency. 

(3) After completing the above trans-
mission procedures, key EAS and Par-
ticipating National sources must trans-
mit a common emergency message 
until receipt of the Emergency Action 
Termination Message. Message prior-
ities are specified in § 11.44. If LP or SR 
sources of a Local Area cannot provide 
an emergency message feed, any source 
in the Local Area may elect to provide 
a message feed. This should be done in 
an organized manner as designated in 
State and Local Area EAS Plans. 

(4) The Standby Script shall be used 
until emergency messages are avail-

able. The text of the Standby Script is 
in the EAS Operating Handbook’s sec-
tion for Participating sources. 

(5) TV broadcast stations shall dis-
play an appropriate EAS slide and then 
transmit all EAS announcements vis-
ually and aurally as specified in 
§ 73.1250(h) of this chapter. 

(6) Cable systems and wireless cable 
systems shall transmit all EAS an-
nouncements visually and aurally as 
specified in § 11.51(g) and (h). 

(7) Announcements may be made in 
the same language as the primary lan-
guage of the station. 

(8) Broadcast stations may transmit 
their call letters and cable systems and 
wireless cable systems may transmit 
the names of the communities they 
serve during an EAS activation. State 
and Local Area identifications must be 
given as provided in State and Local 
Area EAS plans. 

(9) All broadcast stations and cable 
systems and wireless cable systems op-
erating and identified with a particular 
EAS Local Area must transmit a com-
mon national emergency message until 
receipt of the Emergency Action Ter-
mination. 

(10) Broadcast stations, except those 
holding an EAS Non-participating Na-
tional Authorization letter, are exempt 
from complying with §§ 73.62 and 73.1560 
of this chapter (operating power main-
tenance) while operating under this 
part. 

(11) National Primary (NP) sources 
must operate under the procedures in 
the National Control Point Procedures. 

(12) The time of receipt of the EAN 
and Emergency Action Termination 
messages shall be entered by broadcast 
stations in their logs (as specified in 
§§ 73.1820 and 73.1840 of this chapter), by 
cable systems in their records (as spec-
ified in § 76.305 of this chapter), and by 
subject wireless cable systems in their 
records (as specified in § 21.304 of this 
chapter). 

(c) Upon receipt of an Emergency Ac-
tion Termination Message, broadcast 
stations and cable systems and wireless 
cable systems must follow the termi-
nation procedures in the EAS Oper-
ating Handbook. 

(d) Broadcast stations and cable sys-
tems and wireless cable systems origi-
nating emergency communications 
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