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initials, date, and time that the exam-
ination was made. The certified person 
shall certify by initials, date, and the 
time at enough locations to show that 
the entire area has been examined. 

(2) The certified person directing the 
on-shift examination to assure compli-
ance with the respirable dust control 
parameters specified in the mine ven-
tilation plan shall certify by initials, 
date, and time that the examination 
was made. 

[61 FR 9829, Mar. 11, 1996; 61 FR 26442, May 28, 
1996, as amended at 68 FR 40138, July 7, 2003] 

§ 75.363 Hazardous conditions; posting, 
correcting and recording. 

(a) Any hazardous condition found by 
the mine foreman or equivalent mine 
official, assistant mine foreman or 
equivalent mine official, or other cer-
tified persons designated by the oper-
ator for the purposes of conducting ex-
aminations under this subpart D, shall 
be posted with a conspicuous danger 
sign where anyone entering the areas 
would pass. A hazardous condition 
shall be corrected immediately or the 
area shall remain posted until the haz-
ardous condition is corrected. If the 
condition creates an imminent danger, 
everyone except those persons referred 
to in section 104(c) of the Act shall be 
withdrawn from the area affected to a 
safe area until the hazardous condition 
is corrected. Only persons designated 
by the operator to correct or evaluate 
the condition may enter the posted 
area. 

(b) A record shall be made of any haz-
ardous condition found. This record 
shall be kept in a book maintained for 
this purpose on the surface at the 
mine. The record shall be made by the 
completion of the shift on which the 
hazardous condition is found and shall 
include the nature and location of the 
hazardous condition and the corrective 
action taken. This record shall not be 
required for shifts when no hazardous 
conditions are found or for hazardous 
conditions found during the preshift or 
weekly examinations inasmuch as 
these examinations have separate rec-
ordkeeping requirements. 

(c) The record shall be made by the 
certified person who conducted the ex-
amination or a person designated by 
the operator. If made by a person other 

than the certified person, the certified 
person shall verify the record by ini-
tials and date by or at the end of the 
shift for which the examination was 
made. Records shall be countersigned 
by the mine foreman or equivalent 
mine official by the end of the mine 
foreman’s or equivalent mine official’s 
next regularly scheduled working shift. 
The record shall be made in a secure 
book that is not susceptible to alter-
ation or electronically in a computer 
system so as to be secure and not sus-
ceptible to alteration. 

(d) Retention period. Records shall be 
retained at a surface location at the 
mine for at least 1 year and shall be 
made available for inspection by au-
thorized representatives of the Sec-
retary and the representative of min-
ers. 

[61 FR 9829, Mar. 11, 1996; 61 FR 26442, May 28, 
1996] 

§ 75.364 Weekly examination. 
(a) Worked-out areas. (1) At least 

every 7 days, a certified person shall 
examine unsealed worked-out areas 
where no pillars have been recovered 
by traveling to the area of deepest pen-
etration; measuring methane and oxy-
gen concentrations and air quantities 
and making tests to determine if the 
air is moving in the proper direction in 
the area. The locations of measure-
ment points where tests and measure-
ments will be performed shall be in-
cluded in the mine ventilation plan and 
shall be adequate in number and loca-
tion to assure ventilation and air qual-
ity in the area. Air quantity measure-
ments shall also be made where the air 
enters and leaves the worked-out area. 
An alternative method of evaluating 
the ventilation of the area may be ap-
proved in the ventilation plan. 

(2) At least every 7 days, a certified 
person shall evaluate the effectiveness 
of bleeder systems required by § 75.334 
as follows: 

(i) Measurements of methane and ox-
ygen concentrations and air quantity 
and a test to determine if the air is 
moving in its proper direction shall be 
made where air enters the worked-out 
area. 

(ii) Measurements of methane and 
oxygen concentrations and air quan-
tity and a test to determine if the air 
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