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pollution source to meet the 20% opac-
ity limit. 

(3) The visible emissions from an oil- 
fired boiler or solid fuel-fired boiler 
that continuously measures opacity 
with a continuous opacity monitoring 
system (COMS) may exceed the 20% 
opacity limit during start-up, soot 
blowing, and grate cleaning for a single 
period of up to 15 consecutive minutes 
in any eight consecutive hours, but 
must not exceed 60% opacity at any 
time. 

(e) What is the reference method for de-
termining compliance? (1) The reference 
method for determining compliance 
with the opacity limits is EPA Method 
9. A complete description of this meth-
od is found in appendix A of 40 CFR 
part 60. 

(2) An alternative reference method 
for determining compliance is a COMS 
that complies with Performance Speci-
fication 1 found in appendix B of 40 
CFR part 60. 

(f) Definitions of terms used in this sec-
tion. The following terms that are used 
in this section, are defined in § 49.123 
General provisions: Act, agricultural 
activities, air pollutant, air pollution 
source, ambient air, coal, continuous 
opacity monitoring system (COMS), 
distillate fuel oil, emission, forestry or 
silvicultural activities, fuel, fuel oil, 
fugitive dust, gaseous fuel, grate clean-
ing, marine vessel, mobile sources, 
motor vehicle, nonroad engine, 
nonroad vehicle, oil-fired boiler, opac-
ity, open burning, particulate matter, 
PM10, PM2.5, reference method, refuse, 
Regional Administrator, residual fuel 
oil, smudge pot, solid fuel, solid fuel- 
fired boiler, soot blowing, stack, stand-
ard conditions, start-up, stationary 
source, uncombined water, used oil, 
visible emissions, and wood. 

§ 49.125 Rule for limiting the emissions 
of particulate matter. 

(a) What is the purpose of this section? 
This section limits the amount of par-
ticulate matter that may be emitted 
from certain air pollution sources oper-
ating within the Indian reservation to 
control ground-level concentrations of 
particulate matter. 

(b) Who is affected by this section? This 
section applies to any person who owns 
or operates an air pollution source that 

emits, or could emit, particulate mat-
ter to the atmosphere, unless exempted 
in paragraph (c) of this section. 

(c) What is exempted from this section? 
This section does not apply to 
woodwaste burners, furnaces and boil-
ers used exclusively for space heating 
with a rated heat input capacity of less 
than 400,000 British thermal units (Btu) 
per hour, non-commercial smoke 
houses, sweat houses or lodges, open 
burning, and mobile sources. 

(d) What are the particulate matter lim-
its for air pollution sources? (1) Particu-
late matter emissions from a combus-
tion source stack (except for wood- 
fired boilers) must not exceed an aver-
age of 0.23 grams per dry standard 
cubic meter (0.1 grains per dry stand-
ard cubic foot), corrected to seven per-
cent oxygen, during any three-hour pe-
riod. 

(2) Particulate matter emissions 
from a wood-fired boiler stack must 
not exceed an average of 0.46 grams per 
dry standard cubic meter (0.2 grains 
per dry standard cubic foot), corrected 
to seven percent oxygen, during any 
three-hour period. 

(3) Particulate matter emissions 
from a process source stack, or any 
other stack not subject to paragraph 
(d)(1) or (d)(2) of this section, must not 
exceed an average of 0.23 grams per dry 
standard cubic meter (0.1 grains per 
dry standard cubic foot) during any 
three-hour period. 

(e) What is the reference method for de-
termining compliance? The reference 
method for determining compliance 
with the particulate matter limits is 
EPA Method 5. A complete description 
of this method is found in appendix A 
of 40 CFR part 60. 

(f) Definitions of terms used in this sec-
tion. The following terms that are used 
in this section are defined in § 49.123 
General provisions: Act, air pollutant, 
air pollution source, ambient air, Brit-
ish thermal unit (Btu), coal, combus-
tion source, distillate fuel oil, emis-
sion, fuel, fuel oil, gaseous fuel, heat 
input, incinerator, marine vessel, mo-
bile sources, motor vehicle, nonroad 
engine, nonroad vehicle, open burning, 
particulate matter, PM10, PM2.5, proc-
ess source, reference method, refuse, 
residual fuel oil, solid fuel, stack, 
standard conditions, stationary source, 
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uncombined water, used oil, wood, 
wood-fired boiler, and woodwaste burn-
er. 

§ 49.126 Rule for limiting fugitive par-
ticulate matter emissions. 

(a) What is the purpose of this section? 
This section limits the amount of fugi-
tive particulate matter that may be 
emitted from certain air pollution 
sources operating within the Indian 
reservation to control ground-level 
concentrations of particulate matter. 

(b) Who is affected by this section? This 
section applies to any person who owns 
or operates a source of fugitive particu-
late matter emissions. 

(c) What is exempted from this section? 
This section does not apply to open 
burning, agricultural activities, for-
estry and silvicultural activities, sweat 
houses or lodges, non-commercial 
smoke houses, public roads owned or 
maintained by any Federal, Tribal, 
State, or local government, or activi-
ties associated with single-family resi-
dences or residential buildings with 
four or fewer dwelling units. 

(d) What are the requirements for 
sources of fugitive particulate matter 
emissions? (1) The owner or operator of 
any source of fugitive particulate mat-
ter emissions, including any source or 
activity engaged in materials handling 
or storage, construction, demolition, or 
any other operation that is or may be 
a source of fugitive particulate matter 
emissions, must take all reasonable 
precautions to prevent fugitive partic-
ulate matter emissions and must main-
tain and operate the source to mini-
mize fugitive particulate matter emis-
sions. 

(2) Reasonable precautions include, 
but are not limited to the following: 

(i) Use, where possible, of water or 
chemicals for control of dust in the 
demolition of buildings or structures, 
construction operations, grading of 
roads, or clearing of land. 

(ii) Application of asphalt, oil (but 
not used oil), water, or other suitable 
chemicals on unpaved roads, materials 
stockpiles, and other surfaces that can 
create airborne dust. 

(iii) Full or partial enclosure of ma-
terials stockpiles in cases where appli-
cation of oil, water, or chemicals is not 
sufficient or appropriate to prevent 

particulate matter from becoming air-
borne. 

(iv) Implementation of good house-
keeping practices to avoid or minimize 
the accumulation of dusty materials 
that have the potential to become air-
borne, and the prompt cleanup of 
spilled or accumulated materials. 

(v) Installation and use of hoods, 
fans, and fabric filters to enclose and 
vent the handling of dusty materials. 

(vi) Adequate containment during 
sandblasting or other similar oper-
ations. 

(vii) Covering, at all times when in 
motion, open bodied trucks trans-
porting materials likely to become air-
borne. 

(viii) The prompt removal from paved 
streets of earth or other material that 
does or may become airborne. 

(e) Are there additional requirements 
that must be met? (1) A person subject to 
this section must: 

(i) Annually survey the air pollution 
source(s) during typical operating con-
ditions and meteorological conditions 
conducive to producing fugitive dust to 
determine the sources of fugitive par-
ticulate matter emissions. For new 
sources or new operations, a survey 
must be conducted within 30 days after 
commencing operation. Document the 
results of the survey, including the 
date and time of the survey and identi-
fication of any sources of fugitive par-
ticulate matter emissions found. 

(ii) If sources of fugitive particulate 
matter emissions are present, deter-
mine the reasonable precautions that 
will be taken to prevent fugitive par-
ticulate matter emissions. 

(iii) Prepare, and update as necessary 
following each survey, a written plan 
that specifies the reasonable pre-
cautions that will be taken and the 
procedures to be followed to prevent fu-
gitive particulate matter emissions, in-
cluding appropriate monitoring and 
recordkeeping. For construction or 
demolition activities, a written plan 
must be prepared prior to commencing 
construction or demolition. 

(iv) Implement the written plan, and 
maintain and operate the source to 
minimize fugitive particulate matter 
emissions. 
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