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(i) Demonstrate that the violation 
was not caused by him or his employee 
or agent, 

(ii) Demonstrate that the fuel has 
been supplied, offered for supply, trans-
ported or available for tax-exempt use 
as defined under section 4082 of the In-
ternal Revenue Code, and 

(iii) Provide evidence from the sup-
plier in the form of documentation 
that the fuel met the applicable stand-
ards under paragraph (a)(1) of this sec-
tion for sulfur and cetane index or aro-
matics content for use in motor vehi-
cles. 

(h) Detection of violations. In para-
graphs (a) through (f) of this section, 
the term ‘‘is detected at’’ means that 
the violation existed at the facility in 
question, and the existence of the vio-
lation at that facility may be estab-
lished through evidence obtained or 
created at that facility, at any other 
location, and by any party. 

[55 FR 34138, Aug. 21, 1990, as amended at 59 
FR 35859, July 14, 1994; 62 FR 68205, Dec. 31, 
1997; 66 FR 5135, Jan. 18, 2001] 

§ 80.32 Controls applicable to liquefied 
petroleum gas retailers and whole-
sale purchaser-consumers. 

After January 1, 1998 every retailer 
and wholesale purchaser- consumer 
handling over 13,660 gallons of liquefied 
petroleum gas per month shall equip 
each pump from which liquefied petro-
leum gas is introduced into motor vehi-
cles with a nozzle that has no greater 
than 2.0 cm3 dead space from which liq-
uefied petroleum gas will be released 
upon nozzle disconnect from the vehi-
cle, as measured from the nozzle face 
which seals against the vehicle recep-
tacle ‘‘O’’ ring, and as determined by 
calculation of the geometric shape of 
the nozzle. After January 1, 2000 this 
requirement applies to every liquefied 
petroleum gas retailer and wholesale 
purchaser- consumer. Any dispensing 
pump shown to be dedicated to heavy- 
duty vehicles is exempt from this re-
quirement. 

[59 FR 48490, Sept. 21, 1994] 

§ 80.33 Controls applicable to natural 
gas retailers and wholesale pur-
chaser-consumers. 

(a) After January 1, 1998 every re-
tailer and wholesale purchaser-con-

sumer handling over 1,215,000 standard 
cubic feet of natural gas per month 
shall equip each pump from which nat-
ural gas is introduced into natural gas 
motor vehicles with a nozzle and hose 
configuration which vents no more 
than 1.2 grams of natural gas to the at-
mosphere per refueling of a vehicle 
complying with § 86.098–8(d)(1)(iv) of 
this chapter, as determined by calcula-
tion of the geometric shape of the noz-
zle and hose. After January 1, 2000 this 
requirement applies to every natural 
gas retailer and wholesale purchaser- 
consumer. Any dispensing pump shown 
to be dedicated to heavy-duty vehicles 
is exempt from this requirement. 

(b) The provisions of paragraph (a) of 
this section can be waived for refueling 
stations which were in operation on or 
before January 1, 1998 provided the sta-
tion operator can demonstrate, to the 
satisfaction of the Administrator, that 
compliance with paragraph (a) of this 
section would require additional com-
pression equipment or other modifica-
tions with costs similar to or greater 
than the cost of additional compression 
equipment. 

[59 FR 48490, Sept. 21, 1994] 

Subpart C—Oxygenated Gasoline 
§ 80.35 Labeling of retail gasoline 

pumps; oxygenated gasoline. 
(a) For oxygenated gasoline programs 

with a minimum oxygen content per 
gallon or minimum oxygen content re-
quirement in conjunction with a credit 
program, the following shall apply: 

(1) Each gasoline pump stand from 
which oxygenated gasoline is dispensed 
at a retail outlet in the control area 
shall be affixed during the control pe-
riod with a legible and conspicuous 
label which contains the following 
statement: 

The gasoline dispensed from this pump is 
oxygenated and will reduce carbon monoxide 
pollution from motor vehicles. 

(2) The posting of the above state-
ment shall be in block letters of no less 
than 20-point bold type; in a color con-
trasting with the intended background. 
The label shall be placed on the 
vertical surface of the pump on each 
side with gallonage and price meters 
and shall be on the upper two-thirds of 
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the pump, clearly readable to the pub-
lic. 

(3) The retailer shall be responsible 
for compliance with the labeling re-
quirements of this section. 

(b) For oxygenated gasoline programs 
with a credit program and no minimum 
oxygen content requirement, the fol-
lowing shall apply: 

(1) Each gasoline pump stand from 
which oxygenated gasoline is dispensed 
at a retail outlet in the control area 
shall be affixed during the control pe-
riod with a legible and conspicuous 
label which contains the following 
statement: 

The fuel dispensed from this pump meets the 
requirements of the Clean Air Act as part of 
a program to reduce carbon monoxide pollu-
tion from motor vehicles. 

(2) The posting of the above state-
ment shall be in block letters of no less 
than 20-point bold type; in a color con-
trasting with the intended background. 
The label shall be placed on the 
vertical surface of the pump on each 
side with gallonage and price meters 
and shall be on the upper two-thirds of 
the pump, clearly readable to the pub-
lic. 

(3) The retailer shall be responsible 
for compliance with the labeling re-
quirements of this section. 

[57 FR 47771, Oct. 20, 1992] 

§§ 80.36–80.39 [Reserved] 

Subpart D—Reformulated 
Gasoline 

SOURCE: 59 FR 7813, Feb. 16, 1994, unless 
otherwise noted. 

§ 80.40 Fuel certification procedures. 
(a) Gasoline that complies with one 

of the standards specified in § 80.41 (a) 
through (f) that is relevant for the gas-
oline, and that meets all other relevant 
requirements prescribed under § 80.41, 
shall be deemed certified. 

(b) Any refiner or importer may, with 
regard to a specific fuel formulation, 
request from the Administrator a cer-
tification that the formulation meets 
one of the standards specified in § 80.41 
(a) through (f). 

(c)(1) ‘‘Adjusted VOC gasoline’’ for 
purposes of the general requirements in 

§ 80.65(d)(2)(ii), and the certification 
procedures in this section is gasoline 
that contains 10 volume percent eth-
anol, or RBOB intended for blending 
with 10 volume percent ethanol, that is 
intended for use in the areas described 
at § 80.70(f) and (i), and is designated by 
the refiner as adjusted VOC gasoline 
subject to less stringent VOC standards 
in § 80.41(e) and (f). In order for ‘‘ad-
justed VOC gasoline’’ to qualify for the 
regulatory treatment specified in 
§ 80.41(e) and (f), reformulated gasoline 
must contain denatured, anhydrous 
ethanol. The concentration of the eth-
anol, excluding the required denaturing 
agent, must be at least 9% and no more 
than 10% (by volume) of the gasoline. 
The ethanol content of the gasoline 
shall be determined by use of one of the 
testing methodologies specified in 
§ 80.46(g). 

(2) Refiners may choose not to des-
ignate as adjusted VOC gasoline or 
RBOB that otherwise meets the re-
quirements of paragraph (c)(1) of this 
section, in which case the more strin-
gent VOC standards in § 80.41 apply. 

(3) For purposes of § 80.78(a)(1)(v), the 
‘‘Adjusted VOC gasoline’’ standards 
under § 80.41 are the applicable VOC 
emissions performance standards only 
for adjusted VOC gasoline that is in-
tended for use in or sold for use by an 
ultimate consumer in the covered areas 
described at § 80.70(f) and (i). For pur-
poses of § 80.78(a)(1)(v), gasoline des-
ignated as adjusted VOC gasoline that 
is intended for use or that is sold for 
use by an ultimate consumer in any 
covered area in VOC-Control Region 2 
other than those described at § 80.70(f) 
and (i), is subject to the VOC perform-
ance standards in § 80.41 applicable to 
all other gasoline designated for VOC- 
Control Region 2. 

[59 FR 7813, Feb. 16, 1994, as amended at 66 
FR 37164, July 17, 2001; 67 FR 8736, Feb. 26, 
2002] 

§ 80.41 Standards and requirements 
for compliance. 

(a) Simple model per-gallon standards. 
The ‘‘simple model’’ standards for com-
pliance when achieved on a per-gallon 
basis are as follows: 

VerDate Mar<15>2010 09:38 Sep 09, 2010 Jkt 220158 PO 00000 Frm 00667 Fmt 8010 Sfmt 8010 Y:\SGML\220158.XXX 220158er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T13:40:44-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




