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Metallic mineral processing plant 
means any combination of equipment 
that produces metallic mineral con-
centrates from ore. Metallic mineral 
processing commences with the mining 
of ore and includes all operations ei-
ther up to and including the loading of 
wet or dry concentrates or solutions of 
metallic minerals for transfer to facili-
ties at non-adjacent locations that will 
subsequently process metallic con-
centrates into purified metals (or other 
products), or up to and including all 
material transfer and storage oper-
ations that precede the operations that 
produce refined metals (or other prod-
ucts) from metallic mineral con-
centrates at facilities adjacent to the 
metallic mineral processing plant. This 
definition shall not be construed as re-
quiring that mining of ore be con-
ducted in order for the combination of 
equipment to be considered a metallic 
mineral processing plant. (See also the 
definition of metallic mineral con-
centrate.) 

Process fugitive emissions means par-
ticulate matter emissions from an af-
fected facility that are not collected by 
a capture system. 

Product packaging station means the 
equipment used to fill containers with 
metallic compounds or metallic min-
eral concentrates. 

Railcar loading station means that 
portion of a metallic mineral proc-
essing plant where metallic minerals 
or metallic mineral concentrates are 
loaded by a conveying system into rail-
cars. 

Railcar unloading station means that 
portion of a metallic mineral proc-
essing plant where metallic ore is un-
loaded from a railcar into a hopper, 
screen, or crusher. 

Screen means a device for separating 
material according to size by passing 
undersize material through one or 
more mesh surfaces (screens) in series 
and retaining oversize material on the 
mesh surfaces (screens). 

Stack emissions means the particulate 
matter captured and released to the at-
mosphere through a stack, chimney, or 
flue. 

Storage bin means a facility for stor-
age (including surge bins and hoppers) 
of metallic minerals prior to further 
processing or loading. 

Surface moisture means water that is 
not chemically bound to a metallic 
mineral or metallic mineral con-
centrate. 

Thermal dryer means a unit in which 
the surface moisture content of a me-
tallic mineral or a metallic mineral 
concentrate is reduced by direct or in-
direct contact with a heated gas 
stream. 

Truck loading station means that por-
tion of a metallic mineral processing 
plant where metallic minerals or me-
tallic mineral concentrates are loaded 
by a conveying system into trucks. 

Truck unloading station means that 
portion of a metallic mineral proc-
essing plant where metallic ore is un-
loaded from a truck into a hopper, 
screen, or crusher. 

[49 FR 6464, Feb. 21, 1984, as amended at 65 
FR 61760, Oct. 17, 2000] 

§ 60.382 Standard for particulate mat-
ter. 

(a) On and after the date on which 
the performance test required to be 
conducted by § 60.8 is completed, no 
owner or operator subject to the provi-
sions of this subpart shall cause to be 
discharged into the atmosphere from 
an affected facility any stack emis-
sions that: 

(1) Contain particulate matter in ex-
cess of 0.05 grams per dry standard 
cubic meter (0.02 g/dscm). 

(2) Exhibit greater than 7 percent 
opacity, unless the stack emissions are 
discharged from an affected facility 
using a wet scrubbing emission control 
device. 

(b) On and after the sixtieth day after 
achieving the maximum production 
rate at which the affected facility will 
be operated, but not later than 180 days 
after initial startup, no owner or oper-
ator subject to the provisions of this 
subpart shall cause to be discharged 
into the atmosphere from an affected 
facility any process fugitive emissions 
that exhibit greater than 10 percent 
opacity. 

[49 FR 6464, Feb. 21, 1984, as amended at 65 
FR 61760, Oct. 17, 2000] 
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