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passageways on open deck, less than 
710 millimeters (28 inches) wide; 

(vii) Bow pulpits, swimming plat-
forms and areas that do not have a 
solid deck, such as netting on multi- 
hull vessels; 

(viii) Deck areas in way of paddle 
wheels; and 

(ix) Aisle area provided in accordance 
with § 177.820(d) in this subchapter. 

(3) Fixed seating criterion. One pas-
senger may be permitted for each 455 
millimeter (18 inches) of width of fixed 
seating provided by § 177.820 of this sub-
chapter. Each sleeping berth in over-
night accommodation spaces shall be 
counted as only one seat. 

(c) Different passenger capacity cri-
teria may be used on each deck of a 
vessel and added together to determine 
the total passenger capacity of that 
vessel. Where seats are provided on 
part of a deck and not on another, the 
number of passengers permitted on a 
vessel may be the sum of the number 
permitted by the seating criterion for 
the space having seats and the number 
permitted by the deck area criterion 
for the space having no seats. The 
length of rail criterion may not be 
combined with either the deck area cri-
terion or the fixed seating criterion 
when determining the maximum num-
ber of passengers permitted on an indi-
vidual deck. 

(d) For a vessel operating on short 
runs on protected waters such as a 
ferry, the cognizant OCMI may give 
special consideration to increases in 
passenger allowances. 

[CGD 85–080, 61 FR 953, Jan. 10, 1996, as 
amended by USCG–2006–24371, 74 FR 11266, 
Mar. 16, 2009] 

§ 176.114 Alternative requirements for 
a vessel operating as other than a 
small passenger vessel. 

(a) When authorized by the cognizant 
OCMI by an endorsement of the vessel’s 
Certificate of Inspection, a small pas-
senger vessel carrying six or less pas-
sengers, or operating as a commercial 
fishing vessel or other uninspected ves-
sel, or carrying less than twelve pas-
sengers and operating as a recreational 
vessel, need not meet requirements of: 

(1) Subparts C, D, and E, of part 180 of 
this chapter if the vessel is in satisfac-
tory compliance with the lifesaving 

equipment regulations for an 
uninspected vessel or recreational ves-
sel in a similar service; 

(2) Subpart C of part 177, and parts 
178 and 179 of this chapter if the vessel 
is in satisfactory compliance with ap-
plicable regulations for an uninspected 
vessel or recreational vessel in a simi-
lar service or if the owner of the vessel 
otherwise establishes to the satisfac-
tion of the cognizant OCMI that the 
vessel is seaworthy for the intended 
service; and 

(3) Sections 184.404 and 184.410 of this 
chapter providing the vessel is in satis-
factory compliance with applicable 
regulations for an uninspected or rec-
reational vessel in a similar service. 

(b) A vessel operating under the al-
ternative regulations of paragraph (a) 
of this section must: 

(1) Not alter the arrangement of the 
vessel nor remove any equipment re-
quired by the certificate for the in-
tended operation, without the consent 
of the cognizant OCMI; 

(2) Comply with the minimum man-
ning specified on the Certificate of In-
spection, which may include reduced 
manning depending on the number of 
passengers and operation of the vessel; 

(3) When carrying from one to six 
passengers, except for a vessel being 
operated as a recreational vessel, make 
the announcement required by 
§ 185.506(a) of this chapter before get-
ting underway; and 

(4) If a vessel of more than 15 gross 
tons, not carry freight for hire. 

(c) The endorsement issued under 
paragraph (a) of this section must indi-
cate the route, maximum number of 
passengers, and the manning required 
to operate under the provisions of this 
section. 

[CGD 85–080, 61 FR 953, Jan. 10, 1996, as 
amended by CGD 97–057, 62 FR 51049, Sept. 30, 
1997] 

§ 176.120 Certificate of Inspection 
amendment. 

(a) An amended Certificate of Inspec-
tion may be issued at any time by any 
OCMI. The amended Certificate of In-
spection replaces the original, but the 
expiration date remains the same as 
that of the original. An amended Cer-
tificate of Inspection may be issued to 
authorize and record a change in the 
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