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(7) The aggregate quantity of haz-
ardous material per package does not 
exceed 100 g (0.22 pounds) for solids or 
100 mL (3.38 ounces) for liquids; 

(8) The gross mass of the completed 
package does not exceed 29 kg (64 
pounds); 

(9) The package is not opened or oth-
erwise altered until it is no longer in 
commerce; and 

(10) For transportation by aircraft: 
(i) The hazardous material is author-

ized to be carried aboard passenger-car-
rying aircraft in Column 9A of the 
§ 172.101 Hazardous Materials Table; 
and 

(ii) Material packed in accordance 
with this section may not be carried in 
checked or carry-on baggage. 

(b) [Reserved] 

[74 FR 2255, Jan. 14, 2009, as amended at 75 
FR 5393, Feb. 2, 2010] 

§ 173.5 Agricultural operations. 
(a) For other than a Class 2 material, 

the transportation of an agricultural 
product over local roads between fields 
of the same farm is excepted from the 
requirements of this subchapter. A 
Class 2 material transported over local 
roads between fields of the same farm 
is excepted from subparts G and H of 
part 172 of this subchapter. In either 
instance, transportation of the haz-
ardous material is subject to the fol-
lowing conditions: 

(1) It is transported by a farmer who 
is an intrastate private motor carrier; 
and 

(2) The movement of the agricultural 
product conforms to requirements of 
the State in which it is transported 
and is specifically authorized by a 
State statute or regulation in effect be-
fore October 1, 1998. 

(b) The transportation of an agricul-
tural product to or from a farm, within 
150 miles of the farm, is excepted from 
the requirements in subparts G and H 
of part 172 of this subchapter and from 
the specific packaging requirements of 
this subchapter when: 

(1) It is transported by a farmer who 
is an intrastate private motor carrier; 

(2) The total amount of agricultural 
product being transported on a single 
motor vehicle does not exceed: 

(i) 7,300 kg (16,094 lbs.) of ammonium 
nitrate fertilizer properly classed as 

Division 5.1, PG III, in a bulk pack-
aging, or 

(ii) 1900 L (502 gallons) for liquids or 
gases, or 2,300 kg (5,070 lbs.) for solids, 
of any other agricultural product; 

(3) The movement and packaging of 
the agricultural product conform to 
the requirements of the State in which 
it is transported and are specifically 
authorized by a State statute or regu-
lation in effect before October 1, 1998; 
and 

(4) Each person having any responsi-
bility for transporting the agricultural 
product or preparing the agricultural 
product for shipment has been in-
structed in the applicable requirements 
of this subchapter. 

(c) Formulated liquid agricultural 
products in specification packagings of 
220 L (58 gallons) capacity, or less, with 
closures manifolded to a closed mixing 
system and equipped with positive dry 
disconnect devices may be transported 
by a private motor carrier between a 
final distribution point and an ulti-
mate point of application or for load-
ing aboard an airplane for aerial appli-
cation. 

(d) See § 173.315(m) pertaining to 
nurse tanks of anhydrous ammonia. 

(e) See § 173.6 pertaining to materials 
of trade. 

(f) See § 172.800(b) pertaining to secu-
rity plans. 

[Amdt. 173–259, 62 FR 1215, Jan. 8, 1997, as 
amended by Amdt. 173–262, 62 FR 49566, Sept. 
22, 1997; Amdt. 173–259, 63 FR 8142, Feb. 18, 
1998; 65 FR 50460, Aug. 18, 2000; 70 FR 73165, 
Dec. 9, 2005; 73 FR 4717, Jan. 28, 2008] 

§ 173.5a Oilfield service vehicles and 
mechanical displacement meter 
provers. 

(a) Oilfield service vehicles. Notwith-
standing § 173.29 of this subchapter, a 
cargo tank motor vehicle used in oil-
field servicing operations is not subject 
to the specification requirements of 
this subchapter provided— 

(1) The cargo tank and equipment 
contains only residual amounts (i.e., it 
is emptied so far as practicable) of a 
flammable liquid alone or in combina-
tion with water, 

(2) No flame producing device is oper-
ated during transportation, and 
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(3) The proper shipping name is pre-
ceded by ‘‘RESIDUE: LAST CON-
TAINED * * * ’’ on the shipping paper 
for each movement on a public high-
way. 

(b) Mechanical displacement meter 
provers. (1) A mechanical displacement 
meter prover, as defined in § 171.8 of 
this subchapter, permanently mounted 
on a truck chassis or trailer and trans-
ported by motor vehicle is excepted 
from the specification packaging re-
quirements in part 178 of this sub-
chapter provided it— 

(i) Contains only the residue of a Di-
vision 2.1 (flammable gas) or Class 3 
(flammable liquid) material. For liq-
uids, the meter prover must be drained 
to not exceed 10% of its capacity or, to 
the extent that draining of the meter 
prover is impracticable, to the max-
imum extent practicable. For gases, 
the meter prover must not exceed 25% 
of the marked pressure rating; 

(ii) Has a water capacity of 3,785 L 
(1,000 gallons) or less; 

(iii) Is designed and constructed in 
accordance with chapters II, III, IV, V 
and VI of ASME Standard B31.4 (IBR, 
see § 171.7 of this subchapter); 

(iv) Is marked with the MAWP deter-
mined from the pipe component with 
the lowest pressure rating; and 

(v) Is equipped with rear-end protec-
tion as prescribed in § 178.337–10(c) of 
this subchapter and 49 CFR 393.86 of the 
Federal Motor Carrier Safety Regula-
tions. 

(2) The description on the shipping 
paper for a meter prover containing the 
residue of a hazardous material must 
include the phrase ‘‘RESIDUE: LAST 
CONTAINED * * * ’’ before the basic 
description. 

(3) Periodic test and inspection. (i) 
Each meter prover must be externally 
visually inspected once a year. The ex-
ternal visual inspection must include 
at a minimum: checking for leakage, 
defective fittings and welds, defective 
closures, significant dents and other 
defects or abnormalities which indicate 
a potential or actual weakness that 
could render the meter prover unsafe 
for transportation; and 

(ii) Each meter prover must be pres-
sure tested once every 5 years at not 
less than 75% of design pressure. The 
pressure must be held for a period of 

time sufficiently long to assure detec-
tion of leaks, but in no case less than 
5 minutes. 

(4) In addition to the training re-
quirements in subpart H, the person 
who performs the visual inspection or 
pressure test and/or signs the inspec-
tion report must have the knowledge 
and ability to perform them as re-
quired by this section. 

(5) A meter prover that fails the peri-
odic test and inspection must be re-
jected and removed from hazardous 
materials service unless the meter 
prover is adequately repaired, and 
thereafter, a successful test is con-
ducted in accordance with the require-
ments of this section. 

(6) Prior to any repair work, the 
meter prover must be emptied of any 
hazardous material. A meter prover 
containing flammable lading must be 
purged. 

(7) Each meter prover successfully 
completing the external visual inspec-
tion and the pressure test must be 
marked with the test date (month/ 
year), and the type of test or inspec-
tion as follows: 

(i) V for external visual inspection; 
and 

(ii) P for pressure test. 
The marking must be on the side of a 

tank or the largest piping component 
in letters 32 mm (1.25 inches) high on a 
contrasting background. 

(8) The owner must retain a record of 
the most recent external visual inspec-
tion and pressure test until the next 
test or inspection of the same type is 
successfully completed. The test or in-
spection report must include the fol-
lowing: 

(i) Serial number or other meter 
prover identifier; 

(ii) Type of test or inspection per-
formed; 

(iii) Test date (month/year); 
(iv) Location of defects found, if any, 

and method used to repair each defect; 
(v) Name and address of person per-

forming the test or inspection; 
(vi) Disposition statement, such as 

‘‘Meter Prover returned to service’’ or 
‘‘Meter Prover removed from service’’. 

[70 FR 3308, Jan. 24, 2005, as amended at 75 
FR 27213, May 14, 2010] 
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