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attendant to an airport at which that 
flight attendant is to serve on a flight 
as a crewmember, or from an airport at 
which the flight attendant was relieved 
from duty to return to the flight at-
tendant’s home station, is not consid-
ered part of a rest period. 

(13) Each certificate holder must re-
lieve each flight attendant engaged in 
air transportation from all further 
duty for at least 24 consecutive hours 
during any 7 consecutive calendar 
days. 

(14) A flight attendant is not consid-
ered to be scheduled for duty in excess 
of duty period limitations if the flights 
to which the flight attendant is as-
signed are scheduled and normally ter-
minate within the limitations but due 
to circumstances beyond the control of 
the certificate holder (such as adverse 
weather conditions) are not at the time 
of departure expected to reach their 
destination within the scheduled time. 

(c) Notwithstanding paragraph (b) of 
this section, a certificate holder may 
apply the flight crewmember flight 
time and duty limitations and rest re-
quirements of this part to flight at-
tendants for all operations conducted 
under this part provided that— 

(1) The certificate holder establishes 
written procedures that— 

(i) Apply to all flight attendants used 
in the certificate holder’s operation; 

(ii) Include the flight crewmember 
requirements contained in subpart F of 
this part, as appropriate to the oper-
ation being conducted, except that rest 
facilities on board the aircraft are not 
required; and 

(iii) Include provisions to add one 
flight attendant to the minimum flight 
attendant complement for each flight 
crewmember who is in excess of the 
minimum number required in the air-
craft type certificate data sheet and 
who is assigned to the aircraft under 
the provisions of subpart F of this part, 
as applicable. 

(iv) Are approved by the Adminis-
trator and described or referenced in 
the certificate holder’s operations 
specifications; and 

(2) Whenever the Administrator finds 
that revisions are necessary for the 
continued adequacy of duty period lim-
itation and rest requirement proce-
dures that are required by paragraph 

(c)(1) of this section and that had been 
granted final approval, the certificate 
holder must, after notification by the 
Administrator, make any changes in 
the procedures that are found nec-
essary by the Administrator. Within 30 
days after the certificate holder re-
ceives such notice, it may file a peti-
tion to reconsider the notice with the 
certificate-holding district office. The 
filing of a petition to reconsider stays 
the notice, pending decision by the Ad-
ministrator. However, if the Adminis-
trator finds that there is an emergency 
that requires immediate action in the 
interest of safety, the Administrator 
may, upon a statement of the reasons, 
require a change effective without 
stay. 

[Amdt. 135–52, 59 FR 42993, Aug. 19, 1994, as 
amended by Amdt. 135–60, 61 FR 2616, Jan. 26, 
1996] 

Subpart G—Crewmember Testing 
Requirements 

§ 135.291 Applicability. 

Except as provided in § 135.3, this sub-
part— 

(a) Prescribes the tests and checks 
required for pilot and flight attendant 
crewmembers and for the approval of 
check pilots in operations under this 
part; and 

(b) Permits training center personnel 
authorized under part 142 of this chap-
ter who meet the requirements of 
§§ 135.337 and 135.339 to conduct train-
ing, testing, and checking under con-
tract or other arrangement to those 
persons subject to the requirements of 
this subpart. 

[Doc. No. 26933, 61 FR 34561, July 2, 1996, as 
amended by Amdt. 135–91, 68 FR 54587, Sept. 
17, 2003] 

§ 135.293 Initial and recurrent pilot 
testing requirements. 

(a) No certificate holder may use a 
pilot, nor may any person serve as a 
pilot, unless, since the beginning of the 
12th calendar month before that serv-
ice, that pilot has passed a written or 
oral test, given by the Administrator 
or an authorized check pilot, on that 
pilot’s knowledge in the following 
areas— 
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(1) The appropriate provisions of 
parts 61, 91, and 135 of this chapter and 
the operations specifications and the 
manual of the certificate holder; 

(2) For each type of aircraft to be 
flown by the pilot, the aircraft power-
plant, major components and systems, 
major appliances, performance and op-
erating limitations, standard and 
emergency operating procedures, and 
the contents of the approved Aircraft 
Flight Manual or equivalent, as appli-
cable; 

(3) For each type of aircraft to be 
flown by the pilot, the method of deter-
mining compliance with weight and 
balance limitations for takeoff, landing 
and en route operations; 

(4) Navigation and use of air naviga-
tion aids appropriate to the operation 
or pilot authorization, including, when 
applicable, instrument approach facili-
ties and procedures; 

(5) Air traffic control procedures, in-
cluding IFR procedures when applica-
ble; 

(6) Meteorology in general, including 
the principles of frontal systems, icing, 
fog, thunderstorms, and windshear, 
and, if appropriate for the operation of 
the certificate holder, high altitude 
weather; 

(7) Procedures for— 
(i) Recognizing and avoiding severe 

weather situations; 
(ii) Escaping from severe weather sit-

uations, in case of inadvertent encoun-
ters, including low-altitude windshear 
(except that rotorcraft pilots are not 
required to be tested on escaping from 
low-altitude windshear); and 

(iii) Operating in or near thunder-
storms (including best penetrating al-
titudes), turbulent air (including clear 
air turbulence), icing, hail, and other 
potentially hazardous meteorological 
conditions; and 

(8) New equipment, procedures, or 
techniques, as appropriate. 

(b) No certificate holder may use a 
pilot, nor may any person serve as a 
pilot, in any aircraft unless, since the 
beginning of the 12th calendar month 
before that service, that pilot has 
passed a competency check given by 
the Administrator or an authorized 
check pilot in that class of aircraft, if 
single-engine airplane other than tur-
bojet, or that type of aircraft, if heli-

copter, multiengine airplane, or tur-
bojet airplane, to determine the pilot’s 
competence in practical skills and 
techniques in that aircraft or class of 
aircraft. The extent of the competency 
check shall be determined by the Ad-
ministrator or authorized check pilot 
conducting the competency check. The 
competency check may include any of 
the maneuvers and procedures cur-
rently required for the original 
issuance of the particular pilot certifi-
cate required for the operations au-
thorized and appropriate to the cat-
egory, class and type of aircraft in-
volved. For the purposes of this para-
graph, type, as to an airplane, means 
any one of a group of airplanes deter-
mined by the Administrator to have a 
similar means of propulsion, the same 
manufacturer, and no significantly dif-
ferent handling or flight characteris-
tics. For the purposes of this para-
graph, type, as to a helicopter, means a 
basic make and model. 

(c) The instrument proficiency check 
required by § 135.297 may be substituted 
for the competency check required by 
this section for the type of aircraft 
used in the check. 

(d) For the purpose of this part, com-
petent performance of a procedure or 
maneuver by a person to be used as a 
pilot requires that the pilot be the ob-
vious master of the aircraft, with the 
successful outcome of the maneuver 
never in doubt. 

(e) The Administrator or authorized 
check pilot certifies the competency of 
each pilot who passes the knowledge or 
flight check in the certificate holder’s 
pilot records. 

(f) Portions of a required competency 
check may be given in an aircraft sim-
ulator or other appropriate training de-
vice, if approved by the Administrator. 

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as 
amended by Amdt. 135–27, 53 FR 37697, Sept. 
27, 1988] 

§ 135.295 Initial and recurrent flight 
attendant crewmember testing re-
quirements. 

No certificate holder may use a flight 
attendant crewmember, nor may any 
person serve as a flight attendant crew-
member unless, since the beginning of 
the 12th calendar month before that 
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service, the certificate holder has de-
termined by appropriate initial and re-
current testing that the person is 
knowledgeable and competent in the 
following areas as appropriate to as-
signed duties and responsibilities— 

(a) Authority of the pilot in com-
mand; 

(b) Passenger handling, including 
procedures to be followed in handling 
deranged persons or other persons 
whose conduct might jeopardize safety; 

(c) Crewmember assignments, func-
tions, and responsibilities during ditch-
ing and evacuation of persons who may 
need the assistance of another person 
to move expeditiously to an exit in an 
emergency; 

(d) Briefing of passengers; 
(e) Location and operation of port-

able fire extinguishers and other items 
of emergency equipment; 

(f) Proper use of cabin equipment and 
controls; 

(g) Location and operation of pas-
senger oxygen equipment; 

(h) Location and operation of all nor-
mal and emergency exits, including 
evacuation chutes and escape ropes; 
and 

(i) Seating of persons who may need 
assistance of another person to move 
rapidly to an exit in an emergency as 
prescribed by the certificate holder’s 
operations manual. 

§ 135.297 Pilot in command: Instru-
ment proficiency check require-
ments. 

(a) No certificate holder may use a 
pilot, nor may any person serve, as a 
pilot in command of an aircraft under 
IFR unless, since the beginning of the 
6th calendar month before that service, 
that pilot has passed an instrument 
proficiency check under this section 
administered by the Administrator or 
an authorized check pilot. 

(b) No pilot may use any type of pre-
cision instrument approach procedure 
under IFR unless, since the beginning 
of the 6th calendar month before that 
use, the pilot satisfactorily dem-
onstrated that type of approach proce-
dure. No pilot may use any type of non-
precision approach procedure under 
IFR unless, since the beginning of the 
6th calendar month before that use, the 
pilot has satisfactorily demonstrated 

either that type of approach procedure 
or any other two different types of non-
precision approach procedures. The in-
strument approach procedure or proce-
dures must include at least one 
straight-in approach, one circling ap-
proach, and one missed approach. Each 
type of approach procedure dem-
onstrated must be conducted to pub-
lished minimums for that procedure. 

(c) The instrument proficiency check 
required by paragraph (a) of this sec-
tion consists of an oral or written 
equipment test and a flight check 
under simulated or actual IFR condi-
tions. The equipment test includes 
questions on emergency procedures, en-
gine operation, fuel and lubrication 
systems, power settings, stall speeds, 
best engine-out speed, propeller and su-
percharger operations, and hydraulic, 
mechanical, and electrical systems, as 
appropriate. The flight check includes 
navigation by instruments, recovery 
from simulated emergencies, and 
standard instrument approaches in-
volving navigational facilities which 
that pilot is to be authorized to use. 
Each pilot taking the instrument pro-
ficiency check must show that stand-
ard of competence required by 
§ 135.293(d). 

(1) The instrument proficiency check 
must— 

(i) For a pilot in command of an air-
plane under § 135.243(a), include the pro-
cedures and maneuvers for an airline 
transport pilot certificate in the par-
ticular type of airplane, if appropriate; 
and 

(ii) For a pilot in command of an air-
plane or helicopter under § 135.243(c), 
include the procedures and maneuvers 
for a commercial pilot certificate with 
an instrument rating and, if required, 
for the appropriate type rating. 

(2) The instrument proficiency check 
must be given by an authorized check 
airman or by the Administrator. 

(d) If the pilot in command is as-
signed to pilot only one type of air-
craft, that pilot must take the instru-
ment proficiency check required by 
paragraph (a) of this section in that 
type of aircraft. 

(e) If the pilot in command is as-
signed to pilot more than one type of 
aircraft, that pilot must take the in-
strument proficiency check required by 
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paragraph (a) of this section in each 
type of aircraft to which that pilot is 
assigned, in rotation, but not more 
than one flight check during each pe-
riod described in paragraph (a) of this 
section. 

(f) If the pilot in command is as-
signed to pilot both single-engine and 
multiengine aircraft, that pilot must 
initially take the instrument pro-
ficiency check required by paragraph 
(a) of this section in a multiengine air-
craft, and each succeeding check alter-
nately in single-engine and multien-
gine aircraft, but not more than one 
flight check during each period de-
scribed in paragraph (a) of this section. 
Portions of a required flight check may 
be given in an aircraft simulator or 
other appropriate training device, if 
approved by the Administrator. 

(g) If the pilot in command is author-
ized to use an autopilot system in place 
of a second in command, that pilot 
must show, during the required instru-
ment proficiency check, that the pilot 
is able (without a second in command) 
both with and without using the auto-
pilot to— 

(1) Conduct instrument operations 
competently; and 

(2) Properly conduct air-ground com-
munications and comply with complex 
air traffic control instructions. 

(3) Each pilot taking the autopilot 
check must show that, while using the 
autopilot, the airplane can be operated 
as proficiently as it would be if a sec-
ond in command were present to han-
dle air-ground communications and air 
traffic control instructions. The auto-
pilot check need only be demonstrated 
once every 12 calendar months during 
the instrument proficiency check re-
quired under paragraph (a) of this sec-
tion. 

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as 
amended by Amdt. 135–15, 46 FR 30971, June 
11, 1981] 

§ 135.299 Pilot in command: Line 
checks: Routes and airports. 

(a) No certificate holder may use a 
pilot, nor may any person serve, as a 
pilot in command of a flight unless, 
since the beginning of the 12th cal-
endar month before that service, that 
pilot has passed a flight check in one of 

the types of aircraft which that pilot is 
to fly. The flight check shall— 

(1) Be given by an approved check 
pilot or by the Administrator; 

(2) Consist of at least one flight over 
one route segment; and 

(3) Include takeoffs and landings at 
one or more representative airports. In 
addition to the requirements of this 
paragraph, for a pilot authorized to 
conduct IFR operations, at least one 
flight shall be flown over a civil air-
way, an approved off-airway route, or a 
portion of either of them. 

(b) The pilot who conducts the check 
shall determine whether the pilot being 
checked satisfactorily performs the du-
ties and responsibilities of a pilot in 
command in operations under this 
part, and shall so certify in the pilot 
training record. 

(c) Each certificate holder shall es-
tablish in the manual required by 
§ 135.21 a procedure which will ensure 
that each pilot who has not flown over 
a route and into an airport within the 
preceding 90 days will, before beginning 
the flight, become familiar with all 
available information required for the 
safe operation of that flight. 

§ 135.301 Crewmember: Tests and 
checks, grace provisions, training 
to accepted standards. 

(a) If a crewmember who is required 
to take a test or a flight check under 
this part, completes the test or flight 
check in the calendar month before or 
after the calendar month in which it is 
required, that crewmember is consid-
ered to have completed the test or 
check in the calendar month in which 
it is required. 

(b) If a pilot being checked under this 
subpart fails any of the required ma-
neuvers, the person giving the check 
may give additional training to the 
pilot during the course of the check. In 
addition to repeating the maneuvers 
failed, the person giving the check may 
require the pilot being checked to re-
peat any other maneuvers that are nec-
essary to determine the pilot’s pro-
ficiency. If the pilot being checked is 
unable to demonstrate satisfactory 
performance to the person conducting 
the check, the certificate holder may 
not use the pilot, nor may the pilot 
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serve, as a flight crewmember in oper-
ations under this part until the pilot 
has satisfactorily completed the check. 

Subpart H—Training 

§ 135.321 Applicability and terms used. 

(a) Except as provided in § 135.3, this 
subpart prescribes the requirements 
applicable to— 

(1) A certificate holder under this 
part which contracts with, or other-
wise arranges to use the services of a 
training center certificated under part 
142 to perform training, testing, and 
checking functions; 

(2) Each certificate holder for estab-
lishing and maintaining an approved 
training program for crewmembers, 
check airmen and instructors, and 
other operations personnel employed or 
used by that certificate holder; and 

(3) Each certificate holder for the 
qualification, approval, and use of air-
craft simulators and flight training de-
vices in the conduct of the program. 

(b) For the purposes of this subpart, 
the following terms and definitions 
apply: 

(1) Initial training. The training re-
quired for crewmembers who have not 
qualified and served in the same capac-
ity on an aircraft. 

(2) Transition training. The training 
required for crewmembers who have 
qualified and served in the same capac-
ity on another aircraft. 

(3) Upgrade training. The training re-
quired for crewmembers who have 
qualified and served as second in com-
mand on a particular aircraft type, be-
fore they serve as pilot in command on 
that aircraft. 

(4) Differences training. The training 
required for crewmembers who have 
qualified and served on a particular 
type aircraft, when the Administrator 
finds differences training is necessary 
before a crewmember serves in the 
same capacity on a particular vari-
ation of that aircraft. 

(5) Recurrent training. The training 
required for crewmembers to remain 
adequately trained and currently pro-
ficient for each aircraft, crewmember 
position, and type of operation in 
which the crewmember serves. 

(6) In flight. The maneuvers, proce-
dures, or functions that must be con-
ducted in the aircraft. 

(7) Training center. An organization 
governed by the applicable require-
ments of part 142 of this chapter that 
conducts training, testing, and check-
ing under contract or other arrange-
ment to certificate holders subject to 
the requirements of this part. 

(8) Requalification training. The train-
ing required for crewmembers pre-
viously trained and qualified, but who 
have become unqualified due to not 
having met within the required period 
the— 

(i) Recurrent pilot testing require-
ments of § 135.293; 

(ii) Instrument proficiency check re-
quirements of § 135.297; or 

(iii) Line checks required by § 135.299. 

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as 
amended by Amdt. 121–250, 60 FR 65950, Dec. 
20, 1995; Amdt. 135–63, 61 FR 34561, July 2, 
1996; Amdt. 135–91, 68 FR 54588, Sept. 17, 2003] 

§ 135.323 Training program: General. 
(a) Each certificate holder required 

to have a training program under 
§ 135.341 shall: 

(1) Establish and implement a train-
ing program that satisfies the require-
ments of this subpart and that ensures 
that each crewmember, aircraft dis-
patcher, flight instructor and check 
airman is adequately trained to per-
form his or her assigned duties. Prior 
to implementation, the certificate 
holder must obtain initial and final 
FAA approval of the training program. 

(2) Provide adequate ground and 
flight training facilities and properly 
qualified ground instructors for the 
training required by this subpart. 

(3) Provide and keep current for each 
aircraft type used and, if applicable, 
the particular variations within the 
aircraft type, appropriate training ma-
terial, examinations, forms, instruc-
tions, and procedures for use in con-
ducting the training and checks re-
quired by this subpart. 

(4) Provide enough flight instructors, 
check airmen, and simulator instruc-
tors to conduct required flight training 
and flight checks, and simulator train-
ing courses allowed under this subpart. 

(b) Whenever a crewmember who is 
required to take recurrent training 
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