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Federal Highway Administration, DOT § 972.212 

3 ‘‘Safety Management Systems: Good 
Practices for Development and Implementa-
tion,’’ FHWA and NHTSA, May 1996, may be 
obtained at the FHWA, Office of Safety, 1200 
New Jersey Avenue, SE., Washington, DC 
20590, or electronically at http://safe-
ty.fhwa.dot.gov/media/documents.htm. It is 
available for inspection and copying as pre-
scribed at 49 CFR part 7. 

(e) For any FWS managed transpor-
tation facilities in the inventory or 
subset thereof, PMS reporting require-
ments shall include, but are not lim-
ited to, percentage of roads in good, 
fair, and poor condition. 

§ 972.210 Federal lands bridge manage-
ment system (BMS). 

In addition to the requirements pro-
vided in § 972.204, the BMS must meet 
the following requirements: 

(a) The FWS shall have a BMS for 
bridges which are under the FWS juris-
diction, funded under the FLHP, and 
required to be inventoried and in-
spected under 23 CFR 650, subpart C, 
National Bridge Inspection Standards 
(NBIS). 

(b) The BMS shall be designed to fit 
the FWS goals, policies, criteria, and 
needs using the following components, 
as a minimum, as a basic framework 
for a BMS: 

(1) A database and an ongoing pro-
gram for the collection and mainte-
nance of the inventory, inspection, 
cost, and supplemental data needed to 
support the BMS. The minimum BMS 
database shall include: 

(i) The inventory data required by 
the NBIS (23 CFR 650, subpart C); 

(ii) Data characterizing the severity 
and extent of deterioration of bridge 
elements; 

(iii) Data for estimating the cost of 
improvement actions; 

(iv) Traffic information including 
volumes and vehicle classification (as 
appropriate); and 

(v) A history of conditions and ac-
tions taken on each bridge, excluding 
minor or incidental maintenance. 

(2) Analytical procedures that are ca-
pable of analyzing data for all bridges 
in the inventory or any subset. These 
procedures include, as appropriate, 
such factors as bridge condition, rec-
ommended repairs/replacement and es-
timated costs, prediction of the esti-
mated remaining life of the bridge, de-
velopment of a prioritized list of can-
didate projects over a specified plan-
ning horizon, and budget forecasting. 

(c) For any bridge in the inventory or 
subset thereof, BMS reporting require-
ments shall include, but are not lim-
ited to, percentage of non-deficient 
bridges. 

§ 972.212 Federal lands safety manage-
ment system (SMS). 

In addition to the requirements pro-
vided in § 972.204, the SMS must meet 
the following requirements: 

(a) The FWS shall have an SMS for 
all transportation facilities serving the 
Refuge System, as appropriate, funded 
under the FLHP. 

(b) The FWS SMS may be based on 
the guidance in ‘‘Safety Management 
Systems: Good Practices for Develop-
ment and Implementation.’’3 

(c) The FWS shall utilize the SMS to 
ensure that safety is considered and 
implemented as appropriate in all 
phases of transportation system plan-
ning, design, construction, mainte-
nance, and operations. 

(d) The SMS may be utilized at var-
ious levels of complexity depending on 
the nature of the transportation facil-
ity involved. 

(e) The SMS shall be designed to fit 
the FWS goals, policies, criteria, and 
needs using, as a minimum, the fol-
lowing components as a basic frame-
work for a SMS: 

(1) An ongoing program for the col-
lection, maintenance and reporting of a 
database that includes: 

(i) Accident records with sufficient 
detail for analysis such as accident 
type using standard reporting descrip-
tions (e.g., right-angle, rear-end, head- 
on, pedestrian-related, etc.), location, 
description of event, severity, weather 
and cause; 

(ii) An inventory of safety appur-
tenances such as signs, delineators, and 
guardrails (including terminals); 

(iii) Traffic information including 
volumes and vehicle classification (as 
appropriate); and 

(iv) Accident rates by customary cri-
teria such as location, roadway classi-
fication, and vehicle miles of travel. 

(2) Development, establishment and 
implementation of procedures for: 
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