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Occupational Safety and Health Admin., Labor § 1910.401 

NFPA 70E–2000 Standard for Electrical Safety 
Requirements for Employee Workplaces. (See 
also NFPA 70E–2004.) 

NFPA 77–2000 Recommended Practice on Stat-
ic Electricity. 

NFPA 80–1999 Standard for Fire Doors and 
Fire Windows. 

NFPA 88A–2002 Standard for Parking Struc-
tures. 

NFPA 91–2004 Standard for Exhaust Systems 
for Air Conveying of Vapors, Gases, Mists, and 
Noncombustible Particulate Solids. 

NFPA 101–2006 Life Safety Code. 
NFPA 496–2003 Standard for Purged and 

Pressurized Enclosures for Electrical Equipment. 
NFPA 497–2004 Recommended Practice for the 

Classification of Flammable Liquids, Gases, or 
Vapors and of Hazardous (Classified) Locations 
for Electrical Installations in Chemical Process 
Areas. 

NFPA 505–2006 Fire Safety Standard for Pow-
ered Industrial Trucks Including Type Designa-
tions, Areas of Use, Conversions, Maintenance, 
and Operation. 

NFPA 820–2003 Standard for Fire Protection 
in Wastewater Treatment and Collection Facili-
ties. 

NMAB 353–1–1979 Matrix of Combustion-Rel-
evant Properties and Classification of Gases, 
Vapors, and Selected Solids. 

NMAB 353–2–1979 Test Equipment for Use in 
Determining Classifications of Combustible 
Dusts. 

NMAB 353–3–1980 Classification of Combus-
tible Dust in Accordance with the National 
Electrical Code. 

[72 FR 7221, Feb., 14, 2007] 

Subpart T—Commercial Diving 
Operations 

AUTHORITY: Sections 4, 6, and 8 of the Occu-
pational Safety and Health Act of 1970 (29 
U.S.C. 653, 655, and 657); Sec. 107, Contract 
Work Hours and Safety Standards Act (the 
Construction Safety Act) (40 U.S.C. 333); Sec. 
41, Longshore and Harbor Workers’ Com-
pensation Act (33 U.S.C. 941); Secretary of 
Labor’s Order No. 8–76 (41 FR 25059), 9–83 (48 
FR 35736), 1–90 (55 FR 9033), 3–2000 (65 FR 
50017), or 5–2002 (67 FR 65008) as applicable; 29 
CFR part 1911. 

EFFECTIVE DATE NOTES: 1. At 76 FR , 2011, 
the authority citation was revised, effective 
July 8, 2011. For the convenience of the user, 
revised text is set forth as follows: 

AUTHORITY: 29 U.S.C. 653, 655, 657; 40 U.S.C. 
333; 33 U.S.C. 941; Secretary of Labor’s Order 
No. 8–76 (41 FR 25059), 9–83 (48 FR 35736), 1–90 
(55 FR 9033), 6–96 (62 FR 111), 3–2000 (65 FR 
50017), 5–2002 (67 FR 65008), 5–2007 (72 FR 
31160), or 4–2010 (75 FR 55355) as applicable, 
and 29 CFR 1911. 

SOURCE: 42 FR 37668, July 22, 1977, unless 
otherwise noted. 

GENERAL 

§ 1910.401 Scope and application. 
(a) Scope. (1) This subpart (standard) 

applies to every place of employment 
within the waters of the United States, 
or within any State, the District of Co-
lumbia, the Commonwealth of Puerto 
Rico, the Virgin Islands, American 
Samoa, Guam, the Trust Territory of 
the Pacific Islands, Wake Island, John-
ston Island, the Canal Zone, or within 
the Outer Continental Shelf lands as 
defined in the Outer Continental Shelf 
Lands Act (67 Stat. 462, 43 U.S.C. 1331), 
where diving and related support oper-
ations are performed. 

(2) This standard applies to diving 
and related support operations con-
ducted in connection with all types of 
work and employments, including gen-
eral industry, construction, ship re-
pairing, shipbuilding, shipbreaking and 
longshoring. However, this standard 
does not apply to any diving operation: 

(i) Performed solely for instructional 
purposes, using open-circuit, com-
pressed-air SCUBA and conducted 
within the no-decompression limits; 

(ii) Performed solely for search, res-
cue, or related public safety purposes 
by or under the control of a govern-
mental agency; or 

(iii) Governed by 45 CFR part 46 (Pro-
tection of Human Subjects, U.S. De-
partment of Health and Human Serv-
ices) or equivalent rules or regulations 
established by another federal agency, 
which regulate research, development, 
or related purposes involving human 
subjects. 

(iv) Defined as scientific diving and 
which is under the direction and con-
trol of a diving program containing at 
least the following elements: 

(A) Diving safety manual which in-
cludes at a minimum: Procedures cov-
ering all diving operations specific to 
the program; procedures for emergency 
care, including recompression and 
evacuation; and criteria for diver train-
ing and certification. 

(B) Diving control (safety) board, 
with the majority of its members being 
active divers, which shall at a min-
imum have the authority to: Approve 
and monitor diving projects; review 
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and revise the diving safety manual; 
assure compliance with the manual; 
certify the depths to which a diver has 
been trained; take disciplinary action 
for unsafe practices; and, assure adher-
ence to the buddy system (a diver is ac-
companied by and is in continuous con-
tact with another diver in the water) 
for SCUBA diving. 

(3) Alternative requirements for rec-
reational diving instructors and diving 
guides. Employers of recreational div-
ing instructors and diving guides are 
not required to comply with the de-
compression-chamber requirements 
specified by paragraphs (b)(2) and 
(c)(3)(iii) of § 1910.423 and paragraph 
(b)(1) of § 1910.426 when they meet all of 
the following conditions: 

(i) The instructor or guide is engag-
ing solely in recreational diving in-
struction or dive-guiding operations; 

(ii) The instructor or guide is diving 
within the no-decompression limits in 
these operations; 

(iii) The instructor or guide is using 
a nitrox breathing-gas mixture con-
sisting of a high percentage of oxygen 
(more than 22% by volume) mixed with 
nitrogen; 

(iv) The instructor or guide is using 
an open-circuit, semi-closed-circuit, or 
closed-circuit self-contained under-
water breathing apparatus (SCUBA); 
and 

(v) The employer of the instructor or 
guide is complying with all require-
ments of appendix C of this subpart. 

(b) Application in emergencies. An em-
ployer may deviate from the require-
ments of this standard to the extent 
necessary to prevent or minimize a sit-
uation which is likely to cause death, 
serious physical harm, or major envi-
ronmental damage, provided that the 
employer: 

(1) Notifies the Area Director, Occu-
pational Safety and Health Adminis-
tration within 48 hours of the onset of 
the emergency situation indicating the 
nature of the emergency and extent of 
the deviation from the prescribed regu-
lations; and 

(2) Upon request from the Area Direc-
tor, submits such information in writ-
ing. 

(c) Employer obligation. The employer 
shall be responsible for compliance 
with: 

(1) All provisions of this standard of 
general applicability; and 

(2) All requirements pertaining to 
specific diving modes to the extent div-
ing operations in such modes are con-
ducted. 

[42 FR 37668, July 22, 1977, as amended at 47 
FR 53365, Nov. 26, 1982; 58 FR 35310, June 30, 
1993; 69 FR 7363, Feb. 17, 2004] 

§ 1910.402 Definitions. 

As used in this standard, the listed 
terms are defined as follows: 

Acfm: Actual cubic feet per minute. 
ASME Code or equivalent: ASME 

(American Society of Mechanical Engi-
neers) Boiler and Pressure Vessel Code, 
Section VIII, or an equivalent code 
which the employer can demonstrate 
to be equally effective. 

ATA: Atmosphere absolute. 
Bell: An enclosed compartment, pres-

surized (closed bell) or unpressurized 
(open bell), which allows the diver to 
be transported to and from the under-
water work area and which may be 
used as a temporary refuge during div-
ing operations. 

Bottom time: The total elasped time 
measured in minutes from the time 
when the diver leaves the surface in de-
scent to the time that the diver begins 
ascent. 

Bursting pressure: The pressure at 
which a pressure containment device 
would fail structurally. 

Cylinder: A pressure vessel for the 
storage of gases. 

Decompression chamber: A pressure 
vessel for human occupancy such as a 
surface decompression chamber, closed 
bell, or deep diving system used to de-
compress divers and to treat decom-
pression sickness. 

Decompression sickness: A condition 
with a variety of symptoms which may 
result from gas or bubbles in the tis-
sues of divers after pressure reduction. 

Decompression table: A profile or set of 
profiles of depth-time relationships for 
ascent rates and breathing mixtures to 
be followed after a specific depth-time 
exposure or exposures. 

Dive-guiding operations means leading 
groups of sports divers, who use an 
open-circuit, semi-closed-circuit, or 
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