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§ 1926.1152 Methylene chloride. 
NOTE: The requirements applicable to con-

struction employment under this section are 
identical to those set forth at 29 CFR 
1910.1052. 

[62 FR 1619, Jan. 10, 1997] 

Subparts AA–BB [Reserved] 

Subpart CC—Cranes and Derricks 
in Construction 

AUTHORITY: Section 3704 of the Contract 
Work Hours and Safety Standards Act (40 
U.S.C. 3701); sections 4, 6, and 8 of the Occu-
pational Safety and Health Act of 1970 (29 
U.S.C. 653, 655, 657); Secretary of Labor’s 
Order No. 5–2007 (72 FR 31159); and 29 CFR 
part 1911. 

SOURCE: 75 FR 48135, Aug. 9, 2010, unless 
otherwise noted. 

§ 1926.1400 Scope. 
(a) This standard applies to power-op-

erated equipment, when used in con-
struction, that can hoist, lower and 
horizontally move a suspended load. 
Such equipment includes, but is not 
limited to: Articulating cranes (such as 
knuckle-boom cranes); crawler cranes; 
floating cranes; cranes on barges; loco-
motive cranes; mobile cranes (such as 
wheel-mounted, rough-terrain, all-ter-
rain, commercial truck-mounted, and 
boom truck cranes); multi-purpose ma-
chines when configured to hoist and 
lower (by means of a winch or hook) 
and horizontally move a suspended 
load; industrial cranes (such as carry- 
deck cranes); dedicated pile drivers; 
service/mechanic trucks with a hoist-
ing device; a crane on a monorail; 
tower cranes (such as a fixed jib, i.e., 
‘‘hammerhead boom’’), luffing boom 
and self-erecting); pedestal cranes; por-
tal cranes; overhead and gantry cranes; 
straddle cranes; sideboom cranes; der-
ricks; and variations of such equip-
ment. However, items listed in para-
graph (c) of this section are excluded 
from the scope of this standard. 

(b) Attachments. This standard applies 
to equipment included in paragraph (a) 
of this section when used with attach-
ments. Such attachments, whether 
crane-attached or suspended include, 
but are not limited to: Hooks, magnets, 
grapples, clamshell buckets, orange 

peel buckets, concrete buckets, drag 
lines, personnel platforms, augers or 
drills and pile driving equipment. 

(c) Exclusions. This subpart does not 
cover: 

(1) Machinery included in paragraph 
(a) of this section while it has been 
converted or adapted for a non-hoist-
ing/lifting use. Such conversions/adap-
tations include, but are not limited to, 
power shovels, excavators and concrete 
pumps. 

(2) Power shovels, excavators, wheel 
loaders, backhoes, loader backhoes, 
track loaders. This machinery is also 
excluded when used with chains, slings 
or other rigging to lift suspended loads. 

(3) Automotive wreckers and tow 
trucks when used to clear wrecks and 
haul vehicles. 

(4) Digger derricks when used for 
augering holes for poles carrying elec-
tric and telecommunication lines, plac-
ing and removing the poles, and for 
handling associated materials to be in-
stalled on or removed from the poles. 
Digger derricks used in work subject to 
29 CFR part 1926, subpart V, must com-
ply with 29 CFR 1910.269. Digger der-
ricks used in construction work for 
telecommunication service (as defined 
at 29 CFR 1910.268(s)(40)) must comply 
with 29 CFR 1910.268. 

(5) Machinery originally designed as 
vehicle-mounted aerial devices (for lift-
ing personnel) and self-propelled ele-
vating work platforms. 

(6) Telescopic/hydraulic gantry sys-
tems. 

(7) Stacker cranes. 
(8) Powered industrial trucks (fork-

lifts), except when configured to hoist 
and lower (by means of a winch or 
hook) and horizontally move a sus-
pended load. 

(9) Mechanic’s truck with a hoisting 
device when used in activities related 
to equipment maintenance and repair. 

(10) Machinery that hoists by using a 
come-a-long or chainfall. 

(11) Dedicated drilling rigs. 
(12) Gin poles when used for the erec-

tion of communication towers. 
(13) Tree trimming and tree removal 

work. 
(14) Anchor handling or dredge-re-

lated operations with a vessel or barge 
using an affixed A-frame. 

(15) Roustabouts. 
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(16) Helicopter cranes. 
(17) Material Delivery 
(i) Articulating/knuckle-boom truck 

cranes that deliver material to a con-
struction site when used to transfer 
materials from the truck crane to the 
ground, without arranging the mate-
rials in a particular sequence for hoist-
ing. 

(ii) Articulating/knuckle-boom truck 
cranes that deliver material to a con-
struction site when the crane is used to 
transfer building supply sheet goods or 
building supply packaged materials 
from the truck crane onto a structure, 
using a fork/cradle at the end of the 
boom, but only when the truck crane is 
equipped with a properly functioning 
automatic overload prevention device. 
Such sheet goods or packaged mate-
rials include, but are not limited to: 
Sheets of sheet rock, sheets of ply-
wood, bags of cement, sheets or pack-
ages of roofing shingles, and rolls of 
roofing felt. 

(iii) This exclusion does not apply 
when: 

(A) The articulating/knuckle-boom 
crane is used to hold, support or sta-
bilize the material to facilitate a con-
struction activity, such as holding ma-
terial in place while it is attached to 
the structure; 

(B) The material being handled by 
the articulating/knuckle-boom crane is 
a prefabricated component. Such pre-
fabricated components include, but are 
not limited to: Precast concrete mem-
bers or panels, roof trusses (wooden, 
cold-formed metal, steel, or other ma-
terial), prefabricated building sections 
such as, but not limited to: Floor pan-
els, wall panels, roof panels, roof struc-
tures, or similar items; 

(C) The material being handled by 
the crane is a structural steel member 
(for example, steel joists, beams, col-
umns, steel decking (bundled or 
unbundled) or a component of a sys-
tems-engineered metal building (as de-
fined in 29 CFR 1926 subpart R). 

(D) The activity is not specifically 
excluded under § 1400(c)(17)(i) and (ii). 

(d) All sections of this subpart CC 
apply to the equipment covered by this 
standard unless specified otherwise. 

(e) The duties of controlling entities 
under this subpart include, but are not 
limited to, the duties specified in 

§ 1926.1402(c), § 1926.1402(e) and 
§ 1926.1424(b). 

(f) Where provisions of this standard 
direct an operator, crewmember, or 
other employee to take certain actions, 
the employer must establish, effec-
tively communicate to the relevant 
persons, and enforce, work rules to en-
sure compliance with such provisions. 

(g) For work covered by subpart V of 
this part, compliance with 29 CFR 
§ 1910.269(p) is deemed compliance with 
§§ 1926.1407 through 1926.1411. 

(h) Section 1926.1402 does not apply to 
cranes designed for use on railroad 
tracks, when used on railroad tracks 
that are part of the general railroad 
system of transportation that is regu-
lated pursuant to the Federal Railroad 
Administration under 49 CFR part 213, 
and that comply with applicable Fed-
eral Railroad Administration require-
ments. See § 1926.1402(f). 

§ 1926.1401 Definitions. 
A/D director (Assembly/Disassembly di-

rector) means an individual who meets 
this subpart’s requirements for an A/D 
director, irrespective of the person’s 
formal job title or whether the person 
is non-management or management 
personnel. 

Articulating crane means a crane 
whose boom consists of a series of fold-
ing, pin connected structural members, 
typically manipulated to extend or re-
tract by power from hydraulic cyl-
inders. 

Assembly/Disassembly means the as-
sembly and/or disassembly of equip-
ment covered under this standard. 
With regard to tower cranes, ‘‘erecting 
and climbing’’ replaces the term ‘‘as-
sembly,’’ and ‘‘dismantling’’ replaces 
the term ‘‘disassembly.’’ Regardless of 
whether the crane is initially erected 
to its full height or is climbed in 
stages, the process of increasing the 
height of the crane is an erection proc-
ess. 

Assist crane means a crane used to as-
sist in assembling or disassembling a 
crane. 

Attachments means any device that 
expands the range of tasks that can be 
done by the equipment. Examples in-
clude, but are not limited to: An auger, 
drill, magnet, pile-driver, and boom-at-
tached personnel platform. 
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