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(b) A blaster shall be in good physical 
condition and not be addicted to nar-
cotics, intoxicants, or similar types of 
drugs. 

(c) A blaster shall be qualified, by 
reason of training, knowledge, or expe-
rience, in the field of transporting, 
storing, handling, and use of explo-
sives, and have a working knowledge of 
State and local laws and regulations 
which pertain to explosives. 

(d) Blasters shall be required to fur-
nish satisfactory evidence of com-
petency in handling explosives and per-
forming in a safe manner the type of 
blasting that will be required. 

(e) The blaster shall be knowledge-
able and competent in the use of each 
type of blasting method used. 

§ 1926.902 Surface transportation of 
explosives. 

(a) Transportation of explosives shall 
meet the provisions of Department of 
Transportation regulations contained 
in 46 CFR parts 146–149, Water Carriers; 
49 CFR parts 171–179, Highways and 
Railways; 49 CFR part 195, Pipelines; 
and 49 CFR parts 390–397, Motor Car-
riers. 

(b) Motor vehicles or conveyances 
transporting explosives shall only be 
driven by, and be in the charge of, a li-
censed driver who is physically fit. He 
shall be familiar with the local, State, 
and Federal regulation governing the 
transportation of explosives. 

(c) No person shall smoke, or carry 
matches or any other flame-producing 
device, nor shall firearms or loaded 
cartridges be carried while in or near a 
motor vehicle or conveyance trans-
porting explosives. 

(d) Explosives, blasting agents, and 
blasting supplies shall not be trans-
ported with other materials or cargoes. 
Blasting caps (including electric) shall 
not be transported in the same vehicle 
with other explosives. 

(e) Vehicles used for transporting ex-
plosives shall be strong enough to 
carry the load without difficulty, and 
shall be in good mechanical condition. 

(f) When explosives are transported 
by a vehicle with an open body, a Class 
II magazine or original manufacturer’s 
container shall be securely mounted on 
the bed to contain the cargo. 

(g) All vehicles used for the transpor-
tation of explosives shall have tight 
floors and any exposed spark-producing 
metal on the inside of the body shall be 
covered with wood, or other non-
sparking material, to prevent contact 
with containers of explosives. 

(h) Every motor vehicle or convey-
ance used for transporting explosives 
shall be marked or placarded on both 
sides, the front, and the rear with the 
word ‘‘Explosives’’ in red letters, not 
less than 4 inches in height, on white 
background. In addition to such mark-
ing or placarding, the motor vehicle or 
conveyance may display, in such a 
manner that it will be readily visible 
from all directions, a red flag 18 inches 
by 30 inches, with the word ‘‘Explo-
sives’’ painted, stamped, or sewed 
thereon, in white letters, at least 6 
inches in height. 

(i) Each vehicle used for transpor-
tation of explosives shall be equipped 
with a fully charged fire extinguisher, 
in good condition. An Underwriters 
Laboratory-approved extinguisher of 
not less than 10-ABC rating will meet 
the minimum requirement. The driver 
shall be trained in the use of the extin-
guisher on his vehicle. 

(j) Motor vehicles or conveyances 
carrying explosives, blasting agents, or 
blasting supplies, shall not be taken in-
side a garage or shop for repairs or 
servicing. 

(k) No motor vehicle transporting ex-
plosives shall be left unattended. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 58 FR 35311, June 30, 1993] 

§ 1926.903 Underground transpor-
tation of explosives. 

(a) All explosives or blasting agents 
in transit underground shall be taken 
to the place of use or storage without 
delay. 

(b) The quantity of explosives or 
blasting agents taken to an under-
ground loading area shall not exceed 
the amount estimated to be necessary 
for the blast. 

(c) Explosives in transit shall not be 
left unattended. 

(d) The hoist operator shall be noti-
fied before explosives or blasting 
agents are transported in a shaft con-
veyance. 
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Occupational Safety and Health Admin., Labor § 1926.905 

(e) Trucks used for the transpor-
tation of explosives underground shall 
have the electrical system checked 
weekly to detect any failures which 
may constitute an electrical hazard. A 
certification record which includes the 
date of the inspection; the signature of 
the person who performed the inspec-
tion; and a serial number, or other 
identifier, of the truck inspected shall 
be prepared and the most recent cer-
tification record shall be maintained 
on file. 

(f) The installation of auxiliary 
lights on truck beds, which are pow-
ered by the truck’s electrical system, 
shall be prohibited. 

(g) Explosives and blasting agents 
shall be hoisted, lowered, or conveyed 
in a powder car. No other materials, 
supplies, or equipment shall be trans-
ported in the same conveyance at the 
same time. 

(h) No one, except the operator, his 
helper, and the powderman, shall be 
permitted to ride on a conveyance 
transporting explosives and blasting 
agents. 

(i) No person shall ride in any shaft 
conveyance transporting explosives 
and blasting agents. 

(j) No explosives or blasting agents 
shall be transported on any loco-
motive. At least two car lengths shall 
separate the locomotive from the pow-
der car. 

(k) No explosives or blasting agents 
shall be transported on a man haul 
trip. 

(l) The car or conveyance containing 
explosives or blasting agents shall be 
pulled, not pushed, whenever possible. 

(m) The powder car or conveyance es-
pecially built for the purpose of trans-
porting explosives or blasting agents 
shall bear a reflectorized sign on each 
side with the word ‘‘Explosives’’ in let-
ters, not less than 4 inches in height; 
upon a background of sharply con-
trasting color. 

(n) Compartments for transporting 
detonators and explosives in the same 
car or conveyance shall be physically 
separated by a distance of 24 inches or 
by a solid partition at least 6 inches 
thick. 

(o) Detonators and other explosives 
shall not be transported at the same 
time in any shaft conveyance. 

(p) Explosives, blasting agents, or 
blasting supplies shall not be trans-
ported with other materials. 

(q) Explosives or blasting agents, not 
in original containers, shall be placed 
in a suitable container when trans-
ported manually. 

(r) Detonators, primers, and other ex-
plosives shall be carried in separate 
containers when transported manually. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 52 FR 36382, Sept. 28, 
1987] 

§ 1926.904 Storage of explosives and 
blasting agents. 

(a) Explosives and related materials 
shall be stored in approved facilities 
required under the applicable provi-
sions of the Bureau of Alcohol, Tobacco 
and Firearms regulations contained in 
27 CFR part 55, Commerce in Explo-
sives. 

(b) Blasting caps, electric blasting 
caps, detonating primers, and primed 
cartridges shall not be stored in the 
same magazine with other explosives 
or blasting agents. 

(c) Smoking and open flames shall 
not be permitted within 50 feet of ex-
plosives and detonator storage maga-
zine. 

(d) No explosives or blasting agents 
shall be permanently stored in any un-
derground operation until the oper-
ation has been developed to the point 
where at least two modes of exit have 
been provided. 

(e) Permanent underground storage 
magazines shall be at least 300 feet 
from any shaft, adit, or active under-
ground working area. 

(f) Permanent underground maga-
zines containing detonators shall not 
be located closer than 50 feet to any 
magazine containing other explosives 
or blasting agents. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 58 FR 35311, June 30, 1993] 

§ 1926.905 Loading of explosives or 
blasting agents. 

(a) Procedures that permit safe and 
efficient loading shall be established 
before loading is started. 

(b) All drill holes shall be sufficiently 
large to admit freely the insertion of 
the cartridges of explosives. 

VerDate Mar<15>2010 15:51 Sep 16, 2011 Jkt 223116 PO 00000 Frm 00481 Fmt 8010 Sfmt 8002 Q:\29\29V8.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-19T15:34:42-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




