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(4) Permissibility of electric equip-
ment; and, 

(5) Requirements of subparts F 
through K of this part 75. 

(c) In order to take the series of five 
written tests approved by the Sec-
retary, an individual shall apply to the 
District Manager and shall certify that 
he meets the requirements of para-
graph (a)(3) of this section. The tests 
will be administered in the Coal Mine 
Safety and Health Districts at regular 
intervals, or as demand requires. 

(d) A score of at least 80 percent of 
each of the five written tests will be 
deemed to be a satisfactory grade. Rec-
ognition shall be given to practical ex-
perience in that 1 percentage point 
shall be added to an individual’s score 
in each test for each additional year of 
experience beyond the 1 year minimum 
requirement specified in paragraph 
(a)(3) of this section; however, in no 
case shall an individual be given more 
than 5 percentage points for such prac-
tical experience. 

(e) An individual may, within 30 days 
from the date on which he received no-
tification from the Administration of 
his test scores, repeat those on which 
he received an unsatisfactory score. If 
further retesting is necessary after this 
initial repetition, a minimum of 30 
days from the date of receipt of notifi-
cation of the initial retest scores shall 
elapse prior to such further retesting. 

(f) An individual who has, prior to 
November 1, 1972, been qualified to per-
form electrical work specified in 
§§ 75.511 and 75.512 (other than work on 
energized surface high-voltage lines) 
shall continue to be qualified until 
June 30, 1973. To remain qualified after 
June 30, 1973, such individual shall 
meet the requirements of either para-
graph (a) (1), (2), or (3) of this section. 

(g) An individual qualified in accord-
ance with this section shall, in order to 
retain qualification, certify annually 
to the District Manager, that he has 
satisfactorily completed a coal mine 
electrical retraining program approved 
by the Secretary. 

[37 FR 22376, Oct. 19, 1972, as amended at 44 
FR 9380, Feb. 13, 1979; 47 FR 23641, May 28, 
1982] 

§ 75.154 Repair of energized surface 
high voltage lines; qualified person. 

An individual is a qualified person 
within the meaning of § 75.705 for the 
purpose of repairing energized surface 
high voltage lines only if he has had at 
least 2 years experience in electrical 
maintenance, and at least 2 years expe-
rience in the repair of energized high 
voltage surface lines located on poles 
or structures. 

§ 75.155 Qualified hoisting engineer; 
qualifications. 

(a)(1) A person is a qualified hoisting 
engineer within the provisions of sub-
part O of this part, for the purpose of 
operating a steam-driven hoist in a 
coal mine, if he has at least 1 year ex-
perience as an engineer in a steam- 
driven hoisting plant and is qualified 
by the State in which the mine is lo-
cated as a steam-hoisting engineer; or 

(2) If a State has no program for 
qualifying persons as steam-hoisting 
engineers, the Secretary may qualify 
persons for this purpose if the operator 
of the coal mine in which such persons 
are employed, or the independent con-
tractor, makes an application and a 
satisfactory showing that each such 
person has had 1 year experience in op-
erating steam-driven hoists and has 
held the position of hoisting engineer 
for a periond of 6 months immediately 
preceding the application. A person’s 
qualification is valid for as long as this 
person continues to satisfy the require-
ments necessary for qualification and 
is employed at the same coal mine or 
by the same independent contractor. 

(b)(1) A person is a qualified hoisting 
engineer within the provisions of sub-
part O of this part, for the purpose of 
operating an electrically driven hoist 
in a coal mine, if he has at least 1 year 
experience operating a hoist plant in a 
mine or maintaining electric-hoist 
equipment in a mine and is qualified by 
the State in which the mine is located 
as an electric-hoisting engineer; or 

(2) If a State has no program for 
qualifying persons as electric-hoisting 
engineers, the Secretary may qualify 
persons for this purpose if the operator 
of the coal mine in which such persons 
are employed, or the independent con-
tractor, makes an application and a 
satisfactory showing that each such 
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person has had 1 year experience in op-
erating electric-driven hoists and has 
held the position of hoisting engineer 
for a period of 6 months immediately 
preceding the application. A person’s 
qualification is valid for as long as this 
person continues to satisfy the require-
ments for qualification and is em-
ployed at the same coal mine or by the 
same independent contractor. 

(c) Applications for Secretarial quali-
fication should be submitted to the 
Health and Safety Activity, Mine Safe-
ty and Health Administration, Certifi-
cation and Qualification Center, P.O. 
Box 25367, Denver Federal Center, Den-
ver, Colo. 80225. 

[35 FR 17894, Nov. 20, 1970, as amended at 43 
FR 12320, Mar. 24, 1978; 54 FR 30515, July 20, 
1989] 

§ 75.156 AMS operator, qualifications. 
(a) To be qualified as an AMS oper-

ator, a person shall be provided with 
task training on duties and responsibil-
ities at each mine where an AMS oper-
ator is employed in accordance with 
the mine operator’s approved Part 48 
training plan. 

(b) An AMS operator must be able to 
demonstrate to an authorized rep-
resentative of the Secretary that he/ 
she is qualified to perform in the as-
signed position. 

[73 FR 80612, Dec. 31, 2008] 

§ 75.159 Records of certified and quali-
fied persons. 

The operator of each coal mine shall 
maintain a list of all certified and 
qualified persons designated to perform 
duties under this part 75. 

[35 FR 17890, Nov. 20, 1970, as amended at 60 
FR 33723, June 29, 1995] 

§ 75.160 Training programs. 

[STATUTORY PROVISION] 

Every operator of a coal mine shall provide 
a program, approved by the Secretary, of 
training and retraining of both qualified and 
certified persons needed to carry out func-
tions prescribed in the Act. 

§ 75.161 Plans for training programs. 
Each operator must submit to the 

district manager, of the Coal Mine 
Safety and Health District in which 

the mine is located, a program or plan 
setting forth what, when, how, and 
where the operator will train and re-
train persons whose work assignments 
require that they be certified or quali-
fied. The program must provide— 

(a) For certified persons, annual 
training courses in first aid, principles 
of mine rescue, and the provisions of 
this part 75; and 

(b) For qualified persons, annual 
courses in performance of the task 
which they perform as qualified per-
sons. 

[63 FR 53761, Oct. 6, 1998] 

Subpart C—Roof Support 

SOURCE: 53 FR 2375, Jan. 27, 1988, unless 
otherwise noted. 

§ 75.200 Scope. 
This subpart C sets forth require-

ments for controlling roof, face and 
ribs, including coal or rock bursts, in 
underground coal mines. Roof control 
systems installed prior to the effective 
date of this subpart are not affected so 
long as the support system continues 
to effectively control the roof, face and 
ribs. 

§ 75.201 Definitions. 
Automated temporary roof support 

(ATRS) system. A device to provide tem-
porary roof support from a location 
where the equipment operator is pro-
tected from roof falls. 

Pillar recovery. Any reduction in pil-
lar size during retreat mining. 

§ 75.202 Protection from falls of roof, 
face and ribs. 

(a) The roof, face and ribs of areas 
where persons work or travel shall be 
supported or otherwise controlled to 
protect persons from hazards related to 
falls of the roof, face or ribs and coal or 
rock bursts. 

(b) No person shall work or travel 
under unsupported roof unless in ac-
cordance with this subpart. 

§ 75.203 Mining methods. 
(a) The method of mining shall not 

expose any person to hazards caused by 
excessive widths of rooms, crosscuts 
and entries, or faulty pillar recovery 
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