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at all times including during startup, 
shutdown, and malfunction. 

(b) When an affected unit with heat 
recovery utilizes a common steam 
header with one or more combustion 
turbines, the owner or operator shall 
either: 

(1) Determine compliance with the 
applicable NOX emissions limits by 
measuring the emissions combined 
with the emissions from the other 
unit(s) utilizing the common heat re-
covery unit; or 

(2) Develop, demonstrate, and provide 
information satisfactory to the Admin-
istrator on methods for apportioning 
the combined gross energy output from 
the heat recovery unit for each of the 
affected combustion turbines. The Ad-
ministrator may approve such dem-
onstrated substitute methods for ap-
portioning the combined gross energy 
output measured at the steam turbine 
whenever the demonstration ensures 
accurate estimation of emissions re-
lated under this part. 

MONITORING 

§ 60.4335 How do I demonstrate com-
pliance for NOX if I use water or 
steam injection? 

(a) If you are using water or steam 
injection to control NOX emissions, you 
must install, calibrate, maintain and 
operate a continuous monitoring sys-
tem to monitor and record the fuel 
consumption and the ratio of water or 
steam to fuel being fired in the turbine 
when burning a fuel that requires 
water or steam injection for compli-
ance. 

(b) Alternatively, you may use con-
tinuous emission monitoring, as fol-
lows: 

(1) Install, certify, maintain, and op-
erate a continuous emission moni-
toring system (CEMS) consisting of a 
NOX monitor and a diluent gas (oxygen 
(O2) or carbon dioxide (CO2)) monitor, 
to determine the hourly NOX emission 
rate in parts per million (ppm) or 
pounds per million British thermal 
units (lb/MMBtu); and 

(2) For units complying with the out-
put-based standard, install, calibrate, 
maintain, and operate a fuel flow 
meter (or flow meters) to continuously 
measure the heat input to the affected 
unit; and 

(3) For units complying with the out-
put-based standard, install, calibrate, 
maintain, and operate a watt meter (or 
meters) to continuously measure the 
gross electrical output of the unit in 
megawatt-hours; and 

(4) For combined heat and power 
units complying with the output-based 
standard, install, calibrate, maintain, 
and operate meters for useful recovered 
energy flow rate, temperature, and 
pressure, to continuously measure the 
total thermal energy output in British 
thermal units per hour (Btu/h). 

§ 60.4340 How do I demonstrate con-
tinuous compliance for NOX if I do 
not use water or steam injection? 

(a) If you are not using water or 
steam injection to control NOX emis-
sions, you must perform annual per-
formance tests in accordance with 
§ 60.4400 to demonstrate continuous 
compliance. If the NOX emission result 
from the performance test is less than 
or equal to 75 percent of the NOX emis-
sion limit for the turbine, you may re-
duce the frequency of subsequent per-
formance tests to once every 2 years 
(no more than 26 calendar months fol-
lowing the previous performance test). 
If the results of any subsequent per-
formance test exceed 75 percent of the 
NOX emission limit for the turbine, you 
must resume annual performance tests. 

(b) As an alternative, you may in-
stall, calibrate, maintain and operate 
one of the following continuous moni-
toring systems: 

(1) Continuous emission monitoring 
as described in §§ 60.4335(b) and 60.4345, 
or 

(2) Continuous parameter monitoring 
as follows: 

(i) For a diffusion flame turbine 
without add-on selective catalytic re-
duction (SCR) controls, you must de-
fine parameters indicative of the unit’s 
NOX formation characteristics, and you 
must monitor these parameters con-
tinuously. 

(ii) For any lean premix stationary 
combustion turbine, you must continu-
ously monitor the appropriate param-
eters to determine whether the unit is 
operating in low-NOX mode. 
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