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(1) Facepiece, mouthpiece with nose-
clip, hood, or helmet; 

(2) Filter unit; 
(3) Harness; 
(4) Attached blower; and 
(5) Breathing tube. 
(b) The components of each non-pow-

ered air-purifying particulate res-
pirator shall meet the minimum con-
struction requirements set forth in 
subpart G of this part. 

§ 84.172 Breathing tubes; minimum re-
quirements. 

Flexible breathing tubes used in con-
junction with respirators shall be de-
signed and constructed to prevent: 

(a) Restriction of free head move-
ment; 

(b) Disturbance of the fit of 
facepieces, mouthpieces, hoods, or hel-
mets; 

(c) Interference with the wearer’s ac-
tivities; and 

(d) Shutoff of airflow due to kinking, 
or from chin or arm pressure. 

§ 84.173 Harnesses; installation and 
construction; minimum require-
ments. 

(a) Each respirator shall, where nec-
essary, be equipped with a suitable har-
ness designed and constructed to hold 
the components of the respirator in po-
sition against the wearer’s body. 

(b) Harnesses shall be designed and 
constructed to permit easy removal 
and replacement of respirator parts, 
and, where applicable, provide for hold-
ing a full facepiece in the ready posi-
tion when not in use. 

§ 84.174 Respirator containers; min-
imum requirements. 

(a) Except as provided in paragraph 
(b) of this section each respirator shall 
be equipped with a substantial, durable 
container bearing markings which 
show the applicant’s name, the type of 
respirator it contains, and all appro-
priate approval labels. 

(b) Containers for single-use res-
pirators may provide for storage of 
more than one respirator, however, 
such containers shall be designed and 
constructed to prevent contamination 
of respirators which are not removed, 
and to prevent damage to respirators 
during transit. 

§ 84.175 Half-mask facepieces, full 
facepieces, hoods, helmets, and 
mouthpieces; fit; minimum require-
ments. 

(a) Half-mask facepieces and full 
facepieces shall be designed and con-
structed to fit persons with various fa-
cial shapes and sizes either: 

(1) By providing more than one face-
piece size; or 

(2) By providing one facepiece size 
which will fit varying facial shapes and 
sizes. 

(b) Full facepieces shall provide for 
optional use of corrective spectacles or 
lenses, which shall not reduce the res-
piratory protective qualities of the res-
pirator. 

(c) Hoods and helmets shall be de-
signed and constructed to fit persons 
with various head sizes, provide for the 
optional use of corrective spectacles or 
lenses, and insure against any restric-
tion of movement by the wearer. 

(d) Mouthpieces shall be equipped 
with noseclips which are securely at-
tached to the mouthpiece or respirator 
and provide an airtight seal. 

(e) Facepieces, hoods, and helmets 
shall be designed to prevent eyepiece 
fogging. 

(f) Half-mask facepieces shall not 
interfere with the fit of common indus-
trial safety corrective spectacles. 

§ 84.176 Facepieces, hoods, and hel-
mets; eyepieces; minimum require-
ments. 

Facepieces, hoods, and helmets shall 
be designed and constructed to provide 
adequate vision which is not distorted 
by the eyepieces. 

§ 84.177 Inhalation and exhalation 
valves; minimum requirements. 

(a) Inhalation and exhalation valves 
shall be protected against distortion. 

(b) Inhalation valves shall be de-
signed and constructed and provided 
where necessary to prevent excessive 
exhaled air from adversely affecting 
filters, except where filters are specifi-
cally designed to resist moisture. 

(c) Exhalation valves shall be: 
(1) Provided where necessary; 
(2) Protected against damage and ex-

ternal influence; and 
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