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Pipeline and Hazardous Materials Safety Admin., DOT § 173.159a 

Army, Navy, or Air Force of the United 
States. Packagings must conform to 
military specifications. The electro-
lyte, acid, or alkaline corrosive battery 
fluid must be packed in polyethylene 
bottles of not over 1.0 L (0.3 gallon) ca-
pacity each. Not more than 24 bottles, 
securely separated from electric stor-
age batteries and kits, may be offered 
for transportation or transported in 
each package. 

(3) In 4G fiberboard boxes with not 
more than 12 inside packagings of poly-
ethylene or other material resistant to 
the lading, each not over 2.0 L (0.5 gal-
lon) capacity each. Completed pack-
ages must conform to Packing Group 
III requirements. Inner packagings 
must be adequately separated from the 
storage battery. The maximum author-
ized gross weight is 29 kg (64 pounds). 
These packages are not authorized for 
transportation by aircraft. 

(h) Dry batteries or battery charger 
devices may be packaged in 4G fiber-
board boxes with inner receptacles con-
taining battery fluid. Completed pack-
agings must conform to Packing Group 
III requirements. Not more than 12 
inner receptacles may be packed in one 
outer box. The maximum authorized 
gross weight is 34 kg (75 pounds). 

(i) When approved by the Associate 
Administrator, electric storage bat-
teries, containing electrolyte or corro-
sive battery fluid in a separate res-
ervoir from which fluid is injected into 
the battery cells by a power device car-
tridge assembled with the battery, and 
which meet the criteria of paragraph 
(f) are not subject to any other require-
ments of this subchapter. 

[74 FR 2257, Jan. 14, 2009] 

§ 173.159a Exceptions for non-spillable 
batteries. 

(a) Exceptions for hazardous mate-
rials shipments in the following para-
graphs are permitted only if this sec-
tion is referenced for the specific haz-
ardous material in the § 172.101 table or 
in a packaging section in this part. 

(b) Non-spillable batteries offered for 
transportation or transported in ac-
cordance with this section are subject 
to the incident reporting requirements. 
For transportation by aircraft, a tele-
phone report in accordance with 
§ 171.15(a) is required if a fire, violent 

rupture, explosion or dangerous evo-
lution of heat (i.e., an amount of heat 
sufficient to be dangerous to packaging 
or personal safety to include charring 
of packaging, melting of packaging, 
scorching of packaging, or other evi-
dence) occurs as a direct result of a 
non-spillable battery. For all modes of 
transportation, a written report in ac-
cordance with § 171.16(a) is required if a 
fire, violent rupture, explosion or dan-
gerous evolution of heat occurs as a di-
rect result of a non-spillable battery. 

(c) Non-spillable batteries are ex-
cepted from the packaging require-
ments of § 173.159 under the following 
conditions: 

(1) Non-spillable batteries must be se-
curely packed in strong outer pack-
agings and meet the requirements of 
§ 173.159(a). A non-spillable battery 
which is an integral part of and nec-
essary for the operation of mechanical 
or electronic equipment must be se-
curely fastened in the battery holder 
on the equipment; 

(2) The battery and outer packaging 
must be plainly and durably marked 
‘‘NON-SPILLABLE’’ or ‘‘NON-SPILL-
ABLE BATTERY.’’ The requirement to 
mark the outer package does not apply 
when the battery is installed in a piece 
of equipment that is transported 
unpackaged. 

(d) Non-spillable batteries are ex-
cepted from all other requirements of 
this subchapter when offered for trans-
portation and transported in accord-
ance with paragraph (c) of this section 
and the following: 

(1) At a temperature of 55 °C (131 °F), 
the battery must not contain any 
unabsorbed free-flowing liquid, and 
must be designed so that electrolyte 
will not flow from a ruptured or 
cracked case; and 

(2) For transport by aircraft, when 
contained in a battery-powered device, 
equipment or vehicle must be prepared 
and packaged for transport in a man-
ner to prevent unintentional activation 
in conformance with § 173.159(b)(2) of 
this Subpart. 

[74 FR 2258, Jan. 14, 2009, as amended at 75 
FR 72, Jan. 4, 2010] 
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