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the Government commercial activity that 
directly correspond to an employment open-
ing shall be considered qualified for the job. 
Questions concerning the qualifications of 
adversely affected Federal personnel for spe-
cific employment openings shall be referred 
to the contracting officer for determination. 
The contracting officer’s determination shall 
be final and binding on all parties. 

(g) Relating to other statutes, regulations and 
employment policies. The requirements of this 
clause shall not modify or alter the contrac-
tor’s responsibilities under statutes, regula-
tions or other contract clauses pertaining to 
the hiring of veterans, minorities, or persons 
with disabilities. 

(h) Penalty for noncompliance. Failure of 
the contractor to comply with any provision 
of the clause may be grounds for termination 
for default. 

(End of clause) 

852.209–70 Organizational conflicts of 
interest. 

As prescribed in 809.507–1(b), insert 
the following provision: 

ORGANIZATIONAL CONFLICTS OF INTEREST 
(JAN 2008) 

(a) It is in the best interest of the Govern-
ment to avoid situations which might create 
an organizational conflict of interest or 
where the offeror’s performance of work 
under the contract may provide the con-
tractor with an unfair competitive advan-
tage. The term ‘‘organizational conflict of 
interest’’ means that because of other activi-
ties or relationships with other persons, a 
person is unable to render impartial assist-
ance or advice to the Government, or the 
person’s objectivity in performing the con-
tract work is or might be otherwise im-
paired, or the person has an unfair competi-
tive advantage. 

(b) The offeror shall provide a statement 
with its offer which describes, in a concise 
manner, all relevant facts concerning any 
past, present, or currently planned interest 
(financial, contractual, organizational, or 
otherwise) or actual or potential organiza-
tional conflicts of interest relating to the 
services to be provided under this solicita-
tion. The offeror shall also provide state-
ments with its offer containing the same in-
formation for any consultants and sub-
contractors identified in its proposal and 
which will provide services under the solici-
tation. The offeror may also provide relevant 
facts that show how its organizational and/or 
management system or other actions would 
avoid or mitigate any actual or potential or-
ganizational conflicts of interest. 

(c) Based on this information and any 
other information solicited or obtained by 
the contracting officer, the contracting offi-

cer may determine that an organizational 
conflict of interest exists which would war-
rant disqualifying the contractor for award 
of the contract unless the organizational 
conflict of interest can be mitigated to the 
contracting officer’s satisfaction by negoti-
ating terms and conditions of the contract to 
that effect. If the conflict of interest cannot 
be mitigated and if the contracting officer 
finds that it is in the best interest of the 
United States to award the contract, the 
contracting officer shall request a waiver in 
accordance with FAR 9.503 and 48 CFR 
809.503. 

(d) Nondisclosure or misrepresentation of 
actual or potential organizational conflicts 
of interest at the time of the offer, or arising 
as a result of a modification to the contract, 
may result in the termination of the con-
tract at no expense to the Government. 

(End of provision) 

852.211–70 Service data manuals. 

(a) As prescribed in 811.107(a), insert 
the following clause: 

SERVICE DATA MANUALS (NOV 1984) 

(a) The successful bidder will supply oper-
ation/maintenance (service data) manuals 
with each piece of equipment in the quantity 
specified in the solicitation and resulting 
purchase order. As a minimum, the man-
ual(s) shall be bound and equivalent to the 
manual(s) provided the manufacturer’s des-
ignated field service representative as well 
as comply with all the requirements in para-
graphs (b) through (i) of this clause. Sec-
tions, headings and section sequence identi-
fied in (b) through (i) of this clause are typ-
ical and may vary between manufacturers. 
Variances in the sections, headings and sec-
tion sequence, however, do not relieve the 
manufacturer of his/her responsibility in 
supplying the technical data called for there-
in. 

(b) Title page and front matter. The title 
page shall include the equipment nomen-
clature, model number, effective date of the 
manual and the manufacturer’s name and 
address. If the manual applies to a particular 
version of the equipment only, the title page 
shall also list that equipment’s serial num-
ber. Front matter shall consist of the Table 
of Contents, List of Tables, List of Illustra-
tions and a frontispiece (photograph or line 
drawing) depicting the equipment. 

(c) Section I, General Description. This sec-
tion shall provide a generalized description 
of the equipment or devices and shall de-
scribe its purpose or intended use. Included 
in this section will be a table listing all per-
tinent equipment specifications, power re-
quirements, environmental limitations and 
physical dimensions. 
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(d) Section II, Installation. Section II shall 
provide pertinent installation information. 
It shall list all input and output connectors 
using applicable reference designators and 
functional names as they appear on the 
equipment. Included in this listing will be a 
brief description of the function of each con-
nector along with the connector type. In-
structions shall be provided as to the rec-
ommended method of repacking the equip-
ment for shipment (packing material, label-
ing, etc.). 

(e) Section III, Operation. Section III will 
fully describe the operation of the equipment 
and shall include a listing of each control 
with a brief description of its function and 
step-by-step procedures for each operating 
mode. Procedures will use the control(s) no-
menclature as it appears on the equipment 
and will be keyed to one or more illustra-
tions of the equipment. Operating procedures 
will include any preoperational checks, cali-
bration adjustments and operation tests. 
Notes, cautions and warnings shall be set off 
from the text body so they may easily be 
recognizable and will draw the attention of 
the reader. Illustrations should be used 
wherever possible depicting equipment con-
nections for test, calibration, patient moni-
toring and measurements. For large, com-
plex and/or highly versatile equipment capa-
ble of many operating modes and in other in-
stances where the Operation Section is quite 
large, operational information may be bound 
separately in the form of an Operators Man-
ual. The providing of a separate Operators 
manual does not relieve the supplier of his 
responsibility for providing the minimum ac-
ceptable maintenance data specified herein. 
When applicable, flow charts and narrative 
descriptions of software shall be provided. If 
programming is either built-in and/or user 
modifiable, a complete software listing shall 
be supplied. Equipment items with software 
packages shall also include diagnostic rou-
tines and sample outputs. Submission infor-
mation shall be given in the Maintenance 
Section to identify equipment malfunctions 
that are software related. 

(f) Section IV, Principles of Operation. This 
section shall describe in narrative form the 
principles of operation of the equipment. Cir-
cuitry shall be discussed in sufficient detail 
to be understood by technicians and engi-
neers who possess a working knowledge of 
electronics and a general familiarity with 
the overall application of the devices. The 
circuit descriptions should start at the over-
all equipment level and proceed to more de-
tailed circuit descriptions. The overall de-
scription shall be keyed to a functional 
block diagram of the equipment. Circuit de-
scriptions shall be keyed to schematic dia-
grams discussed in paragraph (i) below. It is 
recommended that for complex or special 
circuits, simplified schematics should be in-
cluded in this section. 

(g) Section V, Maintenance. The mainte-
nance section shall contain a list of rec-
ommended test equipment, special tools, pre-
ventive maintenance instructions and cor-
rective information. The list of test equip-
ment shall be that recommended by the 
manufacturer and shall be designated by 
manufacturer and model number. Special 
tools are those items not commercially 
available or those that are designed specifi-
cally for the equipment being supplied. Suffi-
cient data will be provided to enable their 
purchase by the Department of Veterans Af-
fairs. Preventive maintenance instructions 
shall consist of those recommended by the 
manufacturer to preclude unnecessary fail-
ures. Procedures and the recommended fre-
quency of performance shall be included for 
visual inspection, cleaning, lubricating, me-
chanical adjustments and circuit calibra-
tion. Corrective maintenance shall consist of 
the data necessary to troubleshoot and rec-
tify a problem and shall include procedures 
for realigning and testing the equipment. 
Troubleshooting shall include either a list of 
test points with the applicable voltage levels 
or waveforms that would be present under a 
certain prescribed set of conditions, a trou-
bleshooting chart listing the symptom, prob-
able cause and remedy, or a narrative con-
taining sufficient data to enable a test tech-
nician or electronics engineer to determine 
and locate the probable cause of malfunc-
tion. Data shall also be provided describing 
the preferred method of repairing or replac-
ing discrete components mounted on printed 
circuit boards or located in areas where spe-
cial steps must be followed to disassemble 
the equipment. Procedures shall be included 
to realign and test the equipment at the 
completion of repairs and to restore it to its 
original operating condition. These proce-
dures shall be supported by the necessary 
waveforms and voltage levels, and data for 
selecting matched components. Diagrams, 
either photographic or line, shall show the 
location of printed circuit board mounted 
components. 

(h) Section VI, Replacement Parts List. The 
replacement parts list shall list, in alpha-
numeric order, all electrical/electronic, me-
chanical and pneumatic components, their 
description, value and tolerance, true manu-
facturer and manufacturers’ part number. 

(i) Section VII, Drawings. Wiring and sche-
matic diagrams shall be included. The draw-
ings will depict the circuitry using standard 
symbols and shall include the reference des-
ignations and component values or type des-
ignators. Drawings shall be clear and legible 
and shall not be engineering or productions 
sketches. 
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* Insert name(s) of organization(s), the stand-
ards of which are pertinent to the Government’s 
needs. 

** Insert pertinent standards, e.g., fire and 
casualty, safety and fire protection. 

(End of clause) 

Alternate I (JAN 2008). If the bid or 
proposal will result in the initial pur-
chase (including each make and model) 
of a centrally procured item, insert the 
following paragraph: 

(j) Initial purchase. The contractor agrees, 
when requested by the contracting officer, to 
furnish not more than three copies of the 
technical documentation required by para-
graph 852.211–70(a) to the Service and Rec-
lamation Division, Hines, IL. In addition, the 
contractor agrees to furnish two additional 
copies of the technical documentation re-
quired by 852.211–70(a) with each piece of 
equipment sold as a result of the invitation 
for bid or request for proposal. 

(b) As prescribed in 811.107(b), insert the 
following clause: 

Service Data Manuals, Mechanical 
Equipment (JAN 2008) 

The contractor agrees to furnish two hard 
copies of a manual, handbook or brochure 
containing operating, installation, and 
maintenance instructions (including pictures 
or illustrations, schematics, and complete 
repair/test guides as necessary). Where appli-
cable, it will include electrical data and con-
nection diagrams for all utilities. The in-
structions shall also contain a complete list 
of all replaceable parts showing part number, 
name, and quantity required. 

(End of clause) 

852.211–71 Special notice. 
As prescribed in 870.112, insert the 

following provision: 

SPECIAL NOTICE (JAN 2008) 

Descriptive literature. The submission of de-
scriptive literature with offers is not re-
quired and voluntarily submitted descriptive 
literature that qualifies the offer will re-
quire rejection of the offer. However, within 
5 days after award of the contract, the con-
tractor will submit to the contracting officer 
literature describing the equipment he/she 
intends to furnish and indicating strict com-
pliance with the specification requirements. 
The contracting officer will, by written no-
tice to the contractor within 20 calendar 
days after receipt of the literature, approve, 
conditionally approve, or disapprove the 
equipment being proposed. The notice of ap-
proval or conditional approval will not re-
lieve the contractor from complying with all 
requirements of the specifications and all 
other terms and conditions of this contract. 
A notice of conditional approval will state 
any further action required of the con-
tractor. A notice of disapproval will cite rea-
sons therefore. If the equipment is dis-

approved by the Government, the contractor 
will be subject to action under the Default or 
Termination for Cause provision of this con-
tract. However, prior to default or termi-
nation for cause action the contractor will 
be permitted a period (at least 10 days) under 
that clause to submit additional descriptive 
literature on equipment originally offered or 
descriptive literature on other equipment. 
The Government reserves the right to re-
quire an equitable adjustment of the con-
tract price for any extension of the delivery 
schedule necessitated by additional descrip-
tive literature evaluations. 

(End of provision) 

852.211–72 Technical industry stand-
ards. 

As prescribed in 811.103–70, insert the 
following provision: 

TECHNICAL INDUSTRY STANDARDS (JAN 2008) 

The supplies or equipment required by this 
invitation for bid or request for proposal 
must conform to the standards of the [ ]* 
and [ ]* as to [ ]**. The successful bidder or 
offeror will be required to submit proof that 
the item(s) he/she furnishes conforms to this 
requirement. This proof may be in the form 
of a label or seal affixed to the equipment or 
supplies, warranting that they have been 
tested in accordance with and conform to the 
specified standards. Proof may also be fur-
nished in the form of a certificate from one 
of the above listed organizations certifying 
that the item(s) furnished have been tested 
in accordance with and conform to the speci-
fied standards. 

(End of provision) 

852.211–73 Brand name or equal. 
As prescribed in 811.104–71, insert the 

following clause: 

BRAND NAME OR EQUAL (JAN 2008) 

(NOTE: As used in this clause, the term 
‘‘brand name’’ includes identification of 
products by make and model.) 

(a) If items called for by this invitation for 
bids have been identified in the schedule by 
a ‘‘brand name or equal’’ description, such 
identification is intended to be descriptive, 
but not restrictive, and is to indicate the 
quality and characteristics of products that 
will be satisfactory. Bids offering ‘‘equal’’ 
products (including products of the brand 
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