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must be installed to provide the capac-
ity required by paragraph (a) of this 
section. 

[Amdt. 192–93, 68 FR 53901, Sept. 15, 2003, as 
amended by Amdt. 192–96, 69 FR 27863, May 
17, 2004] 

§ 192.745 Valve maintenance: Trans-
mission lines. 

(a) Each transmission line valve that 
might be required during any emer-
gency must be inspected and partially 
operated at intervals not exceeding 15 
months, but at least once each cal-
endar year. 

(b) Each operator must take prompt 
remedial action to correct any valve 
found inoperable, unless the operator 
designates an alternative valve. 

[Amdt. 192–43, 47 FR 46851, Oct. 21, 1982, as 
amended by Amdt. 192–93, 68 FR 53901, Sept. 
15, 2003] 

§ 192.747 Valve maintenance: Distribu-
tion systems. 

(a) Each valve, the use of which may 
be necessary for the safe operation of a 
distribution system, must be checked 
and serviced at intervals not exceeding 
15 months, but at least once each cal-
endar year. 

(b) Each operator must take prompt 
remedial action to correct any valve 
found inoperable, unless the operator 
designates an alternative valve. 

[Amdt. 192–43, 47 FR 46851, Oct. 21, 1982, as 
amended by Amdt. 192–93, 68 FR 53901, Sept. 
15, 2003] 

§ 192.749 Vault maintenance. 

(a) Each vault housing pressure regu-
lating and pressure limiting equip-
ment, and having a volumetric internal 
content of 200 cubic feet (5.66 cubic me-
ters) or more, must be inspected at in-
tervals not exceeding 15 months, but at 
least once each calendar year, to deter-
mine that it is in good physical condi-
tion and adequately ventilated. 

(b) If gas is found in the vault, the 
equipment in the vault must be in-
spected for leaks, and any leaks found 
must be repaired. 

(c) The ventilating equipment must 
also be inspected to determine that it 
is functioning properly. 

(d) Each vault cover must be in-
spected to assure that it does not 
present a hazard to public safety. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–43, 47 FR 46851, Oct. 21, 1982; Amdt. 
192–85, 63 FR 37504, July 13, 1998] 

§ 192.751 Prevention of accidental igni-
tion. 

Each operator shall take steps to 
minimize the danger of accidental igni-
tion of gas in any structure or area 
where the presence of gas constitutes a 
hazard of fire or explosion, including 
the following: 

(a) When a hazardous amount of gas 
is being vented into open air, each po-
tential source of ignition must be re-
moved from the area and a fire extin-
guisher must be provided. 

(b) Gas or electric welding or cutting 
may not be performed on pipe or on 
pipe components that contain a com-
bustible mixture of gas and air in the 
area of work. 

(c) Post warning signs, where appro-
priate. 

§ 192.753 Caulked bell and spigot 
joints. 

(a) Each cast iron caulked bell and 
spigot joint that is subject to pressures 
of more than 25 psi (172kPa) gage must 
be sealed with: 

(1) A mechanical leak clamp; or 
(2) A material or device which: 
(i) Does not reduce the flexibility of 

the joint; 
(ii) Permanently bonds, either chemi-

cally or mechanically, or both, with 
the bell and spigot metal surfaces or 
adjacent pipe metal surfaces; and 

(iii) Seals and bonds in a manner that 
meets the strength, environmental, 
and chemical compatibility require-
ments of §§ 192.53 (a) and (b) and 192.143. 

(b) Each cast iron caulked bell and 
spigot joint that is subject to pressures 
of 25 psi (172kPa) gage or less and is ex-
posed for any reason must be sealed by 
a means other than caulking. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–25, 41 FR 23680, June 11, 1976; 
Amdt. 192–85, 63 FR 37504, July 13, 1998; 
Amdt. 192–93, 68 FR 53901, Sept. 15, 2003] 
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