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Federal Highway Administration, DOT § 627.3 

documents may be obtained from the 
following organizations: 

(1) American Association of State 
Highway and Transportation Officials 
(AASHTO), Suite 249, 444 North Capitol 
Street, NW., Washington, DC 20001. 

(2) American Welding Society (AWS), 
2501 Northwest Seventh Street, Miami, 
FL 33125. 

[62 FR 15397, Apr. 1, 1997, as amended at 67 
FR 6395, Feb. 12, 2002; 69 FR 18803, Apr. 9, 
2004; 71 FR 26414, May 5, 2006; 74 FR 28442, 
June 16, 2009] 

PART 626—PAVEMENT POLICY 

Sec. 
626.1 Purpose. 
626.2 Definitions. 
626.3 Policy. 

AUTHORITY: 23 U.S.C. 101(e), 109, and 315; 49 
CFR 1.48(b) 

SOURCE: 61 FR 67174, Dec. 19, 1996, unless 
otherwise noted. 

§ 626.1 Purpose. 
To set forth pavement design policy 

for Federal-aid highway projects. 

§ 626.2 Definitions. 
Unless otherwise specified in this 

part, the definitions in 23 U.S.C. 101(a) 
are applicable to this part. As used in 
this part: 

Pavement design means a project level 
activity where detailed engineering 
and economic considerations are given 
to alternative combinations of subbase, 
base, and surface materials which will 
provide adequate load carrying capac-
ity. Factors which are considered in-
clude: Materials, traffic, climate, 
maintenance, drainage, and life-cycle 
costs. 

§ 626.3 Policy. 
Pavement shall be designed to ac-

commodate current and predicted traf-
fic needs in a safe, durable, and cost ef-
fective manner. 

PART 627—VALUE ENGINEERING 

Sec. 
627.1 Purpose and applicability. 
627.3 Definitions. 
627.5 Applicable projects. 
627.7 VE programs. 
627.9 Conducting a VE analysis. 

AUTHORITY: 23 U.S.C. 106(e), 106(g), 106(h), 
112(a) and (b), 302, 315; and 49 CFR part 18. 

SOURCE: 77 FR 15254, Mar. 15, 2012, unless 
otherwise noted. 

§ 627.1 Purpose and applicability. 
(a) The purpose of this part is to pre-

scribe the programs, policies and pro-
cedures for the integration of value en-
gineering (VE) into the planning and 
development of all applicable Federal- 
aid highway projects. 

(b) Each State transportation agency 
(STA) shall establish and sustain a VE 
program. This program shall establish 
the policies and procedures identifying 
when a VE analysis is required. These 
policies and procedures should also 
identify when a VE analysis is encour-
aged on all other projects where there 
is a high potential to realize the bene-
fits of a VE analysis. 

(c) The STAs shall establish the poli-
cies, procedures, functions, and capac-
ity to monitor, assess, and report on 
the performance of the VE program, 
along with the VE analyses that are 
conducted and Value Engineering 
Change Proposals (VECP) that are ac-
cepted. The STAs shall ensure that its 
subrecipients conduct VE analyses in 
compliance with this part. 

§ 627.3 Definitions. 
The following terms used in this part 

are defined as follows: 
Bridge project. A bridge project shall 

include any project where the primary 
purpose is to construct, reconstruct, 
rehabilitate, resurface, or restore a 
bridge. 

Final design. Final design has the 
same meaning as defined in 23 CFR 
636.103. 

Project. A portion of a highway that a 
STA or public authority proposes to 
construct, reconstruct, or improve as 
described in the preliminary design re-
port or applicable environmental docu-
ment. A project is defined as the log-
ical termini in the environmental doc-
ument and may consist of several con-
tracts, or phases of a project or con-
tract, which are implemented over sev-
eral years. 

Total project costs. The costs of all 
phases of a project including environ-
ment, design, right-of-way, utilities 
and construction. 
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