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or explosion, or where high heat emis-
sions from a completion combustion 
device may negatively impact tundra, 
permafrost or waterways. Completion 
combustion devices must be equipped 
with a reliable continuous ignition 
source over the duration of flowback. 

(4) You have a general duty to safely 
maximize resource recovery and mini-
mize releases to the atmosphere during 
flowback and subsequent recovery. 

(b) You must maintain a log for each 
well completion operation at each gas 
well affected facility. The log must be 
completed on a daily basis for the dura-
tion of the well completion operation 
and must contain the records specified 
in § 60.5420(c)(1)(iii). 

(c) You must demonstrate initial 
compliance with the standards that 
apply to gas well affected facilities as 
required by § 60.5410. 

(d) You must demonstrate contin-
uous compliance with the standards 
that apply to gas well affected facili-
ties as required by § 60.5415. 

(e) You must perform the required 
notification, recordkeeping and report-
ing as required by § 60.5420. 

(f)(1) For each gas well affected facil-
ity specified in paragraphs (f)(1)(i) and 
(ii) of this section, you must comply 
with the requirements of paragraphs 
(f)(2) and (3) of this section. 

(i) Each well completion operation 
with hydraulic fracturing at a gas well 
affected facility meeting the criteria 
for a wildcat or delineation well. 

(ii) Each well completion operation 
with hydraulic fracturing at a gas well 
affected facility meeting the criteria 
for a non-wildcat low pressure gas well 
or non-delineation low pressure gas 
well. 

(2) You must capture and direct 
flowback emissions to a completion 
combustion device, except in condi-
tions that may result in a fire hazard 
or explosion, or where high heat emis-
sions from a completion combustion 
device may negatively impact tundra, 
permafrost or waterways. Completion 
combustion devices must be equipped 
with a reliable continuous ignition 
source over the duration of flowback. 
You must also comply with paragraphs 
(a)(4) and (b) through (e) of this sec-
tion. 

(3) You must maintain records speci-
fied in § 60.5420(c)(1)(iii) for wildcat, de-
lineation and low pressure gas wells. 

§ 60.5380 What standards apply to cen-
trifugal compressor affected facili-
ties? 

You must comply with the standards 
in paragraphs (a) through (d) of this 
section for each centrifugal compressor 
affected facility. 

(a)(1) You must reduce VOC emis-
sions from each centrifugal compressor 
wet seal fluid degassing system by 95.0 
percent or greater. 

(2) If you use a control device to re-
duce emissions, you must equip the wet 
seal fluid degassing system with a 
cover that meets the requirements of 
§ 60.5411(b) and is connected through a 
closed vent system that meets the re-
quirements of § 60.5411(a) to a control 
device that meets the conditions speci-
fied in § 60.5412. 

(b) You must demonstrate initial 
compliance with the standards that 
apply to centrifugal compressor af-
fected facilities as required by § 60.5410. 

(c) You must demonstrate continuous 
compliance with the standards that 
apply to centrifugal compressor af-
fected facilities as required by § 60.5415. 

(d) You must perform the required 
notification, recordkeeping, and re-
porting as required by § 60.5420. 

§ 60.5385 What standards apply to re-
ciprocating compressor affected fa-
cilities? 

You must comply with the standards 
in paragraphs (a) through (d) of this 
section for each reciprocating com-
pressor affected facility. 

(a) You must replace the recipro-
cating compressor rod packing accord-
ing to either paragraph (a)(1) or (2) of 
this section. 

(1) Before the compressor has oper-
ated for 26,000 hours. The number of 
hours of operation must be continu-
ously monitored beginning upon initial 
startup of your reciprocating com-
pressor affected facility, or October 15, 
2012, or the date of the most recent re-
ciprocating compressor rod packing re-
placement, whichever is later. 

(2) Prior to 36 months from the date 
of the most recent rod packing replace-
ment, or 36 months from the date of 
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