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was accepted by the initial transporter. 
Include in the report the following in-
formation: 

(i) A copy of the waste shipment 
record for which a confirmation of de-
livery was not received, and 

(ii) A cover letter signed by the waste 
generator explaining the efforts taken 
to locate the asbestos waste shipment 
and the results of those efforts. 

(5) Retain a copy of all waste ship-
ment records, including a copy of the 
waste shipment record signed by the 
owner or operator of the designated 
waste disposal site, for at least 2 years. 

(e) Furnish upon request, and make 
available for inspection by the Admin-
istrator, all records required under this 
section. 

[55 FR 48429, Nov. 20, 1990; 56 FR 1669, Jan. 16, 
1991, as amended at 68 FR 54793, Sept. 18, 
2003] 

§ 61.151 Standard for inactive waste 
disposal sites for asbestos mills and 
manufacturing and fabricating op-
erations. 

Each owner or operator of any inac-
tive waste disposal site that was oper-
ated by sources covered under § 61.142, 
61.144, or 61.147 and received deposits of 
asbestos-containing waste material 
generated by the sources, shall: 

(a) Comply with one of the following: 
(1) Either discharge no visible emis-

sions to the outside air from an inac-
tive waste disposal site subject to this 
paragraph; or 

(2) Cover the asbestos-containing 
waste material with at least 15 centi-
meters (6 inches) of compacted non-
asbestos-containing material, and grow 
and maintain a cover of vegetation on 
the area adequate to prevent exposure 
of the asbestos-containing waste mate-
rial. In desert areas where vegetation 
would be difficult to maintain, at least 
8 additional centimeters (3 inches) of 
well-graded, nonasbestos crushed rock 
may be placed on top of the final cover 
instead of vegetation and maintained 
to prevent emissions; or 

(3) Cover the asbestos-containing 
waste material with at least 60 centi-
meters (2 feet) of compacted non-
asbestos-containing material, and 
maintain it to prevent exposure of the 
asbestos-containing waste; or 

(4) For inactive waste disposal sites 
for asbestos tailings, a resinous or pe-
troleum-based dust suppression agent 
that effectively binds dust to control 
surface air emissions may be used in-
stead of the methods in paragraphs (a) 
(1), (2), and (3) of this section. Use the 
agent in the manner and frequency rec-
ommended for the particular asbestos 
tailings by the manufacturer of the 
dust suppression agent to achieve and 
maintain dust control. Obtain prior 
written approval of the Administrator 
to use other equally effective dust sup-
pression agents. For purposes of this 
paragraph, any used, spent, or other 
waste oil is not considered a dust sup-
pression agent. 

(b) Unless a natural barrier ade-
quately deters access by the general 
public, install and maintain warning 
signs and fencing as follows, or comply 
with paragraph (a)(2) or (a)(3) of this 
section. 

(1) Display warning signs at all en-
trances and at intervals of 100 m (328 
ft) or less along the property line of the 
site or along the perimeter of the sec-
tions of the site where asbestos-con-
taining waste material was deposited. 
The warning signs must: 

(i) Be posted in such a manner and lo-
cation that a person can easily read 
the legend; and 

(ii) Conform to the requirements for 
51 cm×36 cm (20″×14″) upright format 
signs specified in 29 CFR 1910.145(d)(4) 
and this paragraph; and 

(iii) Display the following legend in 
the lower panel with letter sizes and 
styles of a visibility at least equal to 
those specified in this paragraph. 

Legend Notation 

Asbestos Waste Disposal 
Site.

2.5 cm (1 inch) Sans Serif, 
Gothic or Block 

Do Not Create Dust ............... 1.9 cm (3⁄4 inch) Sans Serif, 
Gothic or Block 

Breathing Asbestos is Haz-
ardous to Your Health.

14 Point Gothic. 

Spacing between any two lines must be 
at least equal to the height of the 
upper of the two lines. 

(2) Fence the perimeter of the site in 
a manner adequate to deter access by 
the general public. 
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(3) When requesting a determination 
on whether a natural barrier ade-
quately deters public access, supply in-
formation enabling the Administrator 
to determine whether a fence or a nat-
ural barrier adequately deters access 
by the general public. 

(c) The owner or operator may use an 
alternative control method that has re-
ceived prior approval of the Adminis-
trator rather than comply with the re-
quirements of paragraph (a) or (b) of 
this section. 

(d) Notify the Administrator in writ-
ing at least 45 days prior to excavating 
or otherwise disturbing any asbestos- 
containing waste material that has 
been deposited at a waste disposal site 
under this section, and follow the pro-
cedures specified in the notification. If 
the excavation will begin on a date 
other than the one contained in the 
original notice, notice of the new start 
date must be provided to the Adminis-
trator at least 10 working days before 
excavation begins and in no event shall 
excavation begin earlier than the date 
specified in the original notification. 
Include the following information in 
the notice: 

(1) Scheduled starting and comple-
tion dates. 

(2) Reason for disturbing the waste. 
(3) Procedures to be used to control 

emissions during the excavation, stor-
age, transport, and ultimate disposal of 
the excavated asbestos-containing 
waste material. If deemed necessary, 
the Administrator may require changes 
in the emission control procedures to 
be used. 

(4) Location of any temporary stor-
age site and the final disposal site. 

(e) Within 60 days of a site becoming 
inactive and after the effective date of 
this subpart, record, in accordance 
with State law, a notation on the deed 
to the facility property and on any 
other instrument that would normally 
be examined during a title search; this 
notation will in perpetuity notify any 
potential purchaser of the property 
that: 

(1) The land has been used for the dis-
posal of asbestos-containing waste ma-
terial; 

(2) The survey plot and record of the 
location and quantity of asbestos-con-
taining waste disposed of within the 

disposal site required in § 61.154(f) have 
been filed with the Administrator; and 

(3) The site is subject to 40 CFR part 
61, subpart M. 

[49 FR 13661, Apr. 5, 1984, as amended at 53 
FR 36972, Sept. 23, 1988. Redesignated and 
amended at 55 FR 48429, Nov. 20, 1990] 

§ 61.152 Air-cleaning. 

(a) The owner or operator who uses 
air cleaning, as specified in §§ 61.142(a), 
61.144(b)(2), 61.145(c)(3)(i)(B)(1), 
61.145(c)(4)(ii), 61.145(c)(11)(i), 
61.146(b)(2), 61.147(b)(2), 61.149(b), 
61.149(c)(1)(ii), 61.150(a)(1)(ii), 
61.150(a)(2)(ii), and 61.155(e) shall: 

(1) Use fabric filter collection de-
vices, except as noted in paragraph (b) 
of this section, doing all of the fol-
lowing: 

(i) Ensuring that the airflow perme-
ability, as determined by ASTM Meth-
od D737–75, does not exceed 9 m3/min/m2 
(30 ft3/min/ft2) for woven fabrics or 113/ 
min/m2(35 ft3/min/ft2) for felted fabrics, 
except that 12 m3/min/m2 (40 ft3min/ft2) 
for woven and 14 m3/min/m2 (45 ft 3min/ 
ft2) for felted fabrics is allowed for fil-
tering air from asbestos ore dryers; and 

(ii) Ensuring that felted fabric weighs 
at least 475 grams per square meter (14 
ounces per square yard) and is at least 
1.6 millimeters (one-sixteenth inch) 
thick throughout; and 

(iii) Avoiding the use of synthetic 
fabrics that contain fill yarn other 
than that which is spun. 

(2) Properly install, use, operate, and 
maintain all air-cleaning equipment 
authorized by this section. Bypass de-
vices may be used only during upset or 
emergency conditions and then only 
for so long as it takes to shut down the 
operation generating the particulate 
asbestos material. 

(3) For fabric filter collection devices 
installed after January 10, 1989, provide 
for easy inspection for faulty bags. 

(b) There are the following excep-
tions to paragraph (a)(1): 

(1) After January 10, 1989, if the use 
of fabric creates a fire or explosion haz-
ard, or the Administrator determines 
that a fabric filter is not feasible, the 
Administrator may authorize as a sub-
stitute the use of wet collectors de-
signed to operate with a unit con-
tacting energy of at least 9.95 
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