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needs. The ultimate goal in developing infor-
mation through the evaluation process is to 
assemble criteria for a model enforcement 
program. 

PART 658—TRUCK SIZE AND 
WEIGHT, ROUTE DESIGNATIONS— 
LENGTH, WIDTH AND WEIGHT 
LIMITATIONS 

Sec. 
658.1 Purpose. 
658.3 Policy statement. 
658.5 Definitions. 
658.7 Applicability. 
658.9 National Network criteria. 
658.11 Additions, deletions, exceptions, and 

restrictions. 
658.13 Length. 
658.15 Width. 
658.16 Exclusions from length and width de-

terminations. 
658.17 Weight. 
658.19 Reasonable access. 
658.21 Identification of National Network. 
658.23 LCV freeze; cargo-carrying unit 

freeze. 
APPENDIX A TO PART 658—NATIONAL NET-

WORK—FEDERALLY-DESIGNATED ROUTES 
APPENDIX B TO PART 658—GRANDFATHERED 

SEMITRAILER LENGTHS 
APPENDIX C TO PART 658—TRUCKS OVER 80,000 

POUNDS ON THE INTERSTATE SYSTEM AND 
TRUCKS OVER STAA LENGTHS ON THE NA-
TIONAL NETWORK 

APPENDIX D TO PART 658—DEVICES THAT ARE 
EXCLUDED FROM MEASUREMENT OF THE 
LENGTH OR WIDTH OF A COMMERCIAL 
MOTOR VEHICLE 

AUTHORITY: 23 U.S.C. 127 and 315; 49 U.S.C. 
31111, 31112, and 31114; sec. 347, Pub. L. 108–7, 
117 Stat. 419; sec, 756, Pub. L. 109–58, 119 Stat. 
829; sec. 1309, Pub. L. 109–59, 119 Stat. 1219; 
sec. 115, Pub. L. 109–115, 119 Stat. 2408; 49 CFR 
1.48(b)(19) and (c)(19). 

SOURCE: 49 FR 23315, June 5, 1984, unless 
otherwise noted. 

§ 658.1 Purpose. 
The purpose of this part is to identify 

a National Network of highways avail-
able to vehicles authorized by provi-
sions of the Surface Transportation As-
sistance Act of 1982 (STAA) as amend-
ed, and to prescribe national policies 
that govern truck and bus size and 
weight. 

[59 FR 30419, June 13, 1994] 

§ 658.3 Policy statement. 
The Federal Highway Administra-

tion’s (FHWA) policy is to provide a 

safe and efficient National Network of 
highways that can safely and effi-
ciently accommodate the large vehi-
cles authorized by the STAA. This net-
work includes the Interstate System 
plus other qualifying Federal-aid Pri-
mary System Highways. 

§ 658.5 Definitions. 

Automobile transporters. Any vehicle 
combination designed and used specifi-
cally for the transport of assembled 
highway vehicles, including truck 
camper units. 

Beverage semitrailer. A van-type, drop- 
frame semitrailer designed and used 
specifically for the transport and deliv-
ery of bottled or canned beverages (i.e., 
liquids for drinking, including water) 
which has side-only access for loading 
and unloading this commodity. 
Semitrailer has the same meaning as 
in 49 CFR 390.5. 

Boat transporters. Any vehicle com-
bination designed and used specifically 
to transport assembled boats and boat 
hulls. Boats may be partially disassem-
bled to facilitate transporting. 

Bridge gross weight formula. The 
standard specifying the relationship 
between axle (or groups of axles) spac-
ing and the gross weight that (those) 
axle(s) may carry expressed by the for-
mula: 
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where W=overall gross weight on any group 
of two or more consecutive axles to the 
nearest 500 pounds, L=distance in feet be-
tween the extreme of any group of two or 
more consecutive axles, and N=number of 
axles in the group under consideration. 

Cargo-carrying unit. As used in this 
part, cargo-carrying unit means any 
portion of a commercial motor vehicle 
(CMV) combination (other than a truck 
tractor) used for the carrying of cargo, 
including a trailer, semitrailer, or the 
cargo-carrying section of a single-unit 
truck. The length of the cargo carrying 
units of a CMV with two or more such 
units is measured from the front of the 
first unit to the rear of the last [in-
cluding the hitch(es) between the 
units]. 

VerDate Mar<15>2010 09:47 Jun 18, 2014 Jkt 232081 PO 00000 Frm 00301 Fmt 8010 Sfmt 8010 Y:\SGML\232081.XXX 232081 E
C

14
O

C
91

.0
11

<
/M

A
T

H
>

pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



292 

23 CFR Ch. I (4–1–14 Edition) § 658.5 

Commercial motor vehicle. For pur-
poses of this regulation, a motor vehi-
cle designed or regularly used to carry 
freight, merchandise, or more than ten 
passengers, whether loaded or empty, 
including buses, but not including vehi-
cles used for vanpools, or recreational 
vehicles operating under their own 
power. 

Drive-away saddlemount vehicle trans-
porter combination. The term drive- 
away saddlemount vehicle transporter 
combination means a vehicle combina-
tion designed and specifically used to 
tow up to 3 trucks or truck tractors, 
each connected by a saddle to the 
frame or fifth wheel of the forward ve-
hicle of the truck tractor in front of it. 
Such combinations may include up to 
one fullmount. 

Dromedary unit. A box, deck, or plate 
mounted behind the cab and forward of 
the fifth wheel on the frame of the 
power unit of a truck tractor- 
semitrailer combination. 

Federal-aid Primary System. The Fed-
eral-aid Highway System of rural arte-
rials and their extensions into or 
through urban areas in existence on 
June 1, 1991, as described in 23 U.S.C. 
103(b) in effect at that time. 

Fullmount. A fullmount is a smaller 
vehicle mounted completely on the 
frame of either the first or last vehicle 
in a saddlemount combination. 

Interstate System. The National Sys-
tem of Interstate and Defense High-
ways described in sections 103(e) and 
139(a) of Title 23, U.S.C. For the pur-
pose of this regulation this system in-
cludes toll roads designated as Inter-
state. 

Length exclusive devices. Devices ex-
cluded from the measurement of vehi-
cle length. Such devices shall not be 
designed or used to carry cargo. 

Longer combination vehicle (LCV). As 
used in this part, longer combination 
vehicle means any combination of a 
truck tractor and two or more trailers 
or semitrailers which operates on the 
Interstate System at a gross vehicle 
weight greater than 80,000 pounds. 

Maxi-cube vehicle. A maxi-cube vehi-
cle is a combination vehicle consisting 
of a power unit and a trailing unit, 
both of which are designed to carry 
cargo. The power unit is a nonarticu-
lated truck with one or more drive 

axles that carries either a detachable 
or a permanently attached cargo box. 
The trailing unit is a trailer or 
semitrailer with a cargo box so de-
signed that the power unit may be 
loaded and unloaded through the trail-
ing unit. Neither cargo box shall ex-
ceed 34 feet in length, excluding draw-
bar or hitching device; the distance 
from the front of the first to the rear of 
the second cargo box shall not exceed 
60 feet, including the space between the 
cargo boxes; and the overall length of 
the combination vehicle shall not ex-
ceed 65 feet, including the space be-
tween the cargo boxes. 

Motor carrier of passengers. As used in 
this part, a motor carrier of passengers 
is a common, contract, or private car-
rier using a bus to provide commercial 
transportation of passengers. Bus has 
the same meaning as in 49 CFR 390.5. 

National Network (NN). The composite 
of the individual network of highways 
from each State on which vehicles au-
thorized by the provisions of the STAA 
are allowed to operate. The network in 
each State includes the Interstate Sys-
tem, exclusive of those portions ex-
cepted under § 658.11(f) or deleted under 
§ 658.11(d), and those portions of the 
Federal-aid Primary System in exist-
ence on June 1, 1991, set out by the 
FHWA in appendix A to this part. 

Nondivisible load or vehicle. 
(1) As used in this part, nondivisible 

means any load or vehicle exceeding 
applicable length or weight limits 
which, if separated into smaller loads 
or vehicles, would: 

(i) Compromise the intended use of 
the vehicle, i.e., make it unable to per-
form the function for which it was in-
tended; 

(ii) Destroy the value of the load or 
vehicle, i.e., make it unusable for its 
intended purpose; or 

(iii) Require more than 8 workhours 
to dismantle using appropriate equip-
ment. The applicant for a nondivisible 
load permit has the burden of proof as 
to the number of workhours required 
to dismantle the load. 

(2) A State may treat as nondivisible 
loads or vehicles: emergency response 
vehicles, including those loaded with 
salt, sand, chemicals or a combination 
thereof, with or without a plow or 
blade attached in front, and being used 
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for the purpose of spreading the mate-
rial on highways that are or may be-
come slick or icy; casks designed for 
the transport of spent nuclear mate-
rials; and military vehicles trans-
porting marked military equipment or 
materiel. 

Over-the-road bus. The term over-the- 
road bus means a bus characterized by 
an elevated passenger deck located 
over a baggage compartment, and typi-
cally operating on the Interstate Sys-
tem or roads previously designated as 
making up the Federal-aid Primary 
System. 

Saddlemount combination. A 
saddlemount combination is a com-
bination of vehicles in which a truck or 
truck tractor tows one or more trucks 
or truck tractors, each connected by a 
saddle to the frame or fifth wheel of 
the vehicle in front of it. The saddle is 
a mechanism that connects the front 
axle of the towed vehicle to the frame 
or fifth wheel of the vehicle in front 
and functions like a fifth wheel king-
pin connection. When two vehicles are 
towed in this manner the combination 
is called a double saddlemount com-
bination. When three vehicles are 
towed in this manner, the combination 
is called a triple saddlemount combina-
tion. 

Single axle weight. The total weight 
transmitted to the road by all wheels 
whose centers may be included between 
two parallel transverse vertical planes 
40 inches apart, extending across the 
full width of the vehicle. The Federal 
single axle weight limit on the Inter-
state System is 20,000 pounds. 

Special mobile equipment. Every self- 
propelled vehicle not designed or used 
primarily for the transportation of per-
sons or property and incidentally oper-
ated or moved over the highways, in-
cluding military equipment, farm 
equipment, implements of husbandry, 
road construction or maintenance ma-
chinery, and emergency apparatus 
which includes fire and police emer-
gency equipment. This list is partial 
and not exclusive of such other vehi-
cles as may fall within the general 
terms of this definition. 

Stinger-steered combination. A truck 
tractor semitrailer wherein the fifth 
wheel is located on a drop frame lo-

cated behind and below the rear-most 
axle of the power unit. 

Tandem axle weight. The total weight 
transmitted to the road by two or more 
consecutive axles whose centers may 
be included between parallel transverse 
vertical planes spaced more than 40 
inches and not more than 96 inches 
apart, extending across the full width 
of the vehicle. The Federal tandem 
axle weight limit on the Interstate 
System is 34,000 pounds. 

Terminal. The term terminal as used in 
this regulation means, at a minimum, 
any location where: 

Freight either originates, termi-
nates, or is handled in the transpor-
tation process; or 

Commercial motor carriers maintain 
operating facilities. 

Tractor or Truck tractor. The noncargo 
carrying power unit that operates in 
combination with a semitrailer or 
trailer, except that a truck tractor and 
semitrailer engaged in the transpor-
tation of automobiles may transport 
motor vehicles on part of the power 
unit, and a truck tractor equipped with 
a dromedary unit operating in com-
bination with a semitrailer trans-
porting Class 1 explosives and/or any 
munitions related security material as 
specified by the U.S. Department of De-
fense in compliance with 49 CFR 177.835 
may use the dromedary unit to carry a 
portion of the cargo. 

Truck-tractor semitrailer-semitrailer. In 
a truck-tractor semitrailer-semitrailer 
combination vehicle, the two trailing 
units are connected with a ‘‘B-train’’ 
assembly. The B-train assembly is a 
rigid frame extension attached to the 
rear frame of a first semitrailer which 
allows for a fifth wheel connection 
point for the second semitrailer. This 
combination has one less articulation 
point than the conventional ‘‘A dolly’’ 
connected truck-tractor semitrailer- 
trailer combination. 

Truck-trailer boat transporter. A boat 
transporter combination consisting of 
a straight truck towing a trailer using 
typically a ball and socket connection. 
The trailer axle(s) is located substan-
tially at the trailer center of gravity 
(rather than the rear of the trailer) but 
so as to maintain a downward force on 
the trailer tongue. 
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Width exclusive devices. Devices ex-
cluded from the measurement of vehi-
cle width. Such devices shall not be de-
signed or used to carry cargo. 

[49 FR 23315, June 5, 1984] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 658.5, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 658.7 Applicability. 

Except as limited in § 658.17(a) the 
provisions of this part are applicable to 
the National Network and reasonable 
access thereto. However, nothing in 
this regulation shall be construed to 
prevent any State from applying any 
weight and size limits to other high-
ways, except when such limits would 
deny reasonable access to the National 
Network. 

§ 658.9 National Network criteria. 

(a) The National Network listed in 
the appendix to this part is available 
for use by commerical motor vehicles 
of the dimensions and configurations 
described in §§ 658.13 and 658.15. 

(b) For those States with detailed 
lists of individual routes in the appen-
dix, the routes have been designated on 
the basis of their general adherence to 
the following criteria. 

(1) The route is a geometrically typ-
ical component of the Federal-Aid Pri-
mary System, serving to link principal 
cities and densely developed portions 
of the States. 

(2) The route is a high volume route 
utilized extensively by large vehicles 
for interstate commerce. 

(3) The route does not have any re-
strictions precluding use by conven-
tional combination vehicles. 

(4) The route has adequate geo-
metrics to support safe operations, 
considering sight distance, severity 
and length of grades, pavement width, 
horizontal curvature, shoulder width, 
bridge clearances and load limits, traf-
fic volumes and vehicle mix, and inter-
section geometry. 

(5) The route consists of lanes de-
signed to be a width of 12 feet or more 
or is otherwise consistent with high-
way safety. 

(6) The route does not have any un-
usual characteristics causing current 
or anticipated safety problems. 

(c) For those States where State law 
provides that STAA authorized vehi-
cles may use all or most of the Federal- 
Aid Primary system, the National Net-
work is no more restrictive than such 
law. The appendix contains a narrative 
summary of the National Network in 
those States. 

[49 FR 23315, June 5, 1984, as amended at 53 
FR 12148, Apr. 13, 1988] 

§ 658.11 Additions, deletions, excep-
tions, and restrictions. 

To ensure that the National Network 
remains substantially intact, FHWA 
retains the authority to rule upon all 
requested additions to and deletions 
from the National Network as well as 
requests for the imposition of certain 
restrictions. FHWA approval or dis-
approval will constitute the final deci-
sion of the U.S. Department of Trans-
portation. 

(a) Additions. (1) Requests for addi-
tions to the National Network, includ-
ing justification, shall have the en-
dorsement of the Governor or the Gov-
ernor’s authorized representative, and 
be submitted in writing to the appro-
priate FHWA Division Office. Proposals 
for addition of routes to the National 
Network shall be accompanied by an 
analysis of suitability based on the cri-
teria in § 658.9. 

(2) Proposals for additions that meet 
the criteria of § 658.9 and have the en-
dorsement of the Governor or the Gov-
ernor’s authorized representative will 
be published in the FEDERAL REGISTER 
for public comment as a notice of pro-
posed rulemaking (NPRM), and if found 
acceptable, as a final rule. 

(b) Deletions—Federal-aid primary— 
other than interstate. Changed condi-
tions or additional information may re-
quire the deletion of a designated route 
or a portion thereof. The deletion of 
any route or route segment shall re-
quire FHWA approval. Requests for de-
letion of routes from the National Net-
work, including the reason(s) for the 
deletion, shall be submitted in writing 
to the appropriate FHWA Division Of-
fice. These requests shall be assessed 
on the basis of the criteria of § 658.9. 
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