
221 

Office of Asst. Sec. for Housing, HUD § 3280.714 

without directly energizing other en-
ergy consuming devices. 

[49 FR 32012, Aug. 9, 1984, as amended at 58 
FR 55018, Oct. 25, 1993] 

§ 3280.711 Instructions. 
Operating instructions shall be pro-

vided with each appliance. These in-
structions shall include directions and 
information covering the proper use 
and efficient operation of the appliance 
and its proper maintenance. 

EFFECTIVE DATE NOTE: At 78 FR 73989, Dec. 
9, 2013, § 3280.711 was revised, effective June 6, 
2014. For the convenience of the user, the re-
vised text is set forth as follows: 

§ 3280.711 Instructions. 
Operating instructions must be provided 

with each appliance. The operating and in-
stallation instructions for each appliance 
must be provided with the homeowner’s 
manual. 

§ 3280.712 Marking. 
(a) Information on clearances, input 

rating, lighting and shutdown shall be 
attached to the appliances with the 
same permanence as the nameplate, 
and so located that it is easily readable 
when the appliance is properly in-
stalled or shutdown for transporting of 
manufactured home. 

(b) Each fuel-burning appliance shall 
bear permanent marking designating 
the type(s) of fuel for which it is listed. 

§ 3280.713 Accessibility. 
Every appliance shall be accessible 

for inspection, service, repair, and re-
placement without removing perma-
nent construction. For those purposes, 
inlet piping supplying the appliance 
shall not be considered permanent con-
struction. Sufficient room shall be 
available to enable the operator to ob-
serve the burner, control, and ignition 
means while starting the appliance. 

[58 FR 55018, Oct. 25, 1993] 

§ 3280.714 Appliances, cooling. 
(a) Every air conditioning unit or a 

combination air conditioning and heat-
ing unit shall be listed or certified by a 
nationally recognized testing agency 
for the application for which the unit 
is intended and installed in accordance 
with the terms of its listing. 

(1) Mechanical air conditioners shall 
be rated in accordance with the ARI 
Standard 210/240–89 Unitary Air Condi-
tioning and Air Source Unitary Heat 
Pump Equipment and certified by ARI 
or other nationally recognized testing 
agency capable of providing follow-up 
service. 

(i) Electric motor-driven unitary 
cooling systems with rated capacity 
less than 65,000 BTU/Hr when rated at 
ARI Standard rating conditions in ARI 
Standard 210/240–89 Unitary Air-Condi-
tioning and Air-Source Heat Pump 
Equipment, shall show energy effi-
ciency (EER) values not less than 7.2. 

(ii) Heat pumps shall be certified to 
comply with all the requirements of 
the ARI Standard 210/240–89 Unitary 
Air Conditioning and Air Source Uni-
tary Heat Pump Equipment. Electric 
motor-driven vapor compression heat 
pumps with supplemental electrical re-
sistance heat shall be sized to provide 
by compression at least 60 percent of 
the calculated annual heating require-
ments for the manufactured home 
being served. A control shall be pro-
vided and set to prevent operation of 
supplemental electrical resistance heat 
at outdoor temperatures above 40 F, 
except for defrost operation. 

(iii) Electric motor-driven vapor 
compression heat pumps with supple-
mental electric resistance heat con-
forming to ARI Standard 210/240–89 Uni-
tary Air-Conditioning and Air-Source 
Heat Pump Equipment shall show coef-
ficient of performance ratios not less 
than shown below: 

COP 

Temperature degrees 
fahrenheit 

Coefficient of 
performance 

47 ..................................................................... 2.5 
17 ..................................................................... 1.7 
0 ....................................................................... 1.0 

(2) Gas fired absorption air condi-
tioners must be listed or certified in 
accordance with ANSI Z21.40.1–1996, 
Gas Fired, Heat Activated, Air Condi-
tioning and Heat Pump Appliances, and 
certified by a nationally recognized 
testing agency capable of providing fol-
low-up service. 

(3) Direct refrigerating systems serv-
ing any air conditioning or comfort- 
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cooling system installed in a manufac-
tured home shall employ a type of re-
frigerant that ranks no lower than 
Group 5 in the Underwriters’ Labora-
tories, Inc. ‘‘Classification of Compara-
tive Life Hazard of Various Chemi-
cals.’’ 

(4) When a cooling or heat pump coil 
and air conditioner blower are installed 
with a furnace or heating appliance, 
they shall be tested and listed in com-
bination for heating and safety per-
formance by a nationally recognized 
testing agency. 

(5) Cooling or heat pump indoor coils 
and outdoor sections shall be certified, 
listed and rated in combination for ca-
pacity and efficiency by a nationally 
recognized testing agency(ies). Rating 
procedures shall be based on U.S. De-
partment of Energy test procedures. 

(b) Installation and instructions. (1) 
The installation of each appliance shall 
conform to the terms of its listing as 
specified on the appliance and in the 
manufacturer’s instructions. The in-
staller shall include the manufactur-
er’s installation instructions in the 
manufactured home. Appliances shall 
be secured in place to avoid displace-
ment and movement from vibration 
and road shock. 

(2) Operating instructions shall be 
provided with the appliance. 

(c) Fuel-burning air conditioners 
shall also comply with § 280.707. 

(d) The appliance rating plate shall 
be so located that it is easily readable 
when the appliance is properly in-
stalled. 

(e) Every installed appliance shall be 
accessible for inspection, service, re-
pair and replacement without remov-
ing permanent construction. 

[40 FR 58752, Dec. 18, 1975. Redesignated at 44 
FR 20679, Apr. 6, 1979, as amended at 58 FR 
55018, Oct. 25, 1993; 70 FR 72051, Nov. 30, 2005] 

EFFECTIVE DATE NOTE: At 78 FR 73989, Dec. 
9, 2013, § 3280.714 was amended as follows, ef-
fective June 6, 2014. 

a. Add ‘‘(incorporated by reference, see 
§ 3280.4)’’ immediately following ‘‘Heat Pump 
Equipment’’ in paragraph (a)(1) introductory 
text and immediately following ‘‘Heat Pump 
Appliances’’ in paragraph (a)(2); and 

b. Revise paragraphs (a)(1)(i) and (ii). 
For the convenience of the user, the added 

and revised text is set forth as follows: 

§ 3280.714 Appliances, cooling. 
(a) * * * 
(1) * * * 
(i) Electric motor-driven unitary air- 

cooled air conditioners and heat pumps in 
the cooling mode with rated capacity less 
than 65,000 BTU/hour (19,045 watts), when 
rated at ARI standard rating conditions in 
ARI Standard 210/240–89, Unitary Air-Condi-
tioning and Air-Source Heat Pump Equip-
ment, must have seasonal energy efficiency 
(SEER) values not less than as specified in 10 
CFR Part 430, Energy Conservation Program 
for Consumer Products: Central Air Condi-
tioners and Heat Pumps Energy Conserva-
tion Standards. 

(ii) Heat pumps must be certified to com-
ply with all requirements of the ARI Stand-
ard 210/240–89, Unitary Air Conditioning and 
Air-Source Heat Pump Equipment. Electric 
motor-driven vapor compression heat pumps 
with supplemental electrical resistance heat 
must be sized to provide by compression at 
least 60 percent of the calculated annual 
heating requirements for the manufactured 
home being served. A control must be pro-
vided and set to prevent operation of supple-
mental electrical resistance heat at outdoor 
temperatures above 40 °F (4 °C), except for 
defrost conditions. Electric motor-driven 
vapor compression heat pumps with supple-
mental electric resistance heat conforming 
to ARI Standard 210/240–89, Unitary Air-Con-
ditioning and Air-Source Heat Pump Equip-
ment, must have Heating Season Perform-
ance Factor (HSPF) efficiencies not less 
than as specified in the 10 CFR Part 430, En-
ergy Conservation Program for Consumer 
Products: Central Air Conditioners and Heat 
Pumps Energy Conservation Standards. 

* * * * * 

§ 3280.715 Circulating air systems. 

(a) Supply system. (1) Supply ducts 
and any dampers contained therein 
shall be made from galvanized steel, 
tin-plated steel, or aluminum, or shall 
be listed Class 0, Class 1, or Class 2 air 
ducts. Class 2 air ducts shall be located 
at least 3 feet from the furnace bonnet 
or plenum. A duct system integral with 
the structure shall be of durable con-
struction that can be demonstrated to 
be equally resistant to fire and deterio-
ration. Ducts constructed from sheet 
metal shall be in accordance with the 
following table: 
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