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the port of Port St. Joe, Florida, when 
the duration of the anchorage period is 
less than 96 hours. 

(2) No vessel shall occupy this an-
chorage without obtaining a permit 
from the Captain of the Port. 

§ 110.194 Mobile Bay, Ala., at entrance. 

(a) The anchorage grounds. The waters 
within a radius of 750 yards from a 
point located 1,000 yards true north 
from Fort Morgan Light. 

(b) The regulations. (1) This anchorage 
shall be used by vessels loading or dis-
charging high explosives. It shall also 
be used by vessels carrying dangerous 
or inflammable cargoes requiring an 
anchorage. It may be used for a general 
anchorage when not required for ves-
sels carrying explosives or dangerous 
or inflammable cargoes. 

(2) No vessel shall occupy this an-
chorage without obtaining a permit 
from the Captain of the Port. 

§ 110.194a Mobile Bay, Ala., and Mis-
sissippi Sound, Miss. 

(a) The anchorage grounds. (1) The wa-
ters of lower Mobile Bay, near Cedar 
Point, within an area bounded on the 
north by latitude 30°21′00″, on the east 
by longitude 88°05′00″, on the south by 
latitude 30°20′00″, and on the west by 
longitude 88°06′00″. 

(2) The waters of Mississippi Sound, 
south of Biloxi, within an area bounded 
on the north by latitude 30°20′00″, on 
the east by longitude 88°54′00″, on the 
south by latitude 30°19′00″, and on the 
west by longitude 88°55′00″. 

(b) The regulations. (1) The anchor-
ages are exclusively for the use of un-
manned barges, canal boats, scows, and 
other nondescript vessels. Such craft 
shall be so anchored that they will not 
at any time extend outside the limits 
of the anchorages. 

(2) In emergencies or whenever mari-
time or commercial interests of the 
United States so require, the Captain 
of the Port is authorized to shift the 
position of any craft in the anchorages. 

(3) Whenever in the opinion of the 
Captain of the Port, such action may 
be necessary, any or all craft in these 
anchorages may be required to be 
moored with two or more anchors. 

(4) No vessel shall be navigated with-
in the anchorages at a speed exceeding 
six knots. 

§ 110.194b Mississippi Sound and Gulf 
of Mexico, near Petit Bois Island, 
Miss. 

(a) The anchorage grounds—(1) Explo-
sives Anchorage Area No. 1. A circular 
area with a one-half mile radius with 
its center located at latitude 30°14′09″, 
longitude 88°29′13″, in the waters of 
Mississippi Sound north of the west 
end of Petit Bois Island. 

(2) Explosives Anchorage Area No. 2. A 
circular area with a three-fourths mile 
radius with its center located at lati-
tude 30°11′12″, longitude 88°30′07″, in the 
waters of Gulf of Mexico south of the 
west end of Petit Bois Island. 

(b) The regulations. (1) The areas shall 
be used as temporary anchorages for 
vessels engaged in loading and unload-
ing explosives at the Port of 
Pascagoula, Miss. 

(2) No vessel shall occupy the areas 
without obtaining a permit from the 
Captain of the Port. 

§ 110.195 Mississippi River below 
Baton Rouge, LA, including South 
and Southwest Passes. 

(a) The Anchorage Grounds. Unless 
otherwise specified, all anchorage 
widths are measured from the average 
low water plane (ALWP). 

(1) Pilottown Anchorage. An area 5.2 
miles in length along the right de-
scending bank of the river from mile 
1.5 to mile 6.7 above Head of Passes, ex-
tending in width to 1600 feet from the 
left descending bank of the river. 

CAUTION: A wreck is located within the 
boundaries of this anchorage. Mariners are 
urged to use caution in this anchorage. 

(2) Lower Venice Anchorage. An area 
1.6 miles in length along the left de-
scending bank of the river from mile 
8.0 to mile 9.6 above Head of Passes 
with the west limit 1,200 feet from the 
ALWP of the right descending bank. 

CAUTION: A pipeline crossing exists at mile 
9.8 AHOP. Mariners are urged to use caution 
between mile 9.6 AHOP and mile 10.0 AHOP. 

(3) Upper Venice Anchorage. An area 
1.2 miles in length along the left de-
scending bank of the river from mile 
10.0 to mile 11.2 above Head of Passes 
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with the west limit 1,200 feet from the 
ALWP of the right descending bank. 

(4) Boothville Anchorage. An area 5.5 
miles in length along the right de-
scending bank of the river extending 
from mile 13.0 to mile 18.5 above Head 
of Passes. The width of the anchorage 
is 750 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 250 feet from the water’s edge 
into the river as measured from the 
Low Water Reference Plane (LWRP). 
The outer boundary of the anchorage is 
a line parallel to the nearest bank 1,000 
feet from the water’s edge into the 
river as measured from the LWRP. 

(5) Ostrica Anchorage. An area 1.4 
miles in length along the right de-
scending bank of the river extending 
from mile 23.0 to mile 24.4 above Head 
of Passes. The width of the anchorage 
is 800 feet. 

(6) Port Sulphur Anchorage. An area 
2.2 miles in length along the left de-
scending bank of the river, 800 feet 
wide, extending from mile 37.5 to mile 
39.7 above Head of Passes. 

(7) Magnolia Anchorage. An area 2.1 
miles in length along the right de-
scending bank of the river extending 
from mile 45.5 to mile 47.6 above Head 
of Passes. The width of the anchorage 
is 700 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 400 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 1,100 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(8) Point Celeste Anchorage. An area 
2.2 miles in length along the right de-
scending bank of the river extending 
from mile 49.8 to mile 52.0 above Head 
of Passes. The width of the anchorage 
is 400 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 400 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 800 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(9) Davant Anchorage. An area 1.1 
miles in length along the left descend-
ing bank of the river extending from 
mile 52.8 to mile 53.9 above Head of 

Passes. The width of the anchorage is 
800 feet. 

(10) Alliance Anchorage. An area 2.0 
miles in length along the right de-
scending bank of the river extending 
from mile 63.8 to mile 65.8 above Head 
of Passes. The width of the anchorage 
is 400 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 400 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 800 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(11) Wills Point Anchorage. An area 1.1 
miles in length along the left descend-
ing bank of the river extending from 
mile 66.5 to mile 67.6 above Head of 
Passes. The width of the anchorage is 
600 feet. The inner boundary of the an-
chorage is a line parallel to the nearest 
bank 200 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 800 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(12) Cedar Grove Anchorage. An area 
1.2 miles in length along the right de-
scending bank of the river extending 
from mile 69.9 to mile 71.1 above Head 
of Passes. The width of the anchorage 
is 500 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 200 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 700 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(13) Belle Chasse Anchorage. An area 
2.1 miles in length along the right de-
scending bank of the river extending 
from mile 73.1 to mile 75.2 above Head 
of Passes. The width of the anchorage 
is 575 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 425 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 1,000 feet from the water’s edge 
into the river as measured from the 
LWRP. 
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(14) Lower 12 Mile Point Anchorage. An 
area 2.2 miles in length along the right 
descending bank of the river extending 
from mile 78.6 to mile 80.8 above Head 
of Passes. The width of the anchorage 
is 500 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 300 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 800 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(15) Lower 9 Mile Point Anchorage. An 
area 2.3 miles in length along the right 
descending bank of the river extending 
from mile 82.7 to mile 85.0 above Head 
of Passes. The width of the anchorage 
is 500 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 300 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 800 feet from the water’s edge 
into the river as measured from the 
LWRP. 

Caution: A wreck is located within the bound-
aries of this anchorage. Mariners are urged to 
use caution in this anchorage. 

(16) New Orleans Emergency Anchor-
age. An area 0.5 miles in length along 
the right descending bank of the river 
extending from mile 89.6 to mile 90.1 
above Head of Passes. The width of the 
anchorage is 550 feet. The inner bound-
ary of the anchorage is a line parallel 
to the nearest bank 250 feet from the 
water’s edge into the river as measured 
from the LWRP. The outer boundary of 
the anchorage is a line parallel to the 
nearest bank 800 feet from the water’s 
edge into the river as measured from 
the LWRP. 

NOTE: No vessel shall occupy this anchor-
age unless expressly authorized by the Cap-
tain of the Port. No vessel may anchor in 
this anchorage exceeding 24 hours without 
the authorization of the Captain of the Port. 

(17) New Orleans General Anchorage. 
An area 0.8 miles in length along the 
right descending bank of the river ex-
tending from mile 90.1 to mile 90.9 
above Head of Passes. The width of the 
anchorage is 550 feet. The inner bound-
ary of the anchorage is a line parallel 
to the nearest bank 250 feet from the 

water’s edge into the river as measured 
from the LWRP. The outer boundary of 
the anchorage is a line parallel to the 
nearest bank 800 feet from the water’s 
edge into the river as measured from 
the LWRP. 

(18) Quarantine Anchorage. An area 0.7 
miles in length along the right de-
scending bank of the river extending 
from mile 90.9 to mile 91.6 above Head 
of Passes. The width of the anchorage 
is 800 feet. 

Caution: A wreck is located within the bound-
aries of this anchorage. Mariners are urged to 
use caution in this anchorage. 

NOTE: Vessels carrying cargos of particular 
hazard as defined in 33 CFR 126.10 or cargos 
of petroleum products in bulk may not be 
anchored in the New Orleans General An-
chorage or the Quarantine Anchorage with-
out permission from the Captain of the Port. 

Except when required by the United States 
Public Health Service for quarantine inspection, 
the Quarantine Anchorage may be used as a 
general anchorage. 

(19) Lower Kenner Bend Anchorage. An 
area 1.0 miles in length along the right 
descending bank of the river extending 
from mile 113.3 to mile 114.3 above Head 
of Passes. The width of the anchorage 
is 350 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 350 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 700 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(20) Kenner Bend Anchorage. An area 
0.9 miles in length along the right de-
scending bank of the river extending 
from mile 114.7 to mile 115.6 above Head 
of Passes. The width of the anchorage 
is 700 feet. 

(21) Ama Anchorage. An area 1.8 miles 
in length along the left descending 
bank of the river extending from mile 
115.5 to mile 117.3 above Head of Passes. 
The width of the anchorage is 400 feet. 
The inner boundary of the anchorage is 
a line parallel to the nearest bank 300 
feet from the water’s edge into the 
river as measured from the LWRP. The 
outer boundary of the anchorage is a 
line parallel to the nearest bank 700 
feet from the water’s edge into the 
river as measured from the LWRP. 
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Caution: A wreck is located at mile 115.4 left 
descending bank above Head of Passes marked 
by Mississippi River Wreck Lighted Buoy WR4. 
Mariners are urged to use caution when anchor-
ing in the lower end of this anchorage. 

(22) Bonnet Carre Anchorage. An area 
1.5 miles in length along the left de-
scending bank of the river extending 
from mile 127.3 to mile 128.8 above Head 
of Passes. This area is located adjacent 
to the river end of the Bonnet Carre 
Spillway. The width of the anchorage 
is 600 feet. 

NOTE: When the Bonnet Carre Spillway is 
open, no vessel may be anchored in the Bon-
net Carre Anchorage. 

(23) La Place Anchorage. An area 0.7 
miles in length along the left descend-
ing bank of the river extending from 
mile 134.7 to mile 135.4 above Head of 
Passes. The width of the anchorage is 
600 feet. 

(24) Reserve Anchorage. An area 0.5 
miles in length along the right de-
scending bank of the river extending 
from mile 137.0 to mile 137.5 above Head 
of Passes. The width of the anchorage 
is 500 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 300 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 800 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(25) Lower Grandview Reach Anchor-
age. An area 0.3 miles in length along 
the left descending bank of the river 
extending from mile 146.4 to mile 146.7 
above Head of Passes. The width of the 
anchorage is 500 feet. The inner bound-
ary of the anchorage is a line parallel 
to the nearest bank 200 feet from the 
water’s edge into the river as measured 
from the LWRP. The outer boundary of 
the anchorage is a line parallel to the 
nearest bank 700 feet from the water’s 
edge into the river as measured for the 
LWRP. 

(26) Middle Grandview Reach Anchor-
age. An area 0.4 miles in length along 
the left descending bank of the river 
extending from mile 146.8 to mile 147.2 
above Head of Passes. The width of the 
anchorage is 500 feet. The inner bound-
ary of the anchorage is a line parallel 
to the nearest bank 200 feet from the 
water’s edge into the river as measured 

from the LWRP. The outer boundary of 
the anchorage is a line parallel to the 
nearest bank 700 feet from the water’s 
edge into the river as measured from 
the LWRP. 

(27) Upper Grandview Reach Anchor-
age. An area 1.3 miles in length along 
the left descending bank of the river 
extending from mile 147.5 to mile 148.8 
above Head of Passes. The width of the 
anchorage is 500 feet. The inner bound-
ary of the anchorage is a line parallel 
to the nearest bank 200 feet from the 
water’s edge into the river as measured 
from the LWRP. The outer boundary of 
the anchorage is a line parallel to the 
nearest bank 700 feet from the water’s 
edge into the river as measured from 
the LWRP. 

(28) Sunshine Anchorage. An area 2.0 
miles in length along the left descend-
ing bank of the river extending from 
mile 165.0 to mile 167.0 above Head of 
Passes. The width of the anchorage is 
450 feet. The inner boundary of the an-
chorage is a line parallel to the nearest 
bank 350 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 800 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(29) White Castle Anchorage. An area 
0.7 miles in length along the right de-
scending bank of the river extending 
from mile 190.4 to mile 191.1 above Head 
of Passes. The width of the anchorage 
is 300 feet. The inner boundary of the 
anchorage is a line parallel to the near-
est bank 400 feet from the water’s edge 
into the river as measured from the 
LWRP. The outer boundary of the an-
chorage is a line parallel to the nearest 
bank 700 feet from the water’s edge 
into the river as measured from the 
LWRP. 

(30) Baton Rouge General Anchorage. 
An area 1.5 miles in length along the 
right descending bank of the river, 
1,400 feet wide, extending from mile 
225.8 to mile 227.3 above Head of Passes. 

Caution: Two wrecks are located within the 
boundaries of this anchorage. Mariners are 
urged to use caution in this anchorage. 

(31) Lower Baton Rouge Anchorage. An 
area 0.5 miles in length near mid-chan-
nel between mile 228.5 and mile 229.0 
above Head of Passes with the west 
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limit 1,100 feet off the right descending 
bank and having the width of 700 feet 
at both the upper and lower limits. 

(32) Middle Baton Rouge Anchorage. 
An area 0.2 miles in length near mid- 
channel between mile 229.6 and mile 
229.8 above Head of Passes with the 
west limit 1,100 feet off the right de-
scending bank and having a width of 
700 feet at both the upper and lower 
limits. 

(33) Upper Baton Rouge Anchorage. An 
area 0.4 miles in length near mid-chan-
nel between mile 230.6 and mile 231.0 
above Head of Passes with the west 
limit 1,100 feet off the right descending 
bank and having a width of 1,075 feet at 
the upper limit and 1,200 feet at the 
lower limit. 

(34) Belmont Anchorage. An area 1.1 
miles in length along the left descend-
ing bank of the river extending from 
mile 152.9 (Belmont Light) to mile 154.0 
above Head of Passes. The width of the 
anchorage is 300 feet. The inner bound-
ary of the anchorage is a line parallel 
to the nearest bank 400 feet from the 
water’s edge into the river as measured 
from the LWRP. The outer boundary of 
the anchorage is a line parallel to the 
nearest bank 700 feet from the water’s 
edge into the river as measured from 
the LWRP. 

(b) Temporary Anchorages. (1) Tem-
porary anchorages are non-permanent 
anchorages established by the Com-
mander, Eighth Coast Guard District 
to provide additional anchorage space. 
Establishment of temporary anchor-
ages is based on recommendations by 
the Captain of the Port. 

(2) Each vessel using temporary an-
chorages shall anchor as prescribed by 
the Captain of the Port. 

(3) Establishment of each temporary 
anchorage and any requirement for the 
temporary anchorage will be published 
in the Local Notice of Mariners. 

(4) Each person who has notice of any 
requirement prescribed for a tem-
porary anchorage shall comply with 
that requirement. 

(c) The Regulations. (1) Anchoring in 
the Mississippi River below Baton 
Rouge, LA., including South and 
Southwest Passes is prohibited outside 
of established anchorages except in 
cases of emergency. In an emergency, if 
it becomes necessary to anchor a vessel 

outside an established anchorage, the 
vessel shall be anchored so that it does 
not interfere with or endanger any fa-
cility or other vessel. The master or 
person in charge of the vessel shall no-
tify the Captain of the Port of the loca-
tion of the emergency anchoring by the 
most expeditious means and shall move 
the vessel as soon as the emergency is 
over. 

(2) In an emergency, if it becomes 
necessary to anchor a vessel in South 
Pass or Southwest Pass, the vessel 
shall be positioned as close to the left 
descending bank as possible. 

(3) No vessel may be anchored unless 
it maintains a bridge watch, guards 
and answers Channel 16 FM (or the ap-
propriate VTS New Orleans sector fre-
quency), maintains an accurate posi-
tion plot and can take appropriate ac-
tion to ensure the safety of the vessel, 
structure, and other vessels. 

(4) When anchoring individually, or 
in fleets, vessels shall be anchored with 
sufficient anchors, or secured with suf-
ficient lines, to ensure their remaining 
in place and withstanding the actions 
of winds, currents and the suction of 
passing vessels. 

(5) No vessel may be anchored over 
revetted banks of the river or within 
any cable or pipeline area. The loca-
tions of revetted areas and cable and 
pipeline areas may be obtained from 
the District Engineer, Corps of Engi-
neers, New Orleans, LA. 

(6) The intention to transfer any 
cargo while in an anchorage shall be 
reported to the Captain of the Port, 
giving particulars as to name of ships 
involved, quantity and type of cargo, 
and expected duration of the operation. 
The Captain of the Port shall be noti-
fied upon completion of operations. 
Cargo transfer operations are not per-
mitted in the New Orleans General or 
Quarantine Anchorages. Bunkering and 
similar operations related to ship’s 
stores are exempt from reporting re-
quirements. 

NOTE: Activities conducted within a des-
ignated anchorage (e.g. cargo transfer, tank 
cleaning, stack blowing, etc.) may be re-
stricted by other Federal, State or local reg-
ulations. Owners, or persons in charge of any 
vessel should consider all safety and/or envi-
ronmental regulations prior to engaging in 
any activity within designated anchorages. 
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(7) Vessels anchored in the Lower 
Kenner Bend Anchorage are prohibited 
from using or exercising the ship’s hold 
cargo cranes. Vessels in this anchorage 
must keep the ship’s hold cargo gear in 
the down and hawsed position, as 
rigged for sea transits. Deck-mounted 
cranes, deck booms and stiff legs may 
be used to take on ships stores and 
spare parts and may be used to move 
manifold hoses. 

(8) Nothing in this section relieves 
the owner or person in charge of any 
vessel from the penalties for obstruct-
ing or interfering with navigational 
aids or for failing to comply with the 
navigation laws for lights, day shapes, 
or fog signals and any other applicable 
laws and regulations. 

[CGD 77–028, 46 FR 49850, Oct. 8, 1981] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 110.195, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 110.196 Sabine Pass Channel, Sabine 
Pass, Tex. 

(a) The anchorage area. The water 
bounded by a line connecting the fol-
lowing coordinates: 

Latitude Longitude 
29°44′14″ N 93°52′24″ W 
29°44′18″ N 93°52′06″ W 
29°43′53″ N 93°51′47″ W 
29°43′32″ N 93°51′52″ W 

(b) The regulations. (1) The anchorage 
area is for the temporary use of vessels 
of all types, but especially for naval 
and merchant vessels awaiting weather 
and tidal conditions favorable to the 
resumption of their voyages. 

(2) Except when stress of weather or 
adverse tides or currents make sailing 
impractical or hazardous, vessels shall 
not anchor in the anchorage area for 
periods exceeding 48 hours unless ex-
pressly authorized by the Captain of 
the Port to anchor for longer periods. 

(3) Vessels shall not anchor so as to 
obstruct the passage of other vessels 
proceeding to or from available anchor-
age spaces. 

(4) Anchors shall not be placed 
channelward from the anchorage area, 
and no portion of the hull or rigging of 
any anchored vessel shall extend 

channelward from the limits of the an-
chorage area. 

(5) Vessels using spuds for anchors 
shall anchor as close to shore as prac-
ticable having due regard for the provi-
sions in paragraph (b)(3) of this section. 

(6) Fixed moorings, piles or stakes, 
and floats or buoys for marking an-
chorages or moorings in place are pro-
hibited. 

(7) Whenever the maritime or com-
mercial interests of the United States 
so require, the Captain of the Port is 
hereby empowered to shift the position 
of any vessel anchored or moored with-
in or outside of the anchorage area in-
cluding any vessel which is moored or 
anchored so as to obstruct navigation 
or interfere with range lights. 

[CGFR 67–46, 32 FR 17728, Dec. 12, 1967, as 
amended by CGD08–06–26, 72 FR 464, Jan. 5, 
2007] 

§ 110.197 Galveston Harbor, Bolivar 
Roads Channel, Texas. 

(a)(1) Anchorage area (A). The water 
bounded by a line connecting the fol-
lowing points: 

29°20′48.5″ N 94°42′54.0″ W 
29°20′43.0″ N 94°44′46.5″ W 
29°21′15.0″ N 94°44′27.0″ W 
29°21′05.0″ N 94°42′52.0″ W 

and thence to the point of beginning. 

(2) Anchorage area (B). The water 
bounded by a line connecting the fol-
lowing points: 

29°20′43.0″ N 94°44′46.5″ W 
29°20′37.0″ N 94°46′08.0″ W 
29°21′14.0″ N 94°45′50.0″ W 
29°21′15.0″ N 94°44′27.0″ W 

and thence to the point of beginning. 

(3) Anchorage area (C). The water 
bounded by a line connecting the fol-
lowing points: 

Latitude Longitude 

29°20′39.0″ N ........................ 94°46′07.5″ W. 
29°21′06.1″ N ........................ 94°47′00.2″ W. 
29°21′24.0″ N ........................ 94°46′34.0″ W. 
29°21′14.5″ N ........................ 94°45′49.0″ W. 

and thence to the point of beginning. 
(b) The regulations. (1) The anchorage 

area is for the temporary use of vessels 
of all types, but especially for vessels 
awaiting weather and other conditions 
favorable to the resumption of their 
voyages. 

VerDate Mar<15>2010 11:33 Sep 02, 2014 Jkt 232135 PO 00000 Frm 00517 Fmt 8010 Sfmt 8010 Q:\33\33V1.TXT 31


		Superintendent of Documents
	2020-01-29T18:47:40-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




