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all reports and notifications) required 
by this section recorded in a form suit-
able and readily available for inspec-
tion and review as required by 
§ 63.10(b)(1). The files shall be retained 
for at least five years following the 
date of each occurrence, measurement, 
maintenance, corrective action, report, 
or record. At a minimum, the most re-
cent two years of data shall be retained 
on site. The remaining three years of 
data may be retained off site. The files 
may be maintained on microfilm, on a 
computer, on floppy disks, on magnetic 
tape, or on microfiche. 

(b) The owner or operator shall main-
tain records for each affected source as 
required by § 63.10(b)(2) and (b)(3) of this 
part; and 

(1) All documentation supporting ini-
tial notifications and notifications of 
compliance status under § 63.9; 

(2) All records of applicability deter-
mination, including supporting anal-
yses; and 

(3) If the owner or operator has been 
granted a waiver under § 63.8(f)(6), any 
information demonstrating whether a 
source is meeting the requirements for 
a waiver of recordkeeping or reporting 
requirements. 

(c) In addition to the recordkeeping 
requirements in paragraph (b) of this 
section, the owner or operator of an af-
fected source equipped with a contin-
uous monitoring system shall maintain 
all records required by § 63.10(c). 

(d) You must keep annual records of 
the amount of CKD which is removed 
from the kiln system and either dis-
posed of as solid waste or otherwise re-
cycled for a beneficial use outside of 
the kiln system. 

(e) You must keep records of the 
daily clinker production rates and kiln 
feed rates. 

(f) You must keep records of the date, 
time and duration of each startup or 
shutdown period for any affected 
source that is subject to a standard 
during startup or shutdown that differs 
from the standard applicable at other 
times, and the quantity of feed and fuel 
used during the startup or shutdown 
period. 

(g)(1) You must keep records of the 
date, time and duration of each mal-
function that causes an affected source 
to fail to meet an applicable standard; 

if there was also a monitoring malfunc-
tion, the date, time and duration of the 
monitoring malfunction; the record 
must list the affected source or equip-
ment, an estimate of the volume of 
each regulated pollutant emitted over 
the standard for which the source 
failed to meet a standard, and a de-
scription of the method used to esti-
mate the emissions. 

(2) You must keep records of actions 
taken during periods of malfunction to 
minimize emissions in accordance with 
§ 63.1348(d) including corrective actions 
to restore malfunctioning process and 
air pollution control and monitoring 
equipment to its normal or usual man-
ner of operation. 

(h) For each exceedance from an 
emissions standard or established oper-
ating parameter limit, you must keep 
records of the date, duration and de-
scription of each exceedance and the 
specific actions taken for each exceed-
ance including inspections, corrective 
actions and repeat performance tests 
and the results of those actions. 

[64 FR 31925, June 14, 1999, as amended at 71 
FR 76552, Dec. 20, 2006; 75 FR 55064, Sept. 9, 
2010; 78 FR 10053, Feb. 12, 2013] 

OTHER 

§ 63.1356 Sources with multiple emis-
sions limit or monitoring require-
ments. 

If an affected facility subject to this 
subpart has a different emissions limit 
or requirement for the same pollutant 
under another regulation in title 40 of 
this chapter, the owner or operator of 
the affected facility must comply with 
the most stringent emissions limit or 
requirement and is exempt from the 
less stringent requirement. 

[78 FR 10053, Feb. 12, 2013] 

§ 63.1357 Temporary, conditioned ex-
emption from particulate matter 
and opacity standards. 

(a) Subject to the limitations of 
paragraphs (b) through (f) of this sec-
tion, an owner or operator conducting 
PM CEMS correlation tests (that is, 
correlation with manual stack meth-
ods) is exempt from: 

(1) Any PM and opacity standards of 
part 60 or part 63 of this chapter that 
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are applicable to cement kilns and 
clinker coolers. 

(2) Any permit or other emissions or 
operating parameter or other limita-
tion on workplace practices that are 
applicable to cement kilns and clinker 
coolers to ensure compliance with any 
PM and opacity standards of this part 
or part 60 of this chapter. 

(b) The owner or operator must de-
velop a PM CEMS correlation test 
plan. The plan must be submitted to 
the Administrator for approval at least 
90 days before the correlation test is 
scheduled to be conducted. The plan 
must include: 

(1) The number of test conditions and 
the number of runs for each test condi-
tion; 

(2) The target particulate matter 
emission level for each test condition; 

(3) How the operation of the affected 
source will be modified to attain the 
desired particulate matter emission 
rate; and 

(4) The anticipated normal particu-
late matter emission level. 

(c) The Administrator will review 
and approve or disapprove the correla-
tion test plan in accordance with 
§ 63.7(c)(3)(i) and (iii). If the Adminis-
trator fails to approve or disapprove 
the correlation test plan within the 
time period specified in § 63.7(c)(3)(iii), 
the plan shall be considered approved, 
unless the Administrator has requested 
additional information. 

(d) The stack sampling team must be 
on-site and prepared to perform cor-
relation testing no later than 24 hours 
after operations are modified to attain 
the desired particulate matter emis-
sions concentrations, unless the cor-
relation test plan documents that a 
longer period is appropriate. 

(e) The PM and opacity standards 
and associated operating limits and 
conditions will not be waived for more 
than 96 hours, in the aggregate, for the 
purposes of conducting tests to cor-
relate PM CEMS with manual method 
test results, including all runs and con-
ditions, except as described in this 
paragraph. Where additional time is re-
quired to correlate a PM CEMS device, 
a source may petition the Adminis-
trator for an extension of the 96-hour 

aggregate waiver of compliance with 
the PM and opacity standards. An ex-
tension of the 96-hour aggregate waiver 
is renewable at the discretion of the 
Administrator. 

(f) The owner or operator must re-
turn the affected source to operating 
conditions indicative of compliance 
with the applicable particulate matter 
and opacity standards as soon as pos-
sible after correlation testing is com-
pleted. 

[64 FR 31925, June 14, 1999, as amended at 67 
FR 16622, Apr. 5, 2002; 78 FR 10054, Feb. 12, 
2013] 

§ 63.1358 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or Tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if this subpart 
is delegated to a State, local, or Tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or Tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or Trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or Tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the re-
quirements in §§ 63.1340, 63.1342 through 
63.1348, and 63.1351. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and 
(f), as defined in § 63.90, and as required 
in this subpart. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f), as defined in 
§ 63.90, and as required in this subpart. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
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