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less than 9.68 ppm, computed from the 
results of a minimum of 20 repeat tests 
made over 20 days on samples taken 
from a single homogeneous commer-
cially available diesel fuel with a sul-
fur content in the range of 200–500 ppm. 
The 20 results must be a series of tests 
with a sequential record of the anal-
yses and no omissions. A laboratory fa-
cility may exclude a given sample or 
test result only if the exclusion is for a 
valid reason under good laboratory 
practices and it maintains records re-
garding the sample and test results and 
the reason for excluding them. 

(3) For ECA marine fuel subject to 
the 1,000 ppm sulfur standard of 
§ 80.510(k), of a standard deviation less 
than 18.07 ppm, computed from the re-
sults of a minimum of 20 repeat tests 
made over 20 days on samples taken 
from a single homogeneous commer-
cially available diesel fuel with a sul-
fur content in the range of 700–1,000 
ppm. The 20 results must be a series of 
tests with a sequential record of the 
analyses and no omissions. A labora-
tory facility may exclude a given sam-
ple or test result only if the exclusion 
is for a valid reason under good labora-
tory practices and it maintains records 
regarding the sample and test results 
and the reason for excluding them. 

(b) Accuracy. (1) For motor vehicle 
diesel fuel and diesel fuel additives sub-
ject to the 15 ppm sulfur standard of 
§ 80.520(a)(1) and NRLM diesel fuel and 
diesel fuel additives subject to the 15 
ppm sulfur standard of § 80.510(b) and 
(c): 

(i) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 1–10 ppm sulfur shall not differ 
from the accepted reference value 
(ARV) of that standard by more than 
0.54 ppm sulfur; 

(ii) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 10–20 ppm sulfur shall not dif-
fer from the ARV of that standard by 
more than 0.54 ppm sulfur; and 

(iii) In applying the tests of para-
graphs (b)(1)(i) and (ii) of this section, 
individual test results shall be com-

pensated for any known chemical 
interferences. 

(2) For motor vehicle diesel fuel sub-
ject to the 500 ppm sulfur standard of 
§ 80.520(c), and for NRLM diesel fuel 
subject to the 500 ppm sulfur standard 
of § 80.510(a): 

(i) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 100–200 ppm sulfur shall not 
differ from the ARV of that standard 
by more than 7.26 ppm sulfur; 

(ii) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 400–500 ppm sulfur shall not 
differ from the ARV of that standard 
by more than 7.26 ppm sulfur; and 

(iii) In applying the tests of para-
graphs (b)(2)(i) and (ii) of this section, 
individual test results shall be com-
pensated for any known chemical 
interferences. 

(3) For ECA marine fuel subject to 
the 1,000 ppm sulfur standard of 
§ 80.510(k): 

(i) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 300–400 ppm sulfur shall not 
differ from the ARV of that standard 
by more than 13.55 ppm sulfur; 

(ii) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 900–1,000 ppm sulfur shall not 
differ from the ARV of that standard 
by more than 13.55 ppm sulfur; and 

(iii) In applying the tests of para-
graphs (b)(3)(i) and (ii) of this section, 
individual test results shall be com-
pensated for any known chemical 
interferences. 

[69 FR 39187, June 29, 2004, as amended at 75 
FR 22971, Apr. 30, 2010] 

§ 80.585 What is the process for ap-
proval of a test method for deter-
mining the sulfur content of diesel 
or ECA marine fuel? 

(a) Approval of test methods approved 
by voluntary consensus-based standards 
bodies. For such a method to be ap-
proved, the following information must 
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be submitted to the Administrator by 
each test facility for each test method 
that it wishes to have approved: Any 
test method approved by a voluntary 
consensus-based standards body, such 
as the American Society for Testing 
and Materials (ASTM) or International 
Standards Organization (ISO), shall be 
approved as a test method for deter-
mining the sulfur content of diesel fuel 
if it meets the applicable accuracy and 
precision criteria under § 80.584. The ap-
proval of a test method is limited to 
the single test facility that performed 
the testing for accuracy and precision. 
The individual facility must submit 
the accuracy and precision results for 
each method, including information on 
the date and time of each test measure-
ment used to demonstrate precision, 
following procedures established by the 
Administrator. 

(b) Approval of test methods not ap-
proved by a voluntary consensus-based 
standards body. For such a method to 
be approved, the following information 
must be submitted to the Adminis-
trator by each test facility for each 
test method that it wishes to have ap-
proved: 

(1) Full test method documentation, 
including a description of the tech-
nology and/or instrumentation that 
makes the method functional. 

(2) Information demonstrating that 
the test method meets the applicable 
accuracy and precision criteria of 
§ 80.584, including information on the 
date and time of each test measure-
ment used to demonstrate precision. 

(3) If requested by the Administrator, 
test results from use of the method to 
analyze samples of commercially avail-
able fuel provided by EPA. 

(4) Any additional information re-
quested by the Administrator and nec-
essary to render a decision as to ap-
proval of the test method. 

(c) Sample retention. Samples used for 
precision and accuracy determination 
must be retained for 90 days. 

(d) EPA approval. (1) Within 90 days of 
receipt of all materials required to be 
submitted under paragraph (a) or (b) of 
this section, the Administrator shall 
determine whether the test method is 
approved under this section. 

(2) If the Administrator denies ap-
proval of the test method, within 90 

days of receipt of all materials re-
quired to be submitted under para-
graph (a) or (b) of this section, the Ad-
ministrator will notify the applicant of 
the reasons for not approving the 
method. If the Administrator does not 
notify the applicant within 90 days of 
receipt of the application, that the test 
method is not approved, then the test 
method shall be deemed approved. 

(3) If the Administrator finds that an 
individual test facility has provided 
false or inaccurate information under 
this section, upon notice from the Ad-
ministrator the approval shall be void 
ab initio. 

(4) The approval of any test method 
under paragraph (b) of this section 
shall be valid for five years from the 
date of approval by the Administrator. 
After the five year period has ceased, 
in order for the test method approval 
to remain valid, the test method must 
be resubmitted for approval with appli-
cable precision and accuracy informa-
tion contained in § 80.584(a) and (b). If, 
however, the test method is later ap-
proved by a voluntary consensus-based 
standards body, the approval shall re-
main valid as long as the conditions of 
paragraph (a) of this section are met. 

(e) Quality assurance procedures for 
sulfur measurement instrumentation. A 
test shall not be considered a test 
using an approved test method unless 
the following quality control proce-
dures are performed separately for each 
instrument used to make measure-
ments: 

(1) Follow all mandatory provisions 
of ASTM D 6299–02 and construct con-
trol charts from the mandatory quality 
control testing prescribed in paragraph 
7.1 of the reference method, following 
guidelines under A 1.5.1 for individual 
observation charts and A 1.5.2 for mov-
ing range charts. The Director of the 
Federal Register approved the incorpo-
ration by reference of ASTM D 6299–02, 
Standard Practice for Applying Statis-
tical Quality Assurance Techniques to 
Evaluate Analytical Measurement Sys-
tem Performance, as prescribed in 5 
U.S.C. 552(a) and 1 CFR part 51. Anyone 
may purchase copies of this standard 
from the American Society for Testing 
and Materials, 100 Barr Harbor Dr., 
West Conshohocken, PA 19428. Anyone 
may inspect copies at the U.S. EPA, 
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Air and Radiation Docket and Informa-
tion Center, 1301 Constitution Ave., 
NW., Room B102, EPA West Building, 
Washington, DC 20460 or at the Na-
tional Archives and Records Adminis-
tration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(2) Follow paragraph 7.3.1 of ASTM D 
6299–02 to check standards using a ref-
erence material at least monthly or 
following any major change to the lab-
oratory equipment or test procedure. 
Any deviation from the accepted ref-
erence value of a check standard great-
er than 1.44 ppm (for diesel fuel subject 
to the 15 ppm sulfur standard), 19.36 
ppm (for diesel fuel subject to the 500 
ppm sulfur standard), or 36.14 ppm (for 
ECA marine fuel subject to the 1,000 
ppm sulfur standard must be inves-
tigated. 

(3) Samples of tested batches must be 
retained for 30 days or the period equal 
to the interval between quality control 
sample tests, whichever is longer. 

(4) Upon discovery of any quality 
control testing violation of paragraph 
A 1.5.1.3 or A 1.5.2.1 of ASTM D 6299–02, 
or any check standard deviation great-
er than 1.44 ppm (for diesel fuel subject 
to the 15 ppm sulfur standard), 19.36 
ppm (for diesel fuel subject to the 500 
ppm sulfur standard), or 36.14 ppm (for 
ECA marine fuel subject to the 1,000 
ppm sulfur standard), conduct an inves-
tigation into the cause of such viola-
tion or deviation and, after restoring 
method performance to statistical con-
trol, retest retained samples from 
batches originally tested since the last 
satisfactory quality control material 
or check standard testing occasion. 

[69 FR 39187, June 29, 2004, as amended at 75 
FR 22972, Apr. 30, 2010; 79 FR 23654, Apr. 28, 
2014] 

§ 80.586 What are the record retention 
requirements for test methods ap-
proved under this subpart? 

Each individual test facility must re-
tain records related to the establish-
ment of accuracy and precision values, 
all test method documentation, and 
any quality control testing and anal-

ysis under §§ 80.582, 80.584 and 80.585, for 
five years. 

[69 FR 39188, June 29, 2004] 

§§ 80.587–80.589 [Reserved] 

RECORDKEEPING AND REPORTING 
REQUIREMENTS 

§ 80.590 What are the product transfer 
document requirements for motor 
vehicle diesel fuel, NRLM diesel 
fuel, heating oil, ECA marine fuel, 
and other distillates? 

(a) This paragraph (a) applies on each 
occasion that any person transfers cus-
tody or title to MVNRLM diesel fuel, 
heating oil, or ECA marine fuel (in-
cluding distillates used or intended to 
be used as MVNRLM diesel fuel, heat-
ing oil, or ECA marine fuel) except 
when such fuel is dispensed into motor 
vehicles or nonroad equipment, loco-
motives, marine diesel engines or C3 
vessels. Note that 40 CFR part 1043 
specifies requirements for documenting 
fuel transfers to certain marine ves-
sels. For all fuel transfers subject to 
this paragraph (a), the transferor must 
provide to the transferee documents 
which include the following informa-
tion: 

(1) The names and addresses of the 
transferor and transferee. 

(2) The volume of diesel fuel or dis-
tillate which is being transferred. 

(3) The location of the diesel fuel or 
distillate at the time of the transfer. 

(4) The date of the transfer. 
(5) For transfers of MVNRLM diesel 

fuel or ECA marine fuel (beginning 
June 1, 2014), the sulfur content stand-
ard the transferor represents the fuel 
to meet. 

(6) Beginning June 1, 2006, when an 
entity, from a facility at any point in 
the distribution system, transfers cus-
tody of a distillate or residual fuel des-
ignated under § 80.598, the following in-
formation must also be included: 

(i) The facility registration number 
of the transferor and transferee, for 
terminals and all parties upstream, 
under § 80.597, if any. 

(ii) An accurate and clear statement 
of the applicable designation and/or 
classification under § 80.598(a) and (b), 
for example, ‘‘500 ppm sulfur NRLM 
diesel fuel’’, or ‘‘jet fuel’’; and whether 
the fuel is dyed or undyed, and for 
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