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(i) The relative accuracy test is to 
evaluate the flow rate monitoring sys-
tem alone rather than a continuous 
emission rate monitoring system. 

(ii) The relative accuracy of the flow 
rate monitoring system shall be no 
greater than 10 percent of the mean 
value of the reference method data. 

(9) You must verify the accuracy of 
the flow rate monitoring system at 
least once per year by repeating the 
relative accuracy test specified in 
paragraph (h)(8) of this section. 

(10) You must operate the flow rate 
monitoring system and record data 
during all periods of operation of the 
affected facility including periods of 
startup, shutdown, and malfunction, 
except for periods of monitoring sys-
tem malfunctions, repairs associated 
with monitoring system malfunctions, 
and required monitoring system qual-
ity assurance or quality control activi-
ties (including, as applicable, calibra-
tion checks and required zero and span 
adjustments. 

(i) Development and Submittal (Upon 
Request) of Monitoring Plans. To dem-
onstrate compliance with any applica-
ble emissions limit through perform-
ance stack testing or other emissions 
monitoring (including PM CPMS), you 
must develop a site-specific monitoring 
plan according to the requirements in 
paragraphs (i)(1) through (4) of this sec-
tion. This requirement also applies to 
you if you petition the EPA Adminis-
trator for alternative monitoring pa-
rameters under § 60.13(3)(i). If you use a 
bag leak detector system (BLDS), you 
must also meet the requirements speci-
fied in paragraph § 63.1350(m)(10) of this 
chapter. 

(1) For each continuous monitoring 
system (CMS) required in this section, 
you must develop, and submit to the 
permitting authority for approval upon 
request, a site-specific monitoring plan 
that addresses paragraphs (i)(1)(i) 
through (iii) of this section. You must 
submit this site-specific monitoring 
plan, if requested, at least 30 days be-
fore the initial performance evaluation 
of your CMS. 

(i) Installation of the CMS sampling 
probe or other interface at a measure-
ment location relative to each affected 
process unit such that the measure-
ment is representative of control of the 

exhaust emissions (e.g., on or down-
stream of the last control device); 

(ii) Performance and equipment spec-
ifications for the sample interface, the 
pollutant concentration or parametric 
signal analyzer, and the data collection 
and reduction systems; and 

(iii) Performance evaluation proce-
dures and acceptance criteria (e.g., 
calibrations). 

(2) In your site-specific monitoring 
plan, you must also address paragraphs 
(i)(2)(i) through (iii) of this section. 

(i) Ongoing operation and mainte-
nance procedures in accordance with 
the general requirements of § 63.8(c)(1), 
(c)(3), and (c)(4)(ii); 

(ii) Ongoing data quality assurance 
procedures in accordance with the gen-
eral requirements of § 63.8(d); and 

(iii) Ongoing recordkeeping and re-
porting procedures in accordance with 
the general requirements of § 63.10(c), 
(e)(1), and (e)(2)(i). 

(3) You must conduct a performance 
evaluation of each CMS in accordance 
with your site-specific monitoring 
plan. 

(4) You must operate and maintain 
the CMS in continuous operation ac-
cording to the site-specific monitoring 
plan. 

[75 FR 55035, Sept. 9, 2010, as amended at 78 
FR 10032, Feb. 12, 2013] 

§ 60.64 Test methods and procedures. 
(a) In conducting the performance 

tests and relative accuracy tests re-
quired in § 60.8, you must use reference 
methods and procedures and the test 
methods in appendix A of this part or 
other methods and procedures as speci-
fied in this section, except as provided 
in § 60.8(b). 

(b)(1)You must demonstrate compli-
ance with the PM standards in § 60.62 
using EPA method 5 or method 5I. 

(2) Use Method 9 and the procedures 
in § 60.11 to determine opacity. 

(3) Any sources other than kilns (in-
cluding associated alkali bypass and 
clinker cooler) that are subject to the 
10 percent opacity limit must follow 
the appropriate monitoring procedures 
in § 63.1350(f), (m)(1)through (4), (10) and 
(11), (o), and (p) of this chapter. 

(c) Calculate and record the rolling 30 
kiln operating day average emission 
rate daily of NOX and SO2 according to 
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the procedures in paragraphs (c)(1) and 
(2) of this section. 

(1) Calculate the rolling 30 kiln oper-
ating day average emissions according 
to equation 6: 

Where: 

E30D = 30 kiln operating day average emission 
rate of NOX or SO2, lb/ton of clinker. 

Ci = Concentration of NOX or SO2 for hour i, 
ppm. 

Qi = Volumetric flow rate of effluent gas for 
hour i, where 

Ci and Qi are on the same basis (either wet or 
dry), scf/hr. 

P = 30 days of clinker production during the 
same time period as the NOX or SO2 emis-
sions measured, tons. 

k = Conversion factor, 1.194 × 10¥7 for NOX 
and 1.660 × 10¥7 for SO2, lb/scf/ppm. 

n = Number of kiln operating hours over 30 
kiln operating days. 

(2) For each kiln operating hour for 
which you do not have at least one 
valid 15-minute CEMS data value, use 
the average emissions rate (lb/hr) from 
the most recent previous hour for 
which valid data are available. 

(d)(1) Within 60 days after the date of 
completing each performance test (see 
§ 60.8) as required by this subpart you 
must submit the results of the per-
formance tests conducted to dem-
onstrate compliance under this subpart 
to the EPA’s WebFIRE database by 
using the Compliance and Emissions 
Data Reporting Interface (CEDRI) that 
is accessed through the EPA’s Central 
Data Exchange (CDX) (http:// 
www.epa.gov/cdx). Performance test 
data must be submitted in the file for-
mat generated through use of the 
EPA’s Electronic Reporting Tool (ERT) 
(see http://www.epa.gov/ttn/chief/ert/ 
index.html). Only data collected using 
test methods on the ERT Web site are 
subject to this requirement for submit-
ting reports electronically to 
WebFIRE. Owners or operators who 
claim that some of the information 
being submitted for performance tests 
is confidential business information 
(CBI) must submit a complete ERT file 
including information claimed to be 

CBI on a compact disk, flash drive or 
other commonly used electronic stor-
age media to the EPA. The electronic 
media must be clearly marked as CBI 
and mailed to U.S. EPA/OAPQS/CORE 
CBI Office, Attention: WebFIRE Ad-
ministrator, MD C404–02, 4930 Old Page 
Rd., Durham, NC 27703. The same ERT 
file with the CBI omitted must be sub-
mitted to the EPA via CDX as de-
scribed earlier in this paragraph. At 
the discretion of the delegated author-
ity, you must also submit these re-
ports, including the CBI, to the dele-
gated authority in the format specified 
by the delegated authority. For any 
performance test conducted using test 
methods that are not listed on the ERT 
Web site, you must submit the results 
of the performance test to the Admin-
istrator at the appropriate address list-
ed in § 63.13. 

(2) Within 60 days after the date of 
completing each CEMS performance 
evaluation test as defined in § 63.2, you 
must submit relative accuracy test 
audit (RATA) data to the EPA’s CDX 
by using CEDRI in accordance with 
paragraph (d)(1) of this section. Only 
RATA pollutants that can be docu-
mented with the ERT (as listed on the 
ERT Web site) are subject to this re-
quirement. For any performance eval-
uations with no corresponding RATA 
pollutants listed on the ERT Web site, 
you must submit the results of the per-
formance evaluation to the Adminis-
trator at the appropriate address listed 
in § 63.13. 

(3) For PM performance test reports 
used to set a PM CPMS operating 
limit, the electronic submission of the 
test report must also include the make 
and model of the PM CPMS instru-
ment, serial number of the instrument, 
analytical principle of the instrument 
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(e.g. beta attenuation), span of the in-
struments primary analytical range, 
milliamp value equivalent to the in-
strument zero output, technique by 
which this zero value was determined, 
and the average milliamp signals cor-
responding to each PM compliance test 
run. 

(4) All reports required by this sub-
part not subject to the requirements in 
paragraphs (d)(1) and (2) of this section 
must be sent to the Administrator at 
the appropriate address listed in § 63.13. 
The Administrator or the delegated au-
thority may request a report in any 
form suitable for the specific case (e.g., 
by commonly used electronic media 
such as Excel spreadsheet, on CD or 
hard copy). The Administrator retains 
the right to require submittal of re-
ports subject to paragraph (d)(1) and (2) 
of this section in paper format. 

[78 FR 10035, Feb. 12, 2013] 

§ 60.65 Recordkeeping and reporting 
requirements. 

(a) Each owner or operator required 
to install a CPMS or CEMS under sec-
tions § 60.63(c) through (e) shall submit 
reports of excess emissions. The con-
tent of these reports must comply with 
the requirements in § 60.7(c). Notwith-
standing the provisions of § 60.7(c), such 
reports shall be submitted semiannu-
ally. 

(b) Each owner or operator of facili-
ties subject to the provisions of 
§ 60.63(c) through (e) shall submit semi-
annual reports of the malfunction in-
formation required to be recorded by 
§ 60.7(b). These reports shall include the 
frequency, duration, and cause of any 
incident resulting in deenergization of 
any device controlling kiln emissions 
or in the venting of emissions directly 
to the atmosphere. 

(c) The requirements of this section 
remain in force until and unless the 
Agency, in delegating enforcement au-
thority to a State under section 111(c) 
of the Clean Air Act, 42 U.S.C. 7411, ap-
proves reporting requirements or an al-
ternative means of compliance surveil-
lance adopted by such States. In that 
event, affected sources within the 
State will be relieved of the obligation 
to comply with this section, provided 

that they comply with the require-
ments established by the State. 

[78 FR 10035, Feb. 12, 2013] 

§ 60.66 Delegation of authority. 
(a) This subpart can be implemented 

and enforced by the U.S. EPA or a dele-
gated authority such as a State, local, 
or Tribal agency. You should contact 
your U.S. EPA Regional Office to find 
out if this subpart is delegated to a 
State, local, or Tribal agency within 
your State. 

(b) In delegating implementation and 
enforcement authority to a State, 
local, or Tribal agency, the approval 
authorities contained paragraphs (b)(1) 
through (4) of this section are retained 
by the Administrator of the U.S EPA 
and are not transferred to the State, 
local, or Tribal agency. 

(1) Approval of an alternative to any 
non-opacity emissions standard. 

(2) Approval of a major change to 
test methods under § 60.8(b). A ‘‘major 
change to test method’’ is defined in 40 
CFR 63.90. 

(3) Approval of a major change to 
monitoring under § 60.13(i). A ‘‘major 
change to monitoring’’ is defined in 40 
CFR 63.90. 

(4) Approval of a major change to rec-
ordkeeping/reporting under § 60.7(b) 
through (f). A ‘‘major change to record-
keeping/reporting’’ is defined in 40 CFR 
63.90. 

[75 FR 55037, Sept. 9, 2010] 

Subpart G—Standards of 
Performance for Nitric Acid Plants 

§ 60.70 Applicability and designation 
of affected facility. 

(a) The provisions of this subpart are 
applicable to each nitric acid produc-
tion unit, which is the affected facility. 

(b) Any facility under paragraph (a) 
of this section that commences con-
struction or modification after August 
17, 1971, and on or before October 14, 
2011 is subject to the requirements of 
this subpart. Any facility that com-
mences construction or modification 
after October 14, 2011 is subject to sub-
part Ga of this part. 

[42 FR 37936, July 25, 1977, as amended at 77 
FR 48445, Aug. 14, 2012] 
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