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§ 164.015–5 Procedure for acceptance. 

(a) Unicellular plastic foam is not 
subject to formal approval, but will be 
accepted by the Coast Guard on the 
basis of this subpart for use in the 
manufacture of lifesaving equipment 
utilizing it. 

(b) Upon receipt of an application re-
questing acceptance, the Commander 
of the Coast Guard District will detail 
a marine inspector to the factory to 
observe the production facilities and 
manufacturing methods and to select 
from foam already manufactured suffi-
cient sample material for testing for 
compliance with the requirements of 
this specification. A copy of the marine 
inspector’s report, together with the 
sample material and one copy of an 
independent laboratory test report will 
be forwarded to the Commandant and if 
satisfactory notice of acceptance will 
be given to the manufacturer. 

(c) Acceptance of unicellular plastic 
foam prior to being incorporated into 
finished products, or during the course 
of manufacture, shall in no case be con-
strued as a guarantee of the acceptance 
of the finished products. 

(d) The manufacturer of the foam 
shall provide the manufacturer of the 
lifesaving equipment with an affidavit 
certifying that the foam conforms to 
all of the requirements of this subpart. 

Subpart 164.018—Retroreflective 
Material for Lifesaving Equipment 

SOURCE: CGD 76–028, 44 FR 38786, July 2, 
1979, unless otherwise noted. 

§ 164.018–1 Scope. 

This subpart prescribes design re-
quirements, approval tests, and proce-
dures for approving retroreflective ma-
terial used on lifesaving equipment. 

§ 164.018–3 Classification. 

The following types of retroreflective 
material are approved under this speci-
fication: 

(a) Type I—Material used on flexible 
surfaces and rigid surfaces, except rigid 
surfaces that are continuously exposed. 

(b) Type II—Weather resistant mate-
rial used on continuously exposed rigid 
surfaces. 

§ 164.018–5 Specifications and stand-
ards incorporated by reference. 

(a) The following federal and mili-
tary specifications and standards are 
incorporated by reference into this sub-
part: 

(1) Federal Specification L-P-375 C 
(April 23, 1970), entitled ‘‘Plastic Film, 
Flexible, Vinyl Chloride’’, as amended 
by Amendment 2 of December 2, 1976. 

(2) Federal Specification L-S-300 B 
(July 12, 1974), entitled ‘‘Sheeting and 
Tape, Reflective: Nonexposed Lens, Ad-
hesive Backing.’’ 

(3) Federal Specification CCC-C-426 D 
(August 12, 1970), entitled ‘‘Cloth, Drill, 
Cotton.’’ 

(4) Federal Specification CCC-C-443 E 
(December 2, 1974), entitled ‘‘Cloth, 
Duck, Cotton (Single and Plied Filling 
Yarns, Flat).’’ 

(5) Federal Test Method Standard 
141a (September 1, 1965), entitled 
‘‘Paint, Varnish, Lacquer and Related 
Materials; Methods of Inspection, Sam-
pling and Testing.’’ (Method 6141 
‘‘Washability of Paints’’, and Method 
6142 ‘‘Scrub Resistance’’ as amended 
May 1, 1974). 

(6) Federal Test Method Standard 370 
(March 1, 1977), entitled ‘‘Instrumental 
Photometric Measurements of 
Retroreflective Materials and 
Retroreflective Devices.’’ 

(7) Military Specification MIL-C- 
17415 E (April 16, 1964), entitled ‘‘Cloth, 
Coated, and Webbing, Inflatable Boat 
and Miscellaneous Use’’, as amended by 
Amendment 5 of April 26, 1976. 

(8) Military Specification MIL-R- 
21607 D (August 5, 1976), entitled ‘‘Res-
ins, Polyester, Low Pressure Lami-
nating, Fire-retardant.’’ 

(9) Military Specification MIL-C- 
43006 E (March 24, 1978), entitled ‘‘Cloth 
and Strip Laminated, Vinyl Nylon 
High Strength, Flexible.’’ 

(b) The Federal standards may be ob-
tained from the General Services Ad-
ministration, Federal Acquisition 
Service, Office of the FAS Commis-
sioner, 2200 Crystal Drive, 11th Floor, 
Arlington, VA 22202; telephone 703–605– 
5400. The Military Specifications may 
be obtained from the Military Speci-
fications and Standards, Standardiza-
tion Documents Order Desk, Building 
4D, 700 Robbins Avenue, Philadelphia, 
PA 19111–5094, https://assist.daps.dla.mil/ 
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quicksearch/.’’ These materials are also 
on file in the FEDERAL REGISTER li-
brary. 

(c) Approval to incorporate by ref-
erence the materials listed in this sec-
tion was obtained from the Director of 
the Federal Register on June 14, 1979. 

(d) When changes are made to a spec-
ification or standard incorporated by 
reference into this subpart, the effec-
tive date for its use will be the effec-
tive date set by the issuing authority 
unless otherwise determined by the 
Coast Guard. 

[CGD 76–028, 44 FR 38786, July 2, 1979, as 
amended by USCG–2013–0671, 78 FR 60162, 
Sept. 30, 2013] 

§ 164.018–7 Approval procedures. 
(a) An application for approval of 

retroreflective material must be sent 
to the Commandant (CG–ENG–4), Attn: 
Lifesaving and Fire Safety Division, 
U.S. Coast Guard Stop 7509, 2703 Martin 
Luther King Jr. Avenue SE., Wash-
ington, DC 20593–7509. 

(b) Each application for approval 
must contain—(1) The name and ad-
dress of the applicant; 

(2) Two copies of plans or specifica-
tions of the material; 

(3) A detailed description of the qual-
ity control procedures used in manu-
facturing the material; and 

(4) A test report containing observa-
tions and results of approval testing 
conducted. 

(c) The Commandant advises the ap-
plicant whether the retroreflective ma-
terial is approved. If the material is ap-
proved, an approval certificate is sent 
to the applicant. 

[CGD 76–028, 44 FR 38786, July 2, 1979, as 
amended by CGD 82–063b, 48 FR 4783, Feb. 3, 
1983; CGD 88–070, 53 FR 34537, Sept. 7, 1988; 
CGD 95–072, 60 FR 50467, Sept. 29, 1995; CGD 
96–041, 61 FR 50734, Sept. 27, 1996; USCG–2009– 
0702, 74 FR 49238, Sept. 25, 2009; USCG–2013– 
0671, 78 FR 60162, Sept. 30, 2013] 

§ 164.018–9 Design requirements. 
(a) Type I retroreflective material 

must be capable of being attached to 
lifesaving equipment either by sewing 
it to the equipment or by means of an 
adhesive. Type II material must be ca-
pable of being attached to lifesaving 
equipment either by mechanical fas-
teners or by an adhesive. 

(b) The following information must 
be stated on retroreflective material or 
on the package in which it is supplied 
to a user: 

(1) Each surface to which the 
retroreflective material is designed to 
be attached. 

(2) The instructions for attaching the 
material to each surface described in 
paragraph (b)(1) of this section. 

(c) When retroreflective material de-
signed for use with an adhesive is test-
ed in accordance with the ‘‘adhesion’’ 
test method listed in § 164.018–11, the 
material must not peel for a distance 
of more than 5 cm (2 in.). 

(d) When dry material is tested in ac-
cordance with the ‘‘reflective inten-
sity’’ test method listed in § 164.018–11, 
the reflective intensity of the material 
must be equal to or greater than the 
values for reflective intensity listed in 
Table 164.018–9. 

(e) When wet material is tested in ac-
cordance with the ‘‘reflective intensity 
during rainfall’’ test method listed in 
§ 164.018–11, the reflective intensity of 
the material must be at least 90 per-
cent of the values listed in Table 
164.018–9. 

(f) The reflective intensity of mate-
rial after testing in accordance with 
the ‘‘resistance to accelerated weath-
ering’’ test method listed in § 164.018–11 
must be at least 50 percent of the val-
ues listed in Table 164.018–9. 

(g) After testing in accordance with 
the ‘‘fungus resistance’’ test method 
listed in § 164.018–11, retroreflective ma-
terial must not support fungus growth, 
and the reflective intensity of the ma-
terial must be equal to or greater than 
the values for reflective intensity list-
ed in Table 164.018–9. 

(h) The reflective intensity of mate-
rials after testing in accordance with 
the ‘‘resistance to water immersion’’ 
test method described in § 164.018–11, 
must be equal to or greater than the 
values listed in Table 164.018–9, except 
that retroreflectivity is not required in 
the area extending outward 5 mm (0.2 
inches) from each side of the cuts made 
in the material. 

(i) The reflective intensity of mate-
rial after testing in accordance with 
the ‘‘abrasion resistance’’ test method 
described in § 164.018–11(b)(2), must be 
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