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pressure for a pipeline segment in ac-
cordance with paragraph (a) of this sec-
tion, an operator must: 

(1) Provide overpressure protection 
that limits mainline pressure to a max-
imum of 104 percent of the maximum 
allowable operating pressure; and 

(2) Develop and follow a procedure for 
establishing and maintaining accurate 
set points for the supervisory control 
and data acquisition system. 

[73 FR 62177, Oct. 17, 2008, as amended by 
Amdt. 192–111, 74 FR 62505, Nov. 30, 2009] 

§ 192.621 Maximum allowable oper-
ating pressure: High-pressure dis-
tribution systems. 

(a) No person may operate a segment 
of a high pressure distribution system 
at a pressure that exceeds the lowest of 
the following pressures, as applicable: 

(1) The design pressure of the weak-
est element in the segment, deter-
mined in accordance with subparts C 
and D of this part. 

(2) 60 p.s.i. (414 kPa) gage, for a seg-
ment of a distribution system other-
wise designed to operate at over 60 
p.s.i. (414 kPa) gage, unless the service 
lines in the segment are equipped with 
service regulators or other pressure 
limiting devices in series that meet the 
requirements of § 192.197(c). 

(3) 25 p.s.i. (172 kPa) gage in segments 
of cast iron pipe in which there are 
unreinforced bell and spigot joints. 

(4) The pressure limits to which a 
joint could be subjected without the 
possibility of its parting. 

(5) The pressure determined by the 
operator to be the maximum safe pres-
sure after considering the history of 
the segment, particularly known corro-
sion and the actual operating pres-
sures. 

(b) No person may operate a segment 
of pipeline to which paragraph (a)(5) of 
this section applies, unless over-
pressure protective devices are in-
stalled on the segment in a manner 
that will prevent the maximum allow-
able operating pressure from being ex-
ceeded, in accordance with § 192.195. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–85, 63 FR 37504, July 13, 1998] 

§ 192.623 Maximum and minimum al-
lowable operating pressure; Low- 
pressure distribution systems. 

(a) No person may operate a low-pres-
sure distribution system at a pressure 
high enough to make unsafe the oper-
ation of any connected and properly 
adjusted low-pressure gas burning 
equipment. 

(b) No person may operate a low pres-
sure distribution system at a pressure 
lower than the minimum pressure at 
which the safe and continuing oper-
ation of any connected and properly 
adjusted low-pressure gas burning 
equipment can be assured. 

§ 192.625 Odorization of gas. 

(a) A combustible gas in a distribu-
tion line must contain a natural odor-
ant or be odorized so that at a con-
centration in air of one-fifth of the 
lower explosive limit, the gas is readily 
detectable by a person with a normal 
sense of smell. 

(b) After December 31, 1976, a com-
bustible gas in a transmission line in a 
Class 3 or Class 4 location must comply 
with the requirements of paragraph (a) 
of this section unless: 

(1) At least 50 percent of the length of 
the line downstream from that location 
is in a Class 1 or Class 2 location; 

(2) The line transports gas to any of 
the following facilities which received 
gas without an odorant from that line 
before May 5, 1975; 

(i) An underground storage field; 
(ii) A gas processing plant; 
(iii) A gas dehydration plant; or 
(iv) An industrial plant using gas in a 

process where the presence of an odor-
ant: 

(A) Makes the end product unfit for 
the purpose for which it is intended; 

(B) Reduces the activity of a cata-
lyst; or 

(C) Reduces the percentage comple-
tion of a chemical reaction; 

(3) In the case of a lateral line which 
transports gas to a distribution center, 
at least 50 percent of the length of that 
line is in a Class 1 or Class 2 location; 
or 

(4) The combustible gas is hydrogen 
intended for use as a feedstock in a 
manufacturing process. 
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