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Class of track 

Guard check gage 
The distance between the gage line of a frog 
to the guard line 1 of its guard rail or guarding 
face, measured across the track at right an-

gles to the gage line 2, may not be less than— 

Guard face gage 
The distance between guard 
lines 1, measured across the 
track at right angles to the 

gage line 2, may not be more 
than— 

Class 1 track ...................................................... 4′61⁄8″ ................................................................ 4′ 51⁄4″ 
Class 2 track ...................................................... 4′61⁄4″ ................................................................ 4′ 51⁄8″ 
Class 3 and 4 track ........................................... 4′ 63⁄8″ ............................................................... 4′51⁄8″ 
Class 5 track ...................................................... 4′61⁄2″ ................................................................ 4′ 5″ 

1 A line along that side of the flangeway which is nearer to the center of the track and at the same elevation as the gage line. 
2 A line 5⁄8 inch below the top of the center line of the head of the running rail, or corresponding location of the tread portion of 

the track structure. 

Subpart E—Track Appliances and 
Track-Related Devices 

§ 213.201 Scope. 

This subpart prescribes minimum re-
quirements for certain track appli-
ances and track-related devices. 

§ 213.205 Derails. 

(a) Each derail shall be clearly visi-
ble. 

(b) When in a locked position, a de-
rail shall be free of lost motion which 
would prevent it from performing its 
intended function. 

(c) Each derail shall be maintained to 
function as intended. 

(d) Each derail shall be properly in-
stalled for the rail to which it is ap-
plied. (This paragraph (d) is applicable 
September 21, 1999.) 

Subpart F—Inspection 

§ 213.231 Scope. 

This subpart prescribes requirements 
for the frequency and manner of in-
specting track to detect deviations 
from the standards prescribed in this 
part. 

§ 213.233 Track inspections. 

(a) All track shall be inspected in ac-
cordance with the schedule prescribed 
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in paragraph (c) of this section by a 
person designated under § 213.7. 

(b) Each inspection shall be made on 
foot or by riding over the track in a ve-
hicle at a speed that allows the person 
making the inspection to visually in-
spect the track structure for compli-
ance with this part. However, mechan-
ical, electrical, and other track inspec-
tion devices may be used to supplement 
visual inspection. If a vehicle is used 
for visual inspection, the speed of the 
vehicle may not be more than 5 miles 
per hour when passing over track 
crossings and turnouts, otherwise, the 
inspection vehicle speed shall be at the 
sole discretion of the inspector, based 
on track conditions and inspection re-
quirements. When riding over the track 
in a vehicle, the inspection will be sub-
ject to the following conditions— 

(1) One inspector in a vehicle may in-
spect up to two tracks at one time pro-
vided that the inspector’s visibility re-
mains unobstructed by any cause and 
that the second track is not centered 
more than 30 feet from the track upon 
which the inspector is riding; 

(2) Two inspectors in one vehicle may 
inspect up to four tracks at a time pro-
vided that the inspectors’ visibility re-
mains unobstructed by any cause and 
that each track being inspected is cen-
tered within 39 feet from the track 
upon which the inspectors are riding; 

(3) Each main track is actually tra-
versed by the vehicle or inspected on 
foot at least once every two weeks, and 
each siding is actually traversed by the 
vehicle or inspected on foot at least 
once every month. On high density 
commuter railroad lines where track 
time does not permit an on track vehi-
cle inspection, and where track centers 
are 15 foot or less, the requirements of 
this paragraph (b)(3) will not apply; 
and 

(4) Track inspection records shall in-
dicate which track(s) are traversed by 
the vehicle or inspected on foot as out-
lined in paragraph (b)(3) of this section. 

(c) Each track inspection shall be 
made in accordance with the following 
schedule— 

Class of track Type of track Required frequency 

Excepted track and Class 1, 2, and 3 
track.

Main track and sidings ............................ Weekly with at least 3 calendar days in-
terval between inspections, or before 
use, if the track is used less than once 
a week, or twice weekly with at least 1 
calendar day interval between inspec-
tions, if the track carries passenger 
trains or more than 10 million gross 
tons of traffic during the preceding cal-
endar year. 

Excepted track and Class 1, 2, and 3 
track.

Other than main track and sidings .......... Monthly with at least 20 calendar days 
interval between inspections. 

Class 4 and 5 track ................................... .................................................................. Twice weekly with at least 1 calendar 
day interval between inspections. 

(d) If the person making the inspec-
tion finds a deviation from the require-
ments of this part, the inspector shall 
immediately initiate remedial action. 

NOTE TO § 213.233: Except as provided in 
paragraph (b) of this section, no part of this 
section will in any way be construed to limit 
the inspector’s discretion as it involves in-
spection speed and sight distance. 

§ 213.234 Automated inspection of 
track constructed with concrete 
crossties. 

(a) General. Except for track de-
scribed in paragraph (c) of this section, 
the provisions in this section are appli-

cable on and after July 1, 2012. In addi-
tion to the track inspection required 
under § 213.233, for Class 3 main track 
constructed with concrete crossties 
over which regularly scheduled pas-
senger service trains operate, and for 
Class 4 and 5 main track constructed 
with concrete crossties, automated in-
spection technology shall be used as in-
dicated in paragraph (b) of this section, 
as a supplement to visual inspection, 
by Class I railroads (including Am-
trak), Class II railroads, other inter-
city passenger railroads, and commuter 
railroads or small governmental juris-
dictions that serve populations greater 
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