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tests, component replacement and re-
newals, and failures shall be retained 
for not less than three (3) inspection 
intervals. 

(f) Nonconformity with any of the 
conditions set forth in this section ren-
ders the car or vehicle defective when-
ever discovered in service. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41308, July 3, 2000; 71 FR 61862, Oct. 19, 
2006; 73 FR 6412, Feb. 1, 2008; 78 FR 71815, Nov. 
29, 2013] 

§ 238.309 Periodic brake equipment 
maintenance. 

(a) General. (1) This section contains 
the minimum intervals at which the 
brake equipment on various types of 
passenger equipment shall be periodi-
cally cleaned, repaired, and tested. 
This maintenance procedure requires 
that all of the equipment’s brake sys-
tem pneumatic components that con-
tain moving parts and are sealed 
against air leaks be removed from the 
equipment, disassembled, cleaned, and 
lubricated and that the parts that can 
deteriorate with age be replaced. 

(2) A railroad may petition FRA’s As-
sociate Administrator for Safety to ap-
prove alternative maintenance proce-
dures providing equivalent safety, in 
lieu of the requirements of this section. 
The petition shall be filed as provided 
in § 238.21. 

(b) DMU and MU locomotives. The 
brake equipment and brake cylinders 
of each DMU or MU locomotive shall be 
cleaned, repaired, and tested, and the 
filtering devices or dirt collectors lo-
cated in the main reservoir supply line 
to the air brake system cleaned, re-
paired, or replaced at intervals in ac-
cordance with the following schedule: 

(1) Every 736 days if the DMU or MU 
locomotive is part of a fleet that is not 
100 percent equipped with air dryers; 

(2) Every 1,104 days if the DMU or MU 
locomotive is part of a fleet that is 100 
percent equipped with air dryers and is 
equipped with PS–68, 26–C, 26–L, PS–90, 
CS–1, RT–2, RT–5A, GRB–1, CS–2, or 26– 
R brake systems. (This listing of brake 
system types is intended to subsume 
all brake systems using 26 type, ABD, 
or ABDW control valves and PS68, PS– 
90, 26B–1, 26C, 26CE, 26–B1, 30CDW, or 
30ECDW engineer’s brake valves.); 

(3) Every 1,840 days if the DMU or MU 
locomotive is part of a fleet that is 100 
percent equipped with air dryers and is 
equipped with KB–HL1, KB–HS1, or 
KBCT1; and, 

(4) Every 736 days for all other DMU 
or MU locomotives. 

(c) Conventional locomotives. The 
brake equipment of each conventional 
locomotive shall be cleaned, repaired, 
and tested in accordance with the 
schedule provided in § 229.29 of this 
chapter. 

(d) Passenger coaches and other 
unpowered vehicles. The brake equip-
ment on each passenger coach and each 
unpowered vehicle used in a passenger 
train shall be cleaned, repaired, and 
tested at intervals in accordance with 
following schedule: 

(1) Every 2,208 days for a coach or ve-
hicle equipped with an AB-type brake 
system. 

(2) Every 1,476 days for a coach or ve-
hicle equipped with a 26–C or equiva-
lent brake system; and 

(3) Every 1,104 days for a coach or ve-
hicle equipped with other than an AB, 
ABD, ABDX, 26–C, or equivalent brake 
system. 

(e) Cab cars. The brake equipment of 
each cab car shall be cleaned, repaired, 
and tested at intervals in accordance 
with the following schedule: 

(1) Every 1,840 days for locomotives 
equipped with CCB–1, CCB–2, CCB–26, 
EPIC 1 (formerly EPIC 3102), EPIC 
3102D2, EPIC 2, KB–HS1, or Fastbrake 
brake systems. 

(2) Every 1,476 days for that portion 
of the cab car brake system using 
brake valves that are identical to the 
passenger coach 26–C brake system; 

(3) Every 1,104 days for that portion 
of the cab car brake system using 
brake valves that are identical to the 
locomotive 26–L brake system; and 

(4) Every 736 days for all other types 
of cab car brake valves. 

(f) Records of periodic maintenance. (1) 
The date and place of the cleaning, re-
pairing, and testing required by this 
section shall be recorded on Form FRA 
6180–49A or a similar form developed by 
the railroad containing the same infor-
mation, and the person performing the 
work and that person’s supervisor shall 
sign the form, if possible. Alter-
natively, the railroad may stencil the 
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vehicle with the date and place of the 
cleaning, repairing, and testing and 
maintain an electronic record of the 
person performing the work and that 
person’s supervisor. 

(2) A record of the parts of the air 
brake system that are cleaned, re-
paired, and tested shall be kept in the 
railroad’s files, the cab of the loco-
motive, or a designated location in the 
passenger car until the next such peri-
odic test is performed. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41309, July 3, 2000; 77 FR 21357, Apr. 9, 
2012] 

§ 238.311 Single car test. 
(a) Except for self-propelled pas-

senger cars, single car tests of all pas-
senger cars and all unpowered vehicles 
used in passenger trains shall be per-
formed in accordance with either 
APTA Standard SS-M-005-98, ‘‘Code of 
Tests for Passenger Car Equipment 
Using Single Car Testing Device,’’ pub-
lished March, 1998; or an alternative 
procedure approved by FRA pursuant 
to § 238.21. The incorporation by ref-
erence of this APTA standard was ap-
proved by the Director of the Federal 
Register in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. You may ob-
tain a copy of the incorporated docu-
ment from the American Public Tran-
sit Association, 1201 New York Avenue, 
NW., Washington, DC 20005. You may 
inspect a copy of the document at the 
Federal Railroad Administration, 
Docket Clerk, 1200 New Jersey Avenue, 
SE., Washington, DC or at the National 
Archives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) Each single car test required by 
this section shall be performed by a 
qualified maintenance person. 

(c) A railroad shall perform a single 
car test of the brake system of a car or 
vehicle described in paragraph (a) of 
this section if the car or vehicle is 
found with one or more of the following 
wheel defects: 

(1) Built-up tread; 
(2) Slid flat wheel; 
(3) Thermal crack; 

(4) Overheated wheel; or 
(5) Shelling. 
(d) A railroad need not perform the 

single car test required in paragraph 
(c) of this section, if the railroad can 
establish that the wheel defect is other 
than built-up tread and is due to a 
cause other than a defective brake sys-
tem on the car. 

(e) Except as provided in paragraph 
(f) of this section, a railroad shall per-
form a single car test of the brake sys-
tem of a car or vehicle described in 
paragraph (a) of this section when: 

(1) Except for private cars, a car or 
vehicle is placed in service after having 
been out of service for 30 days or more; 
or 

(2) One or more of the following con-
ventional air brake equipment items is 
removed, repaired, or replaced: 

(i) Relay valve; 
(ii) Service portion; 
(iii) Emergency portion; or 
(iv) Pipe bracket. 
(f) Exception. If the single car test 

cannot be made at the point where re-
pairs are made, the car may be moved 
in passenger service to the next for-
ward location where the test can be 
made. A railroad may move a car in 
this fashion only after visually 
verifying an application and release of 
the brakes on both sides of the car that 
was repaired, and provided that the car 
is appropriately tagged to indicate the 
need to perform a single car test. The 
single car test shall be completed prior 
to, or as a part of, the car’s next cal-
endar day mechanical inspection. 

(g) If one or more of the following 
conventional air brake equipment 
items is removed, repaired, or replaced 
only that portion which is renewed or 
replaced must be tested to satisfy the 
provisions of this section: 

(1) Brake reservoir; 
(2) Brake cylinder; 
(3) Piston assembly; 
(4) Vent valve; 
(5) Quick service valve; 
(6) Brake cylinder release valve; 
(7) Modulating valve or slack ad-

juster; or 
(8) Angle cock or cutout cock. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41309, July 3, 2000; 74 FR 25174, May 27, 
2009] 
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