
47

Animal and Plant Health Inspection Service, USDA § 3.6

moisture. Metal barrels, cars, refrig-
erators or freezers, and the like must
not be used as shelter structures. The
floors of outdoor housing facilities may
be of compacted earth, absorbent bed-
ding, sand, gravel, or grass, and must
be replaced if there are any prevalent
odors, diseases, insects, pests, or ver-
min. All surfaces must be maintained
on a regular basis. Surfaces of outdoor
housing facilities—including houses,
dens, etc.—that cannot be readily
cleaned and sanitized, must be replaced
when worn or soiled.

§ 3.5 Mobile or traveling housing facili-
ties.

(a) Heating, cooling, and temperature.
Mobile or traveling housing facilities
for dogs and cats must be sufficiently
heated and cooled when necessary to
protect the dogs and cats from tem-
perature extremes and to provide for
their health and well-being. The ambi-
ent temperature in the mobile or trav-
eling housing facility must not fall
below 50 °F (10 °C) for dogs and cats not
acclimated to lower temperatures, for
those breeds that cannot tolerate lower
temperatures without stress or discom-
fort (such as short-haired breeds), and
for sick, aged, young, or infirm dogs
and cats. Dry bedding, solid resting
boards, or other methods of conserving
body heat must be provided when tem-
peratures are below 50 °F (10 °C). The
ambient temperature must not fall
below 45 °F (7.2 °C) for more than 4 con-
secutive hours when dogs or cats are
present, and must not exceed 85 °F
(29.5 °C) for more than 4 consecutive
hours when dogs or cats are present.

(b) Ventilation. Mobile or traveling
housing facilities for dogs and cats
must be sufficiently ventilated at all
times when dogs or cats are present to
provide for the health and well-being of
the animals, and to minimize odors,
drafts, ammonia levels, moisture con-
densation, and exhaust fumes. Ventila-
tion must be provided by means of win-
dows, doors, vents, fans, or air condi-
tioning. Auxiliary ventilation, such as
fans, blowers, or air conditioning, must
be provided when the ambient tempera-
ture within the animal housing area is
85 °F (29.5 °C) or higher.

(c) Lighting. Mobile or traveling
housing facilities for dogs and cats

must be lighted well enough to permit
proper cleaning and inspection of the
facility, and observation of the dogs
and cats. Animal areas must be pro-
vided a regular diurnal lighting cycle
of either natural or artificial light.
Lighting must be uniformly diffused
throughout animal facilities and pro-
vide sufficient illumination to aid in
maintaining good housekeeping prac-
tices, adequate cleaning, adequate in-
spection of animals, and for the well-
being of the animals.

§ 3.6 Primary enclosures.

Primary enclosures for dogs and cats
must meet the following minimum re-
quirements:

(a) General requirements.
(1) Primary enclosures must be de-

signed and constructed of suitable ma-
terials so that they are structurally
sound. The primary enclosures must be
kept in good repair.

(2) Primary enclosures must be con-
structed and maintained so that they:

(i) Have no sharp points or edges that
could injure the dogs and cats;

(ii) Protect the dogs and cats from
injury;

(iii) Contain the dogs and cats se-
curely;

(iv) Keep other animals from enter-
ing the enclosure;

(v) Enable the dogs and cats to re-
main dry and clean;

(vi) Provide shelter and protection
from extreme temperatures and weath-
er conditions that may be uncomfort-
able or hazardous to all the dogs and
cats;

(vii) Provide sufficient shade to shel-
ter all the dogs and cats housed in the
primary enclosure at one time;

(viii) Provide all the dogs and cats
with easy and convenient access to
clean food and water;

(ix) Enable all surfaces in contact
with the dogs and cats to be readily
cleaned and sanitized in accordance
with § 3.11(b) of this subpart, or be re-
placeable when worn or soiled;

(x) Have floors that are constructed
in a manner that protects the dogs’ and
cats’ feet and legs from injury, and
that, if of mesh or slatted construc-
tion, do not allow the dogs’ and cats’
feet to pass through any openings in
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