
91

Occupational Safety and Health Admin., Labor § 1915.173

(c) Before work is started on or in the
immediate vicinity of the propeller, a
warning sign calling attention to the
fact that employees are working in
that area shall be hung in a conspicu-
ous location in the engine room. This
sign shall not be removed until it is de-
termined that the work is completed
and all employees are free of the pro-
peller.

(d) Before the main engine is turned
over (e.g., when warming up before de-
parture or testing after an overhaul) a
check shall be made to ensure that all
employees, equipment, and tools are
free of the propeller.

§ 1915.165 Ship’s deck machinery.
(a) Before work is performed on the

anchor windlass or any of its attached
accessories, the employer shall ensure
that the following steps are taken:

(1) The devil claws shall be made fast
to the anchor chains.

(2) The riding pawls shall be in the
engaged position.

(3) In the absence of devil claws and
riding pawls, the anchor chains shall be
secured to a suitable fixed structure of
the vessel.

Subpart K—Portable, Unfired Pres-
sure Vessels, Drums and Con-
tainers, Other Than Ship’s
Equipment

§ 1915.171 Scope and application of
subpart.

The standards contained in this sub-
part shall apply to ship repairing and
shipbuilding and shall not apply to
shipbreaking.

§ 1915.172 Portable air receivers and
other unfired pressure vessels.

(a) Portable, unfired pressure vessels,
built after the effective date of this
regulation, shall be marked and re-
ported indicating that they have been
designed and constructed to meet the
standards of the American Society of
Mechanical Engineers Boiler and Pres-
sure Vessel Code, Section XIII, Rules
for Construction of Unfired Pressure
Vessels, 1963. They shall be subjected
to a hydrostatic pressure test of one
and one-half times the working pres-
sure of the vessels.

(b) Portable, unfired pressure vessels,
not built to the code requirements of

paragraph (a) of this section, and built
prior to the effective date of this regu-
lation, shall be examined quarterly by
a competent person. They shall be sub-
jected yearly to a hydrostatic pressure
test of one and one-half times the
working pressure of the vessels.

(c) The relief valves on the portable,
unfired pressure vessels in paragraphs
(a) and (b) of this section shall be set to
the safe working pressure of the ves-
sels, or set to the lowest safe working
pressure of the systems, whichever is
lower.

(d) A certification record of such ex-
aminations and tests made in compli-
ance with the requirements of para-
graphs (a) and (b) of this section shall
be maintained. The certification record
shall include the date of examinations
and tests, the signature of the person
who performed the examinations or
tests and the serial number, or other
identifier, of the equipment examined
and tested.

[47 FR 16986, Apr. 20, 1982, as amended at 51
FR 34562, Sept. 29, 1986]

§ 1915.173 Drums and containers.

(a) Shipping drums and containers
shall not be pressurized to remove
their contents.

(b) A temporarily assembled pressur-
ized piping system conveying hazard-
ous liquids or gases shall be provided
with a relief valve and by-pass to pre-
vent rupture of the system and the es-
cape of such hazardous liquids or gases.

(c) Pressure vessels, drums and con-
tainers containing toxic or flammable
liquids or gases shall not be stored or
used where they are subject to open
flame, hot metal, or other sources of
artificial heat.

(d) Unless pressure vessels, drums
and containers of 30 gallon capacity or
over containing flammable or toxic liq-
uids or gases are placed in an out-of-
the-way area where they will not be
subject to physical injury from an out-
side source, barriers or guards shall be
erected to protect them from such
physical injury.

(e) Containers of 55 gallons or more
capacity containing flammable or toxic
liquid shall be surrounded by dikes or
pans which enclose a volume equal to
at least 35 percent of the total volume
of the containers.
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(f) Fire extinguishers adequate in
number and suitable for the hazard
shall be provided. These extinguishers
shall be located in the immediate area
where pressure vessels, drums and con-
tainers containing flammable liquids
or gases are stored or in use. Such ex-
tinguishers shall be ready for use at all
times.

Subpart L—Electrical Machinery
§ 1915.181 Electrical circuits and dis-

tribution boards.
(a) The provisions of this section

shall apply to ship repairing and ship-
building and shall not apply to
shipbreaking.

(b) Before an employee is permitted
to work on an electrical circuit, except
when the circuit must remain ener-
gized for testing and adjusting, the cir-
cuit shall be deenergized and checked
at the point at which the work is to be
done to insure that it is actually deen-
ergized. When testing or adjusting an
energized circuit a rubber mat, duck
board, or other suitable insulation
shall be used underfoot where an insu-
lated deck does not exist.

(c) Deenergizing the circuit shall be
accomplished by opening the circuit
breaker, opening the switch, or remov-
ing the fuse, whichever method is ap-
propriate. The circuit breaker, switch,
or fuse location shall be tagged to indi-
cate that an employee is working on
the circuit. Such tags shall not be re-
moved nor the circuit energized until it
it definitely determined that the work
on the circuit has been completed.

(d) When work is performed imme-
diately adjacent to an open-front ener-
gized board or in back of an energized
board, the board shall be covered or
some other equally safe means shall be
used to prevent contact with any of the
energized parts.

Subparts M–Y [Reserved]

Subpart Z—Toxic and Hazardous
Substances

SOURCE: 58 FR 35514, July 1, 1993, unless
otherwise noted.

§ 1915.1000 Air contaminants.
Wherever this section applies, an

employees’s exposure to any substance

listed in Table Z—Shipyards of this
section shall be limited in accordance
with the requirements of the following
paragraphs of this section.

(a)(1) Substances with limits preceded
by ‘‘C’’—Ceiling values. An employee’s
exposure to any substance in Table Z—
Shipyards, the exposure limit of which
is preceded by a ‘‘C,’’ shall at no time
exceed the exposure limit given for
that substance. If instantaneous mon-
itoring is not feasible, then the ceiling
shall be assessed as a 15-minute time
weighted average exposure which shall
not be exceeded at any time over a
working day.

(2) Other Substances—8-hour Time
Weighted Averages. An employee’s expo-
sure to any substance in Table Z—
Shipyards , the exposure limit of which
is not preceded by a ‘‘C,’’ shall not ex-
ceed the 8-hour Time Weighted Aver-
age given for that substance in any 8-
hour work shift of a 40-hour work
week.

(b)–(c) [Reserved]
(d) Computation formulae. The com-

putation formula which shall apply to
employee exposure to more than one
substance for which 8-hour time
weighted averages are listed in subpart
Z of 29 CFR part 1915 in order to deter-
mine whether an employee is exposed
over the regulatory limit is as follows:

(1)(i) The cumulative exposure for an
8-hour work shift shall be computed as
follows:
E=(Ca Ta+Cb Tb+...Cn Tn)÷8
Where:

E is the equivalent exposure for the
working shift.

C is the concentration during any pe-
riod of time T where the concentra-
tion remains constant.

T is the duration in hours of the ex-
posure at the concentration C.

The value of E shall not exceed the 8-
hour time weighted average specified
in subpart Z of 29 CFR part 1915 for the
material involved.

(ii) To illustrate the formula pre-
scribed in paragraph (d)(1)(i) of this
section, assume that Substance A has
an 8-hour time weighted average limit
of 100 ppm noted in Table Z—Ship-
yards. Assume that an employee is sub-
ject to the following exposure:

Two hours exposure at 150 p/m
Two hours exposure at 75 p/m
Four hours exposure at 50 p/m
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