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(ii) Intermodal container spreader
twistlock systems shall be designed
and used so that a suspended load can-
not accidentally be released.

(3) Flat bed trucks or container chas-
sis used to move intermodal containers
shall be equipped with pins, flanges, or
other means to prevent the container
from shifting.

(4) After July 27, 1998, flat bed, low
boy trailers (mafis) and other similar
equipment used to transport containers
shall be marked with their cargo ca-
pacities and shall not be overloaded.

(5) Each tractor shall have all brake
air lines connected when pulling trail-
ers equipped with air brakes and shall
have the brakes tested before com-
mencing operations.

(g)(1) Intermodal containers shall be
inspected for defects in structural
members or fittings before handling.

(2) Any intermodal container found
to be unsafe shall be identified as such,
promptly removed from service and re-
paired before being returned to service.

(h) Containers shall not be hoisted
unless all engaged chassis twist locks
are released.

[48 FR 30909, July 5, 1983, as amended at 62
FR 40200, July 25, 1997]

§ 1917.73 Terminal facilities handling
menhaden and similar species of
fish (See also § 1917.2, definition of
hazardous cargo, materials, sub-
stance, or atmosphere).

(a)(1) Tanks in terminal areas used
for receiving or storing brailwater for
recirculating into vessel holds in dis-
charging operations shall be opened or
ventilated to minimize contamination
of water circulated to the vessel.
Brailwater tanks shall be thoroughly
drained upon completion of each day’s
operations and shall be left open to the
air. Drainage is unnecessary when
brailwater has been treated to remove
hydrogen sulfide-producing contami-
nants and the efficiency of such treat-
ment has been established by the em-
ployer.

(2) Before employees enter a dock
tank, it shall first be drained, rinsed
and tested for hydrogen sulfide and ox-
ygen deficiency. Employees shall not
enter the tank when the hydrogen sul-
fide level exceeds 20 ppm or oxygen

content is less than 19.5 percent, except
in emergencies.

(3) Tests shall be conducted by des-
ignated personnel with suitable test
equipment and respiratory protective
equipment complying with the provi-
sions of § 1910.134 of this chapter.

(b) Pipelines and hoses on the dock or
terminal used for receiving and cir-
culating used brailwater shall be com-
pletely drained upon completion of
each day’s operation and left open to
the air.

(c) At least four units of respiratory
protective equipment consisting of sup-
plied-air respirators or self-contained
breathing apparatus complying with
the requirements of § 1910.134 of this
chapter shall be available in a suitably
labeled cabinet for immediate use in
case of emergency caused by oxygen
deficiency or hydrogen sulfide. Any
employee entering a tank in an emer-
gency shall, in addition to respiratory
protective equipment, wear a lifeline
and safety harness to facilitate rescue.
At least two other employees, simi-
larly equipped, shall be continuously
stationed outside the tank to observe
and to provide rescue services.

(d) The plant superintendent and
foremen shall be trained and knowl-
edgeable about the hazards of hydrogen
sulfide and oxygen deficiency. They
shall be trained in the use of appro-
priate respiratory and other protective
equipment, and in rescue procedures.
Other supervisory plant personnel shall
be informed of these hazards and in-
structed in the necessary safety meas-
ures, including use of respiratory and
rescue equipment.

(e) Supervisory personnel shall be on
hand at dockside to supervise discharg-
ing of brailwater from vessels.

Subpart E—Personal Protection

§ 1917.91 Eye and face protection.

(a)(1) The employer shall ensure that
each affected employee uses appro-
priate eye and/or face protection where
there are exposures to eye and/or face
hazards. Such equipment shall comply
with American National Standards In-
stitute, ANSI Z–87.1–1989, ‘‘Practice for
Occupational and Educational Eye and
Face Protection.’’
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(2) For employees wearing corrective
spectacles, eye protection equipment
required by paragraph (a)(1) of this sec-
tion must be of a type which can be
worn over spectacles. Prescription
ground safety lenses may be sub-
stituted if they provide equivalent pro-
tection.

(3) For additional requirements cov-
ering eye protection against radiant
energy, see § 1917.152(h).

(b) Eye protection equipment shall be
maintained in good condition.

(c) Used eye protection equipment
shall be cleaned and disinfected before
reissuance to another employee.

[48 FR 30909, July 5, 1983, as amended at 62
FR 40201, July 25, 1997]

§ 1917.92 Respiratory protection.
(See § 1917.1(a)(2)(viii))

§ 1917.93 Head protection.
(a) The employer shall ensure that

each affected employee wears a protec-
tive helmet when working in areas
where there is a potential for injury to
the head from falling objects.

(b) Such equipment shall comply
with American National Standards In-
stitute, ANSI Z–89.1–1986, ‘‘Personnel
Protection-Protective Headwear for In-
dustrial Workers-Requirements.’’

(c) Protective hats previously worn
shall be cleaned and disinfected before
issuance by the employer to another
employee.

[48 FR 30909, July 5, 1983, as amended at 62
FR 40201, July 25, 1997]

§ 1917.94 Foot protection.
(a) The employer shall ensure that

each affected employee wears protec-
tive footwear when working in areas
where there is a danger of foot injuries
due to falling or rolling objects or ob-
jects piercing the sole.

(b) Such equipment shall comply
with American National Standards

Institute, ANSI Z–41–1991, ‘‘American
National Standard for Personal Protec-
tion-Protective Footwear.’’

[62 FR 40201, July 25, 1997]

§ 1917.95 Other protective measures.
(a) Protective clothing. (1) Employees

performing work that requires special
protective clothing shall be directed by

the employer to wear the necessary
special protective clothing.

(2) When necessary, protective cloth-
ing previously worn shall be cleaned
and disinfected before reissuance.

(b)(1) The employer shall provide,
and shall direct the wearing of personal
flotation devices for those employees,
such as line handlers, who are engaged
in work in which they may be pulled
into the water:

(i) When such employees are working
in isolation, or

(ii) Where physical limitations of
available working space creates a haz-
ard of falling into the water, or

(iii) Where the work area is ob-
structed by cargo or other obstacles so
as to prevent employees from obtaining
safe footing for their work.

(2) Personal flotation devices (PFD)
(life preservers, life jackets, and work
vests) worn by each affected employee
shall be any United States Coast Guard
(USCG) approved and marked Type I
PFD, Type II PFD or Type III PFD; or
shall be a USCG approved Type V PFD
that is marked for use as a work vest,
for commercial use, or for use on ves-
sels. USCG approval is pursuant to 46
CFR part 160, Coast Guard Lifesaving
Equipment Specifications.

(3) Personal flotation devices shall be
maintained in safe condition and shall
be considered unserviceable when dam-
aged so as to affect buoyancy or fasten-
ing capability.

(c) Emergency facilities. When employ-
ees are exposed to hazardous sub-
stances which may require emergency
bathing, eye washing or other facili-
ties, the employer shall provide such
facilities and maintain them in good
working order.

[48 FR 30909, July 5, 1983, as amended at 62
FR 40201, July 25, 1997]

Subpart F—Terminal Facilities

§ 1917.111 Maintenance and load lim-
its.

(a) The structural integrity of docks,
piers, wharves, terminals and working
surfaces shall be maintained.

(b) Maximum safe load limits, in
pounds per square foot (kilograms per
square meter), of floors elevated above
ground level, and pier structures over
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