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(2) The flash point of liquids having a
viscosity of 45 Saybolt Universal Sec-
ond(s) or more at 175° F. (79.4° C.) or
higher shall be determined in accord-
ance with the Standard Method of Test
for Flash Point by the Pensky Martens
Closed Tester, ASTM D–93–69.

(j) Liquefied petroleum gases, LPG and
LP Gas mean and include any material
which is composed predominantly of
any of the following hydrocarbons, or
mixtures of them, such as propane, pro-
pylene, butane (normal butane or iso-
butane), and butylenes.

(k) Portable tank means a closed con-
tainer having a liquid capacity more
than 60 U.S. gallons, and not intended
for fixed installation.

(l) Safety can means an approved
closed container, of not more than 5
gallons capacity, having a flash-arrest-
ing screen, spring-closing lid and spout
cover and so designed that it will safe-
ly relieve internal pressure when sub-
jected to fire exposure.

(m) Vapor pressure means the pres-
sure, measured in pounds per square
inch (absolute), exerted by a volatile
liquid as determined by the ‘‘Standard
Method of Test for Vapor Pressure of
Petroleum Products (Reid Method).’’
(ASTM D–323–58).

Subpart G—Signs, Signals, and
Barricades

AUTHORITY: Sec. 107, Contract Work Hours
and Safety Standards Act (Construction
Safety Act) (40 U.S.C. 333); secs. 4, 6, 8, Occu-
pational Safety and Health Act of 1970 (29
U.S.C. 653, 655, 657); Secretary of Labor’s
Order No. 12–71 (36 FR 8754), 8–76 (41 FR
25059), or 9–83 (48 FR 35736), as applicable.

§ 1926.200 Accident prevention signs
and tags.

(a) General. Signs and symbols re-
quired by this subpart shall be visible
at all times when work is being per-
formed, and shall be removed or cov-
ered promptly when the hazards no
longer exist.

(b) Danger signs. (1) Danger signs (see
Figure G–1) shall be used only where an
immediate hazard exists.

(2) Danger signs shall have red as the
predominating color for the upper
panel; black outline on the borders;
and a white lower panel for additional
sign wording.

(c) Caution signs. (1) Caution signs
(see Figure G–2) shall be used only to
warn against potential hazards or to
caution against unsafe practices.

(2) Caution signs shall have yellow as
the predominating color; black upper
panel and borders: yellow lettering of
‘‘caution’’ on the black panel; and the
lower yellow panel for additional sign
wording. Black lettering shall be used
for additional wording.

(3) Standard color of the background
shall be yellow; and the panel, black
with yellow letters. Any letters used
against the yellow background shall be
black. The colors shall be those of
opaque glossy samples as specified in
Table 1 of American National Standard
Z53.1–1967.

(d) Exit signs. Exit signs, when re-
quired, shall be lettered in legible red
letters, not less than 6 inches high, on
a white field and the principal stroke
of the letters shall be at least three-
fourths inch in width.

(e) Safety instruction signs. Safety in-
struction signs, when used, shall be
white with green upper panel with
white letters to convey the principal
message. Any additional wording on
the sign shall be black letters on the
white background.

(f) Directional signs. Directional signs,
other than automotive traffic signs
specified in paragraph (g) of this sec-
tion, shall be white with a black panel
and a white directional symbol. Any
additional wording on the sign shall be
black letters on the white background.

(g) Traffic signs. (1) Construction
areas shall be posted with legible traf-
fic signs at points of hazard.
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(2) All traffic control signs or devices
used for protection of construction
workmen shall conform to American
National Standards Institute D6.1–1971,
Manual on Uniform Traffic Control De-
vices for Streets and Highways.

(h) Accident prevention tags. (1) Acci-
dent prevention tags shall be used as a

temporary means of warning employ-
ees of an existing hazard, such as defec-
tive tools, equipment, etc. They shall
not be used in place of, or as a sub-
stitute for, accident prevention signs.

(2) Specifications for accident pre-
vention tags similar to those in Table
G–1 shall apply.

(i) Additional rules. American Na-
tional Standards Institute (ANSI)
Z35.1–1968, Specifications for Accident
Prevention Signs, and Z35.2–1968, Speci-

fications for Accident Prevention Tags,
contain rules which are additional to
the rules prescribed in this section.
The employer shall comply with ANSI
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Z35.1–1968 and Z35.2–1968 with respect to
rules not specifically prescribed in this
subpart.

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6,
1979, as amended at 58 FR 35173, June 30, 1993]

§ 1926.201 Signaling.

(a) Flagmen. (1) When operations are
such that signs, signals, and barricades
do not provide the necessary protection
on or adjacent to a highway or street,
flagmen or other appropriate traffic
controls shall be provided.

(2) Signaling directions by flagmen
shall conform to American National
Standards Institute D6.1–1971, Manual
on Uniform Traffic Control Devices for
Streets and Highways.

(3) Hand signaling by flagmen shall
be by use of red flags at least 18 inches
square or sign paddles, and in periods
of darkness, red lights.

(4) Flagmen shall be provided with
and shall wear a red or orange warning
garment while flagging. Warning gar-
ments worn at night shall be of
reflectorized material.

(b) Crane and hoist signals. Regula-
tions for crane and hoist signaling will
be found in applicable American Na-
tional Standards Institute standards.

§ 1926.202 Barricades.

Barricades for protection of employ-
ees shall conform to the portions of the
American National Standards Institute
D6.1–1971, Manual on Uniform Traffic
Control Devices for Streets and High-
ways, relating to barricades.

§ 1926.203 Definitions applicable to
this subpart.

(a) Barricade means an obstruction to
deter the passage of persons or vehi-
cles.

(b) Signs are the warnings of hazard,
temporarily or permanently affixed or
placed, at locations where hazards
exist.

(c) Signals are moving signs, provided
by workers, such as flagmen, or by de-
vices, such as flashing lights, to warn
of possible or existing hazards.

(d) Tags are temporary signs, usually
attached to a piece of equipment or
part of a structure, to warn of existing
or immediate hazards.

Subpart H—Materials Handling,
Storage, Use, and Disposal

AUTHORITY: Sec. 107, Contract Work Hours
and Safety Standards Act (Construction
Safety Act) (40 U.S.C. 333); Secs. 4, 6, 8, Occu-
pational Safety and Health Act of 1970 (29
U.S.C. 653, 655, 657); Secretary of Labor’s
Order No. 12–71 (36 FR 8754), 8–76 (41 FR
25059), 9–83 (48 FR 35736), or 1–90 (50 FR 9033),
as applicable. Section 1926.250 also issued
under 29 CFR Part 1911.

§ 1926.250 General requirements for
storage.

(a) General. (1) All materials stored in
tiers shall be stacked, racked, blocked,
interlocked, or otherwise secured to
prevent sliding, falling or collapse.

(2) Maximum safe load limits of
floors within buildings and structures,
in pounds per square foot, shall be con-
spicuously posted in all storage areas,
except for floor or slab on grade. Maxi-
mum safe loads shall not be exceeded.

(3) Aisles and passageways shall be
kept clear to provide for the free and
safe movement of material handling
equipment or employees. Such areas
shall be kept in good repair.

(4) When a difference in road or work-
ing levels exist, means such as ramps,
blocking, or grading shall be used to
ensure the safe movement of vehicles
between the two levels.

(b) Material storage. (1) Material
stored inside buildings under construc-
tion shall not be placed within 6 feet of
any hoistway or inside floor openings,
nor within 10 feet of an exterior wall
which does not extend above the top of
the material stored.

(2) Each employee required to work
on stored material in silos, hoppers,
tanks, and similar storage areas shall
be equipped with personal fall arrest
equipment meeting the requirements
of subpart M of this part.

(3) Noncompatible materials shall be
segregated in storage.

(4) Bagged materials shall be stacked
by stepping back the layers and cross-
keying the bags at least every 10 bags
high.

(5) Materials shall not be stored on
scaffolds or runways in excess of sup-
plies needed for immediate operations.

(6) Brick stacks shall not be more
than 7 feet in height. When a loose
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