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Assay Media by the Monodisperse DOP
(Dioctyl Phthalate) Smoke Test, IBR ap-
proved for Method 103, par. 2.1.3; Method 104,
par. 3.1.1.

(4) ASTM D2267–68 (reapproved 1978) Aro-
matics in Light Naphthas and Aviation Gas-
oline by Gas Chromatography, IBR approved
June 6, 1984, for § 61.245(d)(1) and IBR ap-
proved September 30, 1986 for § 61.67(h)(1).

(5) ASTM D 2382–76, Heat of Combustion of
Hydrocarbon Fuels by Bomb Calorimeter
(High-Precision Method), IBR approved June
6, 1984, for § 61.245(e)(3).

(6) ASTM D 2504–67 (Reapproved 1977), Non-
condensable Gases in C3 and Lighter Hydro-
carbon Products by Gas Chromatography,
IBR approved June 6, 1984, for § 61.245(e)(3).

(7) ASTM D 836–84, Standard Specification
for Industrial Grade Benzene, IBR approved
September 14, 1989, for § 61.270(a).

(8) ASTM D 835–85, Standard Specification
for Refined Benzene–485, IBR approved Sep-
tember 14, 1989, for § 61.270(a).

(9) ASTM D 2359–85a, Standard Specifica-
tion for Refined Benzene–535, IBR approved
September 14, 1989, for § 61.270(a).

(10) ASTM D 4734–87, Standard Specifica-
tion for Refined Benzene–545, IBR approved
September 14, 1989, for § 61.270(a).

(11) ASTM E 50–82 (reapproved 1986), Stand-
ard Practices for Apparatus Reagents, and
Safety Precautions for Chemical Analysis of
Metals, IBR approved for Method 108C, par.
2.1.4.

(b) The following material is avail-
able from the U.S. EPA Environmental
Monitoring and Support Laboratory,
Cincinnati, Ohio 45268.

(1) Method 601, Test Method for Purgeable
Halocarbons, July 1982, IBR approved Sep-
tember 30, 1986, for § 61.67(g)(2).

(c) The following material is avail-
able for purchase from the American
National Standards Institute, Inc., 1430
Broadway, New York, NY 10018.

(1) ANSI N13.1—1969, ‘‘Guide to Sampling
Airborne Radioactive Materials in Nuclear
Facilities.’’ IBR approved for §§ 61.93(b)(2)(ii);
61.107(b)(2)(ii); and Method 114, par. 2.1 of ap-
pendix B to part 61.

(d) The following material is avail-
able from the Superintendent of Docu-
ments, U.S. Government Printing Of-
fice, Washington, DC 20402–9325, tele-
phone (202) 783–3238.

(1) Test Methods for Evaluating Solid
Waste, Physical/Chemical Methods, EPA
Publication SW–846, Third Edition, Novem-
ber 1986, as amended by Revision I, December
1987, Order Number 955–001–00000–1:

(i) Method 8020, Aromatic Volatile Organ-
ics, IBR approved March 7, 1990, for
§ 61.355(c)(2)(iv)(A).

(ii) Method 8021, Volatile Organic Com-
pounds in Water by Purge and Trap Capillary
Column Gas Chromatography with Photoion-
ization and Electrolytic Conductivity Detec-
tors in Series, IBR approved March 7, 1990,
for § 61.355(c)(2)(iv)(B).

(iii) Method 8240, Gas Chromatography/
Mass Spectrometry for Volatile Organics,
IBR approved March 7, 1990, for
§ 61.355(c)(2)(iv)(C).

(iv) Method 8260, Gas Chromatography/
Mass Spectrometry for Volatile Organics:
Capillary Column Technique, IBR approved
March 7, 1990, for § 61.355(c)(2)(iv)(D).

[48 FR 3740, Jan. 27, 1983, as amended at 48
FR 55266, Dec. 9, 1983; 49 FR 23520, June 6,
1984; 51 FR 34914, Sept. 30, 1986; 54 FR 38073,
Sept. 14, 1989; 54 FR 51704, Dec. 15, 1989; 55 FR
8341, Mar. 7, 1990; 55 FR 18331, May 2, 1990; 55
FR 22027, May 31, 1990; 55 FR 32914, Aug. 13,
1990]

§ 61.19 Circumvention.

No owner or operator shall build,
erect, install, or use any article ma-
chine, equipment, process, or method,
the use of which conceals an emission
which would otherwise constitute a
violation of an applicable standard.
Such concealment includes, but is not
limited to, the use of gaseous dilutants
to achieve compliance with a visible
emissions standard, and the piecemeal
carrying out of an operation to avoid
coverage by a standard that applies
only to operations larger than a speci-
fied size.

[40 FR 48299, Oct. 14, 1975. Redesignated at 50
FR 46294, Nov. 7, 1985]

Subpart B—National Emission
Standards for Radon Emissions
From Underground Uranium
Mines

SOURCE: 54 FR 51694, Dec. 15, 1989, unless
otherwise noted.

§ 61.20 Designation of facilities.

The provisions of this subpart are ap-
plicable to the owner or operator of an
active underground uranium mine
which:

(a) Has mined, will mine or is de-
signed to mine over 100,000 tons of ore
during the life of the mine; or
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(b) Has had or will have an annual
ore production rate greater than 10,000
tons, unless it can be demonstrated to
EPA that the mine will not exceed
total ore production of 100,000 tons dur-
ing the life of the mine.

§ 61.21 Definitions.
As used in this subpart, all terms not

defined here have the meaning given
them in the Clean Air Act or subpart A
of part 61. The following terms shall
have the following specific meanings:

(a) Active mine means an underground
uranium mine which is being venti-
lated to allow workers to enter the
mine for any purpose.

(b) Effective dose equivalent means the
sum of the products of absorbed dose
and appropriate factors to account for
differences in biological effectiveness
due to the quality of radiation and its
distribution in the body of reference
man. The unit of the effective dose
equivalent is the rem. The method for
calculating effective dose equivalent
and the definition of reference man are
outlined in the International Commis-
sion on Radiological Protection’s Pub-
lication No. 26.

(c) Underground uranium mine means
a man-made underground excavation
made for the purpose of removing ma-
terial containing uranium for the prin-
cipal purpose of recovering uranium.

§ 61.22 Standard.
Emissions of radon-222 to the ambi-

ent air from an underground uranium
mine shall not exceed those amounts
that would cause any member of the
public to receive in any year an effec-
tive dose equivalent of 10 mrem/y.

§ 61.23 Determining compliance.
(a) Compliance with the emission

standard in this subpart shall be deter-
mined and the effective dose equivalent
calculated by the EPA computer code
COMPLY–R. An underground uranium
mine owner or operator shall calculate
the source terms to be used for input
into COMPLY–R by conducting testing
in accordance with the procedures de-
scribed in appendix B, Method 115, or

(b) Owners or operators may dem-
onstrate compliance with the emission
standard in this subpart through the
use of computer models that are equiv-

alent to COMPLY–R provided that the
model has received prior approval from
EPA headquarters. EPA may approve a
model in whole or in part and may
limit its use to specific circumstances.

§ 61.24 Annual reporting requirements.
(a) The mine owner or operator shall

annually calculate and report the re-
sults of the compliance calculations in
§ 61.23 and the input parameters used in
making the calculation. Such report
shall cover the emissions of a calendar
year and shall be sent to EPA by
March 31 of the following year. Each
report shall also include the following
information:

(1) The name and location of the
mine.

(2) The name of the person respon-
sible for the operation of the facility
and the name of the person preparing
the report (if different).

(3) The results of the emissions test-
ing conducted and the dose calculated
using the procedures in § 61.23.

(4) A list of the stacks or vents or
other points where radioactive mate-
rials are released to the atmosphere,
including their location, diameter, flow
rate, effluent temperature and release
height.

(5) A description of the effluent con-
trols that are used on each stack, vent,
or other release point and the effluent
controls used inside the mine, and an
estimate of the efficiency of each con-
trol method or device.

(6) Distances from the points of re-
lease to the nearest residence, school,
business or office and the nearest farms
producing vegetables, milk, and meat.

(7) The values used for all other user-
supplied input parameters for the com-
puter models (e.g., meteorological
data) and the source of these data.

(8) Each report shall be signed and
dated by a corporate officer in charge
of the facility and contain the follow-
ing declaration immediately above the
signature line: ‘‘I certify under penalty
of law that I have personally examined
and am familiar with the information
submitted herein and based on my in-
quiry of those individuals immediately
responsible for obtaining the informa-
tion, I believe that the submitted infor-
mation is true, accurate and complete.
I am aware that there are significant
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penalties for submitting false informa-
tion including the possibility of fine
and imprisonment. See, 18 U.S.C. 1001.’’

(b) lf the facility is not in compliance
with the emission standard of § 61.22 in
the calendar year covered by the re-
port, the facility must then commence
reporting to the Administrator on a
monthly basis the information listed in
paragraph (a) of this section for the
preceding month. These reports will
start the month immediately following
the submittal of the annual report for
the year in noncompliance and will be
due 30 days following the end of each
month. This increased level of report-
ing will continue until the Adminis-
trator has determined that the month-
ly reports are no longer necessary. In
addition to all the information re-
quired in paragraph (a) of this section,
monthly reports shall also include the
following information:

(1) All controls or other changes in
operation of the facility that will be or
are being installed to bring the facility
into compliance.

(2) If the facility is under a judicial
or administrative enforcement decree
the report will describe the facilities
performance under the terms of the de-
cree.

(c) The first report will cover the
emissions of calendar year 1990.

§ 61.25 Recordkeeping requirements.

The owner or operator of a mine
must maintain records documenting
the source of input parameters includ-
ing the results of all measurements
upon which they are based, the calcula-
tions and/or analytical methods used to
derive values for input parameters, and
the procedure used to determine com-
pliance. In addition, the documenta-
tion should be sufficient to allow an
independent auditor to verify the accu-
racy of the determination made con-
cerning the facility’s compliance with
the standard. These records must be
kept at the mine or by the owner or op-
erator for at least five years and upon
request be made available for inspec-
tion by the Administrator, or his au-
thorized representative.

§ 61.26 Exemption from the reporting
and testing requirements of 40 CFR
61.10.

All facilities designated under this
subpart are exempt from the reporting
requirements of 40 CFR 61.10.

Subpart C—National Emission
Standard for Beryllium

§ 61.30 Applicability.

The provisions of this subpart are ap-
plicable to the following stationary
sources:

(a) Extraction plans, ceramic plants,
foundries, incinerators, and propellant
plants which process beryllium ore, be-
ryllium, beryllium oxide, beryllium al-
loys, or beryllium-containing waste.

(b) Machine shops which process be-
ryllium, beryllium oxides, or any alloy
when such alloy contains more than 5
percent beryllium by weight.

§ 61.31 Definitions.

Terms used in this subpart are de-
fined in the act, in subpart A of this
part, or in this section as follows:

(a) Beryllium means the element be-
ryllium. Where weights or concentra-
tions are specified, such weights or
concentrations apply to beryllium
only, excluding the weight or con-
centration of any associated elements.

(b) Extraction plant means a facility
chemically processing beryllium ore to
beryllium metal, alloy, or oxide, or
performing any of the intermediate
steps in these processes.

(c) Beryllium ore means any naturally
occurring material mined or gathered
for its beryllium content.

(d) Machine shop means a facility per-
forming cutting, grinding, turning,
honing, milling, deburring, lapping,
electrochemical machining, etching, or
other similar operations.

(e) Ceramic plant means a manufac-
turing plant producing ceramic items.

(f) Foundry means a facility engaged
in the melting or casting of beryllium
metal or alloy.

(g) Beryllium-containing waste means
material contaminated with beryllium
and/or beryllium compounds used or
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