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methodology and show how the above
criteria will be met.

(c) The following facilities may use
either the methodologies and quality
assurance programs described in para-
graph (b) of this section or may use the
following:

(1) [Reserved]
(2) Uranium mills may determine

their emissions in conformance with
the Nuclear Regulatory Commission’s
Regulatory Guide 4.14 dated April 1980.
In addition, they may conduct a qual-
ity assurance program as described in
the Nuclear Regulatory Commission’s
Regulatory Guide 4.15 dated February
1979.

[54 FR 51697, Dec. 15, 1989, as amended at 61
FR 46212, Sept. 5, 1995; 61 FR 68981, Dec. 30,
1996]

§ 61.108 Exemption from the reporting
and testing requirements of 40 CFR
61.10.

All facilities designated under this
subpart are exempt from the reporting
requirements of 40 CFR 61.10.

Subpart J—National Emission
Standard for Equipment Leaks
(Fugitive Emission Sources) of
Benzene

SOURCE: 49 FR 23513, June 6, 1984, unless
otherwise noted.

§ 61.110 Applicability and designation
of sources.

(a) The provisions of this subpart
apply to each of the following sources
that are intended to operate in benzene
service: pumps, compressors, pressure
relief devices, sampling connections,
systems, open-ended valves or lines,
valves, flanges and other connectors,
product accumulator vessels, and con-
trol devices or systems required by this
subpart.

(b) The provisions of this subpart do
not apply to sources located in coke
by-product plants.

(c)(1) If an owner or operator applies
for one of the exemptions in this para-
graph, then the owner or operator shall
maintain records as required in
§ 61.246(i).

(2) Any equipment in benzene service
that is located at a plant site designed

to produce or use less than 1,000
megagrams of benzene per year is ex-
empt from the requirements of § 61.112.

(3) Any process unit (defined in
§ 61.241) that has no equipment in ben-
zene service is exempt from the re-
quirements of § 61.112.

(d) While the provisions of this sub-
part are effective, a source to which
this subpart applies that is also subject
to the provisions of 40 CFR part 60 only
will be required to comply with the
provisions of this subpart.

§ 61.111 Definitions.

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the Act, in subpart A of
part 61, or in subpart V of part 61, and
the following terms shall have the spe-
cific meanings given them:

In benzene service means that a piece
of equipment either contains or con-
tacts a fluid (Liquid or gas) that is at
least 10 percent benzene by weight as
determined according to the provisions
of § 61.245(d). The provisions of
§ 61.245(d) also specify how to determine
that a piece of equipment is not in ben-
zene service.

Semiannual means a 6-month period;
the first semiannual period concludes
on the last day of the last month dur-
ing the 180 days following initial start-
up for new sources; and the first semi-
annual period concludes on the last day
of the last full month during the 180
days after June 6, 1984 for existing
sources.

§ 61.112 Standards.

(a) Each owner or operator subject to
the provisions of this subpart shall
comply with the requirements of sub-
part V of this part.

(b) An owner or operator may elect
to comply with the requirements of
§§ 61.243–1 and 61.243–2.

(c) An owner or operator may apply
to the Administrator for a determina-
tion of an alternative means of emis-
sion limitation that achieves a reduc-
tion in emissions of benzene at least
equivalent to the reduction in emis-
sions of benzene achieved by the con-
trols required in this subpart. In doing
so, the owner or operator shall comply
with requirements of § 61.244.
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