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Tow point Position
Load

Magnitude No. Direction

Swiveled 45° from forward ............... 0.15W 9
10

Forward, in plane of wheel.
Aft, in plane of wheel.

Swiveled 45° from aft ....................... 0.15W 11
12

Forward, in plane of wheel.
Aft, in plane of wheel.

[Amdt. 23–14, 38 FR 31821, Nov. 19, 1973]

§ 23.511 Ground load; unsymmetrical
loads on multiple-wheel units.

(a) Pivoting loads. The airplane is as-
sumed to pivot about on side of the
main gear with—

(1) The brakes on the pivoting unit
locked; and

(2) Loads corresponding to a limit
vertical load factor of 1, and coefficient
of friction of 0.8 applied to the main
gear and its supporting structure.

(b) Unequal tire loads. The loads es-
tablished under §§ 23.471 through 23.483
must be applied in turn, in a 60/40 per-
cent distribution, to the dual wheels
and tires in each dual wheel landing
gear unit.

(c) Deflated tire loads. For the deflated
tire condition—

(1) 60 percent of the loads established
under §§ 23.471 through 23.483 must be
applied in turn to each wheel in a land-
ing gear unit; and

(2) 60 percent of the limit drag and
side loads, and 100 percent of the limit
vertical load established under §§ 23.485
and 23.493 or lesser vertical load ob-
tained under paragraph (c)(1) of this
section, must be applied in turn to
each wheel in the dual wheel landing
gear unit.

[Amdt. 23–7, 34 FR 13090, Aug. 13, 1969]

WATER LOADS

§ 23.521 Water load conditions.

(a) The structure of seaplanes and
amphibians must be designed for water
loads developed during takeoff and
landing with the seaplane in any atti-
tude likely to occur in normal oper-
ation at appropriate forward and sink-
ing velocities under the most severe
sea conditions likely to be encoun-
tered.

(b) Unless the applicant makes a ra-
tional analysis of the water loads,
§§ 23.523 through 23.537 apply.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–45, 58 FR 42160, Aug. 6,
1993; Amdt. 23–48, 61 FR 5147, Feb. 9, 1996]

§ 23.523 Design weights and center of
gravity positions.

(a) Design weights. The water load re-
quirements must be met at each oper-
ating weight up to the design landing
weight except that, for the takeoff con-
dition prescribed in § 23.531, the design
water takeoff weight (the maximum
weight for water taxi and takeoff run)
must be used.

(b) Center of gravity positions. The
critical centers of gravity within the
limits for which certification is re-
quested must be considered to reach
maximum design loads for each part of
the seaplane structure.

[Doc. No. 26269, 58 FR 42160, Aug. 6, 1993]

§ 23.525 Application of loads.

(a) Unless otherwise prescribed, the
seaplane as a whole is assumed to be
subjected to the loads corresponding to
the load factors specified in § 23.527.

(b) In applying the loads resulting
from the load factors prescribed in
§ 23.527, the loads may be distributed
over the hull or main float bottom (in
order to avoid excessive local shear
loads and bending moments at the lo-
cation of water load application) using
pressures not less than those pre-
scribed in § 23.533(c).

(c) For twin float seaplanes, each
float must be treated as an equivalent
hull on a fictitious seaplane with a
weight equal to one-half the weight of
the twin float seaplane.

(d) Except in the takeoff condition of
§ 23.531, the aerodynamic lift on the
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seaplane during the impact is assumed
to be 2⁄3 of the weight of the seaplane.

[Doc. No. 26269, 58 FR 42161, Aug. 6, 1993; 58
FR 51970, Oct. 5, 1993]

§ 23.527 Hull and main float load fac-
tors.

(a) Water reaction load factors nw

must be computed in the following
manner:

(1) For the step landing case
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(2) For the bow and stern landing
cases
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(b) The following values are used:
(1) nw=water reaction load factor

(that is, the water reaction divided by
seaplane weight).

(2) C1=empirical seaplane operations
factor equal to 0.012 (except that this
factor may not be less than that nec-
essary to obtain the minimum value of
step load factor of 2.33).

(3) VSO=seaplane stalling speed in
knots with flaps extended in the appro-
priate landing position and with no
slipstream effect.

(4) β=Angle of dead rise at the longi-
tudinal station at which the load fac-
tor is being determined in accordance
with figure 1 of appendix I of this part.

(5) W=seaplane landing weight in
pounds.

(6) K1=empirical hull station weigh-
ing factor, in accordance with figure 2
of appendix I of this part.

(7) rx=ratio of distance, measured
parallel to hull reference axis, from the
center of gravity of the seaplane to the
hull longitudinal station at which the
load factor is being computed to the ra-
dius of gyration in pitch of the sea-
plane, the hull reference axis being a
straight line, in the plane of symme-
try, tangential to the keel at the main
step.

(c) For a twin float seaplane, because
of the effect of flexibility of the attach-
ment of the floats to the seaplane, the

factor K1 may be reduced at the bow
and stern to 0.8 of the value shown in
figure 2 of appendix I of this part. This
reduction applies only to the design of
the carrythrough and seaplane struc-
ture.

[Doc. No. 26269, 58 FR 42161, Aug. 6, 1993; 58
FR 51970, Oct. 5, 1993]

§ 23.529 Hull and main float landing
conditions.

(a) Symmetrical step, bow, and stern
landing. For symmetrical step, bow,
and stern landings, the limit water re-
action load factors are those computed
under § 23.527. In addition—

(1) For symmetrical step landings,
the resultant water load must be ap-
plied at the keel, through the center of
gravity, and must be directed per-
pendicularly to the keel line;

(2) For symmetrical bow landings,
the resultant water load must be ap-
plied at the keel, one-fifth of the longi-
tudinal distance from the bow to the
step, and must be directed perpendicu-
larly to the keel line; and

(3) For symmetrical stern landings,
the resultant water load must be ap-
plied at the keel, at a point 85 percent
of the longitudinal distance from the
step to the stern post, and must be di-
rected perpendicularly to the keel line.

(b) Unsymmetrical landing for hull and
single float seaplanes. Unsymmetrical
step, bow, and stern landing conditions
must be investigated. In addition—

(1) The loading for each condition
consists of an upward component and a
side component equal, respectively, to
0.75 and 0.25 tan β times the resultant
load in the corresponding symmetrical
landing condition; and

(2) The point of application and di-
rection of the upward component of the
load is the same as that in the sym-
metrical condition, and the point of ap-
plication of the side component is at
the same longitudinal station as the
upward component but is directed in-
ward perpendicularly to the plane of
symmetry at a point midway between
the keel and chine lines.

(c) Unsymmetrical landing; twin float
seaplanes. The unsymmetrical loading
consists of an upward load at the step
of each float of 0.75 and a side load of
0.25 tan β at one float times the step
landing load reached under § 23.527. The
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side load is directed inboard, per-
pendicularly to the plane of symmetry
midway between the keel and chine
lines of the float, at the same longitu-
dinal station as the upward load.

[Doc. No. 26269, 58 FR 42161, Aug. 6, 1993]

§ 23.531 Hull and main float takeoff
condition.

For the wing and its attachment to
the hull or main float—

(a) The aerodynamic wing lift is as-
sumed to be zero; and

(b) A downward inertia load, cor-
responding to a load factor computed
from the following formula, must be
applied:
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Where—
n=inertia load factor;
CTO=empirical seaplane operations fac-

tor equal to 0.004;
VS1=seaplane stalling speed (knots) at

the design takeoff weight with the
flaps extended in the appropriate
takeoff position;

β=angle of dead rise at the main step
(degrees); and

W=design water takeoff weight in
pounds.

[Doc. No. 26269, 58 FR 42161, Aug. 6, 1993]

§ 23.533 Hull and main float bottom
pressures.

(a) General. The hull and main float
structure, including frames and bulk-
heads, stringers, and bottom plating,
must be designed under this section.

(b) Local pressures. For the design of
the bottom plating and stringers and
their attachments to the supporting
structure, the following pressure dis-
tributions must be applied:

(1) For an unflared bottom, the pres-
sure at the chine is 0.75 times the pres-
sure at the keel, and the pressures be-
tween the keel and chine vary linearly,
in accordance with figure 3 of appendix
I of this part. The pressure at the keel
(p.s.i.) is computed as follows:
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where—
Pk=pressure (p.s.i.) at the keel;
C2=0.00213;
K2=hull station weighing factor, in ac-

cordance with figure 2 of appendix I
of this part;

VS1=seaplane stalling speed (knots) at
the design water takeoff weight with
flaps extended in the appropriate
takeoff position; and

βK=angle of dead rise at keel, in ac-
cordance with figure 1 of appendix I
of this part.

(2) For a flared bottom, the pressure
at the beginning of the flare is the
same as that for an unflared bottom,
and the pressure between the chine and
the beginning of the flare varies lin-
early, in accordance with figure 3 of ap-
pendix I of this part. The pressure dis-
tribution is the same as that prescribed
in paragraph (b)(1) of this section for
an unflared bottom except that the
pressure at the chine is computed as
follows:

P
C K V

Tan
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where—
Pch=pressure (p.s.i.) at the chine;
C3=0.0016;
K2=hull station weighing factor, in ac-

cordance with figure 2 of appendix I
of this part;

VS1=seaplane stalling speed (knots) at
the design water takeoff weight with
flaps extended in the appropriate
takeoff position; and

β=angle of dead rise at appropriate sta-
tion.

The area over which these pressures
are applied must simulate pressures oc-
curring during high localized impacts
on the hull or float, but need not ex-
tend over an area that would induce
critical stresses in the frames or in the
overall structure.

(c) Distributed pressures. For the de-
sign of the frames, keel, and chine
structure, the following pressure dis-
tributions apply:
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(1) Symmetrical pressures are com-
puted as follows:

P
C K V

Tan
4 2 SO=

2

β
where—
P=pressure (p.s.i.);
C4=0.078 C1 (with C1 computed under

§ 23.527);
K2=hull station weighing factor, deter-

mined in accordance with figure 2 of
appendix I of this part;

VS0=seaplane stalling speed (knots)
with landing flaps extended in the ap-
propriate position and with no slip-
stream effect; and

β=angle of dead rise at appropriate sta-
tion.
(2) The unsymmetrical pressure dis-

tribution consists of the pressures pre-
scribed in paragraph (c)(1) of this sec-
tion on one side of the hull or main
float centerline and one-half of that
pressure on the other side of the hull or
main float centerline, in accordance
with figure 3 of appendix I of this part.

(3) These pressures are uniform and
must be applied simultaneously over
the entire hull or main float bottom.
The loads obtained must be carried
into the sidewall structure of the hull
proper, but need not be transmitted in
a fore and aft direction as shear and
bending loads.

[Doc. No. 26269, 58 FR 42161, Aug. 6, 1993; 58
FR 51970, Oct. 5, 1993]

§ 23.535 Auxiliary float loads.
(a) General. Auxiliary floats and their

attachments and supporting structures
must be designed for the conditions
prescribed in this section. In the cases
specified in paragraphs (b) through (e)
of this section, the prescribed water
loads may be distributed over the float
bottom to avoid excessive local loads,
using bottom pressures not less than
those prescribed in paragraph (g) of
this section.

(b) Step loading. The resultant water
load must be applied in the plane of
symmetry of the float at a point three-
fourths of the distance from the bow to
the step and must be perpendicular to
the keel. The resultant limit load is
computed as follows, except that the
value of L need not exceed three times

the weight of the displaced water when
the float is completely submerged:
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where—
L=limit load (lbs.);
C5=0.0053;
VS0=seaplane stalling speed (knots)

with landing flaps extended in the ap-
propriate position and with no slip-
stream effect;

W=seaplane design landing weight in
pounds;

βs=angle of dead rise at a station 3⁄4 of
the distance from the bow to the
step, but need not be less than 15 de-
grees; and

ry=ratio of the lateral distance between
the center of gravity and the plane of
symmetry of the float to the radius
of gyration in roll.

(c) Bow loading. The resultant limit
load must be applied in the plane of
symmetry of the float at a point one-
fourth of the distance from the bow to
the step and must be perpendicular to
the tangent to the keel line at that
point. The magnitude of the resultant
load is that specified in paragraph (b)
of this section.

(d) Unsymmetrical step loading. The re-
sultant water load consists of a compo-
nent equal to 0.75 times the load speci-
fied in paragraph (a) of this section and
a side component equal to 0.025 tan β
times the load specified in paragraph
(b) of this section. The side load must
be applied perpendicularly to the plane
of symmetry of the float at a point
midway between the keel and the
chine.

(e) Unsymmetrical bow loading. The re-
sultant water load consists of a compo-
nent equal to 0.75 times the load speci-
fied in paragraph (b) of this section and
a side component equal to 0.25 tan β
times the load specified in paragraph
(c) of this section. The side load must
be applied perpendicularly to the plane
of symmetry at a point midway be-
tween the keel and the chine.

(f) Immersed float condition. The re-
sultant load must be applied at the
centroid of the cross section of the
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float at a point one-third of the dis-
tance from the bow to the step. The
limit load components are as follows:

vertical PgV

aft
C PV (KV )

2

side
C PV (KV )

2

X SO
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where—
P=mass density of water (slugs/ft.3)
V=volume of float (ft.3);
CX=coefficient of drag force, equal to

0.133;
Cy=coefficient of side force, equal to

0.106;
K=0.8, except that lower values may be

used if it is shown that the floats are
incapable of submerging at a speed of
0.8 Vso in normal operations;

Vso=seaplane stalling speed (knots)
with landing flaps extended in the ap-
propriate position and with no slip-
stream effect; and

g=acceleration due to gravity (ft/sec2).
(g) Float bottom pressures. The float

bottom pressures must be established
under § 23.533, except that the value of
K2 in the formulae may be taken as 1.0.
The angle of dead rise to be used in de-
termining the float bottom pressures is
set forth in paragraph (b) of this sec-
tion.

[Doc. No. 26269, 58 FR 42162, Aug. 6, 1993; 58
FR 51970, Oct. 5, 1993]

§ 23.537 Seawing loads.
Seawing design loads must be based

on applicable test data.

[Doc. No. 26269, 58 FR 42163, Aug. 6, 1993]

EMERGENCY LANDING CONDITIONS

§ 23.561 General.
(a) The airplane, although it may be

damaged in emergency landing condi-
tions, must be designed as prescribed in
this section to protect each occupant
under those conditions.

(b) The structure must be designed to
give each occupant every reasonable
chance of escaping serious injury
when—

(1) Proper use is made of the seats,
safety belts, and shoulder harnesses
provided for in the design;

(2) The occupant experiences the
static inertia loads corresponding to
the following ultimate load factors—

(i) Upward, 3.0g for normal, utility,
and commuter category airplanes, or
4.5g for acrobatic category airplanes;

(ii) Forward, 9.0g;
(iii) Sideward, 1.5g; and
(iv) Downward, 6.0g when certifi-

cation to the emergency exit provi-
sions of § 23.807(d)(4) is requested; and

(3) The items of mass within the
cabin, that could injure an occupant,
experience the static inertia loads cor-
responding to the following ultimate
load factors—

(i) Upward, 3.0g;
(ii) Forward, 18.0g; and
(iii) Sideward, 4.5g.
(c) Each airplane with retractable

landing gear must be designed to pro-
tect each occupant in a landing—

(1) With the wheels retracted;
(2) With moderate descent velocity;

and
(3) Assuming, in the absence of a

more rational analysis—
(i) A downward ultimate inertia force

of 3 g; and
(ii) A coefficient of friction of 0.5 at

the ground.
(d) If it is not established that a

turnover is unlikely during an emer-
gency landing, the structure must be
designed to protect the occupants in a
complete turnover as follows:

(1) The likelihood of a turnover may
be shown by an analysis assuming the
following conditions—

(i) The most adverse combination of
weight and center of gravity position;

(ii) Longitudinal load factor of 9.0g;
(iii) Vertical load factor of 1.0g; and
(iv) For airplanes with tricycle land-

ing gear, the nose wheel strut failed
with the nose contacting the ground.

(i) Maximum weight;
(ii) Most forward center of gravity

position;
(iii) Longitudinal load factor of 9.0g;
(iv) Vertical load factor of 1.0g; and
(v) For airplanes with tricycle land-

ing gear, the nose wheel strut failed
with the nose contacting the ground.

(2) For determining the loads to be
applied to the inverted airplane after a
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