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(i) When contact with adjacent seats,
structure, or other items in the cabin
can occur, protection must be provided
so that the head impact does not ex-
ceed a head injury criteria (HIC) of
1,000.

(ii) The value of HIC is defined as—
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Where: t1 is the initial integration time, ex-
pressed in seconds, t2 is the final integra-
tion time, expressed in seconds, (t2¥ t1) is
the time duration of the major head im-
pact, expressed in seconds, and a(t) is the
resultant deceleration at the center of
gravity of the head form expressed as a
multiple of g (units of gravity).

(iii) Compliance with the HIC limit
must be demonstrated by measuring
the head impact during dynamic test-
ing as prescribed in paragraphs (b)(1)
and (b)(2) of this section or by a sepa-
rate showing of compliance with the
head injury criteria using test or anal-
ysis procedures.

(6) Loads in individual shoulder har-
ness straps may not exceed 1,750
pounds. If dual straps are used for re-
taining the upper torso, the total strap
loads may not exceed 2,000 pounds.

(7) The compression load measured
between the pelvis and the lumbar
spine of the ATD may not exceed 1,500
pounds.

(d) For all single-engine airplanes
with a VSO of more than 61 knots at
maximum weight, and those multien-
gine airplanes of 6,000 pounds or less
maximum weight with a VSO of more
than 61 knots at maximum weight that
do not comply with § 23.67(a)(1);

(1) The ultimate load factors of
§ 23.561(b) must be increased by mul-
tiplying the load factors by the square
of the ratio of the increased stall speed
to 61 knots. The increased ultimate
load factors need not exceed the values
reached at a VS0 of 79 knots. The up-
ward ultimate load factor for acrobatic
category airplanes need not exceed
5.0g.

(2) The seat/restraint system test re-
quired by paragraph (b)(1) of this sec-
tion must be conducted in accordance
with the following criteria:

(i) The change in velocity may not be
less than 31 feet per second.

(ii)(A) The peak deceleration (gp) of
19g and 15g must be increased and mul-
tiplied by the square of the ratio of the
increased stall speed to 61 knots:

gp=19.0 (VS0/61)2 or gp=15.0 (VS0/61)2

(B) The peak deceleration need not
exceed the value reached at a VS0 of 79
knots.

(iii) The peak deceleration must
occur in not more than time (tr), which
must be computed as follows:
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where—
gp=The peak deceleration calculated in ac-

cordance with paragraph (d)(2)(ii) of this
section

tr=The rise time (in seconds) to the peak de-
celeration.

(e) An alternate approach that
achieves an equivalent, or greater,
level of occupant protection to that re-
quired by this section may be used if
substantiated on a rational basis.

[Amdt. 23–36, 53 FR 30812, Aug. 15, 1988, as
amended by Amdt. 23–44, 58 FR 38639, July 19,
1993; Amdt. 23–50, 61 FR 5192, Feb. 9, 1996]

FATIGUE EVALUATION

§ 23.571 Metallic pressurized cabin
structures.

For normal, utility, and acrobatic
category airplanes, the strength, detail
design, and fabrication of the metallic
structure of the pressure cabin must be
evaluated under one of the following:

(a) A fatigue strength investigation
in which the structure is shown by
tests, or by analysis supported by test
evidence, to be able to withstand the
repeated loads of variable magnitude
expected in service; or

(b) A fail safe strength investigation,
in which it is shown by analysis, tests,
or both that catastrophic failure of the
structure is not probable after fatigue
failure, or obvious partial failure, of a
principal structural element, and that
the remaining structures are able to
withstand a static ultimate load factor
of 75 percent of the limit load factor at
VC, considering the combined effects of
normal operating pressures, expected

VerDate 12<JAN>99 01:29 Feb 03, 1999 Jkt 183040 PO 00000 Frm 00207 Fmt 8010 Sfmt 8010 Y:\SGML\183040T.XXX pfrm03 PsN: 183040T



212

14 CFR Ch. I (1–1–99 Edition) § 23.572

external aerodynamic pressures, and
flight loads. These loads must be mul-
tiplied by a factor of 1.15 unless the dy-
namic effects of failure under static
load are otherwise considered.

(c) The damage tolerance evaluation
of § 23.573(b).

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–14, 38 FR 31821, Nov. 19,
1973; Amdt. 23–45, 58 FR 42163, Aug. 6, 1993;
Amdt. 23–48, 61 FR 5147, Feb. 9, 1996]

§ 23.572 Metallic wing, empennage,
and associated structures.

(a) For normal, utility, and acrobatic
category airplanes, the strength, detail
design, and fabrication of those parts
of the airframe structure whose failure
would be catastrophic must be evalu-
ated under one of the following unless
it is shown that the structure, operat-
ing stress level, materials and expected
uses are comparable, from a fatigue
standpoint, to a similar design that has
had extensive satisfactory service ex-
perience:

(1) A fatigue strength investigation
in which the structure is shown by
tests, or by analysis supported by test
evidence, to be able to withstand the
repeated loads of variable magnitude
expected in service; or

(2) A fail-safe strength investigation
in which it is shown by analysis, tests,
or both, that catastrophic failure of
the structure is not probable after fa-
tigue failure, or obvious partial failure,
of a principal structural element, and
that the remaining structure is able to
withstand a static ultimate load factor
of 75 percent of the critical limit load
factor at Vc. These loads must be mul-
tiplied by a factor of 1.15 unless the dy-
namic effects of failure under static
load are otherwise considered.

(3) The damage tolerance evaluation
of § 23.573(b).

(b) Each evaluation required by this
section must—

(1) Include typical loading spectra
(e.g. taxi, ground-air-ground cycles,
maneuver, gust);

(2) Account for any significant effects
due to the mutual influence of aero-
dynamic surfaces; and

(3) Consider any significant effects
from propeller slipstream loading, and
buffet from vortex impingements.

[Amdt. 23–7, 34 FR 13090, Aug. 13, 1969, as
amended by Amdt. 23–14, 38 FR 31821, Nov. 19,
1973; Amdt. 23–34, 52 FR 1830, Jan. 15, 1987;
Amdt. 23–38, 54 FR 39511, Sept. 26, 1989; Amdt.
23–45, 58 FR 42163, Aug. 6, 1993; Amdt. 23–48, 61
FR 5147, Feb. 9, 1996]

§ 23.573 Damage tolerance and fatigue
evaluation of structure.

(a) Composite airframe structure. Com-
posite airframe structure must be eval-
uated under this paragraph instead of
§§ 23.571 and 23.572. The applicant must
evaluate the composite airframe struc-
ture, the failure of which would result
in catastrophic loss of the airplane, in
each wing (including canards, tandem
wings, and winglets), empennage, their
carrythrough and attaching structure,
moveable control surfaces and their at-
taching structure fuselage, and pres-
sure cabin using the damage-tolerance
criteria prescribed in paragraphs (a)(1)
through (a)(4) of this section unless
shown to be impractical. If the appli-
cant establishes that damage-tolerance
criteria is impractical for a particular
structure, the structure must be evalu-
ated in accordance with paragraphs
(a)(1) and (a)(6) of this section. Where
bonded joints are used, the structure
must also be evaluated in accordance
with paragraph (a)(5) of this section.
The effects of material variability and
environmental conditions on the
strength and durability properties of
the composite materials must be ac-
counted for in the evaluations required
by this section.

(1) It must be demonstrated by tests,
or by analysis supported by tests, that
the structure is capable of carrying ul-
timate load with damage up to the
threshold of detectability considering
the inspection procedures employed.

(2) The growth rate or no-growth of
damage that may occur from fatigue,
corrosion, manufacturing flaws or im-
pact damage, under repeated loads ex-
pected in service, must be established
by tests or analysis supported by tests.

(3) The structure must be shown by
residual strength tests, or analysis sup-
ported by residual strength tests, to be
able to withstand critical limit flight
loads, considered as ultimate loads,
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with the extent of detectable damage
consistent with the results of the dam-
age tolerance evaluations. For pressur-
ized cabins, the following loads must be
withstood:

(i) Critical limit flight loads with the
combined effects of normal operating
pressure and expected external aero-
dynamic pressures.

(ii) The expected external aero-
dynamic pressures in 1g flight com-
bined with a cabin differential pressure
equal to 1.1 times the normal operating
differential pressure without any other
load.

(4) The damage growth, between ini-
tial detectability and the value se-
lected for residual strength demonstra-
tions, factored to obtain inspection in-
tervals, must allow development of an
inspection program suitable for appli-
cation by operation and maintenance
personnel.

(5) For any bonded joint, the failure
of which would result in catastrophic
loss of the airplane, the limit load ca-
pacity must be substantiated by one of
the following methods—

(i) The maximum disbonds of each
bonded joint consistent with the capa-
bility to withstand the loads in para-
graph (a)(3) of this section must be de-
termined by analysis, tests, or both.
Disbonds of each bonded joint greater
than this must be prevented by design
features; or

(ii) Proof testing must be conducted
on each production article that will
apply the critical limit design load to
each critical bonded joint; or

(iii) Repeatable and reliable non-de-
structive inspection techniques must
be established that ensure the strength
of each joint.

(6) Structural components for which
the damage tolerance method is shown
to be impractical must be shown by
component fatigue tests, or analysis
supported by tests, to be able to with-
stand the repeated loads of variable
magnitude expected in service. Suffi-
cient component, subcomponent, ele-
ment, or coupon tests must be done to
establish the fatigue scatter factor and
the environmental effects. Damage up
to the threshold of detectability and
ultimate load residual strength capa-
bility must be considered in the dem-
onstration.

(b) Metallic airframe structure. If the
applicant elects to use § 23.571(a)(3) or
§ 23.572(a)(3), then the damage tolerance
evaluation must include a determina-
tion of the probable locations and
modes of damage due to fatigue, corro-
sion, or accidental damage. The deter-
mination must be by analysis sup-
ported by test evidence and, if avail-
able, service experience. Damage at
multiple sites due to fatigue must be
included where the design is such that
this type of damage can be expected to
occur. The evaluation must incor-
porate repeated load and static analy-
ses supported by test evidence. The ex-
tent of damage for residual strength
evaluation at any time within the
operational life of the airplane must be
consistent with the initial detect-
ability and subsequent growth under
repeated loads. The residual strength
evaluation must show that the remain-
ing structure is able to withstand criti-
cal limit flight loads, considered as ul-
timate, with the extent of detectable
damage consistent with the results of
the damage tolerance evaluations. For
pressurized cabins, the following load
must be withstood:

(1) The normal operating differential
pressure combined with the expected
external aerodynamic pressures applied
simultaneously with the flight loading
conditions specified in this part, and

(2) The expected external aero-
dynamic pressures in 1g flight com-
bined with a cabin differential pressure
equal to 1.1 times the normal operating
differential pressure without any other
load.

[Doc. No. 26269, 58 FR 42163, Aug. 6, 1993; 58
FR 51970, Oct. 5, 1993, as amended by Amdt.
23–48, 61 FR 5147, Feb. 9, 1996]

§ 23.574 Metallic damage tolerance and
fatigue evaluation of commuter cat-
egory airplanes.

For commuter category airplanes—
(a) Metallic damage tolerance. An eval-

uation of the strength, detail design,
and fabrication must show that cata-
strophic failure due to fatigue, corro-
sion, defects, or damage will be avoided
throughout the operational life of the
airplane. This evaluation must be con-
ducted in accordance with the provi-
sions of § 23.573, except as specified in
paragraph (b) of this section, for each
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part of the structure that could con-
tribute to a catastrophic failure.

(b) Fatigue (safe-life) evaluation. Com-
pliance with the damage tolerance re-
quirements of paragraph (a) of this sec-
tion is not required if the applicant es-
tablishes that the application of those
requirements is impractical for a par-
ticular structure. This structure must
be shown, by analysis supported by test
evidence, to be able to withstand the
repeated loads of variable magnitude
expected during its service life without
detectable cracks. Appropriate safe-life
scatter factors must be applied.

[Doc. No. 27805, 61 FR 5148, Feb. 9, 1996]

§ 23.575 Inspections and other proce-
dures.

Each inspection or other procedure,
based on an evaluation required by
§§ 23.571, 23.572, 23.573 or 23.574, must be
established to prevent catastrophic
failure and must be included in the
Limitations Section of the Instructions
for Continued Airworthiness required
by § 23.1529.

[Doc. No. 27805, 61 FR 5148, Feb. 9, 1996]

Subpart D—Design and
Construction

§ 23.601 General.
The suitability of each questionable

design detail and part having an impor-
tant bearing on safety in operations,
must be established by tests.

§ 23.603 Materials and workmanship.
(a) The suitability and durability of

materials used for parts, the failure of
which could adversely affect safety,
must—

(1) Be established by experience or
tests;

(2) Meet approved specifications that
ensure their having the strength and
other properties assumed in the design
data; and

(3) Take into account the effects of
environmental conditions, such as tem-
perature and humidity, expected in
service.

(b) Workmanship must be of a high
standard.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–17, 41 FR 55464, Dec. 20,
1976; Amdt. 23–23, 43 FR 50592, Oct. 10, 1978]

§ 23.605 Fabrication methods.

(a) The methods of fabrication used
must produce consistently sound struc-
tures. If a fabrication process (such as
gluing, spot welding, or heat-treating)
requires close control to reach this ob-
jective, the process must be performed
under an approved process specifica-
tion.

(b) Each new aircraft fabrication
method must be substantiated by a
test program.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; 30
FR 258, Jan. 9, 1965, as amended by Amdt. 23–
23, 43 FR 50592, Oct. 10, 1978]

§ 23.607 Fasteners.

(a) Each removable fastener must in-
corporate two retaining devices if the
loss of such fastener would preclude
continued safe flight and landing.

(b) Fasteners and their locking de-
vices must not be adversely affected by
the environmental conditions associ-
ated with the particular installation.

(c) No self-locking nut may be used
on any bolt subject to rotation in oper-
ation unless a non-friction locking de-
vice is used in addition to the self-lock-
ing device.

[Doc. No. 27805, 61 FR 5148, Feb. 9, 1996]

§ 23.609 Protection of structure.

Each part of the structure must—
(a) Be suitably protected against de-

terioration or loss of strength in serv-
ice due to any cause, including—

(1) Weathering;
(2) Corrosion; and
(3) Abrasion; and
(b) Have adequate provisions for ven-

tilation and drainage.

§ 23.611 Accessibility provisions.

For each part that requires mainte-
nance, inspection, or other servicing,
appropriate means must be incor-
porated into the aircraft design to
allow such servicing to be accom-
plished.

[Doc. No. 27805, 61 FR 5148, Feb. 9, 1996]

§ 23.613 Material strength properties
and design values.

(a) Material strength properties must
be based on enough tests of material
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