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not continue to flame for more than an
average of 3 seconds after falling.

[Doc. No. 27806, 61 FR 5169, Feb. 9, 1996]

§ 23.1361 Master switch arrangement.

(a) There must be a master switch ar-
rangement to allow ready disconnec-
tion of each electric power source from
power distribution systems, except as
provided in paragraph (b) of this sec-
tion. The point of disconnection must
be adjacent to the sources controlled
by the switch arrangement. If separate
switches are incorporated into the
master switch arrangement, a means
must be provided for the switch ar-
rangement to be operated by one hand
with a single movement.

(b) Load circuits may be connected so
that they remain energized when the
master switch is open, if the circuits
are isolated, or physically shielded, to
prevent their igniting flammable fluids
or vapors that might be liberated by
the leakage or rupture of any flam-
mable fluid system; and

(1) The circuits are required for con-
tinued operation of the engine; or

(2) The circuits are protected by cir-
cuit protective devices with a rating of
five amperes or less adjacent to the
electric power source.

(3) In addition, two or more circuits
installed in accordance with the re-
quirements of paragraph (b)(2) of this
section must not be used to supply a
load of more than five amperes.

(c) The master switch or its controls
must be so installed that the switch is
easily discernible and accessible to a
crewmember.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; 30
FR 258, Jan. 9, 1965, as amended by Amdt. 23–
20, 42 FR 36969, July 18, 1977; Amdt. 23–43, 58
FR 18977, Apr. 9, 1993; Amdt. 23–49, 61 FR 5169,
Feb. 9, 1996]

§ 23.1365 Electric cables and equip-
ment.

(a) Each electric connecting cable
must be of adequate capacity.

(b) Any equipment that is associated
with any electrical cable installation
and that would overheat in the event of
circuit overload or fault must be flame
resistant. That equipment and the elec-
trical cables must not emit dangerous
quantities of toxic fumes.

(c) Main power cables (including gen-
erator cables) in the fuselage must be
designed to allow a reasonable degree
of deformation and stretching without
failure and must—

(1) Be separated from flammable fluid
lines; or

(2) Be shrouded by means of elec-
trically insulated flexible conduit, or
equivalent, which is in addition to the
normal cable insulation.

(d) Means of identification must be
provided for electrical cables, termi-
nals, and connectors.

(e) Electrical cables must be in-
stalled such that the risk of mechani-
cal damage and/or damage cased by
fluids vapors, or sources of heat, is
minimized.

(f) Where a cable cannot be protected
by a circuit protection device or other
overload protection, it must not cause
a fire hazard under fault conditions.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–14, 38 FR 31824, Nov. 19,
1973; Amdt. 23–43, 58 FR 18977, Apr. 9, 1993;
Amdt. 23–49, 61 FR 5169, Feb. 9, 1996]

§ 23.1367 Switches.

Each switch must be—
(a) Able to carry its rated current;
(b) Constructed with enough distance

or insulating material between current
carrying parts and the housing so that
vibration in flight will not cause short-
ing;

(c) Accessible to appropriate flight
crewmembers; and

(d) Labeled as to operation and the
circuit controlled.

LIGHTS

§ 23.1381 Instrument lights.

The instrument lights must—
(a) Make each instrument and con-

trol easily readable and discernible;
(b) Be installed so that their direct

rays, and rays reflected from the wind-
shield or other surface, are shielded
from the pilot’s eyes; and

(c) Have enough distance or insulat-
ing material between current carrying
parts and the housing so that vibration
in flight will not cause shorting.

A cabin dome light is not an instru-
ment light.
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§ 23.1383 Taxi and landing lights.
Each taxi and landing light must be

designed and installed so that:
(a) No dangerous glare is visible to

the pilots.
(b) The pilot is not seriously affected

by halation.
(c) It provides enough light for night

operations.
(d) It does not cause a fire hazard in

any configuration.

[Doc. No. 27806, 61 FR 5169, Feb. 9, 1996]

§ 23.1385 Position light system installa-
tion.

(a) General. Each part of each posi-
tion light system must meet the appli-
cable requirements of this section and
each system as a whole must meet the
requirements of §§ 23.1387 through
23.1397.

(b) Left and right position lights. Left
and right position lights must consist
of a red and a green light spaced lat-
erally as far apart as practicable and
installed on the airplane such that,
with the airplane in the normal flying
position, the red light is on the left
side and the green light is on the right
side.

(c) Rear position light. The rear posi-
tion light must be a white light mount-
ed as far aft as practicable on the tail
or on each wing tip.

(d) Light covers and color filters. Each
light cover or color filter must be at
least flame resistant and may not
change color or shape or lose any ap-
preciable light transmission during
normal use.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–17, 41 FR 55465, Dec. 20,
1976; Amdt. 23–43, 58 FR 18977, Apr. 9, 1993]

§ 23.1387 Position light system dihe-
dral angles.

(a) Except as provided in paragraph
(e) of this section, each position light
must, as installed, show unbroken light
within the dihedral angles described in
this section.

(b) Dihedral angle L (left) is formed
by two intersecting vertical planes, the
first parallel to the longitudinal axis of
the airplane, and the other at 110 de-
grees to the left of the first, as viewed
when looking forward along the longi-
tudinal axis.

(c) Dihedral angle R (right) is formed
by two intersecting vertical planes, the
first parallel to the longitudinal axis of
the airplane, and the other at 110 de-
grees to the right of the first, as viewed
when looking forward along the longi-
tudinal axis.

(d) Dihedral angle A (aft) is formed
by two intersecting vertical planes
making angles of 70 degrees to the
right and to the left, respectively, to a
vertical plane passing through the lon-
gitudinal axis, as viewed when looking
aft along the longitudinal axis.

(e) If the rear position light, when
mounted as far aft as practicable in ac-
cordance with § 23.1385(c), cannot show
unbroken light within dihedral angle A
(as defined in paragraph (d) of this sec-
tion), a solid angle or angles of ob-
structed visibility totaling not more
than 0.04 steradians is allowable within
that dihedral angle, if such solid angle
is within a cone whose apex is at the
rear position light and whose elements
make an angle of 30° with a vertical
line passing through the rear position
light.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; 30
FR 258, Jan. 9, 1965, as amended by Amdt. 23–
12, 36 FR 21278, Nov. 5, 1971; Amdt. 23–43, 58
FR 18977, Apr. 9, 1993]

§ 23.1389 Position light distribution
and intensities.

(a) General. The intensities prescribed
in this section must be provided by new
equipment with each light cover and
color filter in place. Intensities must
be determined with the light source op-
erating at a steady value equal to the
average luminous output of the source
at the normal operating voltage of the
airplane. The light distribution and in-
tensity of each position light must
meet the requirements of paragraph (b)
of this section.

(b) Position lights. The light distribu-
tion and intensities of position lights
must be expressed in terms of mini-
mum intensities in the horizontal
plane, minimum intensities in any ver-
tical plane, and maximum intensities
in overlapping beams, within dihedral
angles L, R, and A, and must meet the
following requirements:

(1) Intensities in the horizontal plane.
Each intensity in the horizontal plane
(the plane containing the longitudinal
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axis of the airplane and perpendicular
to the plane of symmetry of the air-
plane) must equal or exceed the values
in § 23.1391.

(2) Intensities in any vertical plane.
Each intensity in any vertical plane
(the plane perpendicular to the hori-
zontal plane) must equal or exceed the
appropriate value in § 23.1393, where I is
the minimum intensity prescribed in
§ 23.1391 for the corresponding angles in
the horizontal plane.

(3) Intensities in overlaps between adja-
cent signals. No intensity in any over-
lap between adjacent signals may ex-
ceed the values in § 23.1395, except that
higher intensities in overlaps may be
used with main beam intensities sub-
stantially greater than the minima
specified in §§ 23.1391 and 23.1393, if the
overlap intensities in relation to the
main beam intensities do not adversely
affect signal clarity. When the peak in-
tensity of the left and right position
lights is more than 100 candles, the
maximum overlap intensities between
them may exceed the values in § 23.1395
if the overlap intensity in Area A is
not more than 10 percent of peak posi-
tion light intensity and the overlap in-
tensity in Area B is not more than 2.5
percent of peak position light inten-
sity.

(c) Rear position light installation. A
single rear position light may be in-
stalled in a position displaced laterally
from the plane of symmetry of an air-
plane if—

(1) The axis of the maximum cone of
illumination is parallel to the flight
path in level flight; and

(2) There is no obstruction aft of the
light and between planes 70 degrees to
the right and left of the axis of maxi-
mum illumination.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–43, 58 FR 18977, Apr. 9,
1993]

§ 23.1391 Minimum intensities in the
horizontal plane of position lights.

Each position light intensity must
equal or exceed the applicable values in
the following table:

Dihedral angle (light in-
cluded)

Angle from right
or left of longitu-
dinal axis, meas-
ured from dead

ahead

Intensity
(candles)

L and R (red and green) .... 0° to 10° ..............
10° to 20° ............
20° to 110° ..........

40
30

5
A (rear white) ..................... 110° to 180° ........ 20

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–43, 58 FR 18977, Apr. 9,
1993]

§ 23.1393 Minimum intensities in any
vertical plane of position lights.

Each position light intensity must
equal or exceed the applicable values in
the following table:

Angle above or below the horizontal plane Intensity, l

0° .......................................................................... 1.00
0° to 5° ................................................................. 0.90
5° to 10° ............................................................... 0.80
10° to 15° ............................................................. 0.70
15° to 20° ............................................................. 0.50
20° to 30° ............................................................. 0.30
30° to 40° ............................................................. 0.10
40° to 90° ............................................................. 0.05

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–43, 58 FR 18977, Apr. 9,
1993]

§ 23.1395 Maximum intensities in over-
lapping beams of position lights.

No position light intensity may ex-
ceed the applicable values in the fol-
lowing equal or exceed the applicable
values in § 23.1389(b)(3):

Overlaps

Maximum intensity

Area A
(candles)

Area B
(candles)

Green in dihedral angle L .............. 10 1
Red in dihedral angle R ................. 10 1
Green in dihedral angle A .............. 5 1
Red in dihedral angle A ................. 5 1
Rear white in dihedral angle L ....... 5 1
Rear white in dihedral angle R ...... 5 1

Where—
(a) Area A includes all directions in

the adjacent dihedral angle that pass
through the light source and intersect
the common boundary plane at more
than 10 degrees but less than 20 de-
grees; and

(b) Area B includes all directions in
the adjacent dihedral angle that pass
through the light source and intersect
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the common boundary plane at more
than 20 degrees.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–43, 58 FR 18977, Apr. 9,
1993]

§ 23.1397 Color specifications.
Each position light color must have

the applicable International Commis-
sion on Illumination chromaticity co-
ordinates as follows:

(a) Aviation red—

‘‘y’’ is not greater than 0.335; and
‘‘z’’ is not greater than 0.002.

(b) Aviation green—

‘‘x’’ is not greater than 0.440¥0.320 y;
‘‘x’’ is not greater than y ¥0.170; and
‘‘y’’ is not less than 0.390¥0.170 x.

(c) Aviation white—

‘‘x’’ is not less than 0.300 and not greater
than 0.540;

‘‘y’’ is not less than ‘‘x ¥0.040’’ or ‘‘y0

¥0.010,’’ whichever is the smaller; and
‘‘y’’ is not greater than ‘‘x+0.020’’ nor

‘‘0.636¥0.400 x ’’;
Where ‘‘y0’’ is the ‘‘y’’ coordinate of the

Planckian radiator for the value of ‘‘x’’ con-
sidered.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964,
amended by Amdt. 23–11, 36 FR 12971, July 10,
1971]

§ 23.1399 Riding light.
(a) Each riding (anchor) light re-

quired for a seaplane or amphibian,
must be installed so that it can—

(1) Show a white light for at least
two miles at night under clear atmos-
pheric conditions; and

(2) Show the maximum unbroken
light practicable when the airplane is
moored or drifting on the water.

(b) Externally hung lights may be
used.

§ 23.1401 Anticollision light system.
(a) General. The airplane must have

an anticollision light system that:
(1) Consists of one or more approved

anticollision lights located so that
their light will not impair the flight
crewmembers’ vision or detract from
the conspicuity of the position lights;
and

(2) Meets the requirements of para-
graphs (b) through (f) of this section.

(b) Field of coverage. The system must
consist of enough lights to illuminate

the vital areas around the airplane,
considering the physical configuration
and flight characteristics of the air-
plane. The field of coverage must ex-
tend in each direction within at least
75 degrees above and 75 degrees below
the horizontal plane of the airplane,
except that there may be solid angles
of obstructed visibility totaling not
more than 0.5 steradians.

(c) Flashing characteristics. The ar-
rangement of the system, that is, the
number of light sources, beam width,
speed of rotation, and other character-
istics, must give an effective flash fre-
quency of not less than 40, nor more
than 100, cycles per minute. The effec-
tive flash frequency is the frequency at
which the airplane’s complete anti-
collision light system is observed from
a distance, and applies to each sector
of light including any overlaps that
exist when the system consists of more
than one light source. In overlaps,
flash frequencies may exceed 100, but
not 180, cycles per minute.

(d) Color. Each anticollision light
must be either aviation red or aviation
white and must meet the applicable re-
quirements of § 23.1397.

(e) Light intensity. The minimum
light intensities in any vertical plane,
measured with the red filter (if used)
and expressed in terms of ‘‘effective’’
intensities, must meet the require-
ments of paragraph (f) of this section.
The following relation must be as-
sumed:

I
I t dt

t t
e

t

t

=
( )

+ −( )
∫

1

2

0 2 2 1.
where:

Ie =effective intensity (candles).
I(t) =instantaneous intensity as a function of

time.
t2¥t1 =flash time interval (seconds).

Normally, the maximum value of effec-
tive intensity is obtained when t2 and t1
are chosen so that the effective inten-
sity is equal to the instantaneous in-
tensity at t2 and t1.

(f) Minimum effective intensities for
anticollision lights. Each anticollision
light effective intensity must equal or
exceed the applicable values in the fol-
lowing table.
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Angle above or below the horizontal plane
Effective in-
tensity (can-

dles)

0° to 5° ............................................................... 400
5° to 10° ............................................................. 240
10° to 20° ........................................................... 80
20° to 30° ........................................................... 40
30° to 75° ........................................................... 20

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as
amended by Amdt. 23–11, 36 FR 12972, July 10,
1971; Amdt. 23–20, 42 FR 36969, July 18, 1977;
Amdt. 23–49, 61 FR 5169, Feb. 9, 1996]

SAFETY EQUIPMENT

§ 23.1411 General.

(a) Required safety equipment to be
used by the flight crew in an emer-
gency, such as automatic liferaft re-
leases, must be readily accessible.

(b) Stowage provisions for required
safety equipment must be furnished
and must—

(1) Be arranged so that the equip-
ment is directly accessible and its loca-
tion is obvious; and

(2) Protect the safety equipment
from damage caused by being subjected
to the inertia loads resulting from the
ultimate static load factors specified in
§ 23.561(b)(3) of this part.

[Amdt. 23–17, 41 FR 55465, Dec. 20, 1976, as
amended by Amdt. 23–36, 53 FR 30815, Aug. 15,
1988]

§ 23.1415 Ditching equipment.

(a) Emergency flotation and signal-
ing equipment required by any operat-
ing rule in this chapter must be in-
stalled so that it is readily available to
the crew and passengers.

(b) Each raft and each life preserver
must be approved.

(c) Each raft released automatically
or by the pilot must be attached to the
airplane by a line to keep it alongside
the airplane. This line must be weak
enough to break before submerging the
empty raft to which it is attached.

(d) Each signaling device required by
any operating rule in this chapter,
must be accessible, function satisfac-
torily, and must be free of any hazard
in its operation.

§ 23.1416 Pneumatic de-icer boot sys-
tem.

If certification with ice protection
provisions is desired and a pneumatic
de-icer boot system is installed—

(a) The system must meet the re-
quirements specified in § 23.1419.

(b) The system and its components
must be designed to perform their in-
tended function under any normal sys-
tem operating temperature or pressure,
and

(c) Means to indicate to the flight
crew that the pneumatic de-icer boot
system is receiving adequate pressure
and is functioning normally must be
provided.

[Amdt. 23–23, 43 FR 50593, Oct. 30, 1978]

§ 23.1419 Ice protection.
If certification with ice protection

provisions is desired, compliance with
the requirements of this section and
other applicable sections of this part
must be shown:

(a) An analysis must be performed to
establish, on the basis of the airplane’s
operational needs, the adequacy of the
ice protection system for the various
components of the airplane. In addi-
tion, tests of the ice protection system
must be conducted to demonstrate that
the airplane is capable of operating
safely in continuous maximum and
intermittent maximum icing condi-
tions, as described in appendix C of
part 25 of this chapter. As used in this
section, ‘‘Capable of operating safely,’’
means that airplane performance, con-
trollability, maneuverability, and sta-
bility must not be less than that re-
quired in part 23, subpart B.

(b) Except as provided by paragraph
(c) of this section, in addition to the
analysis and physical evaluation pre-
scribed in paragraph (a) of this section,
the effectiveness of the ice protection
system and its components must be
shown by flight tests of the airplane or
its components in measured natural at-
mospheric icing conditions and by one
or more of the following tests, as found
necessary to determine the adequacy of
the ice protection system—

(1) Laboratory dry air or simulated
icing tests, or a combination of both, of
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