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A35.3 CONTENT

The contents of the manual must be pre-
pared in the English language. The Instruc-
tions for Continued Airworthiness must con-
tain the following sections and information:

(a) Propeller Maintenance Section. (1) Intro-
duction information that includes an expla-
nation of the propeller’s features and data to
the extent necessary for maintenance or pre-
ventive maintenance.

(2) A detailed description of the propeller
and its systems and installations.

(3) Basic control and operation information
describing how the propeller components and
systems are controlled and how they oper-
ate, including any special procedures that
apply.

(4) Instructions for uncrating, acceptance
checking, lifting, and installing the propel-
ler.

(5) Instructions for propeller operational
checks.

(6) Scheduling information for each part of
the propeller that provides the recommended
periods at which it should be cleaned, ad-
justed, and tested, the applicable wear toler-
ances, and the degree of work recommended
at these periods. However, the applicant may
refer to an accessory, instrument, or equip-
ment manufacturer as the source of this in-
formation if it shows that the item has an
exceptionally high degree of complexity re-
quiring specialized maintenance techniques,
test equipment, or expertise. The rec-
ommended overhaul periods and necessary
cross-references to the Airworthiness Limi-
tations section of the manual must also be
included. In addition, the applicant must in-
clude an inspection program that includes
the frequency and extent of the inspections
necessary to provide for the continued air-
worthiness of the propeller.

(7) Troubleshooting information describing
probable malfunctions, how to recognize
those malfunctions, and the remedial action
for those malfunctions.

(8) Information describing the order and
method of removing and replacing propeller
parts with any necessary precautions to be
taken.

(9) A list of the special tools needed for
maintenance other than for overhauls.

(b) Propeller Overhaul Section. (1) Disassem-
bly information including the order and
method of disassembly for overhaul.

(2) Cleaning and inspection instructions
that cover the materials and apparatus to be
used and methods and precautions to be
taken during overhaul. Methods of overhaul
inspection must also be included.

(3) Details of all fits and clearances rel-
evant to overhaul.

(4) Details of repair methods for worn or
otherwise substandard parts and components
along with information necessary to deter-
mine when replacement is necessary.

(5) The order and method of assembly at
overhaul.

(6) Instructions for testing after overhaul.
(7) Instructions for storage preparation in-

cluding any storage limits.
(8) A list of tools needed for overhaul.

A35.4 AIRWORTHINESS LIMITATIONS SECTION

The Instructions for Continued Airworthi-
ness must contain a section titled Airworthi-
ness Limitations that is segregated and
clearly distinguishable from the rest of the
document. This section must set forth each
mandatory replacement time, inspection in-
terval, and related procedure required for
type certification. This section must contain
a legible statement in a prominent location
that reads: ‘‘The Airworthiness Limitations
section is FAA approved and specifies main-
tenance required under §§ 43.16 and 91.403 of
the Federal Aviation Regulations unless an
alternative program has been FAA ap-
proved.’’

[Amdt. 35–5, 45 FR 60182, Sept. 11, 1980, as
amended by Amdt. 35–6, 54 FR 34330, Aug. 18,
1989]

PART 36—NOISE STANDARDS: AIR-
CRAFT TYPE AND AIRWORTHI-
NESS CERTIFICATION

SPECIAL FEDERAL AVIATION REGULATIONS
SFAR NO. 41 [Note]

Subpart A—General

Sec.
36.1 Applicability and definitions.
36.2 Special retroactive requirements.
36.3 Compatibility with airworthiness re-

quirements.
36.5 Limitation of part.
36.6 Incorporations by reference.
36.7 Acoustical change: Transport category

large airplanes and turbojet powered air-
planes.

36.9 Acoustical change: Propeller-driven
small airplanes and propeller-driven
commuter category airplanes.

36.11 Acoustical change: Helicopters.

Subpart B—Noise Measurement and Eval-
uation for Transport Category Large
Airplanes and Turbojet Powered Air-
planes

36.101 Noise measurement.
36.103 Noise evaluation.

Subpart C—Noise Limits for Subsonic Trans-
port Category Large Airplanes and
Subsonic Turbojet Powered Airplanes

36.201 Noise limits.
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Subpart D—Noise Limits for Supersonic
Transport Category Airplanes

36.301 Noise limits: Concorde.

Subpart E [Reserved]

Subpart F—Propeller Driven Small Airplanes
and Propeller–Driven, Commuter Cat-
egory Airplanes

36.501 Noise limits.

Subpart G [Reserved]

Subpart H—Helicopters

36.801 Noise measurement.
36.803 Noise evaluation and calculation.
36.805 Noise limits.

Subparts I—N [Reserved]

Subpart O—Operating Limitations and
Information

36.1501 Procedures, noise levels and other
information.

36.1581 Manuals, markings, and placards.
36.1583 Noncomplying agricultural and fire

fighting airplanes.

APPENDIX A TO PART 36—AIRCRAFT NOISE
MEASUREMENT UNDER § 36.101

APPENDIX B TO PART 36—AIRCRAFT NOISE
EVALUATION UNDER § 36.103

APPENDIX C TO PART 36—NOISE LEVELS FOR
TRANSPORT CATEGORY AND TURBOJET
POWERED AIRPLANES UNDER § 36.201

APPENDICES D–E TO PART 36 [RESERVED]
APPENDIX F TO PART 36—FLYOVER NOISE RE-

QUIREMENTS FOR PROPELLER-DRIVEN
SMALL AIRPLANE AND PROPELLER-DRIVEN,
COMMUTER CATEGORY AIRPLANE CERTIFI-
CATION TESTS PRIOR TO DECEMBER 22, 1988

APPENDIX G TO PART 36—TAKEOFF NOISE RE-
QUIREMENTS FOR PROPELLER-DRIVEN
SMALL AIRPLANE AND PROPELLER-DRIVEN,
COMMUTER CATEGORY AIRPLANE CERTIFI-
CATION TESTS ON OR AFTER DECEMBER 22,
1988

APPENDIX H TO PART 36—NOISE REQUIRE-
MENTS FOR HELICOPTERS UNDER SUBPART
H

APPENDIX I TO PART 36 [RESERVED]
APPENDIX J TO PART 36—ALTERNATIVE NOISE

CERTIFICATION PROCEDURE FOR HELI-
COPTERS UNDER SUBPART H HAVING A
MAXIMUM CERTIFICATED TAKEOFF WEIGHT
OF NOT MORE THAN 6,000 POUNDS

AUTHORITY: 42 U.S.C. 4321 et seq.; 49 U.S.C.
106(g), 40113, 44701–44702, 44704, 44715; sec. 305,
Pub. L. 96–193, 94 Stat. 50, 57; E.O. 11514, 35
FR 4247, 3 CFR, 1966–1970 Comp., p. 902.

SOURCE: Docket No. 9337, 34 FR 18364, Nov.
18, 1969, unless otherwise noted.

SPECIAL FEDERAL AVIATION
REGULATIONS SFAR No. 41

EDITORIAL NOTE: For the text of SFAR No.
41 see Part 21 of this chapter.

Subpart A—General
§ 36.1 Applicability and definitions.

(a) This part prescribes noise stand-
ards for the issue of the following cer-
tificates:

(1) Type certificates, and changes to
those certificates, and standard air-
worthiness certificates, for subsonic
transport category large airplanes, and
for subsonic turbojet powered airplanes
regardless of category.

(2) Type certificates and changes to
those certificates, standard airworthi-
ness certificates, and restricted cat-
egory airworthiness certificates, for
propeller-driven, small airplanes, and
for propeller–driven, commuter cat-
egory airplanes except those airplanes
that are designed for ‘‘agricultural air-
craft operations’’ (as defined in § 137.3
of this chapter, as effective on January
1, 1966) or for dispersing fire fighting
materials to which § 36.1583 of this part
does not apply.

(3) A type certificate and changes to
that certificate, and standard air-
worthiness certificates, for Concorde
airplanes.

(4) Type certificates, and changes to
those certificates, for helicopters ex-
cept those helicopters that are des-
ignated exclusively for ‘‘argicultural
aircraft operations’’ (as defined in
§ 137.3 of this chapter, as effective on
January 1, 1966), for dispensing fire
fighting materials, or for carrying ex-
ternal loads (as defined in § 133.1(b) of
this chapter, as effective on December
20, 1976).

(b) Each person who applies under
Part 21 of this chapter for a type of air-
worthiness certificate specified in this
part must show compliance with the
applicable requirements of this part, in
addition to the applicable airworthi-
ness requirements of this chapter.

(c) Each person who applies under
Part 21 of this chapter for approval of
an acoustical change described in
§ 21.93(b) of this chapter must show that
the aircraft complies with the applica-
ble provisions of §§ 36.7, 36.9, or 36.11 of

VerDate 20<FEB>99 14:50 Feb 24, 1999 Jkt 183040 PO 00000 Frm 00760 Fmt 8010 Sfmt 8010 Y:\SGML\183040T.XXX pfrm03 PsN: 183040T


		Superintendent of Documents
	2015-01-16T09:58:54-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




