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Subpart A—General

§ 148.1 Purpose.
This subchapter prescribes regula-

tions for the licensing, construction,
design and equipment, and operation of
deep-water ports.
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§ 148.3 Definitions.
The terms listed in sections 3 and 18

of the Act, whenever used in Parts 148,
149 and 150, have the same meaning
they have in the Act, except as pro-
vided in this section for ‘‘Affiliate.’’

Act means the Deepwater Port Act of
1974.

Affiliate means each person:
(1) Having any direct or indirect own-

ership interest in the applicant of
greater than three percent;

(2) With whom the applicant has
made, or proposes to make, a signifi-
cant contract for financing, managing
or otherwise participating in the con-
struction or operation of the deepwater
port proposed to be licensed;

(3) Who owns or controls any person
who is an affiliate by operation of para-
graphs (a) or (b) of this definition, or
who owns or controls the applicant;

(4) Owned or controlled by or under
common ownership or control with an
applicant or any person who is an affil-
iate by operation of paragraphs (a), (b)
or (c) of this definition; or

(5) Who is determined by the Sec-
retary to have information required to
review or process the application.

Barrel means 42 U.S. gallons at at-
mospheric pressure and 60 °Fahrenheit.

Captain of the Port means a Coast
Guard Officer commanding a Captain
of the Port Area described in Part 3 of
this chapter.

Crude oil means a mixture of hydro-
carbons that exist in the liquid phase
in natural underground reservoirs and
remains liquid at atmospheric pressure
after passing through surface sepa-
rating facilities and includes:

(1) Liquids technically defined as
crude oil;

(2) Small amounts of hydrocarbons
that exist in the gaseous phase in nat-
ural underground reservoirs but are
liquid at atmospheric pressure after
being recovered from oil well (casing
head) gas in lease separators; and

(3) Small amounts of non-hydro-
carbons produced with the oil.

Deepwater port means any fixed or
floating manmade structures other
than a vessel, or any group of such
structures, located beyond the terri-
torial sea and off the coast of the
United States and which are used or in-
tended for use as a port or terminal for

the loading or unloading and further
handling of oil for transportation to
any State, except as otherwise pro-
vided in section 23 of the Act. The term
includes all associated components and
equipment, including pipelines, pump-
ing stations, service platforms, moor-
ing buoys, and similar appurtenances
to the extent they are located seaward
of the high water mark.

Gross under keel clearance means the
distance between the keel of a tanker
and the ocean bottom when the tanker
is moored or anchored in calm water
free of wind, wave, current, or tide con-
ditions that would induce ship motion.

Marine site means the area in which
the deepwater is located, and includes
the safety zone, attendant ships’ rout-
ing measures, anchorages and all areas
seaward of the high water mark in
which associated components and
equipment of the deepwater port are lo-
cated.

Miles means nautical miles.
Net under keel clearance means that

distance between the ocean bottom and
the portion of a tanker’s hull closest to
the ocean bottom when the tanker is
underway, moored or anchored, consid-
ering ship motion in responding to the
combination of actual wind, wave, tide,
and current conditions.

PAD District means one of the five Pe-
troleum Administration for Defense
Districts defined by the Bureau of
Mines, Department of the Interior.

Platform means a fixed structure
which rests on or is embedded in the
sea-bed that has floors or decks in
which an activity or specific function
may be carried out.

Production District means a State and
each district within the State of Lou-
isiana, New Mexico or Texas for which
production of crude petroleum is sepa-
rately reported by the Bureau of Mines,
Department of the Interior.

Pumping platform complex (PPC)
means a single platform or a series of
interconnected platforms that have one
or more of the following capabilities:

(1) Pumping oil between a vessel and
the shore.

(2) Berthing and messing facilities
for assigned personnel.

(3) Landing area for helicopters.
(4) Mooring and loading for small ves-

sels.
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Refining District means a refining dis-
trict as defined by the Bureau of Mines,
Department of the Interior, for report-
ing refining operations.

SPM means single point mooring
buoy.

Year-end proved reserves of crude oil
means the estimated quantities of all
liquids statistically defined as crude
oil, which geological and engineering
data demonstrate with reasonable cer-
tainty as of December 31 of the year
concerned to be recoverable in future
years from known reservoirs under ex-
isting economic and operating condi-
tions. Reservoirs are considered proved
if economic producibility is supported
by either actual production or conclu-
sive formation tests. The area of an oil
reservoir considered proved includes:

(1) That portion delineated by drill-
ing and defined by gas-oil or oil-water
contacts, if any; and

(2) The immediately adjoining por-
tions not yet drilled, but which can be
reasonably judged as economically pro-
ductive on the basis of available geo-
logical and engineering data.

In the absence of information on fluid
contacts, the lowest known structural
occurrence of hydrocarbons controls
the lower proved limit of reservoir. Re-
serves of crude oil which can be pro-
duced economically through applica-
tion of improved recovery techniques
(such as fluid injection) are included in
the ‘‘proved’’ classification when suc-
cessful testing by a pilot project, or the
operation of an installed program in
the reservoir, provides support for the
engineering analysis on which the
project or program was based.

[CGD 75–002, 40 FR 52553, Nov. 10, 1975, as
amended by CGD 76–096, 45 FR 85647, Dec. 29,
1980]

Subpart B—Applications

GENERAL

§ 148.101 Applicability.

This subpart prescribes rules that
apply to each application, including
competing applications described in
section 5(d)(3) of the Act, for the
issuance of a license for the ownership,
construction, and operation of a deep-
water port.

§ 148.103 Address of application staff.
The address of the application staff

is: Commandant (G–M), U.S. Coast
Guard, 2100 Second Street SW., Wash-
ington, DC 20593–0001.

[CGD 92–069, 58 FR 11193, Feb. 24, 1993]

§ 148.105 Preparation.
(a) Any person may confer with the

application staff concerning the prepa-
ration of an application.

(b) An applicant may incorporate by
clear and specific reference in his ap-
plication any:

(1) Standard reference material upon
which he relies and which he knows to
be readily available to Federal and
State Agencies;

(2) Current information contained in
previous applications or reports that
he has submitted to the application
staff; and

(3) Current information contained in
a tariff, report or other document pre-
viously filed for public record with the
Interstate Commerce Commission, the
Securities and Exchange Commission,
or the Federal Energy Administration,
provided:

(i) A certified true and complete copy
of the document is attached to each of
10 of the 60 copies of the application re-
quired by § 148.107(a);

(ii) Each copy filed with the applica-
tion bears on its cover notation of the
date of filing and the document number
or other locator; and

(iii) Any verification or certification
required for the original filing (other
than from auditors or other inde-
pendent persons) is brought current to
a date not earlier than 30 days prior to
the date of the application.

(c) If any required information is fur-
nished pursuant to § 148.111(b), the ap-
plication need only state with respect
thereto, in the appropriate place or
places: ‘‘Required information is being
furnished by [named affiliate] [all af-
filiates] pursuant to § 148.111(b).’’

§ 148.107 Copies: fees.
(a) Sixty copies of each license appli-

cation must be submitted to the appli-
cation staff.

(b) One copy of each license applica-
tion must be submitted to the U.S.
Army Corps of Engineers District office
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having jurisdiction over the proposed
port.

(c) A nonrefundable application fee of
$100,000 must be submitted with each
application for issuance of a license. If
additional information is necessary to
make an application complete, no addi-
tional application fee is required.

(d) The costs incurred by the United
States in processing an application will
be charged to the application fee until
it is exhausted. Reimbursement for ad-
ditional processing costs, above the ap-
plication fee, must be submitted to the
application staff when assessed.

(e) Fees and costs assessed under this
section must be made payable to the
United States Treasury.

§ 148.109 Contents of application for
issuance of license.

Each application must include the
following:

(a) Identity of applicant and affiliates.
(1) The name, address and principal
business activity of the applicant and
of each affiliate.

(2) A list of all domestic subsidiaries
and a list of all foreign subsidiaries of
each applicant and of each affiliate
that elects under § 148.111(a) to furnish
required information on a consolidated
basis.

(3) The name, address and principal
business activity of each subsidiary or
division of an applicant or an affiliate
which participated directly and sub-
stantially in the planning, evaluating
or approving of participation in the
construction, financing, or operation of
a deepwater port.

(b) Proof of citizenship and authority.
(1) If the applicant is an individual,
group of individuals, a partnership or
an association, an affidavit from each
individual stating that he is a citizen
of the United States of America.

(2) If the applicant is a corporation,
one copy of its charter or instrument
by which the corporation is formed and
organized under general corporation
laws, certified by the Secretary of
State or other appropriate authority of
the State in which incorporated, and a
copy of its by-laws certified by its Sec-
retary or an Assistant Secretary.

(3) If the applicant is a State, or com-
bination of States, or any political sub-
division, agency, or instrumentality of

a State, including a wholly owned cor-
poration, a copy of the laws author-
izing the operations detailed in the ap-
plication.

(c) Address for service of documents.
The name and address of a person upon
whom service may be made if a formal
hearing is held on the application and
the name and address of a person to
whom documents not required to be
served under § 148.275 may be sent.

(d) Verification. A statement at the
end of the application subscribed and
sworn to before a notary public that
the individual who signed the applica-
tion has read it and that its contents
are true to his best knowledge and be-
lief.

(e) Financial information. (1) For each
applicant and affiliate:

(i) Its most recent annual financial
statement, including an income state-
ment and a balance sheet, accompanied
by an opinion of a certified public ac-
countant; and

(ii) An interim income statement and
balance sheet for each subsequent fis-
cal quarter-year ended prior to 30 days
before submission of the application.

(2) The proposed location and capac-
ity of the deepwater port, including all
components thereof, together with a
general description of the anticipated
use of the deepwater port during the
expected life of the project.

(3) An estimate of construction costs,
by phases together with estimated
dates or periods for completion of each
phase, or annually, and a detailed esti-
mate of the cost of removal of all ma-
rine components of the deepwater port,
other than pipelines lying below the
seabed.

(4) Annualized projections or esti-
mates of each of the following, at rea-
sonable intervals throughout the ex-
pected useful life of the deepwater
port:

(i) Total oil throughput together
with subtotals of throughput of oil
owned by the applicant and affiliates
and of throughput of oil owned by oth-
ers.

(ii) Annual revenue.
(iii) Annual operating expenses,

showing separately any anticipated
management fee, payment, allowance,
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or credit to any affiliate for manage-
ment or operation of the port or any
component.

(5) A copy of every agreement or pro-
posal relating to the ownership or man-
agement of a deepwater port or any of
its components or to the financing of
the construction or operation of the
deep-water port or component, includ-
ing those relating to throughputs, cap-
ital contributions, loans, guarantees,
and commitment therefor.

(6) To the extent known to the appli-
cant or any affiliate, every existing or
proposed:

(i) Tariff or portion thereof to be
filed with the Interstate Commerce
Commission;

(ii) Rate or joint rate; and
(iii) Agreement, arrangement or un-

derstanding with respect to terms or
conditions on which other persons may
become an affiliate or with respect to
minimum or maximum tenders or
other economic restrictions on ship-
ments by nonaffiliated persons.
If any item required by this subpara-
graph has not been determined, an ex-
planation of the basis on which it will
be determined must be included.

(7) To the extent known to the appli-
cant or any affiliate, the anticipated:

(i) Total annual demand for crude oil;
and

(ii) Total year-end proved reserves of
crude oil for each Production District
within the PAD District in which oil
from the proposed deepwater port is to
be landed, at reasonable intervals
throughout the expected useful life of
the deepwater port.

(8) To the extent known to the appli-
cant or any affiliate, the anticipated:

(i) Total refinery capacity;
(ii) Total runs to stills; and
(iii) Total demand for gasoline, for

jet aviation fuels, for distillate fuel
oils, and for other refinery products,
for each Refining District within the
PAD District in which oil from the
deepwater port is to be landed, at rea-
sonable intervals throughout the ex-
pected useful life of the deepwater
port.

(9) If the PAD District in which oil
from deepwater port is to be landed has
a surplus:

(i) Of crude oil production and im-
ports over refinery capacity, the infor-

mation required in paragraph (e)(7) of
this section must also be set forth for
each Production District within the
PAD Districts to which surplus crude
oil from the District in which oil from
deepwater port is landed is expected to
be transported; and

(ii) Of refinery capacity over demand
for refinery products, the information
required in paragraph (e)(8) of this sec-
tion must also be set forth for each Re-
fining District within the PAD Dis-
tricts to which surplus refinery prod-
ucts from the PAD District in which
oil from the deepwater port is landed is
expected to be transported. If this in-
cludes the East Coast Refining Dis-
trict, the information for that district
must be separately stated for the fol-
lowing three components:

(a) New England: The States of Mas-
sachusetts, Rhode Island, and Con-
necticut.

(b) South-Atlantic: The States of Vir-
ginia, North Carolina, South Carolina,
Georgia, and Florida.

(c) Mid-Atlantic: The remaining area
of the East Coast Refining District
(Maine, Vermont, New Hampshire, New
Jersey, Maryland, Delaware, District of
Columbia, and the eastern parts of New
York and Pennsylvania).

(10) From each applicant or affiliate
which is engaged in producing, refin-
ing, or marketing oil, its estimate of
its components of the totals required
to be included under the provisions of
paragraphs (e)(7), (8) and (9) of this sec-
tion.

(11) From each applicant or affiliate
engaged in producing, refining, or mar-
keting oil, for each item it is required
to supply under paragraph (e)(10) of
this section, its actual data for each of
the three calendar years immediately
prior to the date of application.

(12) From each applicant or affiliate
which has a significant interest in any
refinery within any refinery district on
which information is required to be dis-
closed under paragraphs (e)(8) or (9)(ii)
of this section, for each refinery, its:

(i) Location;
(ii) Runs to still for each of the three

calendar years prior to date of applica-
tion; and
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(iii) Production for each of the three
calendar years prior to date of applica-
tion of gasoline, jet aviation fuel, dis-
tillate fuel oils, and other products.

(13) From each applicant or affiliate
engaged in producing, refining or mar-
keting oil, for each of the three cal-
endar years immediately prior to the
date of application, its total domestic
and total worldwide: yearend proved
reserves; annual production imports
into the United States; and annual re-
finery runs to still and production of
gasoline, jet aviation fuel, distillate
fuel oils and other refinery products.

(f) General technical information. (1) A
description of the experience of the ap-
plicant, each affiliate of the applicant
that the applicant may want to pro-
vide, and each consultant of the appli-
cant in offshore operations, with par-
ticular emphasis on involvement in off-
shore transfer and storage of liquid
cargo and vessel loading and unloading
operations.

(2) A listing and abstract of each
study relied upon by the applicant and
a listing and abstract of each ongoing
or completed study pertaining to deep-
water ports conducted by or for the ap-
plicant, later supplemented by data of
particular environmental or oper-
ational concern from specific studies
identified by the Coast Guard.

(3) The name, address, citizenship
and telephone number of each affiliate
of the applicant together with a de-
scription of the manner in which the
affiliate is associated with the appli-
cant.

(4) The name, address, citizenship,
telephone number and qualifications of
each engineering firm, if known, that
will design the deepwater port, or any
portion of the port.

(5) The ownership interest in the ap-
plicant of each affiliate having any
ownership interest in the applicant of
greater than 3 percent.

(6) For each affiliate with whom the
applicant has made, or proposes to
make a significant contract for the
construction of any part of the deep-
water port, a description of that affili-
ate’s experience in construction of ma-
rine terminal facilities, offshore struc-
tures, underwater pipelines, seabed
foundations or any other experience
that would bear on his qualification to

participate in the construction of a
deepwater port.

(7) A copy of each contract made by
the applicant for the construction of
any component of the deepwater port
or for the operation of the port.

(g) Water. Evidence that the require-
ments of section 401(a)(1) of the Fed-
eral Water Pollution Control Act
Amendments of 1972, 33 U.S.C.
1341(a)(1), will be satisfied, except that,
in those cases where certification
under section 401(a)(1) must be ob-
tained from the Administrator of the
United States Environmental Protec-
tion Agency, the request for such cer-
tification must accompany each appli-
cation for a license under the Act.

(g–1) Coastal zone management. The
certification, or certifications, re-
quired by section 307 of the Coastal
Zone Management Act of 1972, as
amended.

(h) Lease block identification. (1) Iden-
tification of each lease block estab-
lished either by the Secretary of the
Interior under section 5 of the Outer
Continental Shelf Lands Act (43 U.S.C.
1334), or by a State under t—e author-
ity of section 3 of the Submerged Lands
Act (43 U.S.C. 1311), within which any
part of the proposed deepwater port or
its approaches are located. This identi-
fication should be made using Official
Outer Continental Shelf Leasing Maps
or Protraction diagrams where they
are available. For each identified lease
block, the following must be provided:

(i) A description of each pipeline, or
other right-of-way crossing, in enough
detail to allow plotting of rights-of-
way and facilities to the nearest one-
tenth of a second in latitude and lon-
gitude.

(ii) The identity of the lessee of each
pipeline or other right-of-way.

(2) Detailed information concerning
any interest that the applicant and
others have in each block and con-
cerning the present and planned use of
each block.

(i) Overall site plan. Single-line draw-
ings showing the location and type of
each component of the proposed deep-
water port and its necessary facilities,
including floating structures, fixed
structures, aids to navigation, mani-
fold systems and onshore storage areas,
pipelines, and refineries.
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(j) Site plan for marine components. A
site plan consisting of:

(1) The proposed size and location of:
(i) All fixed and floating structures;
(ii) SPM swing circles;
(iii) Maneuvering areas;
(iv) Recommended ships’ routing

measures and proposed vessel traffic
patterns in the port area;

(v) Recommended anchorage areas;
(vi) Recommended mooring area for

support vessels;
(vii) Required and recommended aids

to navigation; and
(viii) Pipelines and cables within the

marine site;
(2) The charted water depth through-

out the proposed marine site as verified
by the reconnaissance hydrographic
survey required by this subpart:

(3) A reconnaissance hydrographic
survey of the proposed marine site.

NOTE: A requirement to submit an engi-
neering hydrographic survey of the final ma-
rine site will be imposed as a license condi-
tion.

(k) Soil data. An analysis of the gen-
eral character and condition of the
ocean bottom and sub-bottom through-
out the marine site and along the path
of the pipeline to the shore, including
an opinion by a registered professional
engineer specializing in soil mechanics
concerning:

(1) The suitability of the soil to ac-
commodate the anticipated design load
of each marine component that will be
fixed to or supported on the ocean
floor; and

(2) The stability of the seabed when
exposed to the environmental forces re-
sulting from severe storms, or to lesser
forces that continue for an extended
period, including any history of accre-
tion or erosion of the coast line in
proximity to the marine site.

(l) Operational information. (1) The
maximum lengths, maximum drafts,
and maximum deadweight tonnages of
the tankers to be accommodated at
each SPM.

(2) Calculations with supporting data
and other documentation to show that
the charted water depth at each pro-
posed SPM location is sufficient to pro-
vide at least a 5 foot net under keel
clearance for each tanker that the ap-
plicant expects to be accommodated at
the SPM.

(3) A detailed description of the man-
ner of forecasting the wind, wave, and
current conditions described in the
draft Operations Manual during which
the following would occur:

(i) Shutdown of oil transfer oper-
ations.

(ii) Departure of the tanker from the
mooring.

(iii) Prohibition on mooring to an
SPM.

(iv) Shutdown of all operations and
evacuation of the port.

(4) The speed limits proposed for
tankers in the safety zone.

(m) Floating components data. (1) A de-
scription and preliminary design draw-
ing of each floating component, includ-
ing the hoses and the anchoring or se-
curing structure and navigation lights
if the component is a mooring buoy.

(2) The design criteria, developed
pursuant to Part 149 of this chapter, to
which each floating component is to be
designed and built.

(3) The design standards and codes to
be used.

(4) The title of each recommended en-
gineering practice to be followed.

(5) A description and the results of
any design and evaluation studies per-
formed by or for the applicant on a
floating component.

(6) A description of safety, fire fight-
ing, and pollution prevention equip-
ment to be used on each floating com-
ponent.

(7) A description of lighting to be
used on floating hoses for night detec-
tion.

(n) Fixed marine components data. (1)
A description and preliminary design
drawing of each fixed marine compo-
nent.

(2) The design criteria, developed
pursuant to Part 149 of this chapter, to
which each fixed marine component is
to be designed and built.

(3) The design standards and codes to
be used.

(4) The title of each recommended en-
gineering practice to be followed.

(5) A description and the results of
any design and evaluation studies per-
formed by or for the applicant for any
fixed marine component and utilized in
the development of the application.
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(6) A description of navigational
lighting, safety, lifesaving, fire fight-
ing, pollution prevention and removal,
and waste treatment equipment to be
installed.

(7) A description and preliminary de-
sign drawing of the oil pumping equip-
ment, piping system, control and in-
strumentation system, and any associ-
ated equipment, including the oil
throughput measuring equipment, leak
detection equipment, alarm system,
and emergency shutdown equipment.

(8) The personnel capacity of each
PPC.

(o) Offshore pipeline data. (1) A de-
scription and preliminary design draw-
ing of the marine pipeline, including
size, throughput capacity, length,
depth and protective devices.

(2) The design criteria to which the
marine pipeline is to be designed and
built.

(3) The design standards and codes to
be used.

(4) The title of each recommended en-
gineering practice to be followed.

(5) A description of the metering sys-
tem to be used to measure flow rate.

(6) Information concerning all sub-
merged or buried pipelines that will be
crossed by the offshore pipeline and the
manner in which the crossing will be
made.

(p) Onshore components data. (1) A de-
scription of the location, capacity, and
ownership of, and a preliminary design
drawing for construction of new or ex-
pansion of existing onshore pipelines,
storage facilities, refineries, petro-
chemical facilities, and transshipment
facilities to be served by the deepwater
port.

(2) Location, capacity, and ownership
of existing onshore pipelines, storage
facilities, refineries, petrochemical fa-
cilities, and transshipment facilities to
be served by the deepwater port.

(3) A chart showing the location of
all planned and existing onshore pipe-
lines, storage facilities, refineries, and
petrochemical facilities and trans-
shipment facilities to be served by the
deepwater port.

(4) From each applicant or affiliate
which is engaged in producing, refining
or marketing oil, throughput of crude
oil, of gasoline, of jet aviation fuel, of
distillate fuel oils and of other refinery

products, for the calendar year pre-
ceding the date of application, and a
copy of each existing or proposed
throughput agreement.

(5) A facility is served by the deep-
water port if it is within a PAD Dis-
trict for which information is required
under paragraph (e)(7), (8) or (9) of this
section and is either served by connec-
tion with a common carrier pipeline or
a component of or appurtenant to a
common carrier pipeline.

(6) Crude oil gathering lines and lines
wholly within a facility must be in-
cluded only if specifically required
under paragraph (z) of this section.
Entry points and major connections be-
tween lines and with bulk purchasers
must be included.

(q) Miscellaneous components data. (1)
A description of the communications
systems to be used in operation of the
deepwater port.

(2) A description of the radar naviga-
tion system to be used in operation of
the deepwater port to include the type
and characteristics of the radar and
the antenna location.

(3) A description of plans and method
of bunkering vessels using the deep-
water port.

(4) Type, size and number of vessels
to be used in bunkering, mooring, and
servicing the vessels using the deep-
water port.

(5) A description and exact location
of any shore based support facilities to
be provided for vessels described in
paragraph (q)(4) of this section.

(r) Construction procedures. A descrip-
tion of the method and procedures to
be used in constructing each compo-
nent of the deepwater port and a de-
scription of each phase, including an-
ticipated dates of completion for each
of the specific components.

(s) Draft Operations Manual. A draft
Operations Manual for the proposed
port prepared in accordance with the
‘‘Guidelines for Preparation of a Deep-
water Port Operations Manual’’. If re-
quired information is not available, an
applicant should so state, show why,
and state when the information can be
expected to be provided.
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(t) Environmental analysis. An envi-
ronmental analysis prepared in accord-
ance with ‘‘Guide to Preparation of En-
vironmental Analyses for Deepwater
Ports.’’

(u) Aids to Navigation. (1) For each
proposed aid to navigation, the pro-
posed position of the aid described by
latitude and longitude coordinates to
the nearest second or tenth of a second
as determined from the largest scale
chart of the area in which the aid is to
be located. (Latitude and longitude
should be specified to a level obtained
by visual interpolation between the
finest graduation of the latitude and
longitude scales on the chart.)

(2) For each proposed obstruction
light and the proposed rotating lighted
beacon, the color, characteristic, effec-
tive intensity, height above water, and
general description of illumination ap-
paratus.

(3) For each proposed fog signal on a
structure, a general description of the
apparatus.

(4) For each proposed buoy, the
shape, color, number or letter, and
depth of water in which located, and a
general description of any light or fog
signal apparatus installed.

(5) For the proposed radar beacon
(RACON), height above water and a
general description of the apparatus.

(v) Telecommunications equipment. A
description of the radio stations or
other communications facilities and
the proposed concept of operation to
serve the deepwater port during con-
struction or operation.

NOTE: Federal Communications Commis-
sion application for these facilities may be
submitted directly to the Federal Commu-
nications Commission when sufficient tech-
nical information is available to meet the
rules of that agency. The holding of appro-
priate Federal Communications Commission
licenses will be made a condition on a deep-
water port license.

(w) National Pollutant Discharge Elimi-
nation System Information. To the ex-
tent available, the information pre-
scribed by, and submitted on, the ‘‘Na-
tional Pollutant Discharge Elimination
System’’ (NPDES). Application for Per-
mit to Discharge, Short Form ‘‘D’’ for
applying for issuance of a discharge
permit to the Administrator of the En-
vironmental Protection Agency (EPA).
If complete information is not avail-

able by the time the Secretary must ei-
ther approve or deny the application
for a designated application area,
under section 5(i)(1) of the Act, the li-
cense is conditioned upon the applicant
receiving the required discharge permit
from the EPA prior to the commence-
ment of any discharge requiring the
same.

(x) Discharge of dredged or fill material.
The information prescribed by, and
submitted on, Form EP 1145–2–1 con-
tained as Appendix B of ‘‘Application
for Department of Army Permits for
Activities in Waterways, EP 1145–2–1 of
1 October 1974’’ for each permit issued
by the Secretary of the Army in com-
pliance with:

(1) Section 10 of the Rivers and Har-
bors Act of 1899 (30 Stat. 1151; 33 U.S.C.
403);

(2) Section 404(b) of the Federal
Water Pollution Control Act Amend-
ments of 1972 (86 Stat. 816; 33 U.S.C.
1251); or

(3) Section 103 of the Marine Protec-
tion, Research, and Sanctuaries Act of
1972 (86 Stat. 1052; 33 U.S.C. 1401).

(y) Additional Federal authorizations
required. All other applications for Fed-
eral authorizations required for owner-
ship, construction, and operation of a
deepwater port not listed elsewhere in
this subpart.

(z) Supplemental information. (1) A des-
ignation of locations where the appli-
cant and each affiliate has segregated
and filed documents in its possession
relating to deepwater ports which were
prepared within four years of the date
of application and which fall under one
or more of the following categories:

(i) Prepared by or for, or submitted
to, a Board of Directors or an execu-
tive, management or planning com-
mittee.

(ii) Concern the financing of con-
struction or operation of a deepwater
port, including throughput nomina-
tions and membership in and financing
of any existing or proposed joint ven-
ture.

(iii) Concern existing or proposed or
anticipated rates or joint rates.

(iv) Determined by the Secretary to
be required to review and process the
application.

(2) Documents referred to in para-
graph (z)(1) of this section must be
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available during normal business hours
to the Secretary or the General Coun-
sel of the Department of Transpor-
tation or the designate of either of
them, for inspection and copying, at
the locations designated in the applica-
tion unless the General Counsel re-
quires consolidation of documents from
two or more locations. If any claim of
privilege or immunity is asserted with
respect to any document or record des-
ignated for inspection or copying, the
person making the claim shall furnish
to the Secretary or the General Coun-
sel or his designate as the case may be,
in accordance with § 148.219(c), an iden-
tification of the document and state-
ment of the claim.

(3) The Secretary may require an ap-
plicant or affiliate to make available
for examination under oath or for
interview persons having, or believed
to have, designated information. Inter-
views and examinations are conducted
by or at the direction of the General
Counsel.

(4) The Secretary may require an ap-
plicant or affiliate to file as a supple-
ment to the application any analysis,
explanation or detailing of information
in the application or any other infor-
mation determined by the Secretary to
be required to review or process the ap-
plication.

(5) Any Federal or State department
or agency or other interested person
may file with the clerk a request or
recommendation for further informa-
tion. Requests and recommendations
received within 30 days after notice of
the initial application has been pub-
lished will be fully considered before
any final determination is made under
this paragraph (z). Requests and rec-
ommendations must include a brief
statement of the purpose of any pro-
posed requirement, including, if it re-
lates to conduct, the nature of the con-
duct and the probable consequences, or
if the proposed requirement relates to
physical characteristics, the nature of
any safety, health, environmental or
economic concerns.

(6) In exercising the authority to re-
quire supplemental information under
paragraph (z)(2), (3) or (4) of this sec-
tion, the Secretary, the General Coun-
sel, or the designate, as the case may
be, may fix a time by which an appli-

cant or affiliate must meet the require-
ment. If an application states that re-
quired information is not yet available
but will be furnished at a later date,
the Commandant may specify a time
by which the information must be pro-
vided. If any requirement is not met by
a time fixed in accordance with this
subparagraph, the Secretary shall de-
termine whether compliance with the
requirement is material to processing
of the application within the time pre-
scribed in the Act. If the Secretary de-
termines that it is material, he may
disapprove the application, or may sus-
pend the application pending a deter-
mination that processing can be re-
sumed. The period of any suspension
shall not be counted in determining the
date prescribed by the time limit set
forth in sections 4(c)(6), 5(d)(3), 5(e)(2),
5(g), 7(b)(1) or 9(b)(1) of the Act.

[CGD 75–002, 40 FR 52553, Nov. 11, 1975; 40 FR
58144, Dec. 15, 1975, as amended by CGD 76–
096, 45 FR 85647, Dec. 29, 1980]

§ 148.111 Optional procedures.

(a) Consolidated statements. Applicants
and affiliates may elect to supply re-
quired information consolidated in ac-
cordance with generally accepted ac-
counting principles, if and to the ex-
tent that consolidated statements or
reports are filed with the Interstate
Commerce Commission, the Securities
and Exchange Commission, or the Fed-
eral Energy Administration, but if
those filings are also made or required
to be made by line of business or other
classifications, the application shall be
prepared on the same basis. An election
under this paragraph is subject to the
authority of the Secretary to require
supplemental information, pursuant to
§ 148.109(z).

(b) Direct submissions by affiliates. If
any affiliate has reason to believe that
it or its business or property would be
prejudiced by furnishing information
required from it to the applicant, the
affiliate may file the required informa-
tion directly with the clerk. The infor-
mation must be enclosed in a sealed en-
velope bearing on the outside the
names of the applicant and affiliate
and the date or anticipated date of the
application. If any claim of privilege or
confidentiality is asserted with respect
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to the contents, the procedure specified
in § 148.219(c) or (d) must be followed.

Subpart C—Application
Proceeding

GENERAL

§ 148.201 Purpose.
This subpart prescribes rules of pro-

cedure and practice for application pro-
ceedings.

§ 148.203 Applicability.
(a) Except as provided in paragraph

(b) of this section, the rules in this sub-
part apply to each application pro-
ceeding.

(b) The rules for formal hearings in
§§ 148.251—148.291 apply only to applica-
tion proceedings in which the Com-
mandant issues a notice of formal hear-
ing under § 148.251. The rules for infor-
mal hearings in §§ 148.231—148.235 apply
only to proceedings to consider appli-
cations for issuance, transfer, and re-
newal of a license.

§ 148.205 Clerk: docket; record.
(a) The mailing address for the clerk

in each proceeding is: Commandant (G–
M), U.S. Coast Guard, 2100 Second
Street SW., Washington, DC 20593–0001.

(b) The clerk maintains a docket and
the record for each proceeding. The
docket lists each document in the
record. The record contains all docu-
ments filed or issued in the proceeding
that the clerk has received and any
other documents in the proceeding that
are docketed in accordance with this
subpart.

[CGD 75–002, 40 FR 52553, Nov. 10, 1975; 40 FR
58143, Dec. 15, 1975, as amended by CGD 92–
069, 58 FR 11193, Feb. 24, 1993]

§ 148.207 Availability of documents in
the record.

(a) The procedure for inspecting and
copying documents in the record of a
proceeding is contained in 49 CFR part
7 and section 14 of the Act. Copies of
documents in the record of a pro-
ceeding are mailed to each adjacent
coastal State unless their release is
prohibited by 49 CFR part 7 and section
14 of the Act.

(b) Comments submitted by Federal
agencies and departments for each pro-

ceeding in accordance with sections
5(e)(2) and 7(b) of the Act are docketed
when they are received. Copies of the
draft and final environmental impact
statements prepared in accordance
with section 5(f) of the Act are dock-
eted when they are transmitted to the
Council on Environmental Quality.

(c) The applicant must designate any
portions of the material submitted in
an application that contain either
trade secrets or commercial or finan-
cial information that is claimed to be
privileged or confidential. Section
148.219 prescribes procedures for object-
ing to claims and resolving of disputed
issues.

(d) A copy of the application, except
trade secrets and confidential informa-
tion, is available for inspection and
copying at: Commandant (G–M), U.S.
Coast Guard, 2100 Second Street SW.,
Washington, DC 20593–0001.

(e) The application staff will des-
ignate a custodian of all documents
filed in a proceeding for which protec-
tion is claimed under section 14(b) of
the Act. The custodian shall not make
public for inspection documents for
which protection is claimed nor other-
wise disclose such information, unless
the General Counsel is of the opinion
that the disclosure is not inconsistent
with the requirements of section 14(b)
of the Act. The custodian shall keep a
record of all officers and employees of
the Department having custody of any
copy or copies of undisclosed docu-
ments.

[CGD 75–002, 40 FR 52553, Nov. 10, 1975, as
amended by CGD 92–069, 58 FR 11193, Feb. 24,
1993]

§ 148.211 Processing an application.
The Assistant Commandant for Ma-

rine Safety and Environmental Protec-
tion takes the action described in sec-
tion 5(c)(1) of the Act for processing
each application received in a pro-
ceeding and for issuing in the FEDERAL
REGISTER the notices described in sec-
tion 5(c)(1). If he issues notice of appli-
cation pursuant to section 5(c)(1) of the
Act, the application staff thereafter de-
livers the application described in the
notice to the clerk for docketing and
mails a copy of the notice to each:

(a) Party;
(b) Adjacent coastal State; and

VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00184 Fmt 8010 Sfmt 8010 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T



185

Coast Guard, DOT § 148.217

(c) Other coastal State bordering on
the body of water in which the pro-
posed port would be located.

[CGD 75–002,40 FR 52553, Nov. 10, 1975 as
amended, at CGD 88–052, 53 FR 25121, July 1,
1988; CGD 96–026, 61 FR 33665, June 28, 1996;
CGD 97–023, 62 FR 33363, June 19, 1997]

§ 148.213 Changes to an application.

If information in an application be-
comes materially inaccurate or incom-
plete after it is docketed in a pro-
ceeding but before the proceeding is
terminated, the applicant must
promptly file an amendment furnishing
the corrected or additional informa-
tion. Sixty copies of the amendment
must be submitted to the application
staff when the revisions are filed.

§ 148.215 Withdrawal of application.

An applicant may withdraw his appli-
cation in a proceeding at any time be-
fore the proceeding is terminated by
delivering or mailing notice of with-
drawal to the clerk for docketing.

§ 148.216 Request by port for deter-
mination.

A port which applies for a determina-
tion under section 4(d) of the Act must
submit a request in writing to the ap-
plication staff within 30 days of the
date that notice of application is pub-
lished in the FEDERAL REGISTER. The
request must:

(a) Be signed by the highest official
of the port submitting the request;

(b) Contain a copy of existing plans
for the construction of a deep draft
channel and harbor;

(c) Certify that the port has an active
study by the Secretary of the Army for
the construction of a deep draft chan-
nel and harbor, or that the port has
pending an application for a permit
under section 10 of the Act of March 3,
1899 (30 Stat. 1121) for the construction;

(d) Provide any available documenta-
tion on:

(1) Initial costs, by phases if staged
development, for the proposed onshore
project, including dredging, ship ter-
minal and attendant facilities;

(2) Estimated annual operating ex-
penses by phases, if staged develop-
ment, including labor, for thirty years
for all elements of the project;

(3) Estimated time of completion of
all elements of the proposed project;

(4) An estimate of the volume of ship
traffic, the volume and variety of the
tonnage, an assessment of the poten-
tial traffic congestion conditions in the
port and an assessment of the capa-
bility of the port for controlling vessel
traffic as a result of the proposed
dredging project;

(5) An assessment of the economic
benefits estimated to be derived from
the project, including:

(i) Economic contribution to the
local, and regional area;

(ii) Induced industrial development;
(iii) Increased employment;
(iv) Increases in tax revenues; and
(v) Any other factors; and
(6) An assessment of the environ-

mental and social impact of the project
on elements of the local and regional
community; and

(e) Provide a statement of its views
on whether it seeks a determination
that the State port best serves the na-
tional interest or that both develop-
ments are warranted.

§ 148.217 Designation of adjacent
coastal States.

(a) The Assistant Commandant for
Marine Safety and Environmental Pro-
tection, in issuing a notice of applica-
tion pursuant to section 5(c)(1) of the
Act, designates as an adjacent coastal
State each State which would be di-
rectly connected by pipeline to the
deepwater port proposed in the applica-
tion or which is within 15 miles of the
proposed deepwater port. A State not
designated as an adjacent coastal State
in the notice of application may re-
quest to be so designated on the basis
that the risk of damage to its coastal
environment is equal to or greater
than the risk posed to a State directly
connected by pipeline to the proposed
deepwater port.

(b) Each request submitted under
paragraph (a) of this section must:

(1) Be submitted in writing to the ap-
plication staff within 14 days after the
date of publication of the notice of ap-
plication in the FEDERAL REGISTER;

(2) Be signed by the Governor of the
State;

(3) Set forth the facts and any avail-
able analyses in support of the request
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together with any available docu-
mentation concerning the risk of dam-
age to the coastal environment of the
requesting State that could occur as a
result of the establishment of a deep-
water port; and

(4) State why the requesting State
believes the risk of damage to its
coastal environment is equal to or
greater than the risk posed to a State
connected by a pipeline to the proposed
deepwater port.

(c) The application staff transmits a
copy of each request submitted in ac-
cordance with paragraph (b) of this sec-
tion to the Administrator of the Na-
tional Oceanic and Atmospheric Ad-
ministration and requests his rec-
ommendations within a period of time
that will allow the Secretary to deter-
mine the matter within 45 days after
the date the request was received.

(d) If, after having received the rec-
ommendation of the Administrator of
the National Oceanic and Atmospheric
Administration, the Secretary deter-
mines that there is a risk of damage to
the coastal environment of the request-
ing State equal to or greater than the
risk posed to a State directly con-
nected to the proposed deepwater port,
he grants the request and designates
the requesting State as an adjacent
coastal State. If he determines that
there is not such a risk, he denies the
request and so notifies the Governor of
the requesting State.

[CGD 75–002, 40 FR 52553, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988; CGD 96–026, 61 FR 33665, June 28, 1996;
CGD 97–023, 62 FR 33363, June 19, 1997]

§ 148.219 Claims and objections.
(a) Any person required to furnish in-

formation may assert, as ground for re-
lief from the requirement, any failure
to comply with this part or any other
constitutional or legal right or privi-
lege.

(b) In general, claims relating to doc-
uments must be made on filing an ap-
plication or on receiving a determina-
tion by the Secretary pursuant to
§ 148.109(z).

(c) If a person claims attorney-client
privilege, he must identify the commu-
nication by date, type of communica-
tion, persons making and receiving the
communication, and general subject

matter. If the required information is
in a separable part of a communica-
tion, such as an attachment to a letter,
the separate part must be similarly
identified. The identification must be
filed with the clerk or as a document
pursuant to § 148.269.

(d) Any document claimed to be pro-
tected by section 14(b) of the Act must
be placed in a sealed envelope, con-
taining the name of the person claim-
ing the protection and of the applicant,
and the date or anticipated date of the
application. A brief statement of the
basis of the claim must be included, ei-
ther on the envelope or separately. If a
number of documents are involved,
they must be grouped according to na-
ture of claim, and a self-explanatory
numbering system used for envelopes
and documents.

(e) Written objection to any claim
may be made by any Federal or State
department or agency, or any appli-
cant, affiliate, party or other inter-
ested person. The objection shall in-
clude a brief statement of its basis and
identify the documents to which it ap-
plies.

(f) Except as provided in paragraph
(g) of this section, the General Counsel
shall determine, or designate a person
to determine, issues raised by any
claim filed under this section. A des-
ignation by the General Counsel may
specify procedures to be used in resolv-
ing the issue or may leave some or all
of the procedural matters to the discre-
tion of the designated person. The pro-
ceedings pursuant to a designation
shall be reported to the General Coun-
sel, who shall approve, modify or dis-
approve the reported findings and con-
clusions.

(g) Any person making or objecting
to a claim, or other interested person,
may at any time file with the General
Counsel a request or recommendation
as to procedures. The General Counsel
may act upon it or refer it to a person
designated to resolve the issue.

(h) At any formal or informal hearing
the presiding officer may permit any
person to assert any claim that could
be filed under this section and may de-
termine any issue raised by the claim
or, in his discretion, refer it to the
General Counsel for resolution pursu-
ant to paragraph (f) of this section.
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(i) The filing of any claim under this
section, other than a claim of docu-
ment protection under paragraph (d) of
this section, shall stay the time for
meeting any information required to
which the claim relates, but shall not
stay the periods for processing and re-
view of an application unless the Sec-
retary determines that compliance
with the requirement is material to
processing of the application within
the time prescribed in the Act. If the
Secretary determines that it is mate-
rial, he may suspend the application
pending a determination that proc-
essing can be resumed. The period of
any suspension shall not be counted in
determining the date prescribed by the
time limit set forth in section 4(c)(6),
5(d)(3), 5(e)(2), 5(g), 7(b)(11) or 9(b)(1) of
the Act.

(j) Any determination by the General
Counsel under paragraph (f) of this sec-
tion may be appealed to the Secretary
for good cause shown.

INFORMAL PUBLIC HEARING

§ 148.231 Notice of public hearing.
After all applications in a proceeding

are docketed, the Commandant issues a
notice of public hearing and mails or
delivers it to any person who requests
it and to each applicant and adjacent
coastal state. The clerk dockets the
notice when it is published. Each no-
tice shows the time and place for the
hearings, formulates the factual issues
in the proceeding, procedural matters
to govern the hearings, and designates
the presiding officer assigned by the
Commandant for the hearing.

§ 148.233 Testimony and argument.
Interested persons may attend any

public hearing, present relevant mate-
rial at the hearing, and submit briefs
and oral argument at a time deter-
mined by the presiding officer during
the hearing.

§ 148.235 Report of public hearing.
As soon as practicable after a public

hearing is completed, the presiding of-
ficer forwards a report of the hearing
to the clerk for docketing. The report
at a minimum contains a summary of
the materials presented and factual

issues raised at the hearing and has at-
tached to it a transcript of the hearing
and all relevant materials and briefs
submitted to the presiding officer. The
presiding officer determines and an-
nounces to the participants during the
course of the hearing what material
will be attached to the report.

FORMAL HEARING

§ 148.251 Determination to hold formal
hearing: notice of formal hearing.

(a) After the reports of public hear-
ings are docketed in a proceeding, the
Commandant determines whether there
are specific and material factual issues
concerning the applications that may
be resolved by a formal hearing. If he
determines that a formal hearing is
necessary, he issues notice of formal
hearing to the applicants, the applica-
tion staff, and the administrative law
judge.

(b) A notice of formal hearing lists
the factual issues for resolution at the
hearing, the applicants, and the admin-
istrative law judge assigned to conduct
the hearing.

(c) The clerk mails or delivers a copy
of the notice of formal hearing in a
proceeding to each adjacent coastal
state and to each person who requests
notice of formal hearing.

§ 148.253 Assignment of administrative
law judge: disqualification.

(a) The Commandant assigns the ad-
ministrative law judge for a formal
hearing.

(b) The administrative law judge may
disqualify himself at any time after as-
signment by filing notice of withdrawal
from the proceeding. If on motion of a
party the administrative law judge
does not disqualify himself, the party
may appeal the ruling to the Com-
mandant by filing notice of appeal
within seven days after the ruling on
the motion. A brief may be filed with
the notice of appeal.

(c) If the assigned administrative law
judge becomes unavailable during the
proceeding, another administrative law
judge is assigned.
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§ 148.255 Jurisdiction of the adminis-
trative law judge.

(a) The jurisdiction of the adminis-
trative law judge over a proceeding be-
gins when he is assigned. His jurisdic-
tion ends 20 days after the transcript of
the formal hearing is docketed or when
he issues notice of withdrawal from the
proceeding.

(b) The Commandant exercises the
authority of an administrative law
judge in a proceeding when no adminis-
trative law judge has jurisdiction.

§ 148.257 Authority of the administra-
tive law judge.

The administrative law judge as-
signed to a formal hearing may:

(a) Administer oaths and affirma-
tions;

(b) Issue subpoenas;
(c) Adopt procedures for the submis-

sion of evidence in written form;
(d) Rule on offers of proof and receive

relevant evidence;
(e) Examine witnesses at the formal

hearing;
(f) Dispose of procedural requests or

similar matters;
(g) Convene, recess, reconvene, ad-

journ, and otherwise regulate the
course of the formal hearing;

(h) Certify questions to the Com-
mandant;

(i) If a party to a formal hearing fails
to appear at a session of the hearing,
proceed with the session without fur-
ther notice to the party;

(j) Extend or shorten a time pre-
scribed by this subpart to the extent
consistent with the 240 days time limit
prescribed in section 5(g) of the Act for
completing public hearings in a pro-
ceeding;

(k) Prescribe a time for doing an act
if the time is not prescribed in this
subpart; and

(l) Take any other action authorized
by or consistent with this subpart, the
Act, or 5 U.S.C. 551–559.

§ 148.259 Ex parte communications.
If two or more applications have been

filed in a proceeding, or if a person op-
posing an application has intervened in
the proceeding, the administrative law
judge may not consult any party on a
fact in issue except on notice and op-
portunity for all parties to participate.

The administrative law judge must pre-
pare a summary of and have docketed
each ex parte communication in the
proceeding.

§ 148.261 Parties.

The parties to a formal hearing are
the application staff, the applicants,
and intervenors in the proceeding.

§ 148.263 Intervention.

(a) Any person may file a petition to
intervene in a formal hearing, and any
adjacent coastal state may intervene
by filing a notice of intervention. The
petition must be addressed to the ad-
ministrative law judge, must identify
the specific matters in the hearing on
which he seeks to intervene and his in-
terest in those matters, and must des-
ignate the name and address of a per-
son upon whom service may be made if
the petition is granted. A party to the
formal hearing may file an answer to a
petition within five days after the peti-
tion is filed.

(b) A petition to intervene must be
filed within ten days after notice of
formal hearing is issued.

(c) Intervention may be limited to
particular matters or to particular
times in the hearing if necessary to
prevent repetitious evidence and argu-
ment or to control the course of the
formal hearing.

(d) If the administrative law judge
denies a petition in whole or part, the
petitioner may appeal to the Com-
mandant by filing notice of appeal
within seven days after the denial is
issued. A brief may be filed with the
notice of appeal. A party may file a
brief in support of or in opposition to
the appeal within seven days after the
notice of appeal is filed.

§ 148.265 A person not a party.

(a) At any time before a formal hear-
ing, any person who is not a party may
submit to the administrative law judge
a petition to present evidence at the
formal hearing. The petition must be
sent to the administrative law judge or
to the clerk who will forward it to the
administrative law judge. The petition
must contain a statement describing in
detail the evidence to be presented and
must show its relevancy to factual
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issues listed in the notice of formal
hearing.

(b) If a petition is granted, the ruling
delineates the evidence that may be
presented at the formal hearing.

§ 148.267 Appearance and practice.
(a) Each party to a formal hearing,

except an individual, must appear by
his attorney. Each attorney must file a
notice of appearance that states his
name, address, telephone number, and
the name of the person he represents.
With his notice of appearance, each at-
torney must file a written authoriza-
tion from his client.

(b) Each attorney representing a per-
son in a proceeding must be admitted,
and be in good standing, to practice be-
fore a court of the United States or the
highest court of any State, territory or
possession of the United States.

(c) The administrative law judge as-
signed to the formal hearing may sus-
pend or bar an attorney from rep-
resenting a person in the proceeding if
he finds that the attorney has failed to
conform to the standards of conduct re-
quired for attorneys in the Courts of
the United States.

(d) The administrative law judge may
exclude any person from a formal hear-
ing or a conference if the person is con-
tumacious at the hearing or con-
ference.

§ 148.269 Requirements for documents.
(a) Each document, except an appli-

cation, filed in a proceeding or sub-
mitted to the administrative law judge
must:

(1) List the docket number of the pro-
ceeding; and

(2) Be signed in ink by the person fil-
ing or submitting the document and
show the capacity of the person sign-
ing, his address, and the date of sign-
ing.

(b) Each document filed in a pro-
ceeding, except an application, must:

(1) Be accompanied by ten copies of
the document;

(2) Show the name and address of
each person upon whom a copy of the
document has been served;

(3) Be accompanied by an affidavit
showing proof of service if the person
serving the process is not an attorney;
and

(4) Contain the following certificate
of service if the person serving the
process is an attorney:

I hereby certify that I have this day served
the foregoing document upon
————————————————in accordance
with 33 CFR 148.275.

Dated at —————— this ——————day of
——————, 19——.

Signature
For lllllllllllllllllllll

Name of Party or Petitioner

§ 148.271 Subscription.
The signature on a document filed,

served, or submitted to the administra-
tive law judge in a proceeding is cer-
tification by the person signing that he
has full authority to sign the docu-
ment, that he has read it and knows its
contents, that to the best of his knowl-
edge, information, and belief the state-
ments made in it are true, and that it
is not interposed for delay.

§ 148.273 Filing.
(a) A document is filed in a pro-

ceeding when it meets the require-
ments in § 148.269 and is deposited in
the mail or, if not mailed, is received
by the clerk.

(b) If the clerk receives a document
that does not comply with § 148.269 he
returns it to the person who submitted
it with a statement of reasons for the
return.

(c) Filing by mail must be by cer-
tified mail.

§ 148.275 Service of document: other
transmittal.

(a) The clerk serves each order, rul-
ing, decision, and notice upon all par-
ties to a formal hearing when issued,
except a document issued at the formal
hearing or a prehearing conference.

(b) Each document before it is filed
in a proceeding must be served upon:

(1) All parties, except the person fil-
ing the document; and

(2) The administrative law judge or if
no administrative law judge has juris-
diction, the Commandant.

(c) Service of a document upon a
party must be made upon the attorney
representing the party or, for a party
not represented by an attorney, upon
the party.
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(d) Service must be made by handing
a copy of the document to the person
to be served or depositing a copy of the
document in the mail.

(e) This section does not apply to
service of subpoenas. Rules for serving
subpoenas are in § 148.281.

(f) The clerk mails to a person who is
not a party, and who has submitted a
petition or motion in the proceeding, a
copy of the ruling on the petition or
motion when issued and a copy of the
action taken on any appeal of the peti-
tion. He mails a copy of the notice of
the formal hearing, when the notice is
issued, to each person whose petition
to present evidence has been granted
under § 148.265.

(g) The clerk provides the applicants
and the administrative law judge with
a copy of each application and report of
public hearing docketed in the pro-
ceeding.

§ 148.277 Conferences.
(a) The administrative law judge may

hold one or more prehearing con-
ferences to give the parties an oppor-
tunity to present and consider facts
and arguments, to exchange exhibits
proposed to be offered in evidence, and
to obtain stipulations, admissions, and
agreements to produce documents and
other tangible things. The administra-
tive law judge may consider at a con-
ference the procedure to be followed at
the formal hearing, limitations on the
number of witnesses at the hearing,
and any other matters that may expe-
dite the disposition of the proceeding.

(b) The administrative law judge may
hold conferences during a formal hear-
ing to expedite the disposition of the
proceeding.

(c) If a prehearing conference is held,
the administrative law judge issues a
notice reciting the action taken at the
conference and any agreements made
between the parties.

§ 148.279 Motions.
(a) Any request for a ruling or relief

in a proceeding, except a request for a
subpoena or a petition to intervene or
present evidence at a formal hearing,
must be submitted by motion. Each
motion must be addressed to the ad-
ministrative law judge, state the ruling
or relief sought and the grounds there-

for, and be accompanied, if appro-
priate, by a proposed order. Each writ-
ten motion must be filed. An oral mo-
tion may be made only at the formal
hearing or a conference.

(b) Within seven days after service of
a written motion, a party may file an
answer supporting or opposing the mo-
tion.

(c) Unless otherwise authorized by
the administrative law judge, no oral
argument is heard on a written motion.
A brief may be filed with a written mo-
tion or an answer to a written motion.

(d) The administrative law judge
issues a ruling and any appropriate
order for each motion made.

(e) Except as otherwise provided in
§§ 148.253 and 148.263, a ruling of the ad-
ministrative law judge on a motion
may not be appealed to the Com-
mandant. The administrative law judge
may refer any ruling to the Com-
mandant for review if he determines
that the ruling involves an important
question of law or policy.

§ 148.281 Subpoenas.

(a) At any time before a formal hear-
ing is completed, a party may submit a
request to the administrative law judge
for issuance of a subpoena. A request
for issuance of a subpoena must show
the general relevance and scope of the
evidence sought.

(b) A proposed subpoena and fifteen
copies, and witness fees for one day and
mileage, must be submitted with each
request. A proposed subpoena must
contain:

(1) The docket number of the pro-
ceeding;

(2) The captions ‘‘Department of
Transportation,’’ ‘‘Coast Guard,’’ and
‘‘Licensing of Deepwater Port for
coastal waters off (insert name of the
coastal state closest to the proposed deep-
water port and the docket number of the
proceeding)’’;

(3) The name and office of the admin-
istrative law judge;

(4) A statement commanding the per-
son to whom the subpoena is directed
to attend the formal hearing and give
testimony or, for a subpoena to
produce documentary evidence, a
statement commanding the person to
produce designated documents, books,
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papers, or other tangible things at a
designated time or place; and

(5) Explanation of the procedure in
§ 148.279 and paragraph (e) of this sec-
tion for quashing a subpoena.

(c) Unless otherwise authorized by
the administrative law judge, a sub-
poena must be served in accordance
with Rule 45 of the Federal Rules of
Civil Procedure.

(d) A subpoenaed witness is paid the
same fees and mileage paid to wit-
nesses subpoenaed in District Courts of
the United States. The person request-
ing a subpoena must pay the fees and
mileage.

(e) Any motion to quash a subpoena
must be submitted within seven days
after service of the subpoena.

(f) If a person does not comply with a
subpoena and the administrative law
judge on motion rules that good cause
has been shown for seeking judicial en-
forcement of a subpoena, he refers his
ruling to the Commandant.

§ 148.283 Hearing date.

(a) The administrative law judge
schedules the formal hearing by issuing
a notice to the parties.

(b) The clerk mails or delivers a copy
of the notice to any person who re-
quests it.

§ 148.285 Reporter: transcript; correc-
tions.

(a) The reporter for a formal hearing
is arranged for by the clerk. The re-
porter prepares a verbatim transcript
of the hearing under the supervision of
the administrative law judge. Nothing
may be deleted from the transcript un-
less ordered by the administrative law
judge and noted in the transcript.

(b) After a formal hearing is com-
pleted, the administrative law judge
certifies and forwards the transcript to
the clerk for docketing.

(c) At any time within 20 days after
the transcript is docketed, the admin-
istrative law judge may make correc-
tions to the certified transcript. Cor-
rections when filed are attached to the
transcript as appendices. Any motion
to correct the transcript must be sub-
mitted within ten days after the tran-
script is docketed.

§ 148.287 Order of procedure.

The administrative law judge deter-
mines the order of procedure for each
formal hearing.

§ 148.289 Evidence.

A party may present evidence and
conduct cross-examination of witnesses
at a formal hearing. Other persons may
present evidence that they have been
authorized to present under § 148.265.

§ 148.291 Rulings referred or appealed
to the Commandant.

(a) The Commandant reviews each
ruling referred or appealed to him
under this subpart and issues a ruling
and any appropriate order. Unless oth-
erwise ordered by the Commandant or
the administrative law judge, review of
a ruling does not stay a formal hearing
or extend a time period prescribed by
this subpart.

(b) If the administrative law judge re-
fers a ruling to the Commandant, he
gives notice to the parties of the refer-
ral.

APPLICATION APPROVAL OR DENIAL

§ 148.321 Decision process generally.
(a) During the 45-day period imme-

diately following the completion of the
final public hearing on a proposed
deepwater port license for a designated
application area, opportunity is pro-
vided for the various Federal depart-
ments and agencies having expertise
concerning, or jurisdiction over, any
aspect of ownership, construction, or
operation of deepwater ports or having
a duty under the Act with respect
thereto and the Governor of each adja-
cent coastal State to formulate and
transmit to the Secretary their deter-
minations, recommendations, opinions
and approvals or disapprovals, as the
case may be.

(b) Within 45 days after the expira-
tion of the 45-day period described in
paragraph (a) of this section, the Sec-
retary approves or denies each applica-
tion for a deepwater port license in the
designated application area.

§ 148.323 Criteria and considerations.
(a) The Secretary approves an appli-

cation only after he determines that:
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(1) The applicant is financially re-
sponsible and will carry insurance or
give evidence of other financial respon-
sibility in the amount of $50,000,000 to
cover the clean-up costs and damages
that could result from a discharge of
oil from the deepwater port concerned
or from a vessel moored at the deep-
water port;

(2) The applicant can and will comply
with applicable laws, regulations, and
license conditions;

(3) The construction and operation of
the deepwater port will be in the na-
tional interest and consistent with na-
tional security and other national pol-
icy goals and objectives, including en-
ergy sufficiency and environmental
quality;

(4) The deepwater port will not un-
reasonably interfere with international
navigation or other reasonable uses of
the high seas, as defined by treaty,
convention, or customary inter-
national law;

(5) In accordance with the environ-
mental review criteria set forth in Ap-
pendix A to this part, that the appli-
cant has demonstrated that the deep-
water port will be constructed and op-
erated using the best available tech-
nology, so as to prevent or minimize
adverse impact on the marine environ-
ment; and

(6) The adjacent coastal State to
which the deepwater port concerned is
to be connected by pipeline, has devel-
oped, or is making, at the time the ap-
plication was submitted, reasonable
progress toward developing an ap-
proved coastal zone management pro-
gram pursuant to the Coastal Zone
Management Act of 1972 in the area to
be directly and primarily impacted by
land and water development in the
coastal zone resulting from the deep-
water port or is receiving a planning
grant under section 305 of the Coastal
Zone Management Act.

(b) In deciding whether to approve or
deny an application and in making the
related preliminary determinations
specified in paragraph (a) of this sec-
tion, the Secretary considers:

(1) The information set forth in the
application concerned and any other
applications for licenses for the same
application area submitted in accord-
ance with section 5(d)(3) of the Act;

(2) The information developed during
hearings held pursuant to §§ 148.231
through 148.291;

(3) The final environmental impact
statement for the application area con-
cerned;

(4) The views of the Secretary of the
Army, the Secretary of State, and the
Secretary of Defense on the adequacy
of the application and its effects on
programs within their respective juris-
dictions;

(5) The views and recommendations
of the heads of any other Federal de-
partments or agencies having expertise
concerning, or jurisdiction over, any
aspect of the ownership, construction
or operation of deepwater ports; and

(6) The opinions of the Federal Trade
Commission and the Attorney General
as to whether issuance of the license
would adversely affect competition, re-
strain trade, promote monopolization
or otherwise create a situation in con-
travention of the antitrust laws.

(c) The Secretary does not approve
an application if, within the 45-day pe-
riod immediately following the comple-
tion of the final public hearing:

(1) The Administrator of the Environ-
mental Protection Agency determines
that the proposed deepwater port will
not conform with all applicable provi-
sions of the Clean Air Act, as amended,
the Federal Water Pollution Control
Act, as amended, or the Marine Protec-
tion, Research and Sanctuaries Act, as
amended; or

(2) The Governor of an adjacent
coastal State disapproves the issuance
of the license.

§ 148.325 Multiple applications.
(a) Except as provided in paragraph

(b) of this section, in the case of more
than one application for a deepwater
port license in a designated application
area, only one application may be ap-
proved according to the following order
of priorities:

(1) An applicant that is an adjacent
coastal State (or combination of
States), any political subdivision
thereof or agency or instrumentality,
including a wholly owned corporation
thereof.

(2) An applicant who is not:
(i) Engaged in producing, refining, or

marketing oil;
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(ii) An affiliate of any person who is
engaged in producing, refining or mar-
keting oil; or

(iii) An affiliate of such an affiliate.
(3) Any other applicant.
(b) Notwithstanding the order of pri-

orities listed in paragraph (a) of this
section, if the Secretary determines
that one of the proposed deepwater
ports will clearly best serve the na-
tional interest, he may approve the ap-
plication for that port. In making this
determination, the Secretary con-
siders:

(1) The degree to which the proposed
deepwater ports affect the environment
as determined under the review criteria
set forth in Appendix A to this part;

(2) Any significant differences be-
tween anticipated completion dates for
the proposed deepwater ports; and

(3) Any differences in costs of con-
struction and operation of the proposed
deepwater ports to the extent that
such differential may significantly af-
fect the ultimate cost of oil to the con-
sumer.

§ 148.327 Termination of proceeding
before approval or denial of an ap-
plication.

The Commandant terminates a pro-
ceeding if:

(a) All applications are withdrawn
before the decision approving or deny-
ing them is issued; or

(b) In a proceeding with one applica-
tion that does not have all of the infor-
mation required by Subpart B of this
part, the applicant after inquiry by the
application staff does not provide ade-
quate assurance that further informa-
tion to make the application is forth-
coming.

Subpart D—Issuance of a License

§ 148.400 Applicability.
This subpart prescribes rules that

apply to the issuance of a license under
the Act.

§ 148.403 Issuance of a license.
If an application under the Act is ap-

proved, a license is issued containing
the following:

(a) The name and number or identi-
fication of the port.

(b) The name of the owner and oper-
ator of the port.

(c) Conditions to the ownership, con-
struction, and operation of the deep-
water port issued under section 4(e) of
the Act.

§ 148.405 Term of license.
Each license is issued for a term of 20

years, unless a shorter period is re-
quested in the application.

§ 148.407 Consultation with adjacent
coastal States.

(a) The Governor of an adjacent
coastal State may consult with the ap-
plication staff concerning license con-
ditions that the application staff may
have under consideration.

(b) If the Governor of an adjacent
coastal State notifies the Secretary
that an application, which would oth-
erwise be approved in a proceeding, is
inconsistent with State programs re-
lating to environmental protection,
land and water use, or coastal zone
management, the notification should
include a description of:

(1) The State’s environmental protec-
tion, land or water use, or coastal zone
management program with which the
application is inconsistent and how the
application is inconsistent; and

(2) Conditions that if imposed on the
license would make it consistent with
the State program.

Subpart E—Site Evaluation

SOURCE: CGD 75–194, 41 FR 16800, Apr. 22,
1976, unless otherwise noted.

§ 148.501 Purpose.
(a) This subpart prescribes require-

ments for site evaluation and
preconstruction testing at potential
deepwater port locations.

(b) For the purpose of this subpart,
‘‘site evaluation and preconstruction
testing’’ means all field studies per-
formed at potential deepwater port lo-
cations, including:

(1) Preliminary studies to determine
site feasibility;

(2) Detailed studies of the topo-
graphic and geologic structure of the
ocean bottom to determine its ability
to support offshore structures and ap-
purtenances; and
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(3) Studies involved with the prepara-
tion of the environmental analysis re-
quired under § 148.109(t).

§ 148.503 Notice of proposed site eval-
uation activities.

(a) Any person desiring to conduct
site evaluation and preconstruction
testing at potential deepwater port
sites must submit a written notice to
the Commandant (G–M), U.S. Coast
Guard, Washington, DC 20593, at least
10 days before the commencement of
any activities.

(b) The written notice of proposed
site evaluations and preconstruction
testing at potential deepwater port lo-
cations must include the following:

(1) The identification of persons or
agencies participating in the proposed
activities.

(2) The type of activities and the
manner in which they will be con-
ducted.

(3) Chartlets showing the location
where the proposed activities are to be
conducted and locations of all offshore
structures, including pipelines and ca-
bles, in or near the area of proposed ac-
tivity.

(4) The specific purpose of the activi-
ties.

(5) The dates on which the activities
will be commenced and completed.

(6) Available environmental data on
the environmental consequences of the
activities.

(7) A preliminary report, based on ex-
isting data, of the historic and archeo-
logical significance of the area where
the proposed activities are to take
place, including a report of each con-
tact made with any appropriate State
liaison officer for historic preservation.

(c) For the activities listed below, be-
cause they are not usually harmful to
the environment, the notice need con-
tain only the information required in
paragraphs (b)(1), (2), and (5) of this
section, as well as a general indication
of the proposed location and purpose of
the activities:

(1) Gravity and magnetometric meas-
urements.

(2) Bottom and sub-bottom acoustic
profiling without the use of explosives.

(3) Sediment sampling of a limited
nature using either core or grab sam-
plers if geological profiles indicate no

discontinuities that may have archeo-
logical significance.

(4) Water and biotic sampling, if the
sampling does not adversely affect
shellfish beds, marine mammals, or an
endangered species, or if permitted by
another Federal agency.

(5) Meterological measurements, in-
cluding the setting of instruments.

(6) Hydrographic and oceanographic
measurements, including the setting of
instruments.

(7) Small diameter core sampling to
determine foundation conditions.

(d) The Coast Guard advises and co-
ordinates with appropriate Federal
agencies and States concerning activi-
ties under this subpart.

(e) If necessary, the Coast Guard re-
quires additional information in indi-
vidual cases.

[CGD 75–194, 41 FR 16800, Apr. 22, 1976, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

§ 148.505 General conditions of per-
formance.

(a) No person may conduct activities
to which this subpart applies except in
compliance with the regulations in this
subpart and all other applicable laws
and regulations.

(b) A separate written notice is re-
quired for each site.

(c) Measures must be taken to pre-
vent or minimize the effect of those ac-
tivities that may:

(1) Adversely affect the environment;
(2) Interfere with authorized uses of

the Outer Continental Shelf or navi-
gable waters; or

(3) Pose a threat to human health
and welfare.

§ 148.507 Reports.
Each person conducting site evalua-

tion and preconstruction testing at po-
tential deepwater port locations shall:

(a) Notify the Coast Guard of any evi-
dence of objects of cultural, historical,
or archeological significance imme-
diately upon their discovery;

(b) Notify the Coast Guard imme-
diately of any:

(1) Adverse effects on the environ-
ment;

(2) Interference with Authorized uses
of the Outer Continental Shelf;
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(3) Threat to human health and wel-
fare; and

(4) Adverse effects on any site, struc-
ture, or object of potential historical
or archeological significance; and

(c) Submit a preliminary written re-
port to the Coast Guard within 30 days
after the completion of activity that
contains, as reasonably available at
that time:

(1) A narrative description of the ac-
tivities performed;

(2) Charts, maps, or plats for the area
where the activities were conducted
and referencing the narrative descrip-
tion required in paragraph (c)(1) of this
section;

(3) The dates on which the activities
were performed;

(4) Information on any adverse ef-
fects on the environment, other uses of
the area where the activities were con-
ducted, human health or welfare, or
any site, structure, or object of poten-
tial historical or archeological signifi-
cance;

(5) Data on the historical or archeo-
logical significance of the area where
the activities were conducted, includ-
ing the report of an underwater arche-
ologist, if physical data indicate the
need for such expertise as related to
the activities undertaken; and

(6) Any addtional information that
may be required by the Coast Guard;
and

(d) Submit to the Coast Guard within
120 days after the completion of activ-
ity a final detailed report that contains
all the data required in paragraph (c) of
this section that was not included in
the preliminary report.

§ 148.509 Suspension and prohibition
of activities.

(a) The Commandant may order, ei-
ther in writing or orally with written
confirmation, the immediate suspen-
sion, for a period not to exceed 30 days,
of any site evaluation activity when, in
his judgment, such activity threatens
immediate, serious, and irreparable
harm to human life, biota, property,
cultural resources, any valuable min-
eral deposits, or the environment. Dur-
ing any suspension the Coast Guard
will consult with the sponsor of the ac-
tivity suspended concerning appro-
priate measures to remove the cause

for suspension. A suspension may be re-
scinded at any time upon presentation
of satisfactory assurance by the spon-
sor that the activity no longer ad-
versely threatens the quality of the
human environment.

(b) The Commandant may prohibit
those activities that:

(1) Are suspended under paragraph (a)
of this section, if the cause for suspen-
sion is not or cannot be removed;

(2) Threaten immediate, serious, and
irreparable harm to life, including
biota, property, cultural resources, any
valuable mineral deposits, or the envi-
ronment;

(3) Violate the requirements of this
subpart; or

(4) Are otherwise inconsistent with
the purposes of the Act.

Subpart F—Procedure for Exemp-
tion From Any Requirement in
Deepwater Port Regulations

§ 148.601 Applicability.

This subpart sets forth the proce-
dures governing exemptions from any
requirement in this part 148, parts 149
and 150.

§ 148.603 Petition for exemption.

(a) Any person required to comply
with any specific requirements in Part
148, Parts 149 and 150 may submit a pe-
tition to the Commandant for an ex-
emption.

(b) A petition for exemption must be
submitted in writing. It may be in any
form, but it must be specific and it
must contain all data necessary to
evaluate its merits.

§ 148.605 Coordination with states.

A petition for exemption under this
subchapter that appears to involve the
interests of an adjacent coastal State
will be referred to the Governor of that
State for consideration and rec-
ommendation.

§ 148.607 Exemption criteria.

The Commandant grants an exemp-
tion if he determines that:

(a) Compliance with the regulations
would be contrary to the public inter-
est;
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(b) Compliance would not enhance
safety or the environment;

(c) Compliance is not practical be-
cause of local conditions or because the
materials or personnel needed for com-
pliance are unavailable;

(d) National defense or national econ-
omy justify a departure from the rules;
or

(e) The alternative proposed in the
petition would:

(1) Ensure comparable or greater
safety; environmental protection; and
quality of construction, maintenance
and operation of a deepwater port; and

(2) Would be consistent with recog-
nized principles of international law.

Subpart G—Limits of Liability

SOURCE: CGD 97–023, 62 FR 33363, June 19,
1997, unless otherwise noted.

§ 148.701 Purpose.
This subpart sets forth the limits of

liability for U.S. deepwater ports in ac-
cordance with section 1004 of the Oil
Pollution Act of 1990 (33 U.S.C. 2704).

§ 148.703 Limits of liability.
(a) The limits of liability for U.S.

deepwater ports will be established by
the Secretary of Transportation on a
port-by-port basis, after review of the
maximum credible spill and associated
costs for which the port would be lia-
ble. The limit for a deepwater port will
not be less than $50 million or more
than $350 million.

(1) The limit of liability for the
LOOP deepwater port licensed and op-
erated by Louisiana Offshore Oil Port,
Inc., is $62,000,000.

(2) [Reserved]
(b) [Reserved]

APPENDIX A TO PART 148—ENVIRON-
MENTAL REVIEW CRITERIA FOR DEEP-
WATER PORTS

I. Authority. The Deepwater Port Act of
1974, Pub. L. 93–627 (33 USC 1501 et seq.), au-
thorizes the Secretary of Transportation to
issue, transfer, amend, or renew a license for
the ownership, construction, and operation
of a deepwater port. Section 6 of the Act re-
quires the Secretary to establish environ-
mental review criteria which shall be used to
evaluate a deepwater port as proposed in an
application for a license. By amendment of
Part 1 of Title 49, Code of Federal Regula-

tions (49 CFR 1.46(t)), dated April 25, 1975, the
Secretary delegated to the Commandant of
the Coast Guard the responsibility to estab-
lish such criteria (40 FR 20088–20089). (49 CFR
1.46(t) is presently redesignated as 49 CFR
1.46(s) (40 FR 43901–43906)).

Section 6 of the Act reads as follows:
Sec. 6. (a) The Secretary, in accordance

with the recommendations of the Adminis-
trator of the Environmental Protection
Agency and the Administrator of the Na-
tional Oceanic and Atmospheric Administra-
tion and after consultation with any other
Federal departments and agencies having ju-
risdiction over any aspect of the construc-
tion or operation of a deepwater port, shall
establish, as soon as practicable after the
date of enactment of this Act, environmental
review criteria consistent with the National
Environmental Policy Act. Such criteria
shall be used to evaluate a deepwater port as
proposed in an application, including:

(1) the effect on the marine environment;
(2) the effect on oceanographic currents

and wave patterns;
(3) the effect on alternate uses of the

oceans and navigable waters, such as sci-
entific study, fishing, and exploitation of
other living and nonliving resources;

(4) the potential dangers to a deepwater
port from waves, winds, weather, and geo-
logical conditions, and the steps which can
be taken to protect against or minimize such
dangers;

(5) effects of land-based developments re-
lated to deepwater port development;

(6) the effect on human health and welfare;
and

(7) such other considerations as the Sec-
retary deems necessary or appropriate.

(b) The Secretary shall periodically review
and, whenever necessary, revise in the same
manner as originally developed, criteria es-
tablished pursuant to subsection (a) of this
section.

(c) Criteria established pursuant to this
section shall be developed concurrently with
the regulations in section 5(a) of this Act
and in accordance with the provisions of that
subsection.

II. Purpose. A. Environmental review cri-
teria shall be used to evaluate a deepwater
port as proposed in an application for a li-
cense to own, construct and operate a deep-
water port. The criteria shall be consistent
with the National Environmental Policy
Act, Pub. L. 91–190 (42 USC 4321 et seq.),
which declares a national environmental pol-
icy. The Secretary of Transportation may
issue a license in accordance with the provi-
sions of the Act if, among other things, he
determines:

—that the construction and operation of
the deepwater port will be in the national in-
terest and consistent with national security
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and other national policy goals and objec-
tives, including energy sufficiency and envi-
ronmental quality; and

—in accordance with the environmental re-
view criteria established pursuant to section
6 of the Act, that the applicant has dem-
onstrated that the deepwater port will be
constructed and operated using the best
available technology to prevent or minimize
adverse impact on the environment. (Sec-
tions 4(c)(3) & (5) of the Act.)

These criteria are therefore intended to be
used to evaluate the environmental sound-
ness of a proposed deepwater port and to
serve as basic guidelines for determining
what environmental impacts could result
from deepwater port development and the
procedures and technology which can be used
to prevent or minimize adverse impacts.

B. In accordance with section 5(f) of the
Act, these criteria shall also be considered in
the preparation of a single, detailed environ-
mental impact statement for all timely ap-
plications covering a single application area.
Additionally, section 5(i)(3) of the Act speci-
fies that, in the event more than one applica-
tion is submitted for an application area, the
criteria shall be used, among other factors,
in determining whether any one proposed
deepwater port clearly best serves the na-
tional interest.

III. Environmental review criteria. The envi-
ronmental review of a proposed deepwater
port consists of two parts. The first part in-
volves assessment of the probable negative
and positive environmental impacts which
will result from construction and operation
of the port. The second part appriases the ef-
fort made by the applicant to prevent or
minimize adverse environmental effects.
Guidelines for such an effort are set forth
and will be closely considered in the review.

The overall intent of this review is to ar-
rive at a comprehensive evaluation of the
significance of the discrete and cumulative
environmental impacts, adverse and bene-
ficial, of the project as proposed and to de-
termine whether or not the applicant has
demonstrated that the deepwater port will
be constructed and operated using the best
available technology, so as to prevent or
minimize adverse impact on the marine envi-
ronment.

A. The proposed deepwater port will be
evaluated to assess the magnitude and im-
portance of its probable negative and posi-
tive environmental impacts. This review will
include comparison with reasonable alter-
native actions, such as: the no-action case
(alternative transportation schemes for im-
ported oil); alternative sites, designs, and
systems; and other deepwater ports. The in-
formation necessary for such an evaluation
will be provided by the Federal Environ-
mental Impact Statement and other sources
as necessary. A picture of the relative net
environmental impact of the proposed

project should be obtained. Also, identifica-
tion of actions which might be taken with
respect to procedures and technology to pre-
vent or minimize probable adverse effects
will be made. The following are the primary
areas of concern:

1. The Effect on the Marine Environment:
(NOTE: The term ‘‘marine environment’’ in-

cludes the navigable waters (including the
lands therein and thereunder) and the adja-
cent shorelines (including the waters therein
and thereunder); transitional and intertidal
areas, bays, lagoons, salt marshes, estuaries,
beaches, waters of the contiguous zone, wa-
ters of the high seas; the fish, wildlife and
other living resources thereof; and the rec-
reational and scenic values of such lands,
waters and resources.)

a. The potential effects of surface and bot-
tom disturbances and increased turbidity
both directly on ecological habitats and on
the life stages of biological populations and
indirectly on such habitats and populations
through modifications of the physical, geo-
logical, and/or chemical environment.

b. The potential effects of pollutants, espe-
cially oil, on ecological habitats and the life
stages of biota.

c. The potential effects on threatened or
endangered species and on ecosystems.

2. The Effect on Oceanographic Currents and
Wave Patterns:

a. The potential primary effects of con-
struction and operation on,

i. surface, midwater and bottom currents,
ii. waves,
iii. tides and tidal currents, especially in

constricted coastal areas and estuaries,
iv. ice;
b. The potential secondary impacts of

changes to current and wave patterns on
sand and sediment transport, turbidity,
beach processes, salinity and sedimentation
rates resulting from changes to current,
wave and tide patterns; and, the resulting
impacts on biological systems, on shorelines
and beaches, and on their alternate uses.

3. The Effects on Alternate Uses of the Oceans
and Navigable Waters:

a. Scientific study;
b. Fishing (commercial and recreational);
c. Exploitation of other living and non-liv-

ing resources;
d. Sanctuary maintenance;
e. Recreation;
f. Approved costal zone management plans;
g. Power generation;
h. Transportation;
i. Other commercial, industrial or public

uses and the national defense.
4. The Potential Environmental Dangers to a

Deepwater Port;
a. From waves, winds, weather, and geo-

logical conditions;
b. The steps which can be taken to mini-

mize such dangers with respect to,
i. siting,
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ii. design,
iii. construction,
iv. operations and procedures.
5. The Effects of Land-Based Developments

Related to Deepwater Port Development on:
a. Stream and river flow, ground and sur-

face water quality and supplies;
b. Marine water quality;
c. Air quality;
d. Alternate land and water uses,
i. wetlands,
ii. habitats,
iii. nurseries,
iv. recreation,
v. wilderness, preserves, and wild and sce-

nic rivers,
vi. existing and proposed sanctuaries,
vii. historical and cultural areas,
viii. open and green space,
ix. agricultural and grazing,
x. residential and commercial,
xi. industrial,
xii. transportation,
xiii. power generation and transmission,
xiv. others.
6. The Effect on Human Health and Welfare:
a. Health:
i. the physiological effects of reduced or al-

tered air and water quality or supply, of al-
tered or increased noise levels or quality, of
altered community density, etc., and the
psychological effects of the above;

ii. the risk of human safety and life posed
by a proposed project.

b. Welfare—the ultimate effects of dy-
namic economic and social change inflicted
directly or induced upon the relevant com-
munities, including but not limited to the
projected changes in employment, popu-
lation density, housing and public services,
and tax base.

B. In this second part, the proposed project
will be appraised for the effort made to pre-
vent or minimize the probable adverse im-
pacts on the environment. This appraisal is
primarily concerned with the project as pro-
posed and alternatives are relevant only in-
sofar as they may represent a spectrum of
possible actions against which the proposal
will be judged. Areas of concern are: siting,
design, construction, and operation; and,
land use and coastal zone management. Spe-
cifically, the review will consider the degree
of adherence to the following guidelines.

1. Siting— A proposed deepwater port
should be sited in an optimum location in
order to prevent or minimize possibly detri-
mental environmental effects. For example:

a. The deepwater port and all its compo-
nents, including receiving terminals, inline
transportation facilities and stations, ancil-
lary and service facilities, and pipeline,
should occupy the minimum space necessary
for safe and efficient operation and should be
located, as much as possible, in areas in
which permanent alteration of wetlands is
not necessary. Buffer zones should be pro-

vided to separate onshore facilities from in-
compatible adjacent land uses.

b. The deepwater port facility and its off-
shore components should be located in areas
which have stable sea-bottom characteristics
and, its onshore components should be lo-
cated in areas in which a stable foundation
can be developed and flood protection levees,
if appropriate, can be constructed.

c. The deepwater port facility should be lo-
cated in an area where existing offshore
structures and activities will not interfere
with its safe operation, and where the facil-
ity or navigation to and from that facility,
will not interfere with the safe operation of
existing offshore structures. Water depths
and currents in and around the deepwater
port and its approaches should pose no undue
hazard to safe navigation. Extensive dredg-
ing or removal of natural obstacles such as
reefs, should be avoided. The siting proce-
dure should select an area where projected
weather, wave conditions, and seismic activ-
ity minimize the probability that damage
will occur to the deepwater port, tankers,
pipeline, and component shoreside facilities
from storms, earthquakes, or other natural
hazards.

d. Selection of sites should maximize the
permitted use of existing work areas, facili-
ties and access routes for construction and
operations activities. Where temporary work
areas, facilities, or access routes must be
used, they should be to the fullest extent
possible, designed and constructed in such a
manner to permit restoration to the
preconstruction environmental conditions or
better.

e. The deepwater port facility, naviga-
tional fairway(s) and pipelines should be
sited where the interactions of facilities’ re-
quirements and natural environment are op-
timized to prevent adverse impacts or to
produce minimal, acceptably low adverse ef-
fects. Key factors in assessments should in-
clude (but not necessarily be limited to) pro-
jected winds, waves, current, spill size and
frequency, cleanup capability, shoreline/es-
tuarine/bay sensitivity; biological resources,
damage potential and recovery rate; facility
design; and project economics.

f. The deepwater port, pipeline, and attend-
ant facilities should be located as far as
practicable from the vicinity of critical habi-
tats for biota, including but not limited to
commercial and sports fisheries and threat-
ened and endangered species.

g. Sites should reflect negligible displace-
ment of existing or potentially important
uses such as the following:

i. fisheries,
ii. recreation,
iii. mining,
iv. oil and gas production,
v. transportation.
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h. Siting should favor areas already allo-
cated for similar use and the implications of
density of such uses.

i. port facilities—existing tanker and barge
traffic—existing ports which can be used for
service vessels.

ii. pipelines—use of existing corridors.
iii. secondary facilities—use of (or expan-

sion of) existing storage, refinery, and other
support facilities.

iv. construction facilities—use of existing
equipment and personnel staging yards.

i. The deepwater port, pipelines and other
offshore facilities should be sited so as to not
permanently interfere with the natural lit-
toral process or to alter significantly any
tidal pass or other part of the physical envi-
ronment important to natural currents and
wave patterns.

j. Pipelines, or other deepwater port com-
ponents or facilities requiring dredging,
should not be located where sediments with
high levels of heavy metals, biocides, oil, or
other pollutants or hazardous materials
exist.

2. Design, Construction and Operation— Se-
lection of design and procedures for con-
struction and operation of a deepwater port
must reflect use of best available tech-
nology. For example:

a. All oil transfer, transportation, and
storage facilities, systems and equipment
should include appropriate safeguards and
backup systems and/or be operated under
procedures to minimize both the possibility
of pollution incidents resulting from per-
sonnel and equipment failures, natural ca-
lamities and casualties, such as tanker colli-
sions or groundings, and the adverse effects
of those pollution incidents which occur.
These facilities, systems, and equipment,
should be designed to permit safe operation,
including appropriate safety margins, under
maximum operating loads and the most ad-
verse operating conditions to which each
may be subjected.

b. All facilities should be provided with a
safe, environmentally sound method for the
collection, storage, and disposal of solid and
liquid wastes generated by such facilities.
When prescribed by law or regulation, the
deepwater port may be required to be fitted
with additional facilities for the collection
and treatment of ship-generated liquid and
solid wastes, such as oily bilge and oily bal-
last water, tank cleaning residues, sludge
wastes, and sewage and garbage.

c. The proposed project should be designed,
constructed and operated so as not to inter-
fere permanently with natural littoral proc-
esses or other significant aspects of currents
and wave patterns. Additionally, harmful
erosion or accretion, both onshore and off-
shore, should be prevented. Groundwater
drawdown or saltwater intrusion should not
be permitted. Moreover, mixing of salt,
brackish, and fresh waters should be mini-

mized. Designs should not include factors
which will disrupt natural sheetflow, water
flow, and drainage patterns or systems.

d. The proposed project should not inter-
fere with biotic populations. Potential ef-
fects on breeding habitats or migration
routes should receive particular attention.

e. The proposed project should be designed,
constructed and operated so as to make max-
imum feasible use of already existing local
facilities such as roads, pipelines, docking
facilities and communications facilities.

f. Disposal of spoil and refuse material
should be effected only at disposal sites spe-
cifically selected and approved by competent
authorities. Whenever and wherever possible,
the proposal should provide for resource re-
covery, reclamation of affected areas, or en-
hancing uses of spoil and waste.

g. Personnel trained in oil spill prevention
should be present at critical points at the
deepwater port (as identified in the accident
analysis). Personnel should also be trained in
oil spill control to mitigate the effects of
any spill which may occur.

3. Land Use and Coastal Zone Management—
A deepwater port should not conflict with
existing or planned land use including man-
agement of the coastal region. A measure of
whether or not conflict exists will be made
by the following means:

a. The proposed project should adhere
closely to approved master plans or other
plans of competent local or State authorities
in designated adjacent coastal States or in
other States where significant effects are
likely to occur. A minimum of special excep-
tions or zoning variances should be required.
Non-conforming uses should not be pro-
longed where reasonable alternatives are
available.

b. The proposed project should conform
with approved or planned coastal zone man-
agement programs of the relevant adjacent
coastal States.

c. The proposed use of floodplains should
not entail loss of wetlands nor should such
use pose an undue risk of exposure of that
use to flood damage, increase the potential
need for Federal expenditures for flood pro-
tection or flood disaster relief, decrease the
unique public value of the floodplain as an
environmental resource, or provide an incen-
tive for other uses of the floodplains having
similar ultimate results.

(d) The use of or effect on wetlands should
be considered in the following manner,

i. uses permanently altering or adversely
affecting wetlands are to be avoided, or

ii. positive action must be taken to mini-
mize adverse effects on wetlands.

ANNEX A

1. The following environmental criteria are
expressly referred to in the Deepwater Port
Act of 1974:
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a. Compliance with the Clean Air Act
(4(c)(6)).

b. Compliance with the Federal Water Pol-
lution Control Act (4(c)(6)).

c. Compliance with the Marine Protection,
Research and Sanctuaries Act (4(c)(6)).

d. Effect on the marine environment
(6(a)(1)).

e. Effect on oceanographic currents and
wave patterns (6(a)(2)).

f. Effect on alternate uses of the oceans
and navigable water, such as scientific
study, fishing, and exploitation of other liv-
ing and nonliving resources (6(a)(3)).

g. The potential dangers to a deepwater
port from waves, wind, weather and geologi-
cal conditions, and the steps which can be
taken to protect against or minimize such
dangers (6(a)(4)).

h. Effects of land-based developments re-
lated to deepwater port development
(6(a)(5)).

i. Effect on human health and welfare
(6(a)(6)).

j. Consistency with adjacent coastal
States’ programs relating to environmental
protection, land and water use, and coastal
zone management (9(b)).

k. Development of an approved coastal
zone management program pursuant to the
Coastal Zone Management Act of 1972 in the
area to be directly and primarily impacted
by deepwater port land and water develop-
ment in the coastal zone of that State di-
rectly connected by pipeline to the proposed
deepwater port (9(c)).

l. Pursuant to section 102(c)(2) of the Na-
tional Environmental Policy Act, prepare a
single, detailed environmental impact state-
ment for each application area (5(f)).

[CGD 75–002, 40 FR 52553, Nov. 10, 1975; 40 FR
58143, Dec. 15, 1975]

PART 149—DESIGN,
CONSTRUCTION, AND EQUIPMENT

Subpart A—General

Sec.
149.101 Purpose.
149.105 Licensee.

Subpart B—Design and Equipment;
General

149.201 Applicability.
149.203 Engineering drawings and specifica-

tions.
149.205 Design standards.
149.206 Construction.
149.209 SPM’s.
149.211 Emergency equipment.
149.213 Helicopter fueling facilities.
149.215 Interference with helicopter oper-

ations.
149.217 First aid station.

Subpart C—Pollution Prevention Equipment

149.301 Applicability.
149.303 Overflow and relief valve.
149.305 Pipeline end manifold (PLEM) shut-

off valve.
149.307 Blank flange and shutoff valve.
149.309 Manually operated shutoff valve.
149.311 Malfunction detection system.
149.313 Oil transfer system alarm.
149.315 Marking of oil transfer system

alarm.
149.317 Communications equipment.
149.319 Discharge containment and removal

material, and equipment.
149.321 Special requirement for onloading

ports.

Subpart D—Safety Equipment

149.401 Applicability.
149.402 Equipment not required on a PPC.

CURBS, GUTTERS, DRAINS, AND RESERVOIRS

149.403 Curbs, gutters, drains, and res-
ervoirs.

EMERGENCY POWER

149.411 Emergency power.

MEANS OF ESCAPE

149.421 Means of escape from platform.
149.423 Means of escape from helicopter

landing pad.

PERSONNEL LANDINGS

149.431 Personnel landings.
149.433 Personnel landing illumination.

GUARDRAILS, FENCES, NETS, AND TOEBOARDS

149.441 Open sided deck, deck opening, cat-
walk, and helicopter pad protection.

FIXED FIRE MAIN SYSTEM FOR WATER

149.451 Fixed fire main system for water.
149.453 Fire pumps.
149.455 Fire pump location.
149.457 Fire hydrants.
149.459 Fire hydrant outlet.
149.461 Fire hydrant and control valve shut-

off valve.
149.463 Fire hydrant access.
149.465 Spanner.
149.467 Fire hose rack.
149.469 Fire hose size.
149.471 Fire hose coupling.
149.473 Fire hose nozzle.
149.477 Spray applicator.
149.479 International shore connection.

OTHER FIRE EXTINGUISHING SYSTEMS

149.481 Other fire extinguishing systems.
149.483 Fire fighting system for helicopter

pads.
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FIRE DETECTION AND ALARM SYSTEMS

149.491 Fire detection and alarm systems.

PORTABLE AND SEMIPORTABLE FIRE FIGHTING
EQUIPMENT

149.501 Portable and semiportable fire extin-
guishers.

149.503 Location of extinguishers.
149.505 Spare charges.
149.507 Marking.
149.511 Landing areas with no fueling facil-

ity.
149.513 Landing area with a fueling facility.
149.515 Fire axes.
149.517 Fireman’s outfits.

LIFESAVING EQUIPMENT

149.521 Lifeboats and inflatable life rafts:
general.

149.522 Lifeboats.
149.523 Inflatable life rafts.
149.524 Launching equipment for lifeboats.
149.525 Launching equipment for inflatable

life rafts.
149.526 Approved ring life buoys (Type IV

personal flotation devices).
149.527 Portable radio apparatus.
149.529 Type I personal flotation devices

(PFD’s).
149.533 Litters.
149.535 Markings on lifeboats, life rafts,

paddles, and oars.
149.537 Markings for personal flotation de-

vices (PFD’s).

MISCELLANEOUS

149.539 Portable lights.
149.541 General alarm system.
149.543 Marking of general alarm system.
149.545 Public address system.

Subpart E—Aids to Navigation at
Deepwater Ports

GENERAL

149.701 Applicability.
149.703 Effective intensity: Definition.
149.705 Applicability of other regulations.
149.707 Applications for aids to navigation.

SPECIFICATIONS FOR LIGHTS

149.721 Light source.
149.723 Intensity.
149.724 Focus.
149.725 Color.
149.727 Chromaticity.
149.729 Display of information.

OBSTRUCTION LIGHTS

149.751 Number and location on a platform
and SPM.

149.753 Number and location on a floating
hose string.

149.755 Characteristics.
149.757 Intensity.

149.759 Leveling.

BUOYS

149.771 Number and location.
149.773 Characteristics.
149.775 Intensity of lights.

MISCELLANEOUS

149.791 Identification of a platform and
SPM.

149.793 Markings for piles and pile clusters.
149.795 Radar beacon.
149.797 Rotating lighted beacon.
149.799 Fog signal.

AUTHORITY: 33 U.S.C. 1504; 49 CFR 1.46.

SOURCE: CGD 75–002, 40 FR 52565, Nov. 10,
1975, unless otherwise noted.

Subpart A—General

§ 149.101 Purpose.

This part describes design, construc-
tion, and equipment requirements for
each deepwater port.

§ 149.105 Licensee.

The licensee of a deepwater port shall
ensure that the port meets the design
and construction requirements in this
part.

Subpart B—Design and
Equipment; General

§ 149.201 Applicability.

This subpart prescribes requirements
for design and equipment that apply to
each deepwater port.

§ 149.203 Enginering drawings and
specifications.

(a) The licensee of a deepwater port
must submit to the Commandant (G–
M) three copies of each construction
drawing and specification necessary to
show compliance with the require-
ments of the Act and the regulations in
this subchapter, a list of all drawings,
and each revision to a construction
drawing and specification of each:

(1) Fixed marine component; and
(2) Floating marine component.
(b) Each construction drawing and

specification, and each revision re-
quired to be submitted by paragraph
(a) of this section must bear the seal,
or a facsimile imprint of the seal of the
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registered professional engineer re-
sponsible for the accuracy and ade-
quacy thereof.

(c) The Coast Guard reviews and eval-
uates construction drawings and speci-
fications to ensure compliance with the
Act and Subchapter NN. The licensee
of a deepwater port may not begin con-
struction, or installation of prefab-
ricated components, until the applica-
ble drawings and specifications are ap-
proved by the Commandant (G–M). The
Coast Guard makes periodic inspec-
tions at the construction site and at
component construction sites to ensure
compliance with approved drawings
and specifications. As used in this
paragraph, the term ‘‘approved’’ means
that each drawing or specification
meets the requirements of the Act and
the regulations in this subchapter.

(d) When construction or installation
of each component is complete, the li-
censee of a deepwater port must submit
two complete sets of record drawings
and specifications on 105 mm negatives
to the Commandant (G–M). Each nega-
tive must be:

(1) Placed in a separate envelope, and
(2) Identified and indexed.

[CGD 75–002, 40 FR 52565, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

§ 149.205 Design standards.
(a) Each fixed marine and floating

component of a deepwater port, except
hoses, mooring lines, and aids to navi-
gation buoys, must be designed to
withstand at least the combined wind,
wave, and current forces of the most
severe storm that can be expected to
occur in any period of 100 years at the
port.

NOTE: ‘‘Recommended Procedure for Devel-
oping Deepwater Ports Design Criteria’’ de-
scribes a method to prepare the wind, wave,
and current criteria for use in determining
the forces of the storm described by this
paragraph. This guide may be obtained from
the Commandant (G–M).

(b) Each platform must be designed
in accordance with the American Pe-
troleum Institute ‘‘Recommended
Practice for Planning, Designing, and
Constructing Fixed Offshore Plat-
forms’’ (API RP 2A), and the codes and
standards in API RP 2A, to the extent
that the recommended practice, codes,

and standards are consistent with this
subchapter.

(c) Each electrical installation on a
platform must be designed, to the ex-
tent practicable, in accordance with 46
CFR 110–113.

(d) Each boiler and pressure vessel on
a platform must be designed in accord-
ance with Sections I, IV, and VIII of
the American Society of Mechanical
Engineers ‘‘ASME Boiler and Pressure
Vessel Code’’ to the extent that the
code is consistent with this subchapter.

(e) Main oil transfer piping on a plat-
form must be designed in accordance
with the American National Standards
Institute (ANSI B 31.4) Liquid Petro-
leum Transportation Piping Systems.

[CGD 75–002, 40 FR 52565, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

§ 149.206 Construction.

(a) The following walls or decks on a
platform must meet the requirements
in 46 CFR 92.07–5(b) for ‘‘A’’ class bulk-
heads, except that each wall or deck
must be made of steel:

(1) Each wall or deck that separates a
galley, a paint and lamp locker, a space
housing emergency power generating
equipment, or a machinery space from
any other space.

(2) Each wall or deck of an interior
stairway connecting enclosed spaces on
three or more decks.

(3) Each wall or deck of an elevator
shaft, of a dumbwaiter shaft, and of
any other shaft connecting two or
more enclosed spaces.

(b) The following walls or decks on a
platform must meet the requirements
in 46 CFR 92.07–5 (b) or (c) for ‘‘A’’ or
‘‘B’’ class bulkheads:

(1) Each corridor wall or deck of a
personal accommodation space.

(2) Each wall or deck of a stairway
that connects two decks or each wall
or deck of a structure enclosing an
opening to the stairway.

(c) A platform wall or deck that is
not described in paragraph (a) or (b) of
this section must meet the require-
ments in 46 CFR 92.07–5 (b), (c), or (d)
for ‘‘A’’, ‘‘B’’, or ‘‘C’’ class bulkheads.

(d) Each deck and stairway on a plat-
form must be made of steel and may
have a deck covering.
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(e) A space that is described in para-
graphs (a)(2) or (a)(3) of this section
must be enclosed by walls and decks.

(f) Each interior stairway that con-
nects two enclosed spaces on a plat-
form must be enclosed by walls and
decks or an opening to the stairway
must be enclosed by a structure.

(g) Each interior stairway that con-
nects three or more decks on a plat-
form must have access to each deck.

(h) Each opening in a wall or deck on
a platform must have a closure that
meets the requirements in this section
for the wall or deck. Each door must:

(1) Be a self-closing type;
(2) Not have holdback hooks or other

means of permanently holding the door
open, except for magnetic holdbacks
operated from a suitable remote con-
trol position; and

(3) Not have a louver or other open-
ing, except that a door to a sleeping
space may have a louver in the lower
half of the door.

(i) Internal deck coverings, except
those in washrooms and toilet spaces,
must be of a type approved under 46
CFR Subpart 164.006. Overlays for lev-
eling or finishing purposes which do
not meet the requirements in 46 CFR
Subpart 164.006 may be used in
thicknesses not exceeding 3⁄8 of an inch.

(j) Each ceiling, sheathing, furring,
and insulation on a platform, must be
a noncombustible material of a type
that is approved under 46 CFR 164.009.

(k) The interior finish on each wall
and ceiling in a corridor or hidden
space on a platform must be a type
that is approved under 46 CFR 164.012.
Walls within a room may have a com-
bustible veneer not to exceed 2⁄28 inches
in thickness.

(l) Nitrocellulose or other highly
flammable or noxious fume-producing
paints or lacquers may not be used.

§ 149.209 SPM’s.
Each SPM must meet the ‘‘Rules for

Building and Classing Single Point
Moorings 1975’’ of the American Bureau
of Shipping, to the extent that these
Rules are consistent with this sub-
chapter.

§ 149.211 Emergency equipment.
Each platform must have installed

mountings for each item of:

(a) Lifesaving equipment; and
(b) Portable and semiportable fire

fighting equipment.

§ 149.213 Helicopter fueling facilities.

Helicopter fueling facilities must
comply with the requirements of the
National Fire Protection Association,
National Fire Code No. 407, Part VI
‘‘Fueling on Elevated Heliports’’. For
the purpose of this section, ‘‘ground
level’’ as used in the National Fire
Code means ‘‘below the lowest platform
working level’’.

§ 149.215 Interference with helicopter
operations.

Aids to navigation, communication,
or radar equipment must be installed
so as not to interfere with helicopter
operations.

§ 149.217 First aid station.

Each PPC must have a first aid sta-
tion that has an adjoining space for
two beds.

Subpart C—Pollution Prevention
Equipment

§ 149.301 Applicability.

This subpart prescribes requirements
for pollution equipment that apply to
each deepwater port.

§ 149.303 Overflow and relief valve.

(a) Each oil transfer system must in-
clude a relief valve, that, when acti-
vated, prevents pressure on any compo-
nents of the OTS from exceeding max-
imum rated pressure.

(b) No oil transfer system overflow or
relief valve may be installed so as to
allow an oil discharge into the sea.

§ 149.305 Pipeline end manifold
(PLEM) shutoff valve.

(a) Each pipeline end manifold
(PLEM) at a single point mooring must
have a shutoff valve.

(b) Each shutoff valve required by
this section must be capable of oper-
ation from the Cargo Transfer Super-
visor’s normal place of duty.

(c) Each shutoff valve required by
this section must be capable of manual
operation.
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*EDITORIAL NOTE: At 51 FR 31213, Sept. 2,
1986, 47 CFR 81 and 83 were removed.

§ 149.307 Blank flange and shutoff
valve.

Each floating hose string must have
a blank flange and a shutoff valve at
the vessel manifold end.

§ 149.309 Manually operated shutoff
valve.

Each oil transfer line passing
through the SPM buoy must have a
manual shutoff valve on the buoy.

§ 149.311 Malfunction detection sys-
tem.

Each oil transfer system must have a
system that can:

(a) Detect and locate all leaks and
other malfunctions, between the PPC
and the shore; and

(b) Be monitored at the Cargo Trans-
fer Supervisor’s normal place of duty.

§ 149.313 Oil transfer system alarm.
Each oil transfer system must have

an alarm system to signal a malfunc-
tion or failure of the system that is—

(a) Capable of being activated at the
Cargo Transfer Supervisor’s normal
place of duty;

(b) Audible in all parts of the PPC ex-
cept in areas of high ambient noise lev-
els where hearing protection is re-
quired under § 150.509(d) of this sub-
chapter;

(c) Visible in areas of the PPC where
hearing protection is required under
§ 150.509(d) of this subchapter by use of
a high intensity flashing light; and

(d) Distinguishable from the general
alarm.

§ 149.315 Marking of oil transfer sys-
tem alarm.

(a) Each oil transfer alarm switch
must be identified by the words ‘‘OIL
TRANSFER ALARM’’ in red letters at
least one inch high on a yellow back-
ground.

(b) Each audio and each visual oil
transfer alarm signalling device under
§ 149.313 must have a sign with the
words ‘‘OIL TRANSFER ALARM’’ in
red letters at least one inch high on a
yellow background.

§ 149.317 Communications equipment.
(a) Each deepwater port must have:
(1) A means that enables two-way

voice communication among:

(i) The Cargo Transfer Supervisor;
(ii) The vessel’s officer in charge of

cargo transfer;
(iii) The Cargo Transfer Assistant;
(iv) The Port Superintendent;
(v) The master or person in charge of

service craft operating at the deep-
water port; and

(vi) The person in charge on the PPC;
(2) A means, which may be the com-

munications system itself, that enables
each of the persons listed in paragraph
(a)(1) of this section to indicate his de-
sire to communicate with another of
those persons; and

(3) Communications equipment and
facilities that must meet the require-
ments of 47 CFR 81 and 83.*

(b) Each portable means of commu-
nication used to meet the requirements
of this section must be:

(1) Certified under 46 CFR 111.80–5 to
be operated in a Group D, Class 1, Divi-
sion 1, Atmosphere; and

(2) Permanently marked with the
certification required in paragraph
(b)(1) of this section.

§ 149.319 Discharge containment and
removal material, and equipment.

(a) Each deepwater port must have
stored, on the pumping platform or a
service craft operating at the deep-
water port, oil discharge containment
and removal material and equipment
that, to the extent best available tech-
nology allows, can contain and remove
an oil discharge of at least 10,000 U.S.
gallons for offload-only ports, or 40,000
U.S. gallons for ports where onloading
operations are permitted pursuant to
section 4(a)(3) of the Act.

(b) Each deepwater port must have
readily accessible additional contain-
ment and removal material and equip-
ment for containing and removing oil
discharges larger than those specified
in paragraph (a) of this section. For the
purpose of this paragraph, access may
be by direct ownership, joint owner-
ship, cooperative venture, or contrac-
tual agreement.

(c) The type of discharge contain-
ment and removal material and equip-
ment that best meets the requirements
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of paragraphs (a) and (b) of this section
must be determined on the basis of:

(1) Oil handling rates of the deep-
water port;

(2) Volume of oil susceptible to being
spilled;

(3) Frequency of oil transfer oper-
ations at the deepwater port;

(4) Prevailing wind and sea state con-
dition at the deepwater port;

(5) Age, capability, arrangement of,
and the licensee’s experience with the
oil transfer system equipment at the
deepwater port; and

(6) Whether the discharge contain-
ment and removal material and equip-
ment is shared, and the expected fre-
quency of use and probability of avail-
ability.

§ 149.321 Special requirement for
onloading ports.

Each deepwater port at which
onloading operations are permitted,
under section 4(a)(3) of the Act, must
have a means for receiving oily resi-
dues from vessels.

Subpart D—Safety Equipment

§ 149.401 Applicability.

This subpart prescribes requirements
for safety equipment that apply to
each deepwater port.

§ 149.402 Equipment not required on a
PPC.

Each item of lifesaving and fire fight-
ing equipment on a PPC that is not re-
quired by this subpart must be ap-
proved under 46 CFR Part 160 or Part
162.

CURBS, GUTTERS, DRAINS, AND
RESERVOIRS

§ 149.403 Curbs, gutters, drains, and
reservoirs.

Each platform must have enough
curbs, gutters, drains, and reservoirs to
collect all of the following discharges
and wastes in the reservoirs:

(a) All discharges from equipment,
maintenance shops, and refueling fa-
cilities.

(b) All laboratory, sanitary, galley,
and deck cleansing wastes, and similar
wastes. Sanitary waste includes the

waste from baths, showers, sinks, wash
bowls, laundry, toilets and urinals.

EMERGENCY POWER

§ 149.411 Emergency power.
(a) Each PPC must have emergency

power equipment to provide power to
operate all of the following simulta-
neously for a continuous period of
eight hours:

(1) Emergency lighting circuits.
(2) Aids to navigation equipment.
(3) Communications equipment.
(4) Radar equipment.
(5) Alarm systems.
(6) Electrically operated fire pumps.
(7) Other electrical equipment des-

ignated in the Operations Manual by
the licensee.

(b) No emergency power generating
equipment may be located in any en-
closed space on a platform that con-
tains oil transfer pumping equipment
or other power generating equipment.

MEANS OF ESCAPE

§ 149.421 Means of escape from plat-
form.

(a) Each platform must have at least
one fixed and one unfixed means of es-
cape from the highest working level to
the water level with an entry at each
working level.

(b) Each platform with living spaces
must have at least two fixed means of
escape from the highest level with liv-
ing spaces to the water with an entry
at each level below. If the highest level
of the PPC contains living spaces, the
two fixed means of escape required by
this paragraph satisfy the require-
ments in paragraph (a) of this section.

(c) Each platform must have at least
one fixed or unfixed means of escape
for every ten persons on board the plat-
form, including the means of escape re-
quired under paragraphs (a) and (b) of
this section.

(d) When two or more fixed means of
escape are installed, at least two must
be as far from each other as prac-
ticable.

(e) Each fixed means of escape re-
quired under this section must be a
steel ladder or steel stairway.

(f) Each unfixed means of escape re-
quired under this section must be:

(1) A portable ladder;
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(2) A flexible ladder; or
(3) A knotted man rope.
(g) Two exits must be provided from

each space having over 300 square feet
of floor area. Where practicable, the
exits must give egress to different cor-
ridors, rooms, or spaces.

(h) Exits must provide egress to the
external means of escape required in
this section. Dead end corridors may
not be longer than 40 feet.

§ 149.423 Means of escape from heli-
copter landing pad.

Each helicopter landing pad on the
PPC must have at least two fixed
means of escape that are independent
of those required by § 149.421:

(a) From the pad to the first working
level below the pad or the water; and

(b) As far from each other as prac-
ticable.

PERSONNEL LANDINGS

§ 149.431 Personnel landings.
Each PPC must have at least two

personnel landings for access to the
platform from the water unless:

(a) Personnel landings are not pos-
sible because of the PPC design; and

(b) The PPC has a personnel basket
transfer system.

§ 149.433 Personnel landing illumina-
tion.

Each personnel landing must have at
least 1 foot-candle of artificial illu-
mination on its guard rails or fence
and on its deck.

GUARDRAILS, FENCES, NETS, AND
TOEBOARDS

§ 149.441 Open sided deck, deck open-
ing, catwalk, and helicopter pad
protection.

(a) Each open sided deck, deck open-
ing, and catwalk on each PPC must
have protection that meets the ‘‘Safety
Requirements for Floor and Wall Open-
ings, Railings, and Toeboards’’ of the
American National Standards Institute
(ANSI A12.1), except each must have
toeboards.

(b) Each open side of each helicopter
landing pad on the PPC must have:

(1) Safety net; or
(2) A lowered walkway that is 48

inches wide, is not more than 42 inches

below the level of the pad, and has
guard rails that meet the requirements
of ANSI A12.1, except each must have
toeboards.

FIXED FIRE MAIN SYSTEM FOR WATER

§ 149.451 Fixed fire main system for
water.

Each PPC must have a fixed fire
main system for water.

§ 149.453 Fire pumps.

(a) Each PPC must have at least two
independently driven fire pumps that
can deliver two streams of water at a
continuous pitot tube pressure of at
least 75 p.s.i. at each fire hose nozzle.

(b) Each fire pump must have:
(1) A relief valve on its discharge side

that is set to relieve at 25 p.s.i. in ex-
cess of the pressure necessary to meet
the requirement in paragraph (a) of
this section;

(2) A pressure gauge on its discharge
side; and

(3) Its own water source.
(c) Fire pumps may only be con-

nected to the fire main system.

§ 149.455 Fire pump location.

The fire pumps required by § 149.453(a)
may not be located in the same space.

§ 149.457 Fire hydrants.

(a) Each part of the PPC that is ac-
cessible to any person, except machin-
ery spaces, must have enough fire hy-
drants so that it can be sprayed with at
least two spray patterns of water. At
least one spray pattern of water must
be from one length of hose.

(b) Each PPC must have enough fire
hydrants so that each machinery space
can be sprayed with at least two spray
patterns of water from separate hy-
drants. Each spray pattern of water
must be from one length of hose.

(c) A single length of fire hose, with
nozzle attached, must be connected to
each fire hydrant at all times.

§ 149.459 Fire hydrant outlet.

The outlet on each fire hydrant must
not point above the horizontal.
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§ 149.461 Fire hydrant and control
valve shutoff valve.

Each fire hydrant and control valve
must have a shutoff valve.

§ 149.463 Fire hydrant access.

Any equipment that is in the same
space as a fire hydrant must not inter-
fere with access to that hydrant.

§ 149.465 Spanner.

Each fire hydrant must have at least
one spanner at the fire hydrant.

§ 149.467 Fire hose rack.

(a) Each PPC must have a hose rack
at each hydrant.

(b) Each fire hose rack must be visi-
ble.

(c) Each fire hose rack in an exposed
location must be protected from weath-
er.

§ 149.469 Fire hose size.

Each length of fire hose must be:
(a) 11⁄2 or 21⁄2 inch nominal hose size

diameter;
(b) 50 foot nominal hose size length;

and
(c) Lined commercial fire hose that

conforms to Underwriters Labora-
tories, Inc. Standard 19 or Federal
specification ZZ–H–451D.

§ 149.471 Fire hose coupling.

Each fire hose coupling must:
(a) Be made of brass, bronze, or mate-

rial that has strength and corrosion re-
sistant properties at least equal to
those of brass or bronze; and

(b) Have 9 threads per inch for 11⁄2
inch hose or 71⁄2 threads per inch for 21⁄2
inch hose.

§ 149.473 Fire hose nozzle.

Each fire hose nozzle must be a com-
bination solid stream and water spray
fire hose nozzle that is approved under
46 CFR 162.027.

§ 149.477 Spray applicator.

Each PPC must have a low velocity
spray applicator that is approved under
46 CFR 162.027 at each fire hydrant.

§ 149.479 International shore connec-
tion.

(a) The fixed fire main system of a
PPC must have:

(1) At least two risers;
(2) A cutoff valve and check valve for

each riser; and
(3) At least two international shore

connections that meet the require-
ments in 46 CFR 162.034.

(b) Each riser must be in an acces-
sible location to vessels alongside the
PPC, and two of the risers must be on
opposite sides of the PPC.

OTHER FIRE EXTINGUISHING SYSTEMS

§ 149.481 Other fire extinguishing sys-
tems.

(a) Each PPC must have a manually
or automatically operated fire extin-
guishing system in addition to the fire
main system required under § 149.451
that is approved by the Commandant
and meets the National Fire Protection
Association standards listed in para-
graph (e) of this section in the fol-
lowing locations:

(1) Storerooms.
(2) Workrooms containing flammable

liquids.
(3) Pump rooms.
(4) Machinery spaces.
(b) Each halogenated agent or CO2

system in a compartment smaller than
6,000 cubic feet, and each sprinkler sys-
tem, must be automatic.

(c) Each halogenated agent or CO2

system in a compartment larger than
6,000 cubic feet, and each foam system,
must be manual.

(d) The systems selected must match
the hazard to be protected as follows:

(1) Storerooms must use water sprin-
klers or CO2.

(2) Workrooms containing flammable
liquids, pumprooms, and machinery
spaces must use CO2, halogenated
agents, or high expansion foam.

(e) Each system required under para-
graph (a) of this section must meet one
of the following performance stand-
ards:

(1) Water sprinkler system—NFPA
No. 13.

(2) Carbon dioxide system—NFPA No.
12.

(3) Halogenated agent system—NFPA
No. 12A.
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(4) Foam system—NFPA No. 11A.
(f) Arrangement requirements con-

tained in 46 CFR 95.15–10, 15 and 20
must be complied with.

(g) Each system required under para-
graph (a) of this section must activate
the general alarm system when it oper-
ates.

(h) Spaces that are protected by a
carbon dioxide system or halogenated
agent system and are normally acces-
sible to persons on board must be fitted
with an approved audible alarm that
sounds automatically 20 seconds before
the extinguishing agent is admitted to
the space. The alarm must be conspicu-
ously and centrally located.

(i) To the extent practicable, mate-
rials in each item of equipment re-
quired by paragraph (a) of this section
must have resistance to the adverse ef-
fects of the marine environment.

§ 149.483 Fire fighting system for heli-
copter pads.

(a) Each PPC helicopter landing pad
must have the following:

(1) A fire extinguishing system de-
signed to:

(i) Deliver a minimum of 200 g.p.m. of
water at the pressure required to over-
come friction in the piping and hose
lines, and produce the nozzle discharge
requirements in paragraph (a)(2)(ii) of
this section for 15 minutes; and

(ii) Not interfere with the simulta-
neous operation of the fire main.

(2) Shutoff type nozzles designed:
(i) For use with a foam concentrate

listed or approved by a recognized test-
ing agency for fire extinguishing
agents;

(ii) To discharge water-foam con-
centrate solution or water fog at a rate
of 100 g.p.m. at a pressure that will pro-
vide a foam discharge pattern at a 20
foot range with 15 foot width variable
to a solid stream of foam with a min-
imum 50 foot range; and

(iii) To produce foam having a min-
imum expansion of eight, with a 25 per-
cent drainage time of at least 5 min-
utes when protein base foam is used.

(3) Nozzles located so as to provide
complete coverage of the helicopter
landing area.

(4) A means of activating the general
alarm system required by § 149.541.

(b) Aqueous film forming foam
(AFFF) may be substituted for protein
base foam. Generally, the quantity of
water may be reduced by 30 percent
from that specified for use with protein
base foam. This reduction will be au-
thorized by the Commandant on a case-
by-case basis.

(c) Other extinguishing agents that
would provide an equivalent fire fight-
ing capability may be substituted with
the approval of the Commandant.

FIRE DETECTION AND ALARM SYSTEMS

§ 149.491 Fire detection and alarm sys-
tems.

(a) Each PPC must have the fol-
lowing fire detection systems that acti-
vate the general alarm system:

(1) An ionization type automatic
smoke detection system in each sleep-
ing space.

(2) A combination fixed-temperature
and rate-of-rise heat detector system
in each non-sleeping space that does
not have an automatic fire extin-
guishing system unless the space is
subject to a 15 °F or greater per minute
rate of rise.

(3) A fixed-temperature detector sys-
tem in each nonsleeping space that
does not have an automatic fire extin-
guishing system and that is subject to
a 15 °F or greater per minute rate of
rise.

(b) To the extent practicable, mate-
rials in each item of equipment re-
quired by this section must have resist-
ance to the adverse effects of the ma-
rine environment.

PORTABLE AND SEMIPORTABLE FIRE

FIGHTING EQUIPMENT

§ 149.501 Portable and semiportable
fire extinguishers.

(a) Each PPC must have portable or
semiportable fire extinguishers that
are approved by the Coast Guard under
46 CFR 162.028 or 162.039.

(b) Each semiportable fire extin-
guisher must be fitted with hose and
nozzle or other apparatus so that the
entire space in which the extinguisher
is located may be protected.
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§ 149.503 Location of extinguishers.
(a) Fire extinguishers must be in-

stalled in accordance with Table
145.10(a) in § 145.10 of this chapter.

(b) Each fire extinguisher must be lo-
cated so it can easily be seen.

§ 149.505 Spare charges.
(a) Spare charges must be carried for

at least 50 percent of each size and va-
riety of hand portable fire extinguisher
required in § 149.503. If an extinguisher
is of such variety that it cannot be
readily recharged by PPC personnel,
one spare extinguisher of the same
classification must be carried in lieu of
a spare charge.

(b) Spare charges must be packed to
minimize the hazards to personnel
while recharging extinguishers. Acid
must be contained in a crown stopper
type of bottle.

§ 149.507 Marking.
Each hand portable extinguisher and

its station must be numbered in ac-
cordance with 46 CFR 97.37–23.

§ 149.511 Landing area with no fueling
facility.

In addition to the requirements in
§ 149.483 of this subchapter each heli-
copter landing area on a PPC with no
fueling facility must have at least two
USCG type B:C, size IV dry chemical
extinguishers.

§ 149.513 Landing area with a fueling
facility.

In addition to the requirements in
§ 149.483 each helicopter landing area on
the PPC with a fueling facility must
have:

(a) At least two USCG Type B:C, size
II dry chemical extinguishers and at
least one USCG Type B:C, size V dry
chemical extinguisher; and

(b) A USCG Type B:C, size II dry
chemical extinguisher at the emer-
gency control station.

§ 149.515 Fire axes.
(a) Each PPC must have at least 8

fire axes.
(b) Fire axes must be distributed so

as to be readily available in an emer-
gency.

(c) Each fire axe must be located:
(1) In the open;

(2) Behind glass; or
(3) In an enclosure with a fire hose.

§ 149.517 Fireman’s outfits.
(a) Each platform must have at least

2 fireman’s outfits.
(b) Each fireman’s outfit must con-

sist of:
(1) A self-contained breathing appa-

ratus approved under 49 CFR 160.011
with a complete recharge.

(2) A three-cell, intrinsically safe
flashlight with the Underwriters’ Lab-
oratories, Inc., label and a set of spare
batteries for the flashlight.

(3) An oxygen and combustible gas
indicator with the Underwriters’ Lab-
oratories, Inc., label, or Factory Mu-
tual Testing Laboratories, Inc., label.

(4) Boots and gloves that are made of
rubber or other electrically nonconduc-
tive material.

(5) A helmet that meets the require-
ments in Section 5 of the United States
of America Standard Safety Code
(Z2.1).

(6) Clothing that protects the skin
from scalding steam and the heat of
fire and that has a water resistant
outer surface.

(c) Equipment must be stowed in a
convenient, readily accessible location.

LIFESAVING EQUIPMENT

§ 149.521 Lifeboats and inflatable life
rafts: general.

(a) Each PPC must have enough life-
boats or inflatable life rafts, or a com-
bination of both, for 200% of the max-
imum number of personnel to be quar-
tered or employed on the PPC, except
that each PPC must have at least two
lifeboats. The Commandant may re-
duce this requirement to a minimum of
150% under § 148.607 when it can be
shown that the specific arrangements
and separation of equipment provides
sufficient redundancy.

(b) Each lifeboat and launching
equipment for an inflatable life raft on
a platform must be mounted on the
outboard side of the platform in a loca-
tion that is easily accessible to persons
on board and that is as far apart as
practicable from each other lifeboat.

(c) No lifeboat and no launching
equipment for an inflatable life raft
may be mounted next to a discharge
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opening on a platform unless the open-
ing has a baffle or a remotely con-
trolled device to close the opening.

(d) Each lifeboat and life raft launch-
ing station must be provided with
emergency lighting to illuminate the
entire launching process from the
stowed position until the craft is wa-
terborne.

§ 149.522 Lifeboats.
(a) Each lifeboat on a platform must

be approved under 46 CFR 160.035 and
have the equipment required by 46 CFR
94.20–10 for a lifeboat on lakes, bays,
sounds, and rivers. Except for
boathooks, the equipment must be se-
curely attached to the lifeboat.

(b) Each life boat on a platform must
be motor propelled and have an in-
stalled cover that provides protection
from exposure and from fire during op-
eration of the lifeboat.

§ 149.523 Inflatable life rafts.
Each inflatable life raft on a plat-

form must be approved under 46 CFR
160.051 as an inflatable life raft in-
tended for an ocean service vessel.

§ 149.524 Launching equipment for
lifeboats.

(a) Each PPC must have the fol-
lowing launching equipment for each
lifeboat required by § 149.521:

(1) A winch that is approved under 46
CFR 160.015 and that has a grooved
drum with only one layer of wire.

(2) Mechanical disengaging apparatus
that is approved under 46 CFR 160.033.

(3) Davits that are approved under 46
CFR 160.032.

(4) Load bearing components that
meet the requirements in 46 CFR 94.33–
5 (a), (c), (d), and (e) and 46 CFR 94.33–
10.

(b) If a lifeboat is mounted more than
30 feet above mean low water, the
launching equipment for the lifeboat
must be capable of operation from the
lifeboat and from the PPC.

§ 149.525 Launching equipment for in-
flatable life rafts.

(a) Each PPC must have enough of
the following inflatable life raft
launching equipment to launch all of
the life rafts required by § 149.521 with-
in 20 minutes:

(1) Winches that are approved by the
Commandant.

(2) Mechanical disengaging apparatus
that is approved by the Commandant.

(3) Davits that are approved by the
Commandant.

(4) Load bearing components that
meet the requirements in 46 CFR 94.33–
5 (a), (c), (d), and (e) and 46 CFR 94.33–
10.

(b) Launching equipment for an in-
flatable life raft must be capable of
being operated from the life raft and
from the PPC.

(c) No more than two rafts may be
launched from each launching station.

§ 149.526 Approved ring life buoys
(Type IV personal flotation devices).

(a) Each PPC must have at least 8 ap-
proved ring life buoys (Type IV PFDs)
and mounting racks distributed about
the perimeter of the platform.

(b) Each ring life buoy must be con-
structed in accordance with 46 CFR
Subpart 160.050 except a ring life buoy
that was approved under former 46 CFR
Subpart 160.009 may be used as long as
it is in good and serviceable condition.
Each ring life buoy must be of the 30-
inch size, international orange, and
easily accessible to persons on board.

(c) At least fifty percent of the ring
life buoys required by this section
must have an electric water light ap-
proved under 46 CFR 161.010.

(d) At least one ring life buoy on each
side of the platform must have a buoy-
ant line attached to it that is 11⁄2 times
the distance from the buoy to the mean
low water line of the platform, or 15
fathoms in length, whichever is great-
er.

[CGD 80–155b, 47 FR 10533, Mar. 11, 1982]

§ 149.527 Portable radio apparatus.
Each PPC must have portable radio

apparatus that meets the requirements
in 46 CFR 94.55–1.

§ 149.529 Type I personal flotation de-
vices (PFD’s).

(a) Each PPC must have enough
adult Type I PFD’s for 100 percent of
the port personnel. Each PFD must be
stowed in the living spaces.

(b) Enough additional Type I PFD’s
for 50 percent of the port personnel
must be stowed near working spaces in
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well ventilated and accessible lockers
marked ‘‘life preservers.’’

§ 149.533 Litters.

Each platform must be equipped with
at least one Stokes litter that is placed
in a location that is accessible to per-
sons on board.

§ 149.535 Markings on lifeboats, life
rafts, paddles, and oars.

(a) Each lifeboat, and life raft must
be marked in letters and numbers at
least 11⁄2 inch high with:

(1) The identification of the deep-
water port; and

(2) The personnel capacity.
(b) Each inflatable life raft must be

marked as required under 46 CFR
160.051.

(c) Each paddle and each oar must be
marked with the identification of the
deepwater port.

§ 149.537 Markings for personal flota-
tion devices (PFD’s).

Each PFD must be marked with the
identification of the deepwater port.

MISCELLANEOUS

§ 149.539 Portable lights.

(a) Each portable light on a PPC
must be listed by Underwriters’ Lab-
oratories, Inc., as suitable for Class I,
Group D hazardous locations.

(b) Each supply cord of the portable
lighting units must have receptacles
with plugs, or receptacles with plugs
interlocked with snap switches, that
are listed by Underwriters’ Labora-
tories, Inc., as suitable for Class I,
Group D hazardous locations.

§ 149.541 General alarm system.

(a) Each PPC must have a general
alarm system.

(b) Each general alarm system must
be:

(1) Capable of being activated by the
automatic fire detection systems re-
quired under § 149.491 and manually by
use of alarm boxes located in accord-
ance with the National Fire Protection
Association Standard No. 72A;

(2) Audible in all parts of the PPC ex-
cept in areas of high ambient noise lev-
els where hearing protection is re-

quired under § 150.509(d) of this sub-
chapter; and

(3) Visible in areas of the PPC where
hearing protection is required under
§ 150.509(d) of this subchapter by use of
a high intensity flashing light.

§ 149.543 Marking of general alarm
system.

(a) Each general alarm box must be
marked with the words ‘‘GENERAL
ALARM’’ in red letters at least one
inch high on a yellow background.

(b) Each audio and each visual gen-
eral alarm signalling device under
§ 149.541 must have a sign with the
words ‘‘GENERAL ALARM’’ in red let-
ters at least one inch high on a yellow
background.

§ 149.545 Public address system.

Each PPC must have a public address
system operable from two locations on
the PPC to allow an announcement of
fires, oil transfer system failure or
malfunction, and other emergencies.

Subpart E—Aids to Navigation at
Deepwater Ports

GENERAL

§ 149.701 Applicability.

This subpart prescribes the minimum
requirements for aids to navigation at
the marine site.

§ 149.703 Effective intensity: Defini-
tion.

For the purpose of this subpart, ‘‘ef-
fective intensity’’ is the intensity of a
flashing light calculated by using equa-
tion [3–27] for effective intensity in the
Illumination Engineering Society
Lighting Handbook, p. 3–36.

§ 149.705 Applicability of other regula-
tions.

Sections 66.01–5, 66.01–25 (a) and (c),
66.01–50, and 66.01–55 of this chapter
also apply to aids to navigation at a
deepwater port. For the purpose of
§ 66.01–25 (a) and (c) of this chapter, aids
to navigation at a deepwater port are
Class I aids to navigation.
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§ 149.707 Applications for aids to navi-
gation.

(a) 180 days before the installation of
any structure at the deepwater port
site the licensee must submit applica-
tions for obstruction lights and such
other private aids to navigation appro-
priate for the particular construction
site.

(b) 180 days before the commence-
ment of oil transfer operations or
changing the mooring facilities at the
deepwater port the licensee must sub-
mit applications for private aids to
navigation.

(c) Applications for private aids to
navigation for deepwater ports must be
submitted in accordance with § 66.01–5
of this chapter except that the applica-
tions must be submitted to the Com-
mandant (G–M).

[CGD 75–002, 40 FR 52565, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

SPECIFICATIONS FOR LIGHTS

§ 149.721 Light source.
Each light must have a tungsten-in-

candescent light source.

§ 149.723 Intensity.
(a) Each light on a buoy, hose string,

and SPM must:
(1) Have at least the effective inten-

sity required by this subpart for the
light at all angles, the origin of which
is the focal point of the light, that are
included within ±1° from the focal
plane of the light; and

(2) Have at least 50% of the effective
intensity required by this subpart for
the light at all angles, the origin of
which is the focal point of the light,
that are included within ±2° from the
focal plane of the light.

(b) Each light on a platform, includ-
ing the rotating lighted beacon, must:

(1) Have at least the effective inten-
sity required by this subpart at all an-
gles within ±0.5° of the horizontal plane
that includes the focal point of the
lens; and

(2) Have at least 50% of the effective
intensity required by this subpart for
the light at angles within ±1° of the
horizontal plane that includes the focal
point of the lens.

§ 149.724 Focus.

Each light using a lens must have a
means to verify that the light source is
at the focal point of the lens.

§ 149.725 Color.

The transparent cover of each light,
including, where applicable, the top of
the cover, must be uniform in color.

§ 149.727 Chromaticity.

The color emitted by a light at all
angles, within the 50% effective inten-
sity angle under § 149.723 must have
chromaticity coordinates lying within
the boundary defined by the corner co-
ordinates in Table 149.727 when plotted
on the International Commission on Il-
lumination (CIE) Standard Observer
Diagram.

TABLE 149.727—CHROMATICITY COORDINATES

Color

Chromaticity coordi-
nates

x axis y axis

White ............................................. 0.285 0.332
.453 .440
.500 .440
.500 .382
.440 .382
.285 .264

Green ............................................. .009 .720
.284 .520
.207 .397
.013 .494

Red ................................................ .665 .335
.645 .335
.680 .300
.700 .300

Yellow ............................................ .560 .440
.555 .435
.612 .382
.618 .382

§ 149.729 Display of information.

(a) The following information must
be displayed on each light:

(1) The manufacturer’s name and
date of manufacture.

(2) The model designation.
(3) The name of the manufacturer of

the lamp to be used, and the manufac-
turer’s ordering code for the lamp.

(4) The minimum voltage, measured
at the input terminals of the lighting
apparatus with the lamp burning, need-
ed to operate the light in compliance
with the intensity requirements of this
subpart.
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(b) The following information must
be displayed on each rotating lighted
beacon:

(1) The information prescribed in
paragraph (a) of this section.

(2) The operating speed of the rotat-
ing apparatus.

(3) The type and level of electrical
input required to maintain the oper-
ating speed.

OBSTRUCTION LIGHTS

§ 149.751 Number and location on a
platform and SPM.

(a) A platform that is 30 feet or less
on any side, or in diameter, must have
at least one obstruction light.

(b) An SPM must have at least one
obstruction light.

(c) A platform that is more than 30
feet but less than 50 feet on any side, or
in diameter, must have at least two ob-
struction lights that are installed as
far apart from each other on the plat-
form as possible.

(d) A platform that is more than 50
feet on any one side must have one ob-
struction light installed on each cor-
ner.

(e) A circular platform that has a di-
ameter of more than 50 feet must have
at least 4 obstruction lights that are
installed as far apart from each other
on the platform as possible.

(f) At least one of the obstruction
lights on each platform and SPM must
be visible from the water regardless of
the angle of approach to the structure.

(g) If a platform or SPM has more
than one obstruction light, the lights
must all be installed in the same hori-
zontal plane.

(h) Each obstruction light on a plat-
form must be installed at least 20 feet
above mean high water.

(i) Each obstruction light on an SPM
must be installed at least 10 feet above
the water.

§ 149.753 Number and location on a
floating hose string.

A floating hose string must have
omnidirectional obstruction lights that
are:

(a) Installed at equally spaced inter-
vals of not more than 70 feet along the
length of the hose string, except that
the two sections of hose furthest from
the SPM need not have lights; and

(b) Installed all at the same height
and at no less than 2 nor more than 5
feet above the surface of the water.

§ 149.755 Characteristics.
(a) Each obstruction light on a plat-

form or SPM must:
(1) Be white; and
(2) Flash 50 to 70 times per minute.
(b) If a platform or SPM has more

than one obstruction light, the lights
must flash simultaneously.

(c) Each obstruction light on a hose
string must:

(1) Be yellow; and
(2) Flash 50 to 70 times per minute.

§ 149.757 Intensity.
(a) Each obstruction light on a plat-

form must have an effective intensity
of at least 75 candela.

(b) Each obstruction light on an SPM
must have an effective intensity of at
least 15 candela.

(c) Each obstruction light on a hose
string must have an effective intensity
of at least 1 candela.

§ 149.759 Leveling.
Each obstruction light installed on a

platform must have:
(a) Mounting hardware incorporating

devices that facilitate horizontal lev-
eling of the light; and

(b) A leveling indicator, or indica-
tors, each with an accuracy of ±0.25 de-
grees, permanently attached to the
light.

BUOYS

§ 149.771 Number and location.
Each lateral boundary of a traffic

lane at a deepwater port must be
marked with buoys that are no more
than 5 miles apart.

§ 149.773 Characteristics.
(a) Each buoy at a deepwater port

must:
(1) Meet the requirements in § 62.25 of

this chapter for buoys in United States
waters; and

(2) Have:
(i) A radar reflector; and
(ii) A light installed at least 8 feet

above the water.
(b) For each traffic lane, the buoy

that is furthest from the safety zone
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must have a fog signal of a type de-
scribed in Subpart 62.45 of Part 62 of
this chapter.

§ 149.775 Intensity of lights.

(a) Each fixed light on a buoy must
have an intensity of at least 75 candela.

(b) Each flashing light on a buoy
must have an effective intensity of at
least 75 candela.

MISCELLANEOUS

§ 149.791 Identification of a platform
and SPM.

(a) Each platform and SPM must dis-
play the name of the port, and the
name or number or both identifying
the structure, so that the information
is visible:

(1) From the water at all angles of
approach to the structure; and

(2) If the structure is equipped with a
helicopter pad, from aircraft on ap-
proach to the structure.

(b) The information required in para-
graph (a) of this section must be dis-
played in numbers and letters that are:

(1) At least 12 inches high;
(2) In vertical block style; and
(3) Displayed against a contrasting

background.

§ 149.793 Markings for piles and pile
clusters.

(a) Each pile and pile cluster that is
within 100 yards of a platform or SPM
must be marked with white reflective
tape.

(b) Each pile and pile cluster that is
more than 100 yards from a platform or
SPM must meet the obstruction light-
ing requirements in this subpart for a
platform.

§ 149.795 Radar beacon.

The tallest platform must have an
FCC type accepted radar beacon
(RACON) that:

(a) Transmits in—
(1) Both the 2900–3100 MHz and 9300–

9500 MHz frequency bands, or
(2) The 9320–9500 MHz frequency band

if installed prior to July 8, 1991.
(b) Transmits a signal of a least 250

milliwatts radiated power that is
omnidirectional and polarized in the
horizontal plane;

(c) Transmits a 2 or more element
Morse code character, the length of
which does not exceed 25% of the radar
range expected to be used by vessels
operating in the area;

(d) If of the frequency agile type, is
programmed so that it will respond at
least 40% of the time but not more
than 90% of the time, with a response
time duration of at least 15 seconds;
and

(e) Is installed at a minimum height
of 15 feet above the highest deck of the
platform and where the structure of
the platform, or equipment mounted
thereon, does not obstruct the signal
propagation in any direction.

[CGD–90–016, 56 FR 21082, May 7, 1991]

§ 149.797 Rotating lighted beacon.
The tallest platform must have a ro-

tating lighted beacon that:
(a) Has an effective intensity of at

least 15,000 candela;
(b) Flashes at least once every 20 sec-

onds;
(c) Has a white light;
(d) Is installed:
(1) At least 60 feet above mean high

water;
(2) Where the structure of the plat-

form, or equipment mounted thereon,
does not obstruct the propagation of
the light in any direction; and

(3) So as to be visible all around the
horizon;

(e) Operates in wind up to 100 knots
at a speed that is within 6% of the op-
erating speed displayed on the beacon.

(f) [Reserved]
(g) Has a leveling indicator, or indi-

cators, each with an accuracy of ±0.25
degrees, permanently attached to the
light.

§ 149.799 Fog signal.
(a) Each PPC must have a Coast

Guard approved fog signal that has a 2
mile range.

NOTE: A list of Coast Guard approved fog
signals may be obtained from the Com-
mandant (G–M).

(b) Each fog signal on a PPC must:
(1) Be installed at least 10 feet but

not more than 150 feet above mean high
water; and

(2) Be installed where the structure
of the platform, or equipment mounted
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thereon, does not obstruct the propaga-
tion of sound in any direction.

[CGD 75–002, 40 FR 52565, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]
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APPENDIX A TO PART 150—DEEPWATER PORT
SAFETY ZONE BOUNDARIES

AUTHORITY: 33 U.S.C. 1231, 1321(j)(1)(C),
(j)(5), (j)(6) and (m)(2), 1509; sec. 2, E.O. 12777,
56 FR 54757; 49 CFR 1.46.

SOURCE: CGD 75–002, 40 FR 52572, Nov. 10,
1975, unless otherwise noted.

Subpart A—General

§ 150.101 Applicability.

The rules in this part apply to the
operation of each deepwater port.

§ 150.103 Licensee.

(a) No licensee of a deepwater port
may cause or authorize operations con-
trary to the rules in this part.

(b) The licensee shall ensure that the
port meets the equipment require-
ments in Part 149 of this chapter.

§ 150.105 Operations Manual: General.

(a) The licensee of a deepwater port
may not operate the port unless the
port has an Operations Manual that:

(1) Is prepared in accordance with the
‘‘Guidelines for Preparation of a Deep-
water Port Operations Manual’’; and

(2) Has been approved by the Com-
mandant.

(b) For the purpose of this section,
‘‘approved’’ means only that the Oper-
ations Manual meets the requirements
of the Act and the regulations in this
subchapter.

NOTE: The ‘‘Guidelines for Preparation of a
Deepwater Port Operations Manual’’ may be
obtained from the Commandant (G–M).

[CGD 75–002, 40 FR 52572, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

§ 150.106 Operations Manual: Copies.

The licensee shall furnish 25 copies of
the approved Operations Manual and
each subsequent amendment to Com-
mandant (G–M).

NOTE: The Commandant will distribute
copies of the approved Operations Manual
and subsequent amendments within the
Coast Guard and to the Governor of the adja-
cent coastal State connected directly by
pipeline to the deepwater port.

[CGD 75–002, 40 FR 52572, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

§ 150.107 Operations Manual: Amend-
ment.

(a) The Captain of the Port may re-
quire the licensee to amend the Oper-
ations Manual if he finds that the Op-
erations Manual does not comply with
§ 150.105.

(b) When the Captain of the Port de-
termines that an amendment to an op-
erations manual is necessary, he noti-
fies the licensee in writing of a date
not less than 14 days from the date of
the notice, on or before which the li-
censee may submit written informa-
tion, views, and arguments on the
amendment. After considering all rel-
evant material presented, the Captain
of the Port notifies the licensee of any
amendment required or he rescinds the
notice. The amendment becomes effec-
tive not less than 30 days after the li-
censee receives the notice unless the li-
censee petitions the Commandant to
reconsider the amendment, in which
case its effective date is stayed pending
a decision by the Commandant. Peti-
tions to the Commandant must be sub-
mitted in writing to the Captain of the
Port.

(c) If the Captain of the Port finds a
situation that requires immediate ac-
tion to prevent the discharge or risk of
discharge of oil or to protect the safety
of life and property that makes the
procedure in paragraphs (a) and (b) of
this section impracticable or contrary
to the public interest, he may issue an
amendment effective, without stay, on
the date the licensee receives notice of
it. In such a case, the Captain of the
Port includes a brief statement of the
reasons for his finding in the notice,
and the licensee may petition the Dis-
trict Commander, in any manner, to
reconsider the amendment.

(d) Adjacent coastal States connected
by pipeline to the deepwater port and
licensees may petition the Captain of
the Port to amend the Operations Man-
ual. The Captain of the Port, when in
receipt of a proposed amendment, will
solicit comments on the proposed
amendment. The petition and comment
should include sufficient relevant in-
formation to enable the Captain of the
Port to reach a decision to adopt or re-
ject the proposed amendment. The Cap-
tain of the Port may approve amend-
ments to the Operations Manual if he
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finds that the proposed alternative pro-
cedure, method, or equipment will en-
sure equivalent or improved protec-
tion, safety, or quality level and is in
compliance with this subchapter.

§ 150.109 Compliance with Operations
Manual.

Each licensee shall use and require
his personnel to use the procedures in
the Operations Manual.

§ 150.113 Deviations.

The Captain of the Port may author-
ize a deviation in writing upon request,
if he finds that the proposed alter-
native procedure, method or equipment
would ensure equivalent protection,
safety, or quality level.

§ 150.115 Emergency deviations.

In an emergency, for the protection
of life or property, or to avoid danger
to the environment, any person may
deviate from the Operations Manual or
any requirement of deepwater port reg-
ulations. As soon as practicable, the
person shall report the nature, extent,
and duration of each deviation orally
or in writing to the Captain of the
Port.

§ 150.117 Notification to the District
Commander.

(a) At least 30 days before construc-
tion of a pipeline, platform, or SPM at
a deepwater port begins, the licensee
shall give notice of construction in
writing to the District Commander.

(b) On the date construction of a
pipeline, platform or SPM at a deep-
water port begins, the licensee shall
give written notice to the District
Commander within 24 hours of the
lights and fog signals in use at the con-
struction site.

(c) Whenever lights or fog signals are
changed during construction of a pipe-
line, platform, or SPM at a deepwater
port, the licensee shall give written no-
tice of such change to the District
Commander within 24 hours.

(d) When lights or fog signals used
during construction of a platform,
buoy, or SPM at a deepwater port are
replaced with lights or fog signals re-
quired by Part 149 of this subchapter,
the licensee shall give written notice of

replacement to the District Com-
mander within 24 hours.

(e) At least 60 days before the first oil
transfer operation begins at a deep-
water port, the licensee shall give writ-
ten notice of the operation to the Dis-
trict Commander.

[CDG 75–002, 40 FR 52572, Nov. 10, 1975; 40 FR
58143, Dec. 15, 1975]

§ 150.119 Notification to the Com-
mandant.

The licensee shall give notice, in
writing, to the Commandant upon re-
ceipt of the American Bureau of Ship-
ping:

(a) ‘‘Interim Class Certificate’’; and
(b) ‘‘Classification Certificate’’ for an

SPM at a deepwater port.

§ 150.121 ABS classification.
(a) No licensee may operate an SPM

unless he has an American Bureau of
Shipping (ABS) ‘‘Interim Class Certifi-
cate’’ or a ‘‘Classification Certificate’’
for the SPM.

(b) A certificate must classify the
SPM and attached hoses.

(c) The licensee shall maintain in
class each SPM having a Classification
Certificate.

§ 150.123 Weather monitoring.
The terminal supervisor shall con-

tinuously monitor the wind, wave, cur-
rent, and visibility conditions at the
port.

§ 150.125 Water depth measurements.
(a) The licensee shall measure water

depth in the marine site if the Captain
of the Port notifies the licensee that:

(1) A severe storm may have signifi-
cantly altered water depths;

(2) Gradual natural or man-induced
processes may have significantly al-
tered water depths; or

(3) User experience indicates that
charted water depths may no longer be
accurate.

(b) The accuracy and adequacy of
water depth measurements must be
sufficient for nautical chart mainte-
nance purposes.

§ 150.127 Environmental monitoring.
The licensee shall monitor the envi-

ronment in accordance with the envi-
ronmental monitoring program set
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forth in the approved Operations Man-
ual for the port.

§ 150.129 Response plans.
(a) The owner or operator of a deep-

water port shall prepare and submit a
response plan meeting the require-
ments of subpart F of part 154 for re-
view and approval by the cognizant
Captain of the Port (COTP).

(b) A response plan must be sub-
mitted to the cognizant COTP by Feb-
ruary 18, 1993 or not less than 60 days
before the port begins operation, which
ever is later.

[CGD 91–036, 58 FR 7352, Feb. 5, 1993]

Subpart B—Personnel
§ 150.201 Applicability.

This subpart prescribes personnel
qualifications that apply to each deep-
water port.

§ 150.203 General.
No person may serve and the licensee

may not use the services of a person in
the following capacities unless that
person reads, writes and speaks
English.

(a) Port Superintendent.
(b) Cargo Transfer Supervisor.
(c) Cargo Transfer Assistant.
(d) Vessel Traffic Supervisor.
(e) Mooring Master.
(f) Assistant Mooring Master.

§ 150.204 Definitions.
As used in this subpart:
(a) License means a Coast Guard li-

cense issued under 46 CFR part 10; and
(b) Licensee means the licensee of a

deepwater port.

§ 150.205 Port Superintendent.
No person may serve, and the li-

censee may not use the services of a
person, as a Port Superintendent at a
deepwater port unless:

(a) That person has enough experi-
ence at an oil transfer facility to en-
able the licensee to determine that
that person is capable of managing the
deepwater port;

(b) The licensee determines that that
person knows:

(1) The hazards of each product to be
transferred; and

(2) The port operating procedures de-
scribed in the Operations Manual; and

(c) The licensee designates that per-
son as Port Superintendent and advises
the Captain of the Port in writing of
that designation.

§ 150.207 Cargo Transfer Supervisor.
No person may serve, and the li-

censee may not use the services of a
person, as a Cargo Transfer Supervisor
at a deepwater port unless:

(a) That person has enough experi-
ence in operating oil transfer equip-
ment to enable the licensee to deter-
mine that that person is capable of op-
erating the oil transfer equipment of
the deepwater port;

(b) That person has:
(1) Had continuous employment for

at least one year as supervisor at an oil
transfer facility in charge of offloading
tank vessels of 70,000 deadweight tons
or larger;

(2) Supervised at least 25 cargo trans-
fer evolutions from tankers of 70,000
deadweight tons or larger; or

(3) Served in a training capacity for
Cargo Transfer Supervisor at a United
States deepwater port for at least one
year;

(c) The licensee determines that that
person knows:

(1) The rules in Subpart D of this
part;

(2) The oil transfer procedures and
transfer control systems, in general, of
tankers serviced at the facility;

(3) The special handling characteris-
tics of each product to be transferred;
and

(4) The procedures described in the
Operations Manual for:

(i) Oil transfer;
(ii) Spill prevention, containment,

and cleanup;
(iii) Accidents and emergencies;
(iv) Voice radiotelecommunications;

and
(d) The licensee designates that per-

son as Cargo Transfer Supervisor and
advises the Captain of the Port in writ-
ing of that designation.

[CGD 75–002, 40 FR 52572, Nov. 10, 1975; 40 FR
58143, 58144, Dec. 15, 1975]

§ 150.209 Vessel Traffic Supervisor.
No person may serve, and the li-

censee may not use the services of a
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person, as a Vessel Traffic Supervisor
at a deepwater port unless:

(a) That person presents evidence of:
(1) Having performed for one year

within the last five years in a capacity
requiring radar plotting and analysis of
vessel movement; or

(2) Satisfactory completion of a ma-
rine radar operators school acceptable
to the Commandant;

(b) The licensee determines that that
person knows:

(1) The procedures for utilizing the
port’s radar equipment; and

(2) The procedures described in the
Operations Manual for:

(i) Vessel control; and
(ii) Voice radiotelecommunications;

and
(c) The licensee designates that per-

son as Vessel Traffic Supervisor and
advises the Captain of the Port in writ-
ing of that designation.

§ 150.211 Mooring Master.
No person may serve, and the li-

censee may not use the services of a
person, as a Mooring Master at a deep-
water port unless:

(a) That person holds a current
United States Coast Guard issued li-
cense as:

(1) Master of ocean steam or motor
vessels of any gross tons, endorsed as
radar observer, and has one year expe-
rience as:

(i) Master on tankers of 70,000 DWT
or larger and satisfactory completion
of a very large crude carrier (VLCC)
shiphandling course acceptable to the
Commandant; or

(ii) A Mooring Master at any deep-
water port servicing tankers of 70,000
DWT or larger; or

(2) Master of ocean steam or motor
vessels of limited tonnage, endorsed as
radar observer, and endorsed as first-
class pilot of vessels of any gross tons
for at least one port in the area of the
deepwater port, and has one year expe-
rience:

(i) Piloting ocean going vessels, in-
cluding tankers of 70,000 DWT or larg-
er; or

(ii) As assistant mooring master at
the facility and satisfactory comple-
tion of a very large crude carrier
(VLCC) shiphandling course acceptable
to the Commandant;

(b) The licensee determines that the
person knows the procedures described
in the Operations Manual for:

(1) Vessel control;
(2) Vessel responsibilities;
(3) Spill prevention, containment,

and cleanup;
(4) Accidents and emergencies; and
(5) Voice radiotelecommunications;
(c) The licensee designates that per-

son as Mooring Master and advises the
Captain of the Port, in writing, of the
designation; and

(d) In addition to the foregoing re-
quirements, after two years of oper-
ation of the facility, the licensee shall
require new applicants for Mooring
Master to have observed 20 mooring
evolutions at that facility.

§ 150.213 Cargo Transfer Assistant.
No person may serve, and the li-

censee may not use the services of a
person, as a Cargo Transfer Assistant
at a deepwater port unless:

(a) That person presents evidence
that he has one year experience, or per-
formed 15 cargo transfer evolutions at
an oil transfer facility servicing tank-
ers of 70,000 deadweight tons or larger
in a capacity involving connection and
disconnection of the tankers to a single
point mooring floating hose string;

(b) The licensee determines that that
person knows:

(1) The rules in subpart D of this
part;

(2) The oil transfer procedures and
transfer control systems, in general, of
tankers serviced at the port;

(3) The special handling characteris-
tics of each product to be transferred;

(4) The procedures described in the
Operations Manual for:

(i) Oil transfer;
(ii) Spill prevention, containment,

and cleanup;
(iii) Accidents and emergencies; and
(iv) Voice radiotelecommunications;

and
(c) The licensee designates that per-

son as Cargo Transfer Assistant and re-
tains written evidence of that designa-
tion at the deepwater port.

§ 150.215 Assistant Mooring Master.
No person may serve, and the li-

censee may not use the services of a
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person, as an Assistant Mooring Master
at a deepwater port unless:

(a) That person holds a current
United States Coast Guard issued li-
cense as:

(1) Master of ocean steam or motor
vessels of any gross tons, endorsed as
radar observer, and has six months ex-
perience as master or chief mate on
tankers of 70,000 DWT or larger; or

(2) Master of ocean steam or motor
vessels of limited tons, endorsed as
radar observer, and endorsed as first-
class pilot of vessels of any gross tons
for at least one port in the area of the
deepwater port;

(b) The licensee determines that that
person knows the procedures described
in the Operations Manual for:

(1) Vessel control;
(2) Vessel responsibilities;
(3) Spill prevention, containment,

and cleanup;
(4) Accidents and emergencies; and
(5) Voice radiotelecommunications;

and
(c) The licensee designates that per-

son as Assistant Mooring Master and
advises the Captain of the Port, in
writing, of the designation.

§ 150.217 Limitation on service.
No person may perform in more than

one of the following capacities at any
one time:

(a) Port Superintendent.
(b) Cargo Transfer Supervisor.
(c) Cargo Transfer Assistant.
(d) Vessel Traffic Supervisor.
(e) Mooring Master.
(f) Assistant Mooring Master.

Subpart C—Vessel Navigation

AUTHORITY: Sec. 10(a)(b)(d), 88 Stat. 2137–38
(33 U.S.C. 1509(a)(b)(d)); sec. 4, 92 Stat. 1473–
74 (33 U.S.C 1223); 49 CFR 1.46.

SOURCE: CGD 76–096, 45 FR 85647, Dec. 29,
1980, unless otherwise noted.

§ 150.301 Applicability.
This subpart prescribes rules that:
(a) Apply to the navigation of all ves-

sels at or near a deepwater port; and
(b) Describe vessel activities per-

mitted and prohibited in a deepwater
port safety zone.

NOTE. Appendix A to this part describes
the designated boundaries of U.S. deepwater

port safety zones. Included within the safety
zones are specific areas to be avoided, an-
chorages, and other ship’s routing measures
associated with particular safety zones.
(Shipping safety fairways associated with
deepwater ports are described in Part 166 of
this Title.)

[CGD 76–096, 45 FR 85647, Dec. 29, 1980, as
amended by CGD 85–044, 50 FR 26990, July 1,
1985]

§ 150.303 Definitions.
Support vessel means a tug,

linehandling boat, crewboat, workboat,
supply vessel, bunkering vessel, barge,
or other similar vessel working for a li-
censee in connection with the oper-
ation of a deepwater port or cleared by
a licensee to service a tanker calling at
a deepwater port.

Tanker means a vessel that calls at a
deepwater port to load or unload oil at
a SPM.

§ 150.305 Ships’ routing measures.
No licensee may operate a deepwater

port unless the port has such ships’
routing measures as prescribed or ap-
proved by the Coast Guard to provide
for safe navigation at or near the deep-
water port.

§ 150.307 Radar surveillance.
The Vessel Traffic Supervisor shall

maintain radar surveillance of the
safety zone whenever:

(a) A tanker is proceeding to the
safety zone after submitting the report
required in § 150.335; or

(b) A tanker or support vessel is un-
derway in the safety zone; or

(c) A vessel other than a tanker or
support vessel is about to enter or is
underway in the safety zone.

§ 150.309 Advisories to tankers.
(a) The Vessel Traffic Supervisor

shall advise the master of each tanker
underway in the safety zone of the
tanker’s position by range and bearing
from the PPC at intervals not to ex-
ceed 10 minutes.

(b) Whenever the Vessel Traffic Su-
pervisor determines that a vessel may
potentially interfere with the move-
ment of a tanker in the safety zone,
the Vessel Traffic Supervisor shall
keep the master of the tanker informed
of the position and estimated course
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and speed of the vessel as necessary to
assist the tanker in navigation within
the safety zone.

(c) Whenever a tanker enters the
safety zone, the Vessel Traffic Super-
visor shall advise the tanker of the po-
sition of each other vessel moored, an-
chored, or underway in the safety zone.

§ 150.311 Radio listening watch.
Whenever a tanker is in the safety

zone, the Vessel Traffic Supervisor and
the master of the tanker shall each
continuously monitor the radio fre-
quency designated in the Operation
Manuals for use by tankers and support
vessels underway at the port, except
when transmitting on that frequency.

§ 150.313 Clearances for tankers.
(a) The Vessel Traffic Supervisor

may not clear a tanker to enter the
safety zone unless:

(1) Each other tanker underway in
the safety zone is at least 5 miles from
the tanker requesting clearance to
enter the safety zone; and

(2) A Mooring Master is on board or
ready to board at a position in the des-
ignated safety fairway that will permit
completion of boarding before the
tanker enters the safety zone.

(b) The Vessel Traffic Supervisor
may not clear a tanker to moor at a
SPM unless:

(1) There is a SPM berth available
and the Vessel Traffic Supervisor has
assigned that berth to the tanker;

(2) The visibility in the safety zone is
at least two miles;

(3) All operating conditions pre-
scribed in the Operation Manuals for
mooring to a SPM have been met; and

(4) A Mooring Master and an Assist-
ant Mooring Master are on board.

(c) The Vessel Traffic Supervisor
may not clear a tanker to depart from
a SPM unless the visibility in the safe-
ty zone is at least two miles and a
Mooring Master is on board.

(d) No tanker may enter the safety
zone or moor at or depart from a SPM,
unless the master of the tanker has ob-
tained clearance from the Vessel Traf-
fic Supervisor, except as permitted by
paragraph (e) of this section.

(e) A tanker may, in an emergency,
for the protection of life or property,
depart from a SPM without clearance

from the Vessel Traffic Supervisor if
the master advises the Vessel Traffic
Supervisor of the circumstances, by
radio, at the earliest possible moment.

§ 150.315 Clearances for support ves-
sels.

(a) The Vessel Traffic Supervisor
shall direct support vessel movements
within the safety zone.

(b) The Vessel Traffic Supervisor
may clear support vessels to enter or
depart the safety zone at any point.

§ 150.317 Clearances for other vessels.

(a) When requested by the master of
a vessel other than a tanker or support
vessel, the Vessel Traffic Supervisor
shall furnish information concerning
other vessels underway or moored in
the safety zone.

(b) If the Vessel Traffic Supervisor
determines that a vessel other than a
tanker or support vessel may be stand-
ing into danger with respect to any
vessel or part of the deepwater port in-
stallation in the safety zone, the Vessel
Traffic Supervisor shall attempt to in-
form the master of that vessel by radio
or other means.

(c) Except in situations involving
force majeure, the Vessel Traffic Su-
pervisor shall not clear a vessel other
than a tanker or support vessel to
enter the safety zone of a deepwater
port for any purpose that would inter-
fere with the purpose of the deepwater
port; endanger the safety of life, prop-
erty, or the environment; or otherwise
be prohibited by regulation.

§ 150.333 Advance notice of arrival.

(a) The master of a tanker bound for
a deepwater port shall report the fol-
lowing information to the Captain of
the Port and the Vessel Traffic Super-
visor of the port at least 24 hours be-
fore entering the safety zone at the
port:

(1) The name, gross tonnage, and
draft of the tanker.

(2) The type and amount of cargo on
board.

(3) Any conditions on the vessel that
may impair the navigation of the ves-
sel, such as fire, malfunctioning pro-
pulsion machinery or steering equip-
ment, or limitations on navigational or
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radiotelephone capabilities because of
equipment or material malfunctions.

(4) Any leaks, structural damage, or
machinery malfunctions that may im-
pair cargo transfer operations or cause
a discharge of oil.

(5) The estimated time of arrival at
the deepwater port safety zone.

(b) If the information reported in
paragraph (a)(3), (a)(4), or (a)(5) of this
section changes at any time before en-
tering the safety zone, or while the
tanker is in the safety zone, the master
of the tanker shall report the changes
to the Captain of the Port and Vessel
Traffic Supervisor as soon as possible.

§ 150.335 Report before entering safety
zone.

The master of a tanker bound for a
deepwater port shall notify the Vessel
Traffic Supervisor of the port when the
tanker is 20 miles from the entrance to
the safety zone.

§ 150.337 Navigation of tankers in the
safety zone.

(a) A tanker must not enter or depart
a safety zone except via a designated
safety fairway, unless under force
majeure.

(b) A tanker must not anchor in the
safety zone except in a designated an-
chorage area unless under force
majeure.

(c) A tanker underway in a safety
zone must keep at least 5 miles behind
any other tanker underway ahead of it
in the safety zone.

(d) A tanker must not operate, an-
chor, or be moored in any area of the
safety zone in which the net underkeel
clearance would be less than 5 feet.

§ 150.338 Navigation of support vessels
in the safety zone.

(a) A support vessel must not enter
or move within the safety zone unless

the movement is cleared by the Vessel
Traffic Supervisor.

(b) A support vessel must not anchor
in the safety zone, except in an anchor-
age area or for support vessel mainte-
nance operations cleared by the Vessel
Traffic Supervisor.

§ 150.339 Navigation of other vessels in
the safety zone.

Vessels other than tankers or support
vessels should not enter the safety zone
of a deepwater port unless clearance
has been obtained from the Vessel
Traffic Supervisor.

§ 150.341 Mooring Master.

A tanker must not be underway in
the safety zone unless a Mooring Mas-
ter is on board.

NOTE: The Mooring Master advises the
master of the tanker on operational and ship
control matters that are peculiar to the spe-
cific deepwater port, such as navigational
aids, depth and current characteristics of the
manuevering area, mooring equipment and
procedures, and the port’s vessel traffic con-
trol procedures.

§ 150.342 Assistant Mooring Master.

A tanker must not moor at a SPM
unless an Assistant Mooring Master is
on board.

NOTE: The Assistant Mooring Master is
stationed on the forecastle of the tanker dur-
ing mooring operations to assist the Mooring
Master by reporting position approach data
relative to the SPM and to advise the tanker
personnel in handling of mooring equipment
peculiar to the deepwater port.

§ 150.345 Regulated vessel activities.

(a) Vessel activities permitted and
prohibited at deepwater ports, controls
on those activities, and the specific
safety zone areas in which the controls
apply are listed in Table 150.345(a).

TABLE 150.345(A)—REGULATED VESSEL ACTIVITIES AT DEEPWATER PORTS

Regulated vessel activities

Safety zone

Areas to be
avoided

around each
PPC and

SPM 1

Anchorage
area

Remaining
portion of

safety zone

Tankers calling at port ................................................................................................... C C C
Support vessel movements ........................................................................................... C C C
Transit by vessels other than tankers or support vessels ............................................ N P P
Mooring to SPM by vessels other than tankers or support vessels ............................. F ....................
Anchoring by vessels other than tankers or support vessels ....................................... N F or P N
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TABLE 150.345(A)—REGULATED VESSEL ACTIVITIES AT DEEPWATER PORTS—Continued

Regulated vessel activities

Safety zone

Areas to be
avoided

around each
PPC and

SPM 1

Anchorage
area

Remaining
portion of

safety zone

Fishing, including bottom trawl (shrimping) .................................................................. N P P
Mobile drilling operations of erection of structures 2 ..................................................... N N N
Lightering/transshipment 3 ............................................................................................. N N N

1 The radius of areas to be avoided around each PPC is 600 meters and around each SPM is 500 meters.
2 Not part of Port Installation.
3 Exception, 33 CFR 150.423(e).
NOTE: The person in charge of any vessel planning to enter a safety zone should contact the port Vessel Traffic Supervisor on

Ch. 10 VHF–FM before entry and comply with that person’s instructions.
Key to regulated activities: F—Force majeure. N—Not permitted. C—Tankers calling at port and support vessel movements:

Permitted when cleared by vessel traffic supervisor. P—Vessels other than tankers or support vessels: Permitted when not in im-
mediate area in tanker, clearance by vessel traffic supervisor required. Communications with vessel traffic supervisor required.
For transiting foreign flag vessels, the requirement for clearance to enter the safety zone is advisory in nature.

(b) A deepwater port licensee shall
obtain the permission of the Captain of
the Port having jurisdiction over that
licensee’s port before allowing any ves-
sel activity at the port which is not
listed in Table 150.345(a) or otherwise
provided for in this subpart.

Subpart D—Oil Transfer Operations

§ 150.400 Applicability.
This subpart prescribes rules that

apply to the transfer of oil at a deep-
water port.

§ 150.403 Definitions.
As used in this subpart:
Hose string, both floating and float/

sink type, means that portion of an
SPM–OTS consisting of flexible hose
which connects the vessel’s manifold to
the SPM.

OTS means an oil transfer system of
a deepwater port and includes the
SPM–OTS and the undersea pipeline
running from the PLEM to the onshore
terminal.

PLEM means pipeline and manifold
at the SPM.

Single Point Mooring (SPM) means an
offshore berth which provides a link be-
tween the undersea pipeline and a
moored vessel for the transfer of oil
and to which the vessel can be secured
and can weathervane during the oil
transfer.

SPM–OTS means that portion of an
OTS from the PLEM to the end of the
hose string that connects to the mani-
fold on the vessel.

§ 150.405 Periodic tests and inspec-
tions: OTS components.

No person may transfer oil through
an OTS at a deepwater port unless:

(a) The SPM–OTS of the OTS has
been tested and inspected as required
for maintenance of class in accordance
with the Rules for Building and
Classing Single Point Moorings pub-
lished by the American Bureau of Ship-
ping;

(b) Each oil transfer hose in the
SPM–OTS of the OTS in which the
maximum pressure rating of the manu-
facturer has been exceeded, except
when exceeded for testing required by
this section, has, since the pressure
was exceeded, been:

(1) Removed;
(2) Hydrostatically tested to 1.5 times

its maximum working pressure; and
(3) Visually examined externally and

internally for evidence of leakage,
loose covers, kinks, bulges, soft spots,
and gouges, cuts, or slashes that pene-
trate the hose reinforcement;

(c) Within the 23 months imme-
diately preceding the month during
which oil transfer operations are to be
conducted, each submarine hose in the
SPM–OTS of the OTS has been removed
from the ends of each submarine cou-
pling, surfaced, and visually examined
externally and internally for evidence
of flaws as described in paragraph (b)(3)
of this section and hydrostatically
tested to 1.5 times its maximum work-
ing pressure; and
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(d) Each submarine hose in the SPM–
OTS of that OTS has been visually ex-
amined in place for evidence of exter-
nal flaws as described in paragraph
(b)(3) of this section since the last time
sea conditions at the deepwater port
required shutdown of oil transfer oper-
ations.

§ 150.407 Periodic tests and inspec-
tions: discharge containment equip-
ment.

No person may transfer oil at a deep-
water port unless the discharge con-
tainment equipment required by Part
149 of this chapter is tested and in-
spected as follows:

(a) Within the five months imme-
diately preceding the month during
which oil transfer operations are to be
conducted at a deepwater port, a visual
examination must have been performed
to determine whether there existed any
conditions that might impair the effec-
tiveness of the equipment in per-
forming its intended function. This vis-
ual examination must include the con-
dition of such items as fabric and fab-
ric coatings, seams and bonding points,
metal hardware parts, shackles, fit-
tings, towing and other lines, cables,
flotation devices, inflation mecha-
nisms, and any other components inte-
gral to the equipment.

(b) Within the 11 months imme-
diately preceding the month during
which oil transfer operations are to be
conducted at a deepwater port, rep-
resentative pieces or sections of the
containment equipment must:

(1) Have been deployed under simu-
lated discharge conditions and the in-
tegrity of equipment strength mem-
bers, containment skirt, flotation de-
vices, and any other design perform-
ance factors of the equipment tested;
or

(2) Have been deployed under actual
discharge conditions.

§ 150.409 Periodic tests and inspec-
tions: removal material and equip-
ment.

No person may transfer oil at a deep-
water port unless the removal material
and equipment required by Part 149 of
this chapter is tested and inspected as
follows:

(a) Within the two months imme-
diately preceding the month during
which oil transfer operations are to be
conducted at a deepwater port, any ma-
chinery, pumps, hydraulic parts, and
other operating features of removal
equipment must have been visually ex-
amined and operated in accordance
with the instructions of the manufac-
turer.

(b) Within the 11 months imme-
diately preceding the month during
which oil transfer operations are to be
conducted at a deepwater port, the re-
moval equipment must have been test-
ed in conjunction with the contain-
ment equipment deployment required
by § 150.407(b).

§ 150.411 Repair or replacement of
equipment.

(a) Whenever any component of a
deepwater port that affects the safety
or integrity of the oil transfer oper-
ation is found to be inoperative or oth-
erwise defective, the licensee shall re-
place or repair the component before
further oil transfer operations are un-
dertaken using the affected OTS. The
repaired or replaced component must
meet or exceed the original specifica-
tions.

(b) Whenever an item of discharge
containment and removal material or
equipment required by § 149.319 of this
chapter is found to be inoperative or
otherwise defective, the licensee shall
replace or repair the item before fur-
ther oil transfer operations are under-
taken. The repaired or replaced item
must meet or exceed the original speci-
fications.

§ 150.413 Requirements for oil trans-
fer.

No person may transfer oil through
an OTS unless:

(a) Before connecting the hose string
to the vessel manifold at the start of
each oil transfer operation, it is deter-
mined by in-place visual examination
that the hose string in use for that
transfer operation has no leakage,
loose covers, kinks, bulges, soft spots,
and no gouges, cuts, or slashes that
penetrate the hose reinforcement;
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(b) During each oil transfer oper-
ation, it is determined by visual exam-
ination that the hose string in use for
that transfer operation has no leakage;

(c) The vessel’s mooring attachment
to the SPM is strong enough to hold in
all expected conditions of surge, cur-
rent, and weather;

(d) Oil transfer hoses are long enough
to allow the vessel to move to the lim-
its of its mooring attachment to the
SPM without placing strain on the
hoses;

(e) Each oil transfer hose is sup-
ported in a manner that prevents
strain on its coupling;

(f) Each part of the OTS necessary to
allow the flow of oil is lined up for the
transfer;

(g) Each part of the OTS not nec-
essary for the transfer operation is se-
curely blanked or shut off;

(h) Except when used to receive or
discharge ballast, each overboard dis-
charge or sea suction valve that is con-
nected to the vessel’s oil transfer, bal-
last, or cargo tank systems is sealed,
lashed, or locked in the closed position;

(i) Each connection in the OTS meets
the requirements of § 150.415;

(j) The discharge containment and re-
moval material and equipment re-
quired by § 149.319 of this chapter is in
place;

(k) Each scupper and overboard drain
on the vessel is closed;

(l) Any continuing loss of oil from
the coupling at the vessel manifold
does not overflow the drip pan under
the manifold;

(m) The communications equipment
required by § 149.317 of this chapter is
operative for the transfer operation;

(n) The emergency means of shut-
down required by Part 149 of this chap-
ter is in position and operative;

(o) The Cargo Transfer Supervisor,
Cargo Transfer Assistant, and any
other designated personnel are on duty
and present to conduct the transfer op-
erations in accordance with the Oper-
ations Manual and with the oil transfer
procedures that apply to the vessel
during the transfer operation;

(p) The vessel’s officer in charge of
cargo transfer and the Cargo Transfer
Assistant have held a conference and
each understands the following details
of the transfer operations:

(1) The identity of the product to be
transferred.

(2) The sequence of transfer oper-
ations.

(3) The transfer rate.
(4) The name or title and location of

each person participating in the trans-
fer operation.

(5) Particulars of the transferring
and receiving systems.

(6) Critical stages of the transfer op-
eration.

(7) Federal regulations that apply to
the transfer of oil.

(8) Emergency procedures.
(9) Discharge containment proce-

dures.
(10) Discharge reporting procedures.
(11) Watch or shift arrangement.
(12) Transfer shutdown procedures;
(q) The vessel’s officer in charge of

cargo transfer and the Cargo Transfer
Assistant agree to begin the transfer
operation;

(r) Flame screens are structurally
sound and securely fastened in place in
all cargo tank vents and ullage holes
on the vessel; and

(s) The declaration of inspection re-
quired by § 150.417 is executed.

§ 150.415 Requirements for connec-
tions.

(a) The licensee shall provide suit-
able adaptors, to allow connection of
the hose string to a vessel manifold,
that meet any one of the following
flange standards:

(1) American National Standards In-
stitute (ANSI).

(2) British Standard (BS).
(3) German Standard (DIN).
(4) Japanese Industrial Standard

(JIS).
(5) Universal Metric Standard.
(b) Each temporary connection be-

tween the hose string and a vessel
manifold must:

(1) Be made using either:
(i) A bolted coupling; or
(ii) A quick-connect coupling ap-

proved under § 156.130(c)(2) of this chap-
ter;

(2) Have suitable materials in joints
and couplings to make a tight seal;

(3) If using an American National
Standards Institute (ANSI) standard
bolted flange coupling, have a bolt in
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at least every other hole of the cou-
pling and in no case less than four
bolts;

(4) If using a bolted coupling other
than an ANSI standard bolted flange
coupling, have a bolt in each hole of
the coupling;

(5) Have bolts in each bolted coupling
that are all:

(i) The same size;
(ii) Tightened so as to uniformly dis-

tribute the load around the coupling;
and

(iii) Free of any signs of strain, elon-
gation or deterioration; and

(6) Be made and broken in the pres-
ence of and under the direct super-
vision of the Cargo Transfer Assistant.

§ 150.417 Declaration of inspection.

(a) No person may transfer oil at a
deepwater port unless a declaration of
inspection has been executed before the
start of each oil transfer operation by
the Cargo Transfer Assistant and the
vessel’s officer in charge of cargo
transfer.

(b) The declaration of inspection re-
quired by paragraph (a) of this section
may be in any form but must contain:

(1) The name of the tanker and berth
to which moored;

(2) The date the oil transfer oper-
ation will start;

(3) Certification by the Cargo Trans-
fer Assistant and the vessel’s officer in
charge of cargo transfer that the re-
quirements for oil transfer specified in
§ 150.413, and the pre-transfer proce-
dures described in the Operations Man-
ual, have been followed; and

(4) The signatures of the Cargo
Transfer Assistant and the vessel’s offi-
cer in charge of cargo transfer.

§ 150.419 Stopping transfer operations.

(a) Before stopping the flow of oil
during an offloading operation at a
deepwater port, the Cargo Transfer Su-
pervisor shall advise the vessel’s officer
in charge of oil transfer of the intent
to do so.

(b) Before stopping the flow of oil
during an onloading operation at a
deepwater port, the vessel’s officer in
charge of oil transfer shall advise the
Cargo Transfer Supervisor of the intent
to do so.

(c) Before disconnecting the hose
string from the vessel manifold, the
Cargo Transfer Assistant shall ensure
that the shut-off valve described in
§ 149.307 of this chapter is secured in
the closed position.

(d) Before returning the hose string
to the water after disconnection, the
Cargo Transfer Assistant shall ensure
that the blank flange described in
§ 149.307 of this chapter is secured in
place and has:

(1) Suitable material in the coupling
to make a tight seal;

(2) A bolt in each hole of the cou-
pling; and

(3) Bolts in the coupling that are all:
(i) The same size;
(ii) Tightened so as to uniformly dis-

tribute the load around the coupling;
and

(iii) Free of any signs of strain, elon-
gation, or deterioration.

§ 150.421 Displacement of oil in an
SPM–OTS with water.

The Port Superintendent shall ensure
that the oil in an SPM–OTS is dis-
placed with water, and the valve at the
PLEM closed, whenever:

(a) A storm warning has been re-
ceived forecasting weather conditions
that will exceed the design operating
criteria listed in the Operations Man-
ual for the SPM–OTS;

(b) A vessel is about to depart the
SPM because of storm conditions; or

(c) The SPM is not scheduled for use
in an oil transfer operation within the
next 7 days.

§ 150.423 Limitations.

No person may transfer oil at a deep-
water port:

(a) Unless a Port Superintendent is
on duty at the port;

(b) During a severe electrical storm
in the vicinity of the deepwater port;

(c) During a fire at the deepwater
port, receiving terminal on shore, or
aboard a vessel berthed at the deep-
water port, unless it is determined by
the Port Superintendent that an oil
transfer should be resumed as a safety
measure;

(d) Unless there are personnel and
equipment at the port, not presently
engaged in discharge containment and
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removal operations, sufficient to con-
tain and remove the discharges speci-
fied in § 149.319(a);

(e) By lighterage, except in bun-
kering operations, unless otherwise au-
thorized by the Captain of the Port; or

(f) Unless the weather conditions at
the port meet the minimum operating
conditions prescribed in the Operations
Manual for transferring oil at the port.

§ 150.425 Suspension of oil transfer op-
erations.

(a) The Captain of the Port may
order the licensee to suspend oil trans-
fer operations if the Captain of the
Port finds that there is a condition re-
quiring immediate action to prevent
the discharge or threat of discharge of
oil or to protect the safety of life and
property.

(b) An order of suspension may be
made effective immediately.

(c) The order of suspension states
each condition requiring immediate ac-
tion.

(d) The licensee may petition the Dis-
trict Commander, in writing or in any
manner if the order of suspension is ef-
fective immediately, to reconsider the
order of suspension. The decision of the
District Commander is final agency ac-
tion.

[CGD 75–002, 40 FR 52572, Nov. 10, 1975; 40 FR
58144, Dec. 15, 1975]

Subpart E—Operations

§ 150.500 Applicability.

The rules in this subpart apply to op-
erations at a deepwater port.

§ 150.503 Maintenance of equipment.

(a) The licensee shall maintain each
item of equipment required under this
subchapter in operative condition or
shall replace it with an item in good
condition.

(b) The licensee shall maintain each
excess item of equipment required
under this subchapter in operative con-
dition or shall remove it from serv- ice.

§ 150.504 Fire main system.

The licensee may use the fire main
system only for firefighting and
deckwashing.

§ 150.505 Fire pump.
The licensee shall keep at least one

of the fire pumps required by this sub-
chapter ready for use on the fire main
system at all times.

§ 150.507 Firehose: Connection and
stowage.

(a) Except as otherwise provided in
paragraph (c) of this section, the li-
censee shall keep at least one length of
firehose with a combination nozzle con-
nected to each fire hydrant at all
times.

(b) The licensee shall stow each fire-
hose connected to a fire hydrant on a
hose rack when not in use.

(c) A firehose in an exposed location
may temporarily be removed from an
exposed location to protect the firehose
from damage during heavy weather.

(d) If the edge of a platform deck is in
an exposed location, the licensee shall
keep enough lengths of fire hose con-
nected to the hydrant nearest the edge
to allow 10 feet of hose, when pressur-
ized, to curve over the edge.

§ 150.508 Lifesaving equipment.
(a) The licensee shall stow each in-

flatable life raft required by § 149.521 of
this subchapter as near as practicable
to launching equipment for the life
raft.

(b) The licensee shall test lifeboat
launching equipment required by
§ 149.524 of this subchapter immediately
after installation in accordance with 46
CFR 94.35–5.

§ 150.509 Use of personal protection
equipment.

(a) When any person is in a work
area, the licensee shall ensure that
such person wears:

(1) Safety shoes that meet the speci-
fications prescribed by the American
National Standard Institute (ANSI) Re-
quirements for Men’s Safety-Toe
Footware, Z41.1; and

(2) Protective hats that meet the
specifications prescribed by the ANSI
Safety Requirements for Industrial
Head Protection, Z89.1.

(b) When an eye hazard from flying
particles or heavy dust exists, the li-
censee shall ensure that each person in
the area of the hazard is wearing eye
protection equipment that meets the
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specifications prescribed by the ANSI
Practice for Occupational and Edu-
cational Eye and Face Protection,
Z87.1.

(c) When hazardous work is being
performed, the licensee shall ensure
that any person who wears corrective
eye glasses wear eye protection equip-
ment that can be worn over eye glass-
es, or prescription ground safety lenses
that meet the specifications prescribed
by the ANSI Practice for Occupational
and Educational Eye and Face Protec-
tion, Z87.1, if these lenses provide pro-
tection against the hazard involved.

(d) When handling hazardous mate-
rials the licensee shall ensure that all
personnel in the area are wearing suit-
able protective clothing and equip-
ment.

(e) When any person is exposed to
combinations of sound levels and dura-
tions exceeding those listed in Table
150.509(e) the licensee shall ensure that
the person is wearing ear protection
equipment that reduces sound levels to
or below the listed levels.

(f) When any person is working over
or near the water, the licensee shall en-
sure that the person wears either a uni-
cellular plastic foam work vest that
meets the requirements of 46 CFR
160.053 or a life preserver that meets
the requirements of 46 CFR 160.002,
160.005, or 160.055.

TABLE 150.509 MAXIMUM PERMISSIBLE NOISE
EXPOSURES 1

Duration per day/hours

Sound
level 2 dBA

slow re-
sponse

8 ........................................................................... 90
6 ........................................................................... 92
4 ........................................................................... 95
3 ........................................................................... 97
2 ........................................................................... 100
11⁄2 ....................................................................... 102
1 ........................................................................... 105
1⁄2 ......................................................................... 110
1⁄4 ......................................................................... 115

1 When the daily noise exposure is composed of two or
more periods of noise exposure of different levels, their com-
bined effect must be considered rather than the individual ef-
fect of each. If the sum of the fractions

(C1 + C2 + . . . Cn)

T1 T2 Tn

is more than one, then, the mixed exposure exceeds the
limit value. (Cn) is the total time of exposure at a specified
noise level. (Tn) is the total time of exposure permitted at that
level.

Exposure to impulsive or impact noise should not exceed
140 dB peak sound pressure level.

2 Measured on the A scale of a standard sound level meter
at slow response.

[CGD 75–002, 40 FR 52572, Nov. 10, 1975; 40 FR
58144, Dec. 15, 1975]

§ 150.511 Maintenance of personal pro-
tection equipment.

(a) The licensee shall clean and dis-
infect eye protection equipment that
has been used before it is reissued.

(b) The licensee shall clean and dis-
infect protective hats that have been
worn before they are reissued.

§ 150.513 Sanitation.

The licensee shall ensure that gar-
bage is covered and that no person is
working in the vicinity of uncovered
garbage or of overboard discharges
from sanitary lines that are not pro-
tected by a baffle or splash boards.

§ 150.515 Refueling for aircraft.

If the PPC is not equipped with a per-
manent fueling facility for aircraft, no
person may fuel or cause or authorize
the fueling of aircraft unless he has re-
ceived the permission of the Captain of
the Port.

§ 150.516 Aircraft operations.

The licensee shall ensure that appro-
priately clothed and sufficiently quali-
fied fire fighting and rescue personnel
to man equipment and effect a rescue
are present during aircraft operations.

§ 150.517 Station bill.

(a) The licensee shall post copies of a
station bill on each PPC.

(b) The licensee shall designate in
writing on the station bill, by title and
in order of succession, each person on
the PPC who is a person in charge of
the PPC for purposes of supervision in
an emergency.

(c) The station bill must set forth:
(1) The special duties and duty sta-

tions of each person, by name, on the
PPC for each emergency listed in the
Operations Manual that involves the
use or application of equipment re-
quired by Part 149 of this chapter; and

(2) The signals for calling persons to
their emergency stations and for aban-
doning the PPC.
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§ 150.519 Emergency drills.

The licensee shall conduct each
emergency drill specified in the Oper-
ations Manual at least once every 30
days.

§ 150.521 Housekeeping.

(a) The licensee shall keep walking
and working areas clear of all loose
hazards that could cause tripping or
stumbling.

(b) The licensee shall store portable
equipment when it is not in use.

(c) The licensee shall eliminate slip-
pery conditions on the platform as
soon as practicable.

(d) No person may suspend a portable
light by its cord unless the means of
attachment of the cord to the light
prevents the light from being sus-
pended by the electrical connections.

(e) The licensee shall keep each area
near a lifeboat, inflatable life raft, or
means of escape described in §§ 149.421
and 149.423 of this chapter clear of ob-
structions that would interfere with
immediate use of the lifeboat, life raft,
or means of escape.

§ 150.523 Illumination.

(a) The licensee shall illuminate each
walking and working area.

(b) No person may enter any dark
place that does not have installed illu-
mination unless he has a flashlight or
other suitable portable light.

(c) No person may use matches or
open flame lights as illumination.

§ 150.525 Emergency Medical Techni-
cian.

The licensee shall ensure that at
least one person who holds a certificate
of completion of the Department of
Transportation, National Highway
Traffic Safety Administration Basic
Training Course (81 hours), from a
state or from the National Registry of
Emergency Medical Technicians, is on
the PPC at all times.

§ 150.527 First aid station.

(a) The licensee shall ensure each
first aid station on a PPC has enough
medical supplies and equipment for the
Emergency Medical Technician to pro-
vide emergency medical care.

(b) The first aid station may not be
used for any purpose that prevents its
immediate use as a first aid station.

Subpart F—Aids to Navigation at
Deepwater Ports

§ 150.601 Applicability.
The rules in this subpart apply to the

operation of aids to navigation at a
deepwater port.

§ 150.603 Applicability of other regula-
tions.

Section 66.01–20 of this chapter also
applies to aids to navigation at a deep-
water port.

§ 150.605 Aids to navigation: power
supply.

The licensee shall maintain:
(a) Voltage at every operating lamp

of each light at or above the operating
voltage listed on the light; and

(b) The input power to the fog signal
at or above the minimum input power
listed on the fog signal.

§ 150.607 Lights.
(a) The licensee shall display each

light required in Part 149 of this sub-
chapter between sunset and sunrise
local time.

(b) During construction of a platform
or SPM, the licensee shall mark the
structure with at least one of the fol-
lowing:

(1) The obstruction lights required in
Part 149 of this chapter for the struc-
ture.

(2) The fixed lights of a vessel attend-
ing the structure.

(3) General illumination lights on the
structure that meet or exceed the in-
tensity requirements for the obstruc-
tion lights required in Part 149 of this
subchapter for the structure.

(c) The licensee shall ensure that
each light using a lens is operated with
the light source at the focal point of
the lens as determined by the means
required in § 149.724 of this subchapter.

(d) The licensee shall ensure that the
focal plane of each platform obstruc-
tion light when operated, and of the ro-
tating lighted beacon when operated, is
always coincident with the horizontal
plane passing through the light source.
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§ 150.611 Fog signals.
(a) The licensee shall operate the fog

signal on each PPC whenever the visi-
bility in any horizontal direction from
the structure is less than 5 miles.

(b) During construction of a plat-
form, compliance with paragraph (a) of
this section is not required if the PPC
is attended by a vessel moored along-
side the platform and the vessel sounds
a 2 second whistle blast every 20 sec-
onds whenever the visibility in any
horizontal direction from the vessel is
less than 5 miles.

Subpart G—Reports and Records
§ 150.701 Applicability.

This subpart prescribes reports to be
submitted by the licensee and records
and other information to be main-
tained by the licensee.

REPORTS

§ 150.703 Maintenance of ABS classi-
fication.

Whenever the licensee submits a re-
port to the American Bureau of Ship-
ping (ABS) that is required for mainte-
nance of SPM class in accordance with
ABS Rules for Building and Classing
Single Point Moorings, he shall submit
a copy of the report to the Com-
mandant, U.S. Coast Guard.

§ 150.705 Aid to navigation discrep-
ancy.

The licensee shall report promptly to
the District Commander, by the fastest
means of communications available,
any discrepancy affecting the proper
operation or characteristics of any aid
to navigation at the deepwater port,
whenever a discrepancy exists. Correc-
tion of the discrepancy shall also be re-
ported promptly. The initial discrep-
ancy report must include:

(a) Name or designation of aid;
(b) Location of aid;
(c) Nature of discrepancy; and
(d) Estimated time of correction.

§ 150.707 Oil throughput report.
(a) Each deepwater port licensee

shall mail or deliver to the Adminis-
trator of the Deepwater Port Liability
Fund, at the address listed in § 137.105
of this chapter, on a monthly basis, be-

ginning the fifteenth day of the month
immediately following the commence-
ment of oil transfer operations, and the
fifteenth of each month thereafter, a
report on the oil throughput of the
deepwater port.

(b) The oil throughput report re-
quired by paragraph (a) of this section
may be submitted in any format but
must contain the volume of oil cargo,
measured in barrels, loaded or un-
loaded at the deepwater port during
the previous month.

(Secs. 10(a), 18(j)(1), 88 Stat. 2137, 2144 (33
U.S.C. 1509(a), 1517(j)(1)); 49 CFR 1.46)

[CGD 79–158, 47 FR 27488, June 24, 1982]

§ 150.711 Casualty or accident.
(a) The licensee shall submit to the

Officer-in-Charge, Marine Inspection, a
report of casualty or accident when-
ever any of the following occur:

(1) Any component of a deepwater
port which is hit by a vessel and total
damage to all property is in excess of
$25,000. Damage cost includes the cost
of labor and material to restore the
property to the service condition which
existed prior to the casualty, but does
not include the cost of salvage, clean-
ing, gas freeing, drydocking or demur-
rage.

(2) Damage to the deepwater port in
excess of $25,000.

(3) Material damage affecting the
usefulness of lifesaving or fire fighting
equipment.

(4) Loss of life.
(5) Injury causing any person to re-

main incapacitated for more than 72
hours, arising from or directly con-
nected with the use or employment of
any emergency equipment described in
Part 149 of this chapter.

(6) Loss of life or injury causing any
person to be incapacitated for a period
in excess of 72 hours as a result of div-
ing using underwater breathing appa-
ratus.

(b) The deepwater port casualty or
accident report, written in narrative
form, must contain the following infor-
mation:

(1) Name, number, or other designa-
tion of the deepwater port.

(2) Names and addresses of the owner,
his agent, operator and the person in
charge.
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(3) Nature and probable cause of the
casualty or accident.

(4) Date and time the casualty or ac-
cident occurred, if known, otherwise
approximately when it occurred.

(5) Details of damage, especially with
respect to lifesaving and fire fighting
equipment.

(6) Nature and extent of injury to any
person.

(7) Names and addresses of persons
involved.

(8) Other comments, especially with
respect to use or need for emergency
equipment.

(9) The vessel casualty reporting re-
quirements relating to alcohol or drug
involvement as specified in the vessel
casualty reporting requirements of 46
CFR 4.05–12.

(c) In the investigations of casualties
and accidents occurring at deepwater
ports, the procedures in 46 CFR Part 4
for marine casualties apply.

[CGD 75–002, 40 FR 52572, Nov. 10, 1975, as
amended by CGD 76–170a, 45 FR 77434, Nov.
24, 1980; CGD 82–069a, 50 FR 14216, Apr. 11,
1985; CDG 84–099, 52 FR 47533, Dec. 14, 1987]

§ 150.713 Sabotage or subersive activ-
ity.

The licensee shall report to the Cap-
tain of the Port any evidence of sabo-
tage or subversive activity involving or
endangering any vessel at the deep-
water port, or the deepwater port, im-
mediately, by the fastest possible
means of communication upon dis-
covery. Written confirmation must fol-
low.

RECORDS

§ 150.751 General.
(a) The licensee shall maintain copies

of all reports, records, test and inspec-
tion results, and operating data re-
quired by these rules in a manner suit-
able for Coast Guard inspection at the
deepwater port or an adjacent onshore
facility.

(b) Except as specified in §§ 150.753
through 150.759, these copies must be
maintained for three years.

§ 150.753 Key personnel: Designations
and qualifications.

The licensee shall retain documenta-
tion of the designation and qualifica-

tions of key port personnel for the du-
ration of each individual’s employment
at the port. The documentation must
include:

(a) Designations required by §§ 150.205
through 150.215; and

(b) Qualifications of personnel re-
quired by §§ 150.205 through 150.215.

§ 150.755 Port inspection records.
(a) The licensee shall maintain a

record of all machinery, both fixed and
portable, such as generators, cargo
pumps, fire pumps, and discharge con-
tainment and removal systems. This
record must contain, for each piece of
machinery:

(1) Nameplate and general descriptive
data;

(2) Serial number;
(3) Location and purpose; and
(4) Record of tests and inspections.
(b) The licensee shall maintain a

record of all fire fighting, lifesaving,
and other emergency equipment, such
as fire hoses, nozzles, applicators, fire
extinguishers, life rafts, life preservers,
and alarm systems. This record must
contain, for each piece of emergency
equipment:

(1) Nameplate and general descriptive
data;

(2) Serial number;
(3) Location and purpose; and
(4) Record of tests and inspections.
(c) The licensee shall retain for one

year a record of each monthly emer-
gency drill required by § 150.519. The
record must contain the date, time,
and signature of the person in charge
at the time of the drill.

(d) The licensee shall retain for three
years a record of each test and inspec-
tion performed by port personnel. The
record must contain the date and re-
sults of the test or inspection and the
signature of the person conducting the
test or inspection. These tests and in-
spections include, but are not limited
to, those required in §§ 150.405 through
150.409 for oil transfer systems, dis-
charge containment equipment, and
discharge removal material and equip-
ment, and those required for mainte-
nance of ABS Classification, as speci-
fied in the ‘‘Rules for Building and
Classing of Single Point Moorings,’’
published by the American Bureau of
Shipping.
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§ 150.757 Oil throughput log.

The licensee shall maintain an oil
throughput log, from which the report
of oil throughput required by § 150.707 is
prepared. Records in this log must be
retained for three years, and must
specify for each oil transfer operation:

(a) Vessel name, nationality, owner,
and date of arrival;

(b) Country of origin of crude oil; and
(c) Total quantity in barrels of oil

transferred.

§ 150.759 Declaration of inspection.

The licensee shall retain signed cop-
ies of the declaration of inspection
forms required by § 150.417 for one
month from date of signature.

APPENDIX A TO PART 150—DEEPWATER
PORT SAFETY ZONE BOUNDARIES

I. Purpose. This appendix contains a gen-
eral description of the deepwater port safety
zone designated and developed during the li-
cense application review process for each
deepwater port that has been authorized for
contruction and operation off the United
States coastline. Annexes show, to the near-
est second of latitude and longitude, the geo-
graphical boundaries of each resultant safety
zone. (Shipping safety fairways associated
with the Deepwater Ports are descibed in
Part 166 of this Title.)

The regulations in Subpart C of this part
concerning vessel navigation and activities
permitted and prohibited at U.S. deepwater
ports apply only in the safety zone areas and
adjacent waters and supplement the Inter-
national Regulations for Preventing Colli-
sions at Sea.

II. Authority. Section 10(d) of the Deep-
water Port Act of 1974 (88 Stat. 2138 (33
U.S.C. 1509(d))) and Section 4(c) of the Ports
and Waterways Safety Act, as amended (33
U.S.C. 1223(c)); 49 CFR 1.46.

III. General. Deepwater port safety zones
are established to promote safety of life and
property, marine environmental protection
and navigational safety at any deepwater
port and adjacent waters. In a deepwater
port safety zone no installations, structures,
or uses that are incompatible with port oper-
ations are permitted. The configuration of
each designated safety zone is depicted on
current editions of the navigational charts
that cover the deepwater port area.

IV. Modifications. Safety zone boundaries
are subject to modification as experience is
gained in U.S. deepwaters port operations.
Modifications will be made only after due
notification and consideration of the views
of interested persons.

V. Geographic coordinates expressed in
terms of latitude or longitude, or both, are
not intended for plotting on maps or charts
whose referenced horizontal datum is the
North American Datum of 1983 (NAD 83), un-
less such geographic coordinates are ex-
pressly labeled NAD 83. Geographic coordi-
nates without the NAD 83 reference may be
plotted on maps or charts referenced to NAD
83 only after application of the appropriate
corrections that are published on the par-
ticular map or chart being used.

ANNEX A—LOOP, INC. DEEPWATER PORT,
GULF OF MEXICO

[(a) Deepwater Port Safety Zone]

Latitude N. Longitude
W.

(1) Starting at:

28°55′23′′ ............................................................. 90°00′37′′

(2) A rhumb line to

28°53′50′′ ............................................................. 90°04′07′′

(3) Then an arc with a 4,465 meter (4,883
yard) radius centered at the port pumping
platform complex (PPC),

28°53′06′′ ............................................................. 90°01′30′′

(4) to a point

28°51′07′′ ............................................................. 90°03′06′′

(5) Then a rhumb line to

28°50′09′′ ............................................................. 90°02′24′′

(6) Then a rhumb line to

28°49′05′′ ............................................................. 89°55′54′′

(7) Then a rhumb line to

28°48′36′′ ............................................................. 89°55′00′′

(8) Then a rhumb line to

28°52′04′′ ............................................................. 89°52′42′′

(9) Then a rhumb line to

28°53′10′′ ............................................................. 89°53′42′′

(10) Then a rhumb line to

28°54′52′′ ............................................................. 89°57′00′′

(11) Then a rhumb line to

28°54′52′′ ............................................................. 89°59′36′′

(12) Then an arc with a 4,465 meter (4,883
yard) radius centered again at the port PPC,

(13) To the point of starting,

28°55′23′′ ............................................................. 90°00′37′′

(b) Areas to be Avoided. The seven areas
within the safety zone to be avoided are as
follows:
(1) The area encompassed within a circle
having a 600 meter radius around the port
PPC and centered at:
Latitude N. Longitude W.

28°53′06′′ 90°01′30′′
(2) The six areas encompassed within a circle
having a 500 meter radius around each single
point mooring (SPM) at the port and cen-
tered at:
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Latitude N. Longitude W.
28°54′12′′ 90°00′37′′
28°53′16′′ 89°59′59′′
28°52′15′′ 90°00′19′′
28°51′45′′ 90°01′25′′
28°52′08′′ 90°02′33′′
28°53′07′′ 90°03′02′′

(c) Anchorage Area. The area within the
safety zone enclosed by rhumb lines joining
points at:
Latitude N. Longitude W.

28°52′21′′ 89°57′47′′

28°54′05′′ 89°56′38′′
28°52′04′′ 89°52′42′′
28°50′20′′ 89°53′51′′
28°52′21′′ 89°57′47′′

(Sec. 10(a)(b)(d), 88 Stat. 2137–38 (33 U.S.C.
1509(a)(b)(d)); Sec. 4, 92 Stat. 1473–74 (33
U.S.C. 1223); 49 CFR 1.46)

[CGD 76–096, 45 FR 85649, Dec. 29, 1980, as
amended by CGD 85–044, 50 FR 26990, July 1,
1985; CGD 86–082, 52 FR 33811, Sept. 8, 1987;
CGD 93–080, 59 FR 17482, Apr. 13, 1994]

VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00233 Fmt 8010 Sfmt 8002 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T



VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00234 Fmt 8010 Sfmt 8002 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T



235

INDEX TO SUBCHAPTER NN—DEEPWATER PORTS
EDITORIAL NOTE: This listing is provided for informational purposes only. It is compiled

and kept up-to-date by the Coast Guard, Department of Transportation.

Section

A
Administrative Law Judge...........................................................................Part 148

Assignment of administrative law judge ..................................................... 148.253
Authority of the administrative law judge.................................................. 148.257
Jurisdiction of the administrative law judge .............................................. 148.255

Aids to Navigation at Deepwater Ports
Applicability.................................................................................... 149.701, 150.601
Applicability of other regulations ................................................... 149.705, 150.603

Applications for ATON ................................................................................... 149.707
Fog signals................................................................................................... 150.611
Lights .......................................................................................................... 150.607
Power supply ............................................................................................... 150.605

Application Proceeding.............................................................................Subpart C
Applicability................................................................................................ 148.203

Applications..............................................................................................Subpart B
Changes to ................................................................................................... 148.213
Processing.................................................................................................... 148.211
Withdrawal .................................................................................................. 148.215

Approval or Denial of an Application .......................................................Subpart C
Criteria and consideration........................................................................... 148.323
Decision process........................................................................................... 148.321
Multiple applications................................................................................... 148.325
Termination of proceeding before approval or denial.................................. 148.327

Availability of documents in the record......................................................... 148.207

B
Buoys .....................................................................................................................

Characteristics ............................................................................................ 149.773
Light intensity ............................................................................................ 149.775
Number and location ................................................................................... 149.771

C
Claims and objection ...................................................................................... 148.219
Clearances for

Definitions ................................................................................................... 150.303
Mooring Master ........................................................................................... 150.341
Other vessels................................................................................................ 150.317
Support vessels ............................................................................................ 150.315
Tankers........................................................................................................ 150.313

Clerk; docket; record ...................................................................................... 148.205

D
Design, construction, and equipment...........................................................Part 149
Designation of adjacent Coastal States .......................................................... 148.217

VerDate 11<MAY>2000 14:27 Aug 31, 2000 Jkt 190123 PO 00000 Frm 00235 Fmt 8014 Sfmt 8014 Y:\SGML\190123T.XXX pfrm11 PsN: 190123T



236

Subchapter NN

Deepwater Ports Regulations ...................................................................Subpart F
Applicability................................................................................................ 148.601
Coordination with States............................................................................. 148.605
Environmental review criteria ..........................................Appendix A to Part 148
Exemption criteria ...................................................................................... 148.607
Petition for exemption ................................................................................ 148.603

Deepwater Port Safety Zone Boundaries..............................Appendix A to Part 150
Loop, Inc.; Gulf of Mexico; geographic coordinates......Annex A to Appendix A of

Part 150
Design and Equipment

Applicability................................................................................................ 149.201
Construction ................................................................................................ 149.206
Design standards.......................................................................................... 149.205
Emergency equipment ................................................................................. 149.211
Engineering drawings and specifications (Fixed marine and Floating

marine components) .............................................................................. 149.203
First aid station .......................................................................................... 149.217

F
Fire Extinguishing Systems, other................................................................. 149.481
Fire Fighting Equipment

Axes ............................................................................................................. 149.515
Extinguishers

Landing areas with fueling facility...........................................................149.513
Landing areas with no fueling facility......................................................149.511
Location....................................................................................................149.503
Marking.....................................................................................................149.507
Portable and semiportable ........................................................................149.501
Spare charges ............................................................................................149.505

Fire detection and alarm systems ............................................................... 149.491
Fire hose

Coupling ....................................................................................................149.471
Nozzle ........................................................................................................149.473
Rack..........................................................................................................149.467
Size............................................................................................................149.469

Fire hydrants............................................................................................... 149.457
Access........................................................................................................149.463
Fire hydrant and control valve shutoff valve ...........................................149.461
Outlet ........................................................................................................149.459

Fireman’s outfits ............................................................................................ 149.517
Fire pumps...................................................................................................... 149.453
Fire pump locations........................................................................................ 149.455
Fire fighting systems for helicopter pads....................................................... 149.483
Fixed fire main system for water ................................................................... 149.451
Fog Signal ...................................................................................................... 149.779
Formal Hearings .......................................................................................Subpart C

A person not a party .................................................................................... 148.265
Appearance and practice.............................................................................. 148.267
Assignment of administrative law judge ..................................................... 148.253
Authority of the administrative law judge.................................................. 148.257
Conferences.................................................................................................. 148.277
Determination to hold formal hearing; notice of ........................................ 148.251
Evidence ...................................................................................................... 148.289
Ex parte communications............................................................................ 148.259
Filing ........................................................................................................... 148.273
Hearing date ................................................................................................ 148.283
Intervention................................................................................................. 148.263

VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00236 Fmt 8014 Sfmt 8014 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T



237

Index

Jurisdiction of the administrative law judge .............................................. 148.255
Motions........................................................................................................ 148.279
Order of procedure ....................................................................................... 148.287
Parties ......................................................................................................... 148.261
Reporter; transcript; correction .................................................................. 148.285
Requirements for documents ....................................................................... 148.269
Rulings referred or appealed to the Commandant ....................................... 148.291
Service of document; other transmittal ...................................................... 148.275
Subpoenas .................................................................................................... 148.281
Subscription ................................................................................................ 148.271

G
General

ABS classification ....................................................................................... 150.121
Applicability................................................................................................ 150.101
Deviations.................................................................................................... 150.113
Emergency deviations ................................................................................. 150.115
Environmental monitoring.......................................................................... 150.127
License......................................................................................................... 149.105
Licensee ....................................................................................................... 150.103
Purpose ........................................................................................................ 149.101

H
Helicopter ..............................................................................................................

Fueling facilities ......................................................................................... 149.213
Operations, interference with ...................................................................... 149.215

I
Identification of a platform and Single Point Mooring (SPM) ....................... 149.791
Informal Public Hearing ...........................................................................Subpart C

Notice of public hearing .............................................................................. 148.231
Report of public hearing .............................................................................. 148.235
Testimony and argument............................................................................. 148.233

Issuance of a License ...................................................................................... 148.403
Applicability................................................................................................ 148.400
Consultation with adjacent coastal States.................................................. 148.407
Issuance of a license .................................................................................... 148.403

L
Lifesaving Equipment

General alarm system.................................................................................. 149.541
Inflatable life rafts ...................................................................................... 149.523
Launching equipment for inflatable life rafts ............................................. 149.525
Launching equipment for lifeboats.............................................................. 149.524
Lifeboats...................................................................................................... 149.522
Lifeboats and inflatable life rafts: General ................................................. 149.521
Lights, portable ........................................................................................... 149.539
Litters.......................................................................................................... 149.533
Markings

For personal flotation devices (PFD’s) .....................................................149.537
Of general alarm system ...........................................................................149.543
On lifeboats, life rafts, paddles, and oars ..................................................149.535

Personal flotation devices, Type I ............................................................... 149.529
Public address system.................................................................................. 149.545
Radio apparatus, portable............................................................................ 149.527
Ring life buoys, approved (Type IV PFD’s).................................................. 149.526

VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00237 Fmt 8014 Sfmt 8014 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T



238

Subchapter NN

Lights ....................................................................................................................
Characteristics of obstruction lights........................................................... 149.755
Chromaticity ............................................................................................... 149.727
Color ............................................................................................................ 149.725
Display of information................................................................................. 149.729
Focus ........................................................................................................... 149.724
Intensity of obstruction lights .................................................................... 149.757
Intensity of lights, general .......................................................................... 149.723
Leveling ....................................................................................................... 149.759
Light source................................................................................................. 149.721
Markings for piles and pile clusters............................................................. 149.793
Obstruction lights, number and location on a platform and SPM............... 149.751
Obstruction lights, number and location on a floating hose string ............. 149.753
Radar beacon ............................................................................................... 149.795
Rotating lighted beason............................................................................... 149.797

Limits of Liability ...................................................................................Subpart G
Limits of liability........................................................................................ 148.703
Purpose ........................................................................................................ 148.701

N
National Fire Protection Association (NFPA) ............................................... 149.213
Navigation of

Other vessels in the safety zone................................................................... 150.339
Radar surveillance....................................................................................... 150.307
Radio listening watch.................................................................................. 150.311
Regulated vessel activities .......................................................................... 150.345
Report before entering safety zone .............................................................. 150.335
Ship’s routing measures .............................................................................. 150.305
Support vessels in the safety zone ............................................................... 150.338
Tankers in the safety zone........................................................................... 150.337

Notification ...........................................................................................................
To the Commandant .................................................................................... 150.119
To the District Commander......................................................................... 150.117

O
Operations....................................................................................................Part 150

Aircraft operations ...................................................................................... 150.516
Aircraft, refueling for .................................................................................. 150.515
Applicability................................................................................................ 150.500
Emergency drills.......................................................................................... 150.519
Emergency Medical Technician................................................................... 150.525
Firehose: Connection and stowage............................................................... 150.507
Fire main system......................................................................................... 150.504
Fire pump .................................................................................................... 150.505
First aid station .......................................................................................... 150.527
Housekeeping............................................................................................... 150.521
Illumination ................................................................................................ 150.523
Lifesaving equipment .................................................................................. 150.508
Maintenance of equipment .......................................................................... 150.503
Maintenance of personal protection equipment .......................................... 150.511
Personal protection equipment, use of ........................................................ 150.509
Sanitation.................................................................................................... 150.513
Station bill .................................................................................................. 150.517

Operations Manual:
Amendment ................................................................................................. 150.107
Compliance with .......................................................................................... 150.109
Copies .......................................................................................................... 150.106

VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00238 Fmt 8014 Sfmt 8014 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T



239

Index

General ........................................................................................................ 150.105
Response Plans ............................................................................................ 150.129
Water depth measurements ......................................................................... 150.125
Weather monitoring..................................................................................... 150.127

Oil Transfer Operations
Applicability................................................................................................ 150.400
Declaration of Inspection ............................................................................ 150.417
Definitions ................................................................................................... 150.403
Displacement of oil in an SPM-Oil Transfer System (OTS) with

water...................................................................................................... 150.421
Limitations.................................................................................................. 150.423
Periodic tests and inspections: discharge containment equipment ............. 150.407
Periodic tests and inspections: OTS components ........................................ 150.405
Periodic tests and inspections: removal material and equipment ............... 150.409
Repair or replacement of equipment ........................................................... 150.411
Requirements for connections ..................................................................... 150.415
Requirements for oil transfer ...................................................................... 150.413
Stopping transfer operations ....................................................................... 150.419
Suspension of oil transfer operations .......................................................... 150.425

P
Pollution Prevention Equipment

Applicability................................................................................................ 149.301
Blank flange and shutoff valve .................................................................... 149.307
Communication equipment.......................................................................... 149.317
Discharge containment and removal material, and equipment................... 149.319
Malfunction detection system ..................................................................... 149.311
Manually operated shutoff valve ................................................................. 149.309
Oil transfer system alarm............................................................................ 149.313
Marking of oil transfer system alarm.......................................................... 149.315
Overflow and relief valve ............................................................................. 149.303
Pipeline and manifold (PLEM) shutoff valve............................................... 149.305
Special requirement for onloading ports ..................................................... 149.321

R
Reports and Records

Aid to navigation discrepancy ..................................................................... 150.705
Casualty or accident (46 CFR Part 4)........................................................... 150.711
Declaration of Inspection ............................................................................ 150.759
General ........................................................................................................ 150.751
Key personnel: Designations and qualifications .......................................... 150.753
Maintenance of ABS classification.............................................................. 150.703
Oil throughput log ....................................................................................... 150.757
Oil throughput report .................................................................................. 150.707
Sabotage or subversive activity .................................................................. 150.713

Request by Port for determination................................................................. 148.216

S
Safety Equipment

Applicability................................................................................................ 149.401
Curbs, gutters, drains, and reservoirs.......................................................... 149.403
Emergency power......................................................................................... 149.411
Equipment not required on a Pumping Platform

Complex (PPC) ..........................................................................................149.402
Means of escape from helicopter landing pad............................................149.423
Means of escape from platform .................................................................149.421

VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00239 Fmt 8014 Sfmt 8014 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T



240

Subchapter NN

Open sided deck, deck opening, catwalk, and helicopter pad protec-
tion......................................................................................................149.441

Personal landings......................................................................................149.431
Site Evaluation.........................................................................................Subpart E

General conditions of performance.............................................................. 148.505
Notice of proposed site evaluation............................................................... 148.503
Purpose ........................................................................................................ 148.501
Reports ........................................................................................................ 148.507
Suspension and prohibition of activities ..................................................... 148.509
Personal landing illumination..................................................................... 149.433

SPM’s.............................................................................................................. 149.209

V
Vessel Navigation ..................................................................................................

Advance notice of arrival ............................................................................ 150.333
Advisories to tankers................................................................................... 150.309
Applicability................................................................................................ 150.301
Assistant Mooring Master ........................................................................... 150.342

VerDate 11<MAY>2000 15:05 Aug 07, 2000 Jkt 190123 PO 00000 Frm 00240 Fmt 8014 Sfmt 8014 Y:\SGML\190123T.XXX pfrm07 PsN: 190123T


		Superintendent of Documents
	2014-12-31T10:24:29-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




