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(2) A package in which the only ra-
dioactive material is low specific activ-
ity (LSA) material or surface contami-
nated objects (SCO), provided the ex-
ternal radiation level at 3 m from the
unshielded material or objects does not
exceed 10 mSv/h (1 rem/h); or

(3) A package transported within lo-
cations within the United States which
contains only americium or plutonium
in special form with an aggregate ra-
dioactivity not to exceed 20 curies.

(c) A licensee is exempt from all re-
quirements of this part, other than
§§ 71.5 and 71.88, with respect to ship-
ment or carriage of low-specific-activ-
ity (LSA) material in group LSA–I, or
surface contaminated objects (SCOs) in
group SCO–I.

§ 71.11 Deliberate misconduct.
(a) This section applies to any—
(1) Licensee;
(2) Certificate holder;
(3) Quality assurance program ap-

proval holder;
(4) Applicant for a license, certifi-

cate, or quality assurance program ap-
proval;

(5) Contractor (including a supplier
or consultant) or subcontractor, to any
person identified in paragraphs (a)(1)
through (a)(4) of this section; or

(6) Employee of any person identified
in paragraphs (a)(1) through (a)(5) of
this section.

(b) A person identified in paragraph
(a) of this section who knowingly pro-
vides to any entity, listed in para-
graphs (a)(1) through (a)(5) of this sec-
tion any components, materials, or
other goods or services that relate to a
licensee’s, certificate holder’s, quality
assurance program approval holder’s or
applicant’s activities subject to this
part may not:

(1) Engage in deliberate misconduct
that causes or would have caused, if
not detected, a licensee, certificate
holder, quality assurance program ap-
proval holder, or any applicant to be in
violation of any rule, regulation, or
order; or any term, condition, or limi-
tation of any license, certificate or ap-
proval issued by the Commission; or

(2) Deliberately submit to the NRC, a
licensee, a certificate holder, quality
assurance program approval holder, an
applicant for a license, certificate or

quality assurance program approval, or
a licensee’s, applicant’s, certificate
holder’s or quality assurance program
approval holder’s contractor or subcon-
tractor, information that the person
submitting the information knows to
be incomplete or inaccurate in some
respect material to the NRC.

(c) A person who violates paragraph
(b)(1) or (b)(2) of this section may be
subject to enforcement action in ac-
cordance with the procedures in 10 CFR
part 2, subpart B.

(d) For the purposes of paragraph
(b)(1) of this section, deliberate mis-
conduct by a person means an inten-
tional act or omission that the person
knows:

(1) Would cause a licensee, certificate
holder, quality assurance program ap-
proval holder or applicant for a license,
certificate, or quality assurance pro-
gram approval to be in violation of any
rule, regulation, or order; or any term,
condition, or limitation, of any license
or certificate issued by the Commis-
sion; or

(2) Constitutes a violation of a re-
quirement, procedure, instruction, con-
tract, purchase order, or policy of a li-
censee, certificate holder, quality as-
surance program approval holder, ap-
plicant, or the contractor or subcon-
tractor of any of them.

[63 FR 1899, Jan. 13, 1998]

Subpart C—General Licenses

§ 71.12 General license: NRC-approved
package.

(a) A general license is hereby issued
to any licensee of the Commission to
transport, or to deliver to a carrier for
transport, licensed material in a pack-
age for which a license, certificate of
compliance, or other approval has been
issued by the NRC.

(b) This general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) This general license applies only
to a licensee who—

(1) Has a copy of the certificate of
compliance, or other approval of the
package, and has the drawings and
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other documents referenced in the ap-
proval relating to the use and mainte-
nance of the packaging and to the ac-
tions to be taken before shipment;

(2) Complies with the terms and con-
ditions of the license, certificate, or
other approval, as applicable, and the
applicable requirements of subparts A,
G, and H of this part; and

(3) Submits in writing to the Direc-
tor, Office of Nuclear Material Safety
and Safeguards, U.S. Nuclear Regu-
latory Commission, Washington, DC
20555–0001, before the licensee’s first
use of the package, the licensee’s name
and license number and the package
identification number specified in the
package approval.

(d) This general license applies only
when the package approval authorizes
use of the package under this general
license.

(e) For a Type B or fissile material
package, the design of which was ap-
proved by NRC before April 1, 1996, the
general license is subject to the addi-
tional restrictions of § 71.13.

§ 71.13 Previously approved package.
(a) A Type B package previously ap-

proved by NRC but not designated as
B(U) or B(M) in the identification num-
ber of the NRC Certificate of Compli-
ance, may be used under the general li-
cense of § 71.12 with the following addi-
tional conditions:

(1) Fabrication of the packaging was
satisfactorily completed by August 31,
1986, as demonstrated by application of
its model number in accordance with
§ 71.85(c);

(2) A package used for a shipment to
a location outside the United States is
subject to multilateral approval, as de-
fined in DOT regulations at 49 CFR
173.403; and

(3) A serial number that uniquely
identifies each packaging which con-
forms to the approved design is as-
signed to, and legibly and durably
marked on, the outside of each pack-
aging.

(b) A Type B(U) package, a Type
B(M) package, a low specific activity
(LSA) material package or a fissile ma-
terial package, previously approved by
the NRC but without the designation ‘‘-
85’’ in the identification number of the
NRC Certificate of Compliance, may be

used under the general license of § 71.12
with the following additional condi-
tions:

(1) Fabrication of the package is sat-
isfactorily completed by April 1, 1999 as
demonstrated by application of its
model number in accordance with
§ 71.85(c);

(2) A package used for a shipment to
a location outside the United States is
subject to multilateral approval as de-
fined in DOT regulations at 49 CFR
173.403; and

(3) A serial number which uniquely
identifies each packaging which con-
forms to the approved design is as-
signed to and legibly and durably
marked on the outside of each pack-
aging.

(c) NRC will approve modifications to
the design and authorized contents of a
Type B package, or a fissile material
package, previously approved by NRC,
provided—

(1) The modifications of a Type B
package are not significant with re-
spect to the design, operating charac-
teristics, or safe performance of the
containment system, when the package
is subjected to the tests specified in
§§ 71.71 and 71.73;

(2) The modifications of a fissile ma-
terial package are not significant, with
respect to the prevention of criticality,
when the package is subjected to the
tests specified in §§ 71.71 and 71.73; and

(3) The modifications to the package
satisfy the requirements of this part.

(d) NRC will revise the package iden-
tification number to designate pre-
viously approved package designs as
B(U), B(M), AF, BF, or A as appro-
priate, and with the identification
number suffix ‘‘-85’’ after receipt of an
application demonstrating that the de-
sign meets the requirements of this
part.

§ 71.14 General license: DOT specifica-
tion container.

(a) A general license is issued to any
licensee of the Commission to trans-
port, or to deliver to a carrier for
transport, licensed material in a speci-
fication container for fissile material
or for a Type B quantity of radioactive
material as specified in DOT regula-
tions at 49 CFR parts 173 and 178.
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(b) This general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) This general license applies only
to a licensee who—

(1) Has a copy of the specification;
and

(2) Complies with the terms and con-
ditions of the specification and the ap-
plicable requirements of subparts A, G,
and H of this part.

(d) This general license is subject to
the limitation that the specification
container may not be used for a ship-
ment to a location outside the United
States, except by multilateral ap-
proval, as defined in DOT regulations
at 49 CFR 173.403.

§ 71.16 General license: Use of foreign
approved package.

(a) A general license is issued to any
licensee of the Commission to trans-
port, or to deliver to a carrier for
transport, licensed material in a pack-
age the design of which has been ap-
proved in a foreign national competent
authority certificate that has been re-
validated by DOT as meeting the appli-
cable requirements of 49 CFR 171.12.

(b) Except as otherwise provided in
this section, the general license applies
only to a licensee who has a quality as-
surance program approved by the Com-
mission as satisfying the applicable
provisions of subpart H of this part.

(c) This general license applies only
to shipments made to or from locations
outside the United States.

(d) This general license applies only
to a licensee who—

(1) Has a copy of the applicable cer-
tificate, the revalidation, and the
drawings and other documents ref-
erenced in the certificate, relating to
the use and maintenance of the pack-
aging and to the actions to be taken
before shipment; and

(2) Complies with the terms and con-
ditions of the certificate and revalida-
tion, and with the applicable require-
ments of subparts A, G, and H of this
part. With respect to the quality assur-
ance provisions of subpart H of this
part, the licensee is exempt from de-
sign, construction, and fabrication con-
siderations.

§ 71.18 General license: Fissile mate-
rial, limited quantity per package.

(a) A general license is issued to any
licensee of the Commission to trans-
port fissile material, or to deliver
fissile material to a carrier for trans-
port, without complying with the pack-
age standards of subparts E and F of
this part, if the material is shipped in
accordance with this section.

(b) The general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) Except as provided in paragraph
(d) of this section, this general license
applies only when a package contains
no more than a Type A quantity of ra-
dioactive material, including only one
of the following:

(1) Up to 40 g of uranium-235;
(2) Up to 30 g of uranium-233;
(3) Up to 25 g of the fissile radio-

nuclides of plutonium, except that for
encapsulated plutonium-beryllium neu-
tron sources in special form, an A1

quantity of plutonium may be present;
or

(4) A combination of fissile radio-
nuclides in which the sum of the ratios
of the amount of each radionuclide to
the corresponding maximum amounts
in paragraphs (c) (1), (2), and (3) of this
section does not exceed unity.

(d) For packages where fissile mate-
rial is mixed with substances having an
average hydrogen density greater than
water, this general license applies only
when a package contains no more than
a Type A quantity of radioactive mate-
rial, including only one of the fol-
lowing:

(1) Up to 29 g of uranium-235;
(2) Up to 18 g of uranium-233;
(3) Up to 18 g of fissile radionuclides

of plutonium, or
(4) A combination of fissile radio-

nuclides in which the sum of the ratios
of the amount of each radionuclide to
the corresponding maximum amounts
in paragraphs (d) (1), (2), and (3) of this
section does not exceed unity.

(e) Except for the beryllium con-
tained within the special form pluto-
nium-beryllium sources authorized in
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paragraph (c) of this section, this gen-
eral license applies only when beryl-
lium, graphite, or hydrogenous mate-
rial enriched in deuterium is not
present in quantities exceeding 0.1% of
the fissile material mass.

(f)(1) Except as specified in paragraph
(f)(2) of this section for encapsulated
plutonium-beryllium sources, this gen-
eral license applies only when, a pack-
age is labeled with a transport index
not less than the number given by the
following equation, where the package
contains x grams of uranium-235, y
grams of uranium-233, and z grams of
the fissile radionuclides of plutonium:

Minimum Transport Index = (0.25x +
0.33y + 0.4z).

(2) For a package in which the only
fissile material is in the form of encap-
sulated plutonium-beryllium neutron
sources in special form, the transport
index based on criticality consider-
ations may be taken as 0.025 times the
number of grams of the fissile radio-
nuclides of plutonium.

(3) Packages which have a transport
index greater than 10 are not author-
ized under the general license provi-
sions of this part.

[62 FR 5911, Feb. 10, 1997]

§ 71.20 General license: Fissile mate-
rial, limited moderator per pack-
age.

(a) A general license is issued to any
licensee of the Commission to trans-
port fissile material, or to deliver
fissile material to a carrier for trans-
port, without complying with the pack-
age standards of subparts E and F of
this part if the material is shipped in
accordance with this section.

(b) The general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) This general license applies only
when—

(1) The package contains no more
than a Type A quantity of radioactive
material;

(2) Neither beryllium nor hydroge-
nous material enriched in deuterium is
present;

(3) The total mass of graphite present
does not exceed 7.7 times the total
mass of uranium-235 plus plutonium;

(4) Substances having a higher hydro-
gen density than water (e.g., certain
hydrocarbon oils), are not present, ex-
cept that polyethylene may be used for
packing or wrapping;

(5) Uranium-233 is not present, and
the amount of plutonium does not ex-
ceed 1 percent of the amount of ura-
nium-235;

(6) The amount of uranium-235 is lim-
ited as follows:

(i) If the fissile radionuclides are not
uniformly distributed, the maximum
amount of uranium-235 per package
may not exceed the value given in
Table I of this part; or

(ii) If the fissile radionuclides are dis-
tributed uniformly (i.e., cannot form a
lattice arrangement within the pack-
aging), the maximum amount of ura-
nium-235 per package may not exceed
the value given in Table II of this part;
and

(7) The transport index of each pack-
age, based on criticality consider-
ations, is taken as 10 times the number
of grams of uranium-235 in the package
divided by the maximum allowable
number of grams per package in ac-
cordance with Table I or Table II of
this part, as applicable.

TABLE I—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL PACKAGE, APPLICABLE
TO § 71.20(C)(6)(I)

[Nonuniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per

package

24 ................................................................. 40
20 ................................................................. 42
15 ................................................................. 45
11 ................................................................. 48
10 ................................................................. 51
9.5 ................................................................ 52
9 ................................................................... 54
8.5 ................................................................ 55
8 ................................................................... 57
7.5 ................................................................ 59
7 ................................................................... 60
6.5 ................................................................ 62
6 ................................................................... 65
5.5 ................................................................ 68
5 ................................................................... 72
4.5 ................................................................ 76
4 ................................................................... 80
3.5 ................................................................ 88
3 ................................................................... 100
2.5 ................................................................ 120
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TABLE I—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL PACKAGE, APPLICABLE
TO § 71.20(C)(6)(I)—Continued

[Nonuniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per

package

2 ................................................................... 164
1.5 ................................................................ 272
1.35 .............................................................. 320
1 ................................................................... 680
0.92 .............................................................. 1,200

TABLE II—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL PACKAGE, APPLICABLE
TO § 71.20(C)(6)(II)

[Uniform Distribution]

Uranium enrichment in weight percent of
uranium-235 not

exceeding

Permissible
maximum

grams of ura-
nium-235 per

package

4 ................................................................... 84
3.5 ................................................................ 92
3 ................................................................... 112
2.5 ................................................................ 148
2 ................................................................... 240
1.5 ................................................................ 560
1.35 .............................................................. 800

§ 71.22 General license: Fissile mate-
rial, limited quantity, controlled
shipment.

(a) A general license is issued to any
licensee of the Commission to trans-
port fissile material, or to deliver
fissile material to a carrier for trans-
port, without complying with the pack-
age standards of Subparts E and F of
this part, if limited material is shipped
in accordance with this section.

(b) The general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of
Subpart H of this part.

(c) This general license applies only
when a package contains no more than
a Type A quantity of radioactive mate-
rial and no more than 400 g total of the
fissile radionuclides of plutonium en-
capsulated as plutonium-beryllium
neutron sources in special form.

(d) This general license applies only
when:

(1) The mass of fissile radionuclides
in the shipment is limited such that
the

grams of u

X

grams of o

Y

ranium 235 ther fissile material−
+ ≤1

where X and Y are the mass defined in
the table following paragraph (d)(2) of
this section; or

(2) the encapsulated plutonium-beryl-
lium neutron sources are in special
form and the total mass of fissile radio-
nuclides in the shipment does not ex-
ceed 2500 g.

PERMISSIBLE MASS LIMITS FOR SHIPMENTS OF FISSILE MATERIAL

Fissile material

Fissile material
mass (g)

mixed with
substances
having a hy-

drogen density
less than or

equal to water

Fissile material
mass (g)

mixed with
substances
having a hy-

drogen density
greater than

water

Uranium-235(X) ............................................................................................................................. 500 290
Other fissile material(Y) ................................................................................................................. 300 180

(e) Except for the beryllium con-
tained within the special form pluto-
nium-beryllium sources authorized in
paragraphs (c) and (d) of this section,

this general license applies only when
beryllium, graphite or hydrogenous
material enriched in deuterium is not
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present in quantities exceeding 0.1% of
the fissile material mass.

(f) This general license applies only
when shipment of these packages is
made under procedures specifically au-
thorized by DOT, in accordance with 49
CFR Part 173 of its regulations, to pre-
vent loading, transport, or storage of
these packages with other fissile mate-
rial shipments.

[62 FR 5912, Feb. 10, 1997]

§ 71.24 General license: Fissile mate-
rial, limited moderator, controlled
shipment.

(a) A general license is issued to any
licensee of the Commission to trans-
port fissile material, or to deliver
fissile material to a carrier for trans-
port, without complying with the pack-
age standards of subparts E and F of
this part, if limited material is shipped
in accordance with this section.

(b) The general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) This general license applies only
when—

(1) No package contains more than a
Type A quantity of radioactive mate-
rial;

(2) The packaging does not incor-
porate lead shielding exceeding 5 cm in
thickness, tungsten shielding, or ura-
nium shielding;

(3) Neither beryllium nor hydroge-
nous material enriched in deuterium is
present;

(4) The total mass of graphite present
does not exceed 7.7 times the total
mass of uranium-235 and plutonium;

(5) Substances having a higher hydro-
gen density than water (e.g., certain
hydrocarbon oils), are not present, ex-
cept that polyethylene may be used for
packing or wrapping;

(6) For fissile contents containing no
uranium-233 and less than 1 percent by
weight total plutonium, if the fissile
radionuclides are—

(i) Not uniformly distributed, the
maximum amount of uranium-235 per
consignment does not exceed the value
given in Table III of this part; or

(ii) Distributed uniformly and cannot
form a lattice arrangement within the
packaging, the maximum amount of
uranium-235 per shipment does not ex-
ceed the value given in Table IV of this
part;

(7) For fissile contents containing
uranium-233 or more than 1 percent by
weight plutonium, the total mass of
fissile material per shipment is limited
so that the sum of the number of grams
of uranium-235 divided by 400, the num-
ber of grams of plutonium divided by
225, and the number of grams of ura-
nium-233 divided by 250, does not ex-
ceed unity, as expressed in the formula:

grams uranium

g

grams plutonium

g

grams uranium

g

−
+ +

−
≤

235

400 225

233

250
1;

(8) The transport must be direct to
the consignee without any inter-
mediate transit storage; and

(9) Shipment of these packages is
made under procedures specifically au-
thorized by DOT in accordance with 49
CFR part 173 of its regulations to pre-
vent loading, transport, or storage of
these packages with other fissile mate-
rial shipments.

TABLE III—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL SHIPMENT APPLICABLE
TO § 71.24(C)(6)(I)

[Nonuniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per
consignment

20 ................................................................. 520
15 ................................................................. 560
11 ................................................................. 600
10 ................................................................. 640
9.5 ................................................................ 655
9 ................................................................... 675
8.5 ................................................................ 690
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TABLE III—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL SHIPMENT APPLICABLE
TO § 71.24(C)(6)(I)—Continued

[Nonuniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per
consignment

8 ................................................................... 710
7.5 ................................................................ 730
7 ................................................................... 750
6.5 ................................................................ 780
6 ................................................................... 810
5.5 ................................................................ 850
5 ................................................................... 900
4.5 ................................................................ 950
4 ................................................................... 1,000
3.5 ................................................................ 1,100
3 ................................................................... 1,250
2.5 ................................................................ 1,500
2 ................................................................... 2,050
1.5 ................................................................ 3,400
1.35 .............................................................. 4,000
1 ................................................................... 8,500
0.92 .............................................................. 15,000

TABLE IV—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL SHIPMENT APPLICABLE
TO § 71.24(C)(6)(II)

[Uniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per
consignment

4 ................................................................... 1,050
3.5 ................................................................ 1,150
3 ................................................................... 1,400
2.5 ................................................................ 1,800
2 ................................................................... 3,000
1.5 ................................................................ 7,000
1.35 .............................................................. 10,000

Subpart D—Application for
Package Approval

§ 71.31 Contents of application.
(a) An application for an approval

under this part must include, for each
proposed packaging design, the fol-
lowing information:

(1) A package description as required
by § 71.33;

(2) A package evaluation as required
by § 71.35; and

(3) A quality assurance program de-
scription, as required by § 71.37, or a
reference to a previously approved
quality assurance program.

(b) Except as provided in § 71.13, an
application for modification of a pack-
age design, whether for modification of
the packaging or authorized contents,

must include sufficient information to
demonstrate that the proposed design
satisfies the package standards in ef-
fect at the time the application is filed.

(c) The applicant shall identify any
established codes and standards pro-
posed for use in package design, fab-
rication, assembly, testing, mainte-
nance, and use. In the absence of any
codes and standards, the applicant
shall describe and justify the basis and
rationale used to formulate the pack-
age quality assurance program.

§ 71.33 Package description.
The application must include a de-

scription of the proposed package in
sufficient detail to identify the pack-
age accurately and provide a sufficient
basis for evaluation of the package.
The description must include—

(a) With respect to the packaging—
(1) Classification as Type B(U), Type

B(M), or fissile material packaging;
(2) Gross weight;
(3) Model number;
(4) Identification of the containment

system;
(5) Specific materials of construc-

tion, weights, dimensions, and fabrica-
tion methods of—

(i) Receptacles;
(ii) Materials specifically used as

nonfissile neutron absorbers or mod-
erators;

(iii) Internal and external structures
supporting or protecting receptacles;

(iv) Valves, sampling ports, lifting
devices, and tie-down devices; and

(v) Structural and mechanical means
for the transfer and dissipation of heat;
and

(6) Identification and volumes of any
receptacles containing coolant.

(b) With respect to the contents of
the package—

(1) Identification and maximum ra-
dioactivity of radioactive constituents;

(2) Identification and maximum
quantities of fissile constituents;

(3) Chemical and physical form;
(4) Extent of reflection, the amount

and identity of nonfissile materials
used as neutron absorbers or modera-
tors, and the atomic ratio of moderator
to fissile constituents;

(5) Maximum normal operating pres-
sure;

(6) Maximum weight;
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